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Oxford, CT 06478

® (203) 262-9245

ENGINEER TEST CONSULT

P.E. EVALUATION REPORT (PEER)

GAF PEER-GAF-003.B.R23
1 Campus Drive FL11946-R26 (HVHZ)
Parsippany, NJ 07054 Date of Issuance: 12/18/2013
(800) 766-3411 Revision 23: 08/19/2025
SCOPE:

This P.E. Evaluation Report (henceforth ‘PEER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules and regulations governing the
use of construction materials in the State of Florida. The documentation submitted has been reviewed by Robert Nieminen, P.E. for
compliance with the 8th Edition (2023) Florida Building Code, High Velocity Hurricane Zone (HVHZ) sections noted herein.

DEescrIPTION: GAF Conventional Built-Up Roof Systems (HVHZ)

LABELING: Labeling shall be in accordance with the requirements of the Accredited Quality Assurance Agency noted herein.

CoNTINUED ComPLIANCE: This PEER is valid until such time as the named product(s) changes, the referenced Quality Assurance or production
facility location(s) changes, or Code provisions that relate to the product(s) change. Acceptance of our PEERs by the named client constitutes
agreement to notify NEMO ETC, LLC of any changes to the product(s), the Quality Assurance or the production facility location(s). NEMO
ETC, LLC requires a complete review of its PEER relative to updated Code requirements with each Code Cycle.

ADVERTISEMENT: “NEMO P.E. Evaluated” may be displayed in advertising literature. If any portion of the PEER is displayed, then it shall be done
in its entirety.

InsPecTION: Upon request, a copy of this entire PEER shall be provided to the user by the manufacturer or its distributors and shall be available
for inspection at the job site at the request of the Building Official.

This PEER consists of pages 1 through 5, plus 36-pages of Appendix.
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CERTIFICATION OF INDEPENDENCE:

1. NEMO ETC, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest in any company manufacturing or
distributing products it evaluates.

2. NEMO ETC, LLC is not owned, operated or controlled by any company manufacturing or distributing products it evaluates.

3. Robert Nieminen, P.E. does not have nor will acquire, a financial interest in any company manufacturing or distributing products for
which the PEERs are being issued.

4. Robert Nieminen, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

5. This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer of Record for any
project on which this PEER, or previous versions thereof, is/was used for permitting or design guidance unless retained specifically for

that purpose.
©2018, NEMO ETC, LLC


https://www.nemoetc.com/
https://www.gaf.com/en-us
https://www.flrules.org/gateway/ChapterHome.asp?Chapter=61G20-3

ROOFING SYSTEM EVALUATION:
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1. ‘ SCOPE:

Product Category:
Sub-Category:

Product Approval Method:
Compliance Statement:

Roofing

Built-Up Roofing Systems
Method 1, Option D: Codified Material, Evaluation by Engineer

GAF Conventional Built-Up Roof Systems, as produced by GAF, have demonstrated
compliance with the following sections of the 8t Edition (2023) Florida Building Code, High Velocity Hurricane
Zones (HVHZ) through testing in accordance with the following Standards. Compliance is subject to the Installation
Reguirements and Limitations of Use set forth herein.

2. STANDARDS:

SECTION PROPERTY STANDARD

TAS 110 Resistance to Foot Traffic TAS 114, Section 8.9

TAS 110 Wind resistance TAS 114, Appendix C, D or J

TAS 110 Susceptibility Hail Damage TAS 114, Appendix F

TAS 110 Susceptibility to Leakage TAS 114, Appendix G

TAS 110 Material standard ASTM D2178, D3909, D4601, D4897
TAS 110 Material standard ASTM D6163, D6164, D6222

3. ‘ REFERENCES:

ENTITY EXAMINATION REFERENCE DATE ENTITY EXAMINATION REFERENCE DATE

NEMO (TST6049)  ASTM D2178 (GA) 45-GAF-18-001.01.19-1 01/02/19 | FM (TST1867) FM 4470 / 4474 797-09972-267 10/27/14
NEMO (TST6049)  ASTM D3909 (CA,GA)  4q-GAF-20-SSMBB-01.A 03/04/21 | FM (TST1867) FM 4470 / 4474 797-09973-267 10/27/14
NEMO (TST6049)  ASTM D4601 (AL) 4q-GAF-21-SSMBB-01.A 09/07/21 | FM (TST1867) FM 4470 / 4474 797-10025-267 11/12/14
NEMO (TST6049)  ASTM D4897 (AL) 4q-GAF-21-SSMBB-01.B 09/07/21 | FM (TST1867) Criticality 3056207 (released) 02/09/16
NEMO (TST6049)  ASTM D3909 (AL) 4q-GAF-21-SSMBB-02.A 12/02/21 | FM (TST1867) FM 4470 / 4474 3056933 07/19/18
NEMO (TST6049)  ASTM D2178 (AL) 4q-GAF-22-SSMBB-03.B 04/18/23 | FM (TST1867) FM 4470 / 4474 3061784 07/25/18
NEMO (TST6049)  ASTM D4897 (CA-F) 4q-GAF-23-SSMBB-01.A 12/04/23 | FM (TST1867) FM 4470 / 4474 3055904 10/25/18
NEMO (TST6049)  Physical Properties 4j-GAF-SSUDL-004.A 11/19/24 | FM (TST1867) FM 4470 / 4474 RR215191-267 11/07/18
NEMO (TST6049)  ASTM D3909 (CA-S) 4q-GAF-SSMBB-005.A 12/13/24 | FM (TST1867) Criticality PR452971-R1 01/28/20
NEMO PEER PEER-GAF-007.A.R43 10/15/24 | FM (TST1867) FM 4474 PR455417 12/23/20
PRI (TST5878) ASTM D2178 (AL) MSA-039-02-02 09/27/17 | FM (TST1867) FM 4474 PR458073 04/08/21
PRI (TST5878) ASTM D2178 (AL) MSA-039-02-01 09/27/17 | FM (TST1867) FM 4470 RR227768 04/09/21
PRI (TST5878) ASTM D4601 (GA) 37670229 12/20/21 | FM (TST1867) FM 4474 PR457312 04/20/21
PRI (TST5878) ASTM D4897 (GA) 37670227 12/20/21 | FM (TST1867) FM 4470 PR459831 04/21/21
PRI (TST5878) ASTM D4897 (GA) 37670228 12/20/21 | FM (TST1867) FM 4474 PR456101 06/24/21
PRI (TST5878) ASTM D4601 (GA) 37670240 12/21/21 | FM (TST1867) FM 4474 PR460889 08/01/22
PRI (TST5878) ASTM D2178 (CA-F) 37670275 01/31/22 | FM (TST1867) FM 4474 PR460126 09/20/22
PRI (TST5878) ASTM D4601 (CA-F) 376T0276 02/03/22 | FM (TST1867) FM 4474 PR464081 02/20/23
ACRC (TST4671) TAS 114 ACRC 11-048 08/10/11 | FM (TST1867) FM 4474 RR237726 08/23/23
ACRC (TST4671) TAS 114 ACRC 11-049 08/10/11 | FM (TST1867) FM 4474 RR237973 09/13/23
ACRC (TST4671) TAS 114 ACRC 11-053 08/12/11 | FM (TST1867) FM 4474 PR468153 11/04/24
ERD (TST6049) TAS 114 01880.09.03 09/10/03 | FM (TST1867) FM 4470 RR245882 04/23/25
ERD (TST6049) TAS 114 GAF-5C16825.12.17-1 12/31/17 | FM (TST1867) FM 4470 PR469015 05/13/25
FM (TST1867) FM 4470 / 4450 2B8A4.AM 07/02/97 | FM (TST1867) FM 4470 PR469209 06/03/25
FM (TST1867) FM 4470 / 4450 3B9Q1.AM 01/08/98 | IRT (TST7408) TAS 114 00001 04/05/00
FM (TST1867) FM 4470 / 4450 0Y9Q5.AM 04/01/98 | IRT (TST7408) TAS 114 00002 04/05/00
FM (TST1867) FM 4470 / 4450 ODOA8.AM 07/09/99 | IRT (TST7408) TAS 114 01-0136 12/18/01
FM (TST1867) FM 4470 / 4450 3011140 08/14/01 | IRT (TST7408) TAS 114 02-005 01/18/02
FM (TST1867) FM 4470 / 4450 3014547 05/22/03 | IRT (TST7408) TAS 114 02-011 02/26/02
FM (TST1867) FM 4470 / 4474 3017250 04/05/04 | IRT (TST7408) TAS 114 02-014 03/22/02
FM (TST1867) FM 4470 / 4474 3020703 07/30/04 | IRT (TST7408) TAS 114 02-015 03/26/02
FM (TST1867) FM 4470 / 4474 3025524 03/13/06 | IRT (TST7408) TAS 114 02-026 07/26/02
FM (TST1867) FM 4470 / 4474 3023458 07/18/06 | IRT (TST7408) TAS 114 04-009 01/26/04
FM (TST1867) FM 4470 / 4474 3028478 01/05/07 | NEMO (TST6049) TAS 114 41-GAF-18-002.05.19.A 05/29/19
FM (TST1867) FM 4470 / 4474 3029832 05/11/07 | PRI (TST5878) TAS 114 GAF-549-02-01 08/08/14
FM (TST1867) FM 4470 / 4474 Approval Extension 05/07/08 | PRI (TST5878) TAS 114 GAF-549-02-02 08/08/14
FM (TST1867) FM 4470 / 4474 797-05610-267 06/10/10 | PRI (TST5878) TAS 114 GAF-559-02-01 10/16/14
FM (TST1867) FM 4470 / 4474 797-05695-267 07/15/10 | PRI (TST5878) TAS 114 GAF-559-02-04 10/16/14
FM (TST1867) FM 4470 / 4474 797-05748-267 08/10/10 | PRI (TST5878) TAS 114 GAF-559-02-05 10/16/14
FM (TST1867) FM 4470 / 4474 797-05970-267 10/25/10 | PRI (TST5878) TAS 114 GAF-559-02-06 10/16/14
FM (TST1867) FM 4470 / 4474 797-05550-267 10/25/10 | PRI (TST5878) TAS 114 GAF-559-02-07 10/16/14
FM (TST1867) FM 4470 3042887 11/14/11 | PRI(TST5878) TAS 114 GAF-559-02-08 10/16/14
FM (TST1867) FM 4470 / 4474 3043900 08/16/12 | PRI (TST5878) TAS 114 GAF-559-02-09 10/16/14
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ENTITY EXAMINATION REFERENCE DATE ENTITY EXAMINATION REFERENCE DATE

FM (TST1867) FM 4470 / 4474 3046388 09/24/12 PRI (TST5878) TAS 114 GAF-559-02-11 10/16/14
FM (TST1867) FM 4470 / 4474 3041769 09/27/12 PRI (TST5878) TAS 114 GAF-559-02-12 10/16/14
FM (TST1867) FM 4470 3047636 08/08/13 PRI (TST5878) TAS 114 GAF-559-02-13 10/16/14
FM (TST1867) FM 4470 / 4474 797-09636-267 07/24/14 PRI (TST5878) TAS 114 GAF-559-02-14 10/16/14
FM (TST1867) FM 4470/ 4474 797-09662-267 07/24/14 PRI (TST5878) TAS 114 GAF-559-02-18 10/16/14
FM (TST1867) FM 4470 / 4474 797-09665-267 07/24/14 PRI (TST5878) Criticality 376T0006-3 09/06/19
FM (TST1867) FM 4470 3051408 08/13/14 PRI (TST5878) Criticality 376T0006-1 01/18/21
FM (TST1867) FM 4470/ 4474 797-09934-267 10/23/14 UL (QUA9625) Quality Control Service Confirm 04/22/25

UL (QUA9625) Quality Control Florida BCIS Current

4, PRODUCT DESCRIPTION:

This PEER covers GAF Built-Up Roof Systems (BUR) installed in accordance with GAuinshed installation
instructions and the Limitations of Use herein.

TABLE 1: EVALUATED MEMBRANES
MATERIAL STANDARD
TYPE Probuct PLANT(S)
REFERENCE TyPE
GAFGLAS® #75 Base Sheet 1l AL, CA-F, GA-S
BASE SHEETS AND Tri-Ply® #75 Base Sheet ASTM D4601 1l AL, CA-F, GA-S
BASE PLys: GAFGLAS® #80 Ultima™ Base Sheet Il AL, GA-S
GAFGLAS® Stratavent® Nailable Venting Base Sheet ASTM D4897 Il AL, GA-S
VENTING BASE PLys: GAFGLAS® Stratavent® Perforated Venting Base Sheet ASTM D4897 l AL, CA-F, GA-S
GAFGLAS® Ply 4 \% AL, CA-F, GA-S
GAFGLAS® Ply 4 M \% AL
PLys: Tri-Ply® Ply 4 Ply Sheet ASTM D2178 \% AL, CA-F, GA-S
GAFGLAS® FlexPly™ 6 VI AL, GA-S
GAFGLAS® FlexPly™ 6 M VI AL
PLys. M Ruberoid® 20 Smooth ASTM D6163 | AR
Dy USRI Ruberoid® Mop Smooth | GA-S
BITUMEN: - ASTM D6164
Ruberoid® Mop Smooth 1.5 | GA-S
GAFGLAS® Mineral-Surfaced Cap Sheet N/A AL, CA-F, GA-S
CAP PLYs: Tri-Ply® BUR Granule Cap Sheet ASTM D3909 N/A AL, CA-F, GA-S
GAFGLAS® EnergyCap™ Mineral-Surfaced Cap Sheet N/A CA-S
Ruberoid® 20 Smooth | AR
Ruberoid® HW 20 Smooth | AR
- ASTM D6163
Ruberoid® HW 25 Smooth | GA-S
Ruberoid® HW 30 Smooth | AR
Ruberoid® HW Smooth | GA-S
Ruberoid® Mop Smooth | GA-S
v B Ruberoid® Mop Smooth 1.5 | GA-S
APOR BARRIER Ruberoid® Mop Plus Smooth | GA-S
MEMBRANES: - - ASTM D6164
Liberty™ SBS Self-Adhering Cap Sheet | AR, GA-S
Ruberoid® HW Granule | GA-S
Ruberoid® Mop Granule | CA-S, GA-S
Ruberoid® HW Plus Granule 1l GA-S
Ruberoid® Torch Smooth | CA-S, GA-S, IN
- ASTM D6222
Ruberoid® Torch Granule | CA-S, GA-S, IN
GAF SA Vapor Retarder XL and XL40 N/A N/A IN
©ONEMO ETC, LLC PEER-GAF-003.B.R23
Certificate of Authorization #32455 P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ FL11946-R26 (HVHZ)
GAF Conventional Built-Up Roof Systems Revision 23: 08/19/2025
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5. LIMITATIONS:

5.1 This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer
of Record for any project on which this PEER, or previous versions thereof, is/was used for permitting or design
guidance. PEERs are not to be construed as representing any attributes not specifically listed, nor are PEERs to be
construed as an endorsement of the subject, or a recommendation for its use. There is no warranty by NEMO ETC,
LLC or Robert Nieminen, P.E., express or implied, as to any finding or other matter in this PEER, or as to any product
covered by the PEER.

5.2 This PEER is exclusively for use in High Velocity Hurricane Zone jurisdictions, as defined in FBC Chapter 2 (Broward
and Miami-Dade Counties).

5.3 The evaluation herein pertains to above-deck roof components; deck-attachment details pertain to ‘as-tested’
conditions under Testing Application Standard TAS 114, Appendix J. Roof decks shall be in accordance with FBC
HVHZ requirements to the satisfaction of the Authority Having Jurisdiction.

5.4 This PEER does not include evaluation of fire classification. Refer to FBC HVHZ 1516 for requirements and
limitations regarding roof assembly fire classification. Refer to FBC 2603 for requirements and limitations
concerning the use of foam plastic insulation.

5.5 This PEER does not include evaluation of roof edge termination. Refer to Roofing Application Standard RAS 111
for requirements and limitations regarding edge securement for low-slope roofs.

5.6 Refer to FBC HVHZ 1521 for requirements and limitations regarding recover installations.

5.6.1 For mechanically attached components over existing roof decks, fasteners shall be tested in the existing deck for
withdrawal resistance. A qualified design professional shall review the data for comparison to the minimum
requirements for the system. Testing shall be in accordance with Testing Application Standard TAS 105.

5.6.2 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the
existing deck or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any
surface conditions exist that bring system performance into question, field uplift testing in accordance with Testing
Application Standard TAS 124 shall be conducted on mock-ups of the proposed new roof assembly.

5.6.3 For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system shall
be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in accordance with Testing Application Standard TAS 124.

5.7 Refer to Appendix 1 for system attachment requirements for wind load resistance.

5.7.1 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads,
and reflects the ultimate passing pressure divided by 2 (the 2 to 1 margin of safety per Testing Application
Standard TAS 114 has already been applied). Refer to FBC HVHZ 1620 and Roofing Application Standard RAS 128
for determination of design wind loads.

5.7.2  For mechanically attached components, the maximum design pressure for the selected assembly shall meet or
exceed at least the Zone 1 PRIME design pressure determined in accordance with FBC HVHZ 1620 or Roofing
Application Standard RAS 128. Elevated pressure zones shall employ an attachment density designed by a
qualified design professional to resist the elevated pressure criteria. Analysis shall be in accordance with Roofing
Application Standard RAS 117 or RAS 137. *This extrapolation is not permitted for systems marked with an
asterisk*.

5.7.3 For tables and/or assemblies marked with an asterisk*, the maximum design pressure (MDP) limitation shall be
applicable to all roof pressure zones. Rational analysis is not permitted.

5.8 All components in the roof assembly shall have quality assurance audit in accordance with F.A.C. Rule 61G20-3.
Refer to the Product Approval of the component manufacturer for components listed in Appendix 1 that are
produced by a Product Manufacturer other than the report holder on Page 1 of this PEER.

©ONEMO ETC, LLC PEER-GAF-003.B.R23
Certificate of Authorization #32455 P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ FL11946-R26 (HVHZ)
GAF Conventional Built-Up Roof Systems Revision 23: 08/19/2025
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6. INSTALLATION:

GAF Conventional Built-Up Roof Systems shall be installed in accordance with GAF published installation
instructions, subject to the Limitations of Use herein.

7. BUILDING PERMIT REQUIREMENTS:

As required by the Building Official or Authority Having Jurisdiction to properly evaluate the installation of this
product.

8. IMANUFACTURING PLANTS:

Contact the named QA entity for manufacturing facilities covered by F.A.C. Rule 61G20-3 QA requirements. Refer
to Section 4 herein for products and production locations having met codified material standards.

9. QUALITY ASSURANCE ENTITY:
UL (QUA9625): (360) 817-5512; bsai.inspections@ul.com

- THE 36-PAGES THAT FOLLOW FORM PART OF THIS PEER -
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APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE

TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
1A Wood New, Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 9
18 Wood New or Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet (nails & caps), Bonded Insulation, Bonded Roof Cover 9
1c Wood New, Reroof (Tear-Off) or Recover B-3 Mechanically Attached Anchor Sheet (screws & plates), Bonded Insulation, Bonded Roof Cover 10
1p Wood New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 11
1e Wood New, Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 12
1F Wood New or Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Base Sheet (nails & caps), Bonded Roof Cover 12
16 Wood New, Reroof (Tear-Off) or Recover E-2 Non-Insulated, Mechanically Attached Base Sheet (screws & plates), Bonded Roof Cover 13
2A Steel New, Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 14
28 Steel or Structural Concrete New, Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 14
2C Steel or Structural concrete New, Reroof (Tear-Off), Recover B-2 Mechanically Attached Thermal Barrier, Bonded Vapor Retarder, Bonded Insulation, Bonded Roof Cover 16
2D Steel or Structural Concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 17
2E Steel or Structural Concrete New, Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 18
3A Structural Concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 20
38 Structural Concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 23
4A Deck with Lightweight concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 24
48 Deck with Lightweight concrete New or Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 24
4c Deck with Lightweight concrete New, Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 26
4D Deck with Lightweight concrete New or Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 27
4E Deck with Lightweight concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 27
5A Cementitious wood fiber Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 28
58 Cementitious wood fiber Reroof (Tear-Off) or Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 28
5¢ Cementitious wood fiber Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 29
5D Cementitious wood fiber Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 29
5E Cementitious wood fiber Reroof (Tear-Off) or Recover E-2 Non-Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 29
6A Existing gypsum Reroof (Tear-Off) B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 30
68 Existing gypsum Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 30
6C Existing gypsum Reroof (Tear-Off) c-1 Mechanically Attached Insulation, Bonded Roof Cover 31
6D Existing gypsum Reroof (Tear-Off) D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 31
6E Existing gypsum Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 32
7A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 33
78 Various Recover F Non-Insulated, Bonded Roof Cover 36

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ
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The following notes apply to the systems outlined herein:

1 The roof system evaluation herein pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC HVHZ requirements to the satisfaction of the Authority Having
Jurisdiction. Deck-attachment details pertain to ‘as-tested’ conditions under Testing Application Standard TAS 114, Appendix J.

2 Unless otherwise noted, fasteners and stress plates shall be as follows. Recessed plates are not for use with cement-based or gypsum-based hardboard coverboards. Fastener shall be of sufficient length for the
following engagements:

FASTENER/PLATE OPTIONS
PARTS
DECK TYPE By LOOSE PARTS PRE-ASSEMBLED PARTS MINIMUM ENGAGEMENT
DriII—'!'ec #12 Fastener, DriII—TeF #12 PP Fastsner, Drill-Tec #12 DPH Fa.stener, PriII—Tec #14 Fa§tener Drill-Tec 3” ASAP Flat, Drill-Tec 3” ASAP Recessed, Drill- Minimum %-inch plywood
Wood GAF or Drill-Tec #14 HD Fas.tener with Drill-Tec 3” Standard .Steel P.Iate, Dr|II-Tef: 3 Stesl Plate, Drill-Tec Tec ASAP 35S or Drill-Tec Heavy Duty ASAP Roofing penetration or minimum 1-
AccuTrac Flat Plate, Drill-Tec AccuTrac Recessed Plate (insulation only), Drill-Tec 3” Flat Steel Plate . ” .
. ” Fastener Assembled with a 3” Metal Plate inch wood plank embedment
or Drill-Tec 3” Recessed Steel Plate
Drill-Tec #12 Fastener, Drill-Tec #12 DP Fastener, Drill-Tec #12 DPH Fastener, Drill-Tec #14 Fastener, | Drill-Tec 3” ASAP Flat, Drill-Tec 3” ASAP Recessed, Drill-
GAF Drill-Tec #14 HD Fastener, Drill-Tec XHD Fastener or Drill-Tec #15 EHD Fastener with Drill-Tec 3” Tec ASAP 3S, Drill-Tec Heavy Duty ASAP Roofing Fastener
Standard Steel Plate, Drill-Tec 3” Steel Plate, Drill-Tec AccuTrac Flat Plate, Drill-Tec AccuTrac Assembled with a 3” Metal Plate or Drill-Tec Extra Heavy
Recessed Plate (insulation only), Drill-Tec 3” Flat Steel Plate or Drill-Tec 3” Recessed Steel Plate Duty ASAP Roofing Fastener — Insulation Minimum %-inch steel
Steel Note: | Unless otherwfse noted, Drill Tec #1‘2 DF Eastener or Drill Tec #14 DF Fastener with Drill Tec 3” DF Steel Insulation Plate may be used-in place of Drill-Tec #12 penetration and engage the
Fastener or Drill-Tec #14 Fastener with Drill-Tec 3” Standard Steel Plate when used to secure DensDeck Prime, SECUROCK Gypsum-Fiber Roof Board or SECUROCK top flute of the steel deck
Ultralight Coated Glass-Mat Roof Board to steel deck, up to a maximum allowable design pressure (MDP) of -120.0 psf.
Note: | Unless otherwise noted, Drill Tec #12 DF Fastener or Drill Tec #14 DF Fastener with Drill Tec 3” DF Steel Insulation Plate may be used in place of Drill-Tec #12
Fastener or Drill-Tec #14 Fastener with Drill-Tec 3” Standard Steel Plate when used to secure min. 0.5-inch thick Structodek High Density Fiberboard Roof
Insulation or min. 1.5-inch EnergyGuard POLYISO INSULATION or EnergyGuard Ultra Polyiso Insulation to steel deck.
Drill-Tec .#14 Fas,t,ener, Drill-Tec ¢'¢14 HD Fastener or Drill-Tec (;D-lO with Drill-Tec 3” Standard Steel Drill-Tec 3” ASAP Flat (#14 only) or Drill-Tec Heavy Duty
GAF Plate, Drill-Tec 3” Steel Plate, Drill-Tec AccuTrac Flat Plate, Drill-Tec AccuTrac Recessed Plate ASAP Roofing Fast A bled with a 3" Metal Plat . y
(insulation only), Drill-Tec 3” Flat Steel Plate or Drill-Tec 3” Recessed Steel Plate ooting Fastener Assembled with a etal Flate Minimum 1.25-inch
Structural Note: | Unless otherwise noted, Drill Tec #14 DF Fastener with Drill Tec 3” DF Steel Insulation Plate may be used in place of Drill-Tec #14 Fastener with Drill-Tec 3” ?nr:tl;ii?:z; ga;i:z?ir;le in
Standard Steel Plate when used to secure min. DensDeck Prime, SECUROCK Gypsum-Fiber Roof Board or SECUROCK Ultralight Coated Glass-Mat Roof Board to .
Concrete . . accordance with the fastener
structural concrete deck, up to a maximum allowable design pressure (MDP) of -120.0 psf. , .
manufacturer’s published
Note: | Unless otherwise noted, Drill Tec #14 DF Fastener with Drill Tec 3” DF Steel Insulation Plate may be used in place of Drill-Tec #14 Fastener with Drill-Tec 3” installation instructions
Standard Steel Plate when used to secure min. 0.5-inch thick Structodek High Density Fiberboard Roof Insulation or min. 1.5-inch EnergyGuard POLYISO
INSULATION or EnergyGuard Ultra Polyiso Insulation to structural concrete deck.

3 Unless otherwise noted, insulation may be any one layer or combination of FBC Approved (Local or Statewide) board(s) that meet FBC HVHZ 1516 and, for foam plastic, FBC Chapter 26, when installed with the roof
cover.

4 Minimum 200 psi, minimum 2-inch thick FBC HVHZ Approved lightweight insulating concrete may be substituted for or installed below, rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby
fasteners are installed through the lightweight insulating concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength to the steel and structural concrete
deck listings. Roof decks and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does not purport
to address non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the potential effect on overlying components. If mechanical attachment to the structural deck through
lightweight insulating concrete is proposed, field withdrawal resistance testing shall be performed to confirm equivalent or determine enhanced fastening patterns and density. All testing and fastening design
shall be in compliance with Testing Application Standard TAS 105 and Roofing Application Standard RAS 117 and/or RAS 137. Calculations shall be prepared, signed and sealed by a qualified design professional.

5  Preliminary insulation attachment: Unless otherwise noted, use FBC HVHZ Approved roofing fasteners and plates minimum four fasteners per 4 x 8 ft board or minimum two fasteners per 4 x 4 ft board.
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6  Unless otherwise noted, insulation adhesive application rates are as follows.
e Ribbon or bead width is at the time of application; the ribbons/beads shall expand as noted in the manufacturer’s published instructions.
e [f applying hot asphalt to concrete deck, deck shall be primed with ASTM D41 primer.
e When multiple layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, board joints shall be staggered.
e The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-half the specified ribbons spacing.

INSULATION ADHESIVE REFERENCES

By ADHESIVE REFERENCE FBC FiLE oR NOA MINIMUM RATE
GAF GAF LRF Adhesive M ‘LRF-M’ N/A Continuous 0.75 to 1-inch ribbons, 12-inch o.c.
GAF GAF LRF Adhesive M Canister ‘LRF-M Canister’ N/A Continuous 1 to 1.5-inch ribbons, 12-inch o.c.
GAF GAF LRF Adhesive XF ‘LRF-XF’ N/A Continuous 0.75 to 1-inch ribbons, 12-inch o.c.
H.B. Fuller Company Millennium One Step Foamable Adhesive ‘M-OSFA’ 25-0417.03 Continuous 0.25 to 0.5-inch wide ribbons, 12-inch o.c.
OMG, Inc. OlyBond 500 Adhesive Fastener ‘OB500’ 24-0422.18 Continuous 0.75-inch wide ribbons, 12-inch o.c. (PaceCart, SpotShot or Canister)
Generic, ASTM D312, Type IV hot asphalt N/A N/A Full coverage at 25-30 Ibs/square

7  Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted. Tapered polyisocyanurate at the following thickness limitations may be substituted with the following Maximum
Design Pressure (MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below meets or exceeds that listed for a particular system in the tables,
then the thinner board listed below may be used as a drop-in for the equivalent thicker material listed in the table.

MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS
INSULATION MIN. TAPERED
ADHESIVE LISTED PRODUCT FBC FiLE OR NOA THICKNESS (IN) MDP {esk
LRF-M EnergyGuard Polyiso Insulation, EnergyGuard Ultra Polyiso Insulation 24-1114.02 0.5 -232.5
LRF-XF EnergyGuard Polyiso Insulation, EnergyGuard Ultra Polyiso Insulation 24-1114.02 0.5 -292.5
LRF-XF EnergyGuard RA 25-0123.02 0.5 -487.5
M-OSFA Any EnergyGuard polyisocyanurate listed with adhesive herein various 0.5 -157.5
0OB500 EnergyGuard Polyiso Insulation, EnergyGuard Ultra Polyiso Insulation 24-1114.02 0.5 -292.5
OB500 EnergyGuard RA 25-0123.02 0.5 -487.5
Hot asphalt Any EnergyGuard polyisocyanurate listed with adhesive herein Various 0.5 -240.0

8 Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

9  For mechanically attached components, the maximum design pressure for the selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in accordance with FBC HVHZ 1620 or
Roofing Application Standard RAS 128. Elevated pressure zones shall employ an attachment density designed by a qualified design professional to resist the elevated pressure criteria in accordance with Roofing
Application Standard RAS 117 or RAS 137. *This extrapolation is not permitted for systems marked with an asterisk*

10 For tables and/or assemblies marked with an asterisk*, the maximum design pressure for the selected assembly shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No
rational analysis is permitted for these systems.

11  For mechanically attached components over existing decks, fasteners shall be tested in the existing deck for withdrawal resistance in accordance with Testing Application Standard TAS 105. A qualified design
professional shall review the data for comparison to the minimum requirements for the system. Should the fastener resistance be less than that required, a revised fastener spacing — prepared, signed and sealed
by a qualified design professional in accordance with Roofing Application Standard RAS 117 or RAS 137 — may be submitted to the Building Official for review and acceptance. For systems using Trufast Versa-Fast,
the number of Versa-Fast Fasteners installed through the Versa-Fast Plate may be increased from the minimum noted in order to yield minimum required withdrawal resistance.
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12 Refer to FBC HVHZ 1521 for requirements and limitations regarding recover installations. For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the existing
deck or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any surface conditions exist that bring system performance into question, field uplift testing shall be
conducted on mock-ups of the proposed new roof assembly. For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system shall be capable of resisting project
design pressures on its own merit to the satisfaction of the Authority Having Jurisdiction, as documented through field uplift testing in accordance with Testing Application Standard TAS 124.

13 For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and for System Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an FBC HVHZ
Approved insulation board or coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to roof cover installation (Note 5). The separator component shall be
documented as meeting FBC HVHZ 1516 and, for foam plastic, FBC Chapter 26, when installed with the roof cover in Recover applications.

14 Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current
LWIC FBC HVHZ Product Approval for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not referenced, the minimum design mix shall be 300 psi. In all cases,
the minimum top-coat thickness is 2-inches. For LWIC over structural concrete, reference is made to FBC Section 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were established through testing
over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC
CER1592). Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and Authority Having Jurisdiction.

15 For bonded membrane applications, unless otherwise noted, refer to the following.

MEMBRANE / ADHESIVE COMBINATIONS
ROOF COVERS
REFERENCE TYPE APPLICATION
BP: Base Ply Optional base sheet of GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima Base Sheet, GAFGLAS Ply 4, GAFGLAS Ply 4 M, Tri-Ply Ply 4 Ply Sheet or Hot asphalt
GAFGLAS FlexPly 6, GAFGLAS FlexPly 6 M
V-BP: Venting Base Ply GAFGLAS Stratavent Perforated Venting Base Sheet Loose-laid
P: Ply Two or more plies of GAFGLAS Ply 4, GAFGLAS Ply 4 M, Tri-Ply Ply 4 Ply Sheet or GAFGLAS FlexPly 6, GAFGLAS FlexPly 6 M Hot asphalt
P-MB: Ply, Modified Bitumen One or two plies of GAFGLAS #80 Ultima Base Sheet, Ruberoid 20 Smooth, Ruberoid Mop Smooth or Ruberoid Mop Smooth 1.5 Hot asphalt
CP: Cap Ply Optional cap sheet of GAFGLAS Mineral-Surfaced Cap Sheet, Tri-Ply BUR Granule Cap Sheet or GAFGLAS EnergyCap Mineral-Surfaced Cap Sheet Hot asphalt
Note:  Systems without a cap sheet shall be surfaced in accordance with GAF requirements, meeting the fire resistance requirements of FBC Section 1516, and in accordance with FBC Section 1519.12.
MEMBRANE / ADHESIVE COMBINATIONS
VAPOR BARRIERS
REFERENCE MATERIAL APPLICATION
VB-APP-TA (smooth) Ruberoid Torch Smooth Torch-applied
VB-APP-TA (granule) Ruberoid Torch Granule Torch-applied
VB-BP1-AA One or more GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima Base Sheet Hot asphalt at 25 Ibs/square.
VB-BP2-AA One or two plies, GAFGLAS Ply 4, GAFGLAS Ply 4 M, Tri-Ply Ply 4 Ply Sheet, GAFGLAS FlexPly 6 or GAFGLAS FlexPly 6 M Hot asphalt at 25 Ibs/square.
VB-SBS-AA Ruberoid 20 Smooth, Ruberoid Mop Smooth, Ruberoid Mop Smooth 1.5, Ruberoid Mop Plus Smooth or Ruberoid Mop Granule Hot asphalt at 25 Ibs/square.
VB-SBS-CA Ruberoid 20 Smooth, Ruberoid Mop Smooth, Ruberoid Mop Smooth 1.5, Ruberoid Mop Plus Smooth or Ruberoid Mop Granule Za;gxgi(l)/zs:‘BS Membrane Adhesive
VB-SBS-SA Liberty SBS Self-Adhering Cap Sheet Self-adhering
VB-SBS-TA Ruberoid HW 20 Smooth, Ruberoid HW 25 Smooth, Ruberoid HW 30 Smooth, Ruberoid HW Smooth, Ruberoid HW Granule or Ruberoid HW Plus Granule Torch-applied
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STRUCTURAL CONCRETE DECK: VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
OPTION # PRIMER VAPOR BARRIER (Note 15) INSULATION ADHESIVE PER MDP
TyPE APPLICATION TABLE 3A PSF
C-VB-1. Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-APP-TA (granule) Torch-applied Hot asphalt -225.0
C-VB-2. Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-BP-AA1 Hot asphalt applied Hot asphalt -360.0
C-VB-3. Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-BP2-AA or VB-SBS-AA Hot asphalt applied Hot asphalt -495.0
C-VB-4. None GAF SA Vapor Retarder XL Self-adhering LRF-M, 12-inch o.c. -180.0
C-VB-5. Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-APP-TA (granule), VB-SBS-AA, VB-SBS-CA, VB-SBS-SA or VB-SBS-TA See Note 15 LRF-M, 12-inch o.c. -180.0
C-VB-6. GAF SA Primer GAF SA Vapor Retarder Self-adhering LRF-M, 12-inch o.c. -202.5
C-VB-7. Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-BP1-AA, VB-BP2-AA or VB-SBS-AA Hot asphalt applied LRF-M, 12-inch o.c. -495.0
C-VB-8. Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-APP-TA (granule) Torch-applied LRF-XF, 12-inch o.c. -169.0
C-VB-9. None GAF SA Vapor Retarder XL Self-adhering LRF-XF 12-inch o.c. -180.0
C-VB-10. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-APP-TA (granule), VB-SBS-AA, VB-SBS-CA, VB-SBS-SA or VB-SBS-TA See Note 15 LRF-XF, 12-inch o.c. -180.0
C-VB-11. | GAF SA Primer GAF SA Vapor Retarder Self-adhering LRF-XF, 12-inch o.c. -202.5
C-VB-12. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-SBS-SA Self-adhering LRF-XF, 12-inch o.c. -250.0
C-VB-13. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-BP1-AA, VB-BP2-AA or VB-SBS-AA Hot asphalt applied LRF-XF, 12-inch o.c. -262.5
C-VB-14. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer Ruberoid 30 Hot asphalt applied LRF-XF, 12-inch o.c. -270.0
C-VB-15. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-APP-TA (smooth) Torch-applied 0B500, 12-inch o.c. -165.0
C-VB-16. | None GAF SA Vapor Retarder XL Self-adhering 0B500, 12-inch o.c. -180.0
C-VB-17. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-SBS-AA, VB-SBS-CA, VB-SBS-SA or VB-SBS-TA See Note 15 0B500, 12-inch o.c. -180.0
C-VB-18. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-SBS-SA Self-adhering 0B500, 12-inch o.c. -187.5
C-VB-19. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer | Ruberoid 20 Smooth Matrix 102 SBS Membrane | 554 15 jnch o.c, 2025
Adhesive at 1.5 gal/square
C-VB-20. | GAF SA Primer GAF SA Vapor Retarder Self-adhering 0B500, 12-inch o.c. -202.5
C-VB-21. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-APP-TA (granule) Torch-applied OB500, 12-inch o.c. -225.0
C-VB-22. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer Ruberoid HW Smooth Torch-applied 0B500, 12-inch o.c. -232.5
C-VB-23. | Matrix 307 Premium Asphalt Primer or ASTM D41 primer VB-BP1-AA, VB-BP2-AA or VB-SBS-AA Hot asphalt applied 0OB500, 12-inch o.c. -352.5

16B  For System Types B-1, B-2, C-1, C-2, D-1 or D-2, GAF SA Vapor Retarder or GAF SA Vapor Retarder XL may be installed atop the roof deck, or to a loose-laid thermal barrier of DensDeck, DensDeck Prime, DensDeck
StormX Prime, DEXcell Glass Mat Roof Board, DEXcell FA Glass Mat Roof Board, SECUROCK Gypsum-Fiber Roof Board, SECUROCK Ultralight Coated Glass Mat Roof Board or SECUROCK Cement Roof Board, prior to
installation of the insulation and roof cover. When adhering GAF SA Vapor Retarder to structural concrete, the substrate shall be primed with GAF SA Primer, TPO QSA or TPO QSA LV50. When adhering GAF SA
Vapor Retarder to gypsum or cement boards, the substrate shall be primed with GAF SA Primer, TPO QSA, TPO QSA LV50 or Matrix 307 Premium Asphalt Primer. Refer to FM Loss Prevention Data Sheet 1-29 for
design and installation limitations.

16C  Fire barrier of VersaShield® Solo™ Fire-Resistant Slip Sheet is optional in all assemblies when overlying components are mechanically fastened.

17  Unless otherwise noted, insulation or coverboard attachment patterns for Type B-1, Type B-2, Type C-1 and C-2 systems are as outlined below.
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INSULATION ATTACHMENT PATTERNS —4X4 FT BOARDS
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INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS

-12-in.[- 12-in. 12-in.- ——6-in. - 6ein. 6-in. - -~ 18-in. -
12-in. 124in 12:”‘- 12‘—‘m. 12-in. | b-in
t i G | I ] ' 18-in.
12-in. .
24-in. A | 24-in, 24-in. 24-in.
12-in. : ; | |- b 18-in.
24-in. -i - -
24-in. 2a'in. in 24-in. 24-in. 12I|n.
| : ’ | S | ' 18-in.
12in. 24-in. 24-in. 24-in.
24-in. F—t
12-in : Ic ) .l I | 18-in.
: E—— 12-in. 12-in, 12-in. n
12-in. 12-in. - ‘ . in.
' ! ~—24-in— ~—24-in, -12-in.~ 24-in. -
1 per 4.0 ft2 (8 per board) 1 per 3.2 ft2 (10 per board) 1 per 2.9 ft2 (11 per board) 1 per 2.7 ft2 (12 per board) 1 per 2.0 ft2 (16 per board)
- -r6-in. 6-in.-——18-in. 1 6-in. 6-in-+—=12-in.|12-in.— 6-in. - 6-in.~—12-in.|- )
' 6-in. " 7 ' 6ein. [ B-in.
i o A 5| &in. 12-in. : " !
184 18in. i : & o N 12-in. 12-in.
-in. A 3 ) : C .
€ 18;in. 12-in. ! ' I
f 12-in. | @ &>—— ® ! 12-in. 12-in.
) I 12-in. ! ' !
18:in. 18-in. ‘ ERN 12-in. 12-in.
| 18in. | _ L 12-in. | 5
12-in. G : 12-in. ® 2 —t 12-in. 12‘-|n.
f : 5 12-in. ! - !
) 18-in. | : ( SR 12-in. 12-in.
18;in. 18-in. 12-in. i |
! 12!. ] : R 12-in. 12-in.
18-in - ) ' 12-in. | |
' 18in. : 12-in. 12:in.
] . B 1 . I}
6-in. 18in. ' 12;in 6-in. (S
[ T 6-in. [ T f i
- 24-in. - i ~12-in.-—24-in.— - 24-in. - -12-in.-—-6-in.
1 per 1.8 ft2 (18 per board) 1 per 1.6 ft2 (20 per board) 1 per 1.45 ft2 (22 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.0 ft2 (32 per board)
©ONEMO ETC, LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ PEER-GAF-003.B.R23 for FL11946-R26 (HVHZ)
Certificate of Authorization #32455 GAF Conventional Built-Up Roof Systems; (800) 766-3411 Revision 23: 08/19/2025

BACK TO TOP Appendix 1, Page 7 of 36



NEmoO | etc.e

18 The following products are interchangeable within the scope of this PEER:

ACCEPTABLE ALTERNATES
SuB-CATEGORY MANUFACTURER FBCFiLE oR NOA LISTED PRODUCT HEREIN ALTERNATE
EnergyGuard Polyiso Insulation EnergyGuard NH Polyiso Insulation
) . GAF 24-1114.02 - - - -
Roofing Insulation EnergyGuard Ultra Polyiso Insulation EnergyGuard NH Ultra Polyiso Insulation
Georgia-Pacific Gypsum, LLC 22-1223.04 DensDeck Prime DensDeck StormX Prime Roof Board
Vapor Barrier GAF N/A GAF SA Vapor Retarder XL GAF SA Vapor Retarder XL40

19 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads. Refer to FBC (HVHZ) 1620 and Roofing Application Standard RAS 128 for determination of design
wind loads. (Notes 9 and 10)

©ONEMO ETC, LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ PEER-GAF-003.B.R23 for FL11946-R26 (HVHZ)
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TABLE 1A: WOOD DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION LAYER, BONDED ROOF COVER

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer
System Deck Roof Cover | MDP
No. (Note 1) T Fastener Attach Attach (Note 15) (psf)
ype (Note 11) ( ) Type ( )
Note 17 Notes 6,7,8
Min. 19/32- . . Optional one or more layers min. 1.3-inch EnergyGuard RA followed by Min. 0.5-
W-1 inch plywood One or more layers Min. 1.3-inch Note 2 ! perz inch Structodek High Density Fiberboard Roof Insulation or min. 0.4375-inch hot asphalt GAF BUR. -45.0*
EnergyGuard RA 2.9 ft Note 15.
or wood plank DEXcell Cement Roof Board
Min. 19/32- One or more layers 1 per Optional one or more layers min. 1.3-inch EnergyGuard RA followed by Min. 0.5- GAF BUR
W-2 inch plywood Min. 1-inch Structodek High Density Note 2 P N inch Structodek High Density Fiberboard Roof Insulation or min. 0.4375-inch hot asphalt ’ -45.0*
X X 4.0 ft Note 15.
or wood plank Fiberboard Roof Insulation DEXcell Cement Roof Board I

TABLE 18: WOOD DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET (NAiLs & cAps), BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Insulation Roof
System Deck e RO Cover MDP
No. (Note 1) T SSEeney Attach T 3¢ (psf)
ype (Note 11) ac ype (Notes 6,7,8) | (Note15)
CONVENTIONAL SYSTEMS:
GAFGLAS #75 Base Shee, TriPly #75 Base i@y e 1y SnergrGuard Ultes Poyisa maiation ollowed
Min. 19/32-inch Sheet, GAFGLAS #80 Ultima Base Sheet, 83 N 9-inch o.c. at the 4- gyuard, Y )
R . diameter tin caps . K by Min. 0.25-inch DensDeck Prime or
plywood or wood Stratavent Nailable Venting Base Sheet, N inch lap and 12-inch . : GAF BUR.
W-3 ” . with 11 ga. . SECUROCK Gypsum-Fiber Roof Board or min. hot asphalt -45.0
plank; 24” span, 8d GAFGLAS Ply 4, GAFGLAS Ply 4 M, Tri-Ply A o.c. in two staggered X . S Note 15.
S m annular ring shank 0.5-inch Structodek High Density Fiberboard —_—
common nails 6” o.c. Ply 4 Ply Sheet, GAFGLAS FlexPly 6, nails center rows Roof Insulation oF min. 0.4375-inch DEXcell
GAFGLAS FlexPly 6 M, Ruberoid 20 Smooth T
Cement Roof Board
Min. 1-inch EnergyGuard Polyiso Insulation or
Min. 19/32-inch GAFGLAS #75 Base Sheet, Tri-Ply #75 Base 3.2 ga., 1-5(8-|nch 8-inch o.c. at the 4- EnergyGuard .Ultra Polyiso Insu.Iatlon followed
plywood or wood A diameter tin caps . A by Min. 0.25-inch DensDeck Prime or
\ Sheet, GAFGLAS #80 Ultima Base Sheet, ) inch lap and 8-inch . . GAF BUR.
W-4 plank; 24” span, 8d R R with 12 ga. . SECUROCK Gypsum-Fiber Roof Board or min. hot asphalt -52.5
i IR GAFGLAS Stratavent Nailable Venting Base A o.c. in two staggered X . . Note 15.
ring shank nails 6 Sheet. Ruberoid 20 S th annular ring shank " 0.5-inch Structodek High Density Fiberboard —_—
o.c. eet, Ruberol moo nails centerrows Roof Insulation or min. 0.4375-inch DEXcell
Cement Roof Board
Min. 1-inch EnergyGuard Polyiso Insulation or
Min. 19/32-inch Qiﬁr:xsﬂéf:n 9-inch o.c. at the 4- EnergyGuard Ultra Polyiso Insulation followed
plywood or wood GAFGLAS #80 Ultima Base Sheet, shank nails and J inch la 'ar'wd 9-inch by Min. 0.25-inch DensDeck Prime or GAF BUR
W-5 plank; 24” span, 8d Stratavent Nailable Venting Base Sheet, inverted Drill-Tec o.c.in fwo staeered SECUROCK Gypsum-Fiber Roof Board or min. hot asphalt Note 15 ' -60.0
ring shank nails 6” Ruberoid 20 Smooth . - €8 0.5-inch Structodek High Density Fiberboard note 2.
3-inch Galvalume center rows . . .
o.c. Roof Insulation or min. 0.4375-inch DEXcell
Plate
Cement Roof Board

VENTING SYSTEMS:

©ONEMO ETC, LLC
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TABLE 18: WOOD DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET (NAiLs & cAps), BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Anchor Sheet Insulation Roof
System Deck o e Cover MDP
No. (Note 1) T astener Attach T ac (psf)
L (Note 11) ttac L (Notes 6,7,8) Note 15
in. i ., 1-5/8-i V-BP
'Vl"r\:ngﬁzr wzz g GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Zizaﬁfe’t :rstl/: C';'ds’ 8-inch o.c. at the 4- followed
Py ” Sheet, GAFGLAS #80 Ultima Base Sheet, X P inch lap and 8-inch Min. 1-inch EnergyGuard Polyiso Insulation or
W-6 plank; 24” span, 8d R R with 12 ga. . ) . hot asphalt by GAF -52.5
. IR GAFGLAS Stratavent Nailable Venting Base . o.c. in two staggered EnergyGuard Ultra Polyiso Insulation
ring shank nails 6 . annular ring shank BUR
Sheet, Ruberoid 20 Smooth . center rows
o.c. nails Note 15.

TABLE 1c: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET (scrRews & PLATES), BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Insulation
System Deck — e Roof Cover | MDP
No. (Note 1) T EEIE Attach T ac (Note 15) sf
ype (Note 11) ttac ype (Notes 6,7,8)
CONVENTIONAL SYSTEMS:
GAFGLAS #75 Base Sheet, Tri-Ply #75 . . . .
Min. 19/32-inch | Base Sheet, GAFGLAS #80 Ultima Base . . Min. L-inch EnergyGuard Polyiso Insulationor
K R 12-inch o.c. at the 2-inch EnergyGuard Ultra Polyiso Insulation followed by Min.
plywood orwood | Sheet, Stratavent Nailable Venting lap and 12-inch o.c. intwo | 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber GAF BUR
W-7 plank; 24” span, Base Sheet, GAFGLAS Ply 4, GAFGLAS Note 2 P . ’ ) . ) P . hot asphalt ' -45.0
. ! — center staggered center Roof Board or min. 0.5-inch Structodek High Density Note 15.
8d common nails Ply 4 M, Tri-Ply Ply 4 Ply Sheet, Fiberboard Roof Insulation or min. 0.4375-inch DEXcell
6" o.c. GAFGLAS FlexPly 6, GAFGLAS FlexPly 6 rows Comont Roof Boar d” e
M, Ruberoid 20 Smooth
Min. 19/32-inch | GAFGLAS #75 Base Sheet, Tri-Ply #75 . . Min. L-inch EnergyGuard Polyiso Insulation or
. 16-inch o.c. at the min. 4- EnergyGuard Ultra Polyiso Insulation followed by Min.
plywood or wood Base Sheet, GAFGLAS #80 Ultima Base | Note 2 | . : > . .
” 4 inch lap and 16-inch o.c. in | 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber GAF BUR.
W-8 plank; 24” span, Sheet, GAFGLAS Stratavent Nailable (#14 . . ) . hot asphalt -52.5
A K . two, equally spaced, Roof Board or min. 0.5-inch Structodek High Density Note 15.
8d ring shank Venting Base Sheet, Ruberoid 20 ONLY) . . . .
I staggered center rows Fiberboard Roof Insulation or min. 0.4375-inch DEXcell
nails 6” o.c. Smooth
Cement Roof Board
Min. 19/32-inch | GAFGLAS #75 Base Sheet, Tri-Ply 75 . . Min. 1-inch EnergyGuard Polyiso Insulation or
. 12-inch o.c. at the min. 4- EnergyGuard Ultra Polyiso Insulation by Min. 0.25-inch
plywood or wood Base Sheet, GAFGLAS #80 Ultima Base Note 2 . R . . X
” . inch lap and 12-inch o.c. in | DensDeck Prime or SECUROCK Gypsum-Fiber Roof Board GAF BUR.
W-9 plank; 24” span, Sheet, GAFGLAS Stratavent Nailable (#14 A . R I hot asphalt -60.0
. . . two, equally spaced, or min. 0.5-inch Structodek High Density Fiberboard Roof Note 15.
8d ring shank Venting Base Sheet, Ruberoid 20 ONLY) . . .
S m staggered center rows Insulation or min. 0.4375-inch DEXcell Cement Roof
nails 6” o.c. Smooth
Board
Min. 19/32-inch Min. 1-inch EnergyGuard Polyiso Insulation or
| V\;OOd or wood GAFGLAS #75 Base Sheet, Tri-Ply #75 12-inch o.c. at the 2-inch EnergyGuard Ultra Polyiso Insulation followed by Min.
W-10 pIan' 24” span Base Sheet, GAFGLAS #80 Ultima Base Note 2 lap and 12-inch o.c. in 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber hot asphalt GAF BUR. -60.0
gd rin’ shanFI>< ! Sheet, Stratavent Nailable Venting I three staggered center Roof Board or min. 0.5-inch Structodek High Density P Note 15. '
. g Base Sheet, Ruberoid 20 Smooth rows Fiberboard Roof Insulation or min. 0.4375-inch DEXcell
nails 6” o.c.
Cement Roof Board
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TABLE 1c: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET (screws & PLATES), BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Anchor Sheet Insulation
System Deck o e Roof Cover MDP
No. (Note 1) T cRAI Attach T el (Note 15) (psf)
ype (Note 11) ttac ype (Notes 6,7,8)
i 19/52in | GARGLAS 175 e Ty 15
plywood or wood Base Sheet, GAFGLAS #80 Ultima Base Note 2 8-inch o.c. at the 4-inch 0 25—gizch DensDeck Przlme or SECUROCK G sur::—Fibe.r GAF BUR
W-11 plank; 24” span, Sheet, GAFGLAS Stratavent Nailable (#14 lap and 8-inch o.c. in three ’ . h ) vp ) hot asphalt ' -75.0*
8d ring shank Venting Base Sheet, Ruberoid 20 ONLY) staggered center rows Roof Board or min. 0.5-inch Structodek High Density Note 15.
nails 6 o.c Smooth ! Fiberboard Roof Insulation or min. 0.4375-inch DEXcell
o Cement Roof Board
VENTING SYSTEMS:
Min. 19/32-inch GAFGLAS #75 Base Sheet, Tri-Ply #75 . .
! - .C. . 4- V-BP
plywood or wood Base Sheet, GAFGLAS #80 Ultima Base | Note 2 .16 inch o.c. at the min 4. . . ) )
” . inch lap and 16-inch o.c. in | Min. 1-inch EnergyGuard Polyiso Insulation or followed by
W-12 plank; 24” span, Sheet, GAFGLAS Stratavent Nailable (#14 . ) hot asphalt -52.5
3d ring shank Venting Base Sheet. Ruberoid 20 ONLY) two, equally spaced, EnergyGuard Ultra Polyiso Insulation GAF BUR
nails 6g” o.c Smootﬁ ! staggered center rows Note 15.
Min. 19/32-inch GAFGLAS #75 Base Sheet, TrliPIy #75 12-inch o.c. at the min. 4- V-BP
plywood or wood Base Sheet, GAFGLAS #80 Ultima Base | Note 2 . . . . . ) )
” . inch lap and 12-inch o.c.in | Min. 1-inch EnergyGuard Polyiso Insulation or followed by
W-13. plank; 24” span, Sheet, GAFGLAS Stratavent Nailable (#14 . ) hot asphalt AF BUR -60.0
8d ring shank Venting Base Sheet, Ruberoid 20 ONLY) two, equally spaced, EnergyGuard Ultra Polyiso Insulation G u
nails 6” o.c Smooth ! staggered center rows Note 15.
Min. 19/32-inch GAFGLAS #75 Base Sheet, Tri-Ply #75 V-BP
plywood or wood Base Sheet, GAFGLAS #80 Ultima Base | Note 2 8-inch o.c. at the 4-inch Min. 1-inch EneravGuard Polviso Insulation or followed by
W-14 plank; 24” span, Sheet, GAFGLAS Stratavent Nailable (#14 lap and 8-inch o.c. in three Ene; Guard Ulti\: Polviso InZuIation hot asphalt GAF BUR -82.5%*
8d ring shank Venting Base Sheet, Ruberoid 20 ONLY) staggered center rows gy Y Note 15
nails 6” o.c. Smooth ote L.
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TABLE 1p: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer Roof Cover (Note 15)
System Deck Base Insulation Layer i v MDP
No. (Note 1) (Note 13) Attach (psf)
Type Fastener (Note 11) e Base Ply Cap
CONVENTIONAL SYSTEMS:
. . (Optional) One or more layers, One or more layers min. 1-inch Structodek High 1 per4.0 GAF BUR. Note
W-15. Min. 19/32-inch pl d d plank Note 2 BP -45.0*
in. 18/32-inch plywood or wood plan any combination, loose-laid Density Fiberboard Roof Insulation notes ft2 15.
W-16. Mi:\. 19/32—im.:h plywood qr w,c’>od plank; (Optional).Onfe or more Iayers, Min. 0.25-inch SECUROCK Gypsum Fiber Roof Note 2 (#14 only) 1 perzl 8 Bp GAF BUR. Note -60.0
24" span, 8d ring shank nails 6” o.c. any combination, loose-laid Board . . ft 15.
VENTING BASE SYSTEMS:
) . (Optional) One or more layers, One or more layers min. 1-inch Structodek High 1 per 4.0 GAF BUR. Note «
W-17. Min. 19/32-inch plywood or wood plank any combination, loose-laid Density Fiberboard Roof Insulation Note 2 ft? V-BP 15. 45.0
Min. 15/32-inch plywood at max. 24-inch | (Optional) One or more layers, Min. 1.5-inch EnergyGuard Polyiso Insulation or 1per1.3 GAF BUR Note «
W-18. - X Note 2 ) V-BP -60.0
span any combination, loose laid EnergyGuard Ultra ft 15.

TABLE 1e: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

Sy Deck Insulation Layer(s) (Note 13) Base Sheet — Roof Cover MDP
No. (Note 1) Type Attach Base (zztjqi; Attach (Note 15) (psf)
Min. 19/32-inch plywood or GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, 12-inch o.c. at the 2-inch lap
| L AF BUR. N 15.
W-19. | wood plank; 24” span, 8d | Oneormorelavers, | Loose | xeq) a5 480 Ultima Base Sheet, GAFGLAS Stratavent | Note 2 and 12-inch o.c. in two equally GAF BUR. Note 15. 1,
S m any combination Laid X . . (No V-BP)
common nails 6” o.c. Nailable Venting Base Sheet or Ruberoid 20 Smooth spaced, staggered center rows
Min. 23/32-inch plywood to GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, 9-inch o.c. at the 2-inch lap and
supports spaced max. 24- One or more layers, | Loose . . Note 2 (#14 . . GAF BUR. Note 15.
W-20 X ” . - . GAFGLAS Stratavent Nailable Venting Base Sheet or 9-inch o.c. in three equally -52.5
inch o.c.; 24” span, 8d ring any combination Laid R only) (No V-BP)
S m Ruberoid 20 Smooth spaced staggered center rows
shank nails 6” o.c.
Min. 19/32-inch plywood or GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, 12-inch o.c. at the 2-inch lap
L AF BUR. N 15.
W-21. | wood plank; 24” span, 8d g:e;rm";?;:t';‘frs' Lo " | GAFGLAS #80 Ultima Base Sheet, GAFGLAS Stratavent | Note 2 and 12-inch o.c. in three equally | © (NUO V_Bc;,t)e > | 60,0
ring shank nails 6” o.c. v Nailable Venting Base Sheet or Ruberoid 20 Smooth spaced staggered center rows
Min. 19/32-inch plywood or GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, 8-inch o.c. at the 2-inch lap and
| L AF BUR. N 15.
W-22 wood plank; 24” span, 8d g:ecc:)rmn;)?r::t:)\:‘ers, Lgi(;se GAFGLAS #80 Ultima Base Sheet, GAFGLAS Stratavent Note 2 8-inch o.c. in three equally G (NUo V_Bc;t)e > -75.0
ring shank nails 6” o.c. v Nailable Venting Base Sheet or Ruberoid 20 Smooth spaced staggered center rows
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TABLE 1F: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET (NAILs & caps), BONDED ROOF COVER

System Deck Base Sheet Roof Cover MbDP
No. (Note 1) Type Fastener (Note 11) Attach (Note 15) (psf)

Min. 19/32-inch plywood GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80
W-23. or wood plank; 24” span, Ultima Base Sheet, GAFGLAS Stratavent Nailable Venting Base

8d common nails 6” o.c. Sheet, Ruberoid 20 Smooth

Min. 19/32-inch plywood GAFGLAS #80 Ultima Base Sheet, GAFGLAS Stratavent Eliminator
W-24. or wood plank; 24” span, Nailable Venting Base Sheet, Ruberoid 20 Smooth, Ruberoid Mop

8—!nch o.c. :a\t min. 4-inch laps and GAF BUR. Note 15.

8-inch o.c. in two, equally -45.0
(No V-BP)

spaced, staggered center rows

9-inch o.c. at the 4-inch lap and GAF BUR. Note 15.

12-inch o.c. in two staggered (No V-BP) -45.0

32 ga., 1-5/8-inch dia. tin caps with
11 ga. annular ring shank nails

32 ga., 1-5/8-inch dia. tin caps with
11 ga. annular ring shank nails

8d common nails 6” o.c. Smooth, Ruberoid Mop Smooth 1.5 center rows
. . GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 . .
W-25 m':}olj(j/sfa-:]lihzzl,},:v?;d Ultima Base Sheet, GAFGLAS Stratavent Nailable Venting Base 32 ga., 1-5/8-inch dia. tin caps with g::z: z'z' ?nt :cviﬂ;t;nchelfer;and GAF BUR. Note 15. 525
: 000 PIani; 2575pan, | g oet, GAFGLAS FlexPly 6, GAFGLAS FlexPly 6 M, Ruberoid 20 11 ga. annular ring shank nails N g8 (No V-BP) :
8d ring shank nails 6” o.c. center rows
Smooth

Min. 19/32-inch plywood | o) A< w80 Ultima Base Sheet, GAFGLAS Stratavent Nailable FBC (HVHZ) approved 1.25-inch drincho.c.atthe d-inchlapand | e pijp Note 15,

W-26. or wood plank; 24” span, annular ring shank nails and inverted 9-inch o.c. in two staggered -60.0

Venting Base Sheet, Ruberoid 20 Smooth (No V-BP)

Drill-Tec 3-inch Galvalume Plate center rows
7-!nch o.c. .at min. 4-inch laps and GAF BUR. Note 15.
7-inch o.c. in three, equally -82.5
(No V-BP)
spaced, staggered center rows
4-!nch o.c. .at min. 2-inch laps and GAF BUR. Note 15.
4-inch o.c. in four (4), equally -97.5
(No V-BP)
spaced, staggered center rows

8d ring shank nails 6” o.c.
Min. 19/32-inch plywood
W-27. or wood plank; 24” span, GAFGLAS #80 Ultima Base Sheet
8d ring shank nails 6” o.c.
Min. 19/32-inch plywood GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80
W-28. at max. 24-inch span; 8d Ultima Base Sheet, GAFGLAS Stratavent Nailable Venting Base
ring shank nails, 3” o.c. Sheet, Ruberoid 20 Smooth

32 ga., 1-5/8-inch dia. tin caps with
11 ga. annular ring shank nails

32 ga., 1-5/8-inch dia. tin caps with
11 ga. annular ring shank nails

TABLE 1G: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET (screws & pLATES), BONDED ROOF COVER

System Deck Base Sheet Roof Cover MDP
No. (Note 1) Type Fastener (Note 11) Attach (Note 15) (psf)
Min. 19/32-inch plywood GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima Base Sheet, 12-inch o.c. at the 2-inch lap GAF BUR. Note 15
W-29. or wood plank; 24” span, GAFGLAS Stratavent Nailable Venting Base Sheet, GAFGLAS Ply 4, GAFGLAS Ply 4 M, Note 2 and 12-inch o.c. in two center N V BP " | -45.0
8d common nails 6” o.c. Tri-Ply Ply 4 Ply Sheet, GAFGLAS FlexPly 6, GAFGLAS FlexPly 6 M, Ruberoid 20 Smooth staggered center rows (No V-BP)
Min. 19/32-inch plywood 16-inch o.c. at 4-inch laps and

GAF BUR. Note 15.
Note 2 (#14 ONLY) | 16-inch o.c. in two, equally -52.5

spaced, staggered center rows (No v-BP)

GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima Base Sheet,

W-30. or wood plank; 24” span, GAFGLAS Stratavent Nailable Venting Base Sheet, Ruberoid 20 Smooth

8d ring shank nails 6” o.c.
Min. 19/32-inch plywood
W-31. or wood plank; 24” span,
8d ring shank nails 6” o.c.
Min. 19/32-inch plywood
W-32. or wood plank; 24” span,
8d ring shank nails 6” o.c.
Min. 19/32-inch plywood
W-33. or wood plank; 24” span,

12-inch o.c. at 4-inch laps and

GAF BUR. Note 15.
Note 2 (#14 ONLY) 12-inch o.c. in two, equally No V-BP -60.0
spaced, staggered center rows (No V-BP)

GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima Base Sheet,
GAFGLAS Stratavent Nailable Venting Base Sheet, Ruberoid 20 Smooth

12-inch o.c. at the 2-inch lap
GAF BUR. Note 15.
Note 2 and 12-inch o.c. in three ote -60.0
(No V-BP)
staggered center rows

GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima Base Sheet,
GAFGLAS Stratavent Nailable Venting Base Sheet, Ruberoid 20 Smooth

8-inch o.c. at the 2-inch lap and GAF BUR. Note 15.

GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima Base Sheet, Note 2 8-inch o.c. in three staggered 75.0

. o GAFGLAS Stratavent Nailable Venting Base Sheet, Ruberoid 20 Smooth (No V-BP)
8d ring shank nails 6” o.c. center rows
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TABLE 2A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

NEmoO | etc.e

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

G Deck Base Insulation Layer — Top Insulation Layer — Roof Cover (Note 15) MDP
No. Note 1 cl ac (psf)
(Note 1) Type Notes 6.7.8 Type Notes 6.7.8 Base Ply Ply Cap Ply
CONVENTIONAL SYSTEMS:
Min. 22 ga., type B, . . . . . .
Grade 40 steel; 6 ft | Min. 1.5-inch EnergyGuard | ™ ©Of Optional additional layer(s) min. 1.5-inch thick EnergyGuard Polyiso LRF-M or GAF BUR. Note 15.
S-1. span, 5/8” puddle Polviso Insulation 0OB500, 6- Insulation or EnergyGuard Ultra Polyiso Insulation followed by Min. 0.25- 0B500 (No V-BP) -60.0
\A’/Jeld,s & opc v inch o.c. inch SECUROCK Gypsum-Fiber Roof Board

TABLE 2B: STEEL orR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

o As-tested steel deck performance under Testing Application Standard TAS 114, Appendix J indicates steel deck at max. 6 ft span attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for #12
HWH Teks 5 in the Table 2B assemblies to a maximum design pressure of -82.5 psf. Note 1.
Base Insulation Layer Top Insulation Layer Roof Cover (Note 15
System Deck a F tV Attach - * Attach T o
No. (Note 1) Type astener ac Type ac Base Pl Ca (psf)
yp (Note 11) (Note 17) yp (Notes 6,7,8) v P
CONVENTIONAL SYSTEMS:
Min. 22 ga. type B, Grade 33 steel ) ) Min. 0.5-inch Structodek High Density Fiberboard Roof
. 1.5- A . . . GAF BUR.
S-2. or min. 2,500 psi structural Min. 1.5-inch Note 2 1per2.9 Insulation or min. 0.4375-inch DEXcell Cement Roof hot asphalt BP -45.0*
EnergyGuard RA ft? Note 15.
concrete Board
Min. 22 ga. type B, Grade 33 steel Min. 1.5-inch 1per 2.7 Min. 0.5-inch Structodek High Density Fiberboard Roof GAF BUR
S-3. or min. 2,500 psi structural EnergyGuard Polyiso Note 2 pftz ’ Insulation or min. 0.4375-inch DEXcell Cement Roof hot asphalt BP Note 15 ’ -45.0*
concrete Insulation Board ote Lo.
Min. 22 ga. type B, Grade 33 steel Min. 1.5-inch Min. 0.25-inch SECUROCK Gypsum Fiber Roof Board,
. . . 1 per 4.0 X . X GAF BUR.
S-4. or min. 2,500 psi structural EnergyGuard Polyiso Note 2 ) DensDeck, DensDeck Prime or min. 0.4375-inch hot asphalt BP -45.0*
. ft Note 15.
concrete Insulation DEXcell Cement Roof Board
Min. 22 ga. type B, Grade 33 steel Min. 2-inch 1 per 4.0 Min. 0.5-inch Structodek High Density Fiberboard Roof GAF BUR
S-5. or min. 2,500 psi structural EnergyGuard Polyiso Note 2 pftz : Insulation or min. 0.4375-inch DEXcell Cement Roof hot asphalt BP Note 15 ’ -45.0*
concrete Insulation Board ote Lo.
Min. 22 ga. type B, Grade 33 steel; Min. 2-inch . . . I
6 ft span, two (2) #12 HWH Teks 5, | EnergyGuard RA or Note 2 (#14 1per13 Min. 0.'5 inch SFructodek ngh Density Fiberboard Roof GAF BUR.
S-6. ” . R R only for steel N Insulation or min. 0.4375-inch DEXcell Cement Roof hot asphalt BP -90.0
6” o0.c. or min. 2,500 psi structural EnergyGuard Polyiso ft Note 15.
. deck) Board
concrete Insulation
Min. 22 ga. type B, Grade 33 steel \ . Min. 0.25-inch DensDeck, DensDeck Prime or
. 1.5- . GAF BUR.
S-7. or min. 2,500 psi structural 2/:; ! (5;;2:2 RA Note 2 1 pt:trZZ 0 SECUROCK Gypsum-Fiber Roof Board, or Min. 0.5-inch OB500 BP Note 15 -45.0*
concrete gy Structodek High Density Fiberboard Roof Insulation ote 1>.
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TABLE 2B: STEEL orR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

NEmoO | etc.e

o As-tested steel deck performance under Testing Application Standard TAS 114, Appendix J indicates steel deck at max. 6 ft span attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for #12
HWH Teks 5 in the Table 2B assemblies to a maximum design pressure of -82.5 psf. Note 1.
Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck a — e e MDP
No. (Note 1) GRS ac ac (psf)
Type (Note 11) (Note 17) Type (Notes 6,7,8) Base Ply Cap
Min. 22 ga. type B, Grade 33 steel;
" 0.c. in. 2-i . GAF BUR.
5-8. 6 ft span, #12 HWH Teks 5, 6" o.c. | Min. 2-inch Note 2 1Per 18 | Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board | OBS00 BP -60.0
or min. 2,500 psi structural EnergyGuard RA ft? Note 15.
concrete
Min. 22 ga. type B, Grade 33 steel;
" 0.C. in. 2-i . GAF BUR.
5-9. 6 ft span, #12 HWH Teks 5, 6" o.c. | Min. 2-inch Note 2 1Per 18 1 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board | LRF-XF BP -60.0
or min. 2,500 psi structural EnergyGuard RA ft? Note 15.
concrete
VENTING BASE SYSTEMS:
Min. 22 ga. type B, Grade 33 steel . . . . . -
. 1.5- . .0.5- GAF BUR.
s-10. or min. 2,500 psi structural Min. 1.5-inch Note 2 1 perzz 9 [ Min 0.5 inch Structodek High Density Fiberboard Roof hot asphalt V-BP -45.0*
EnergyGuard RA I ft Insulation Note 15
concrete
Min. 22 ga. type B, Grade 33 steel . .
.1.5- d GAF BUR.
S-11. or min. 2,500 psi structural Min. 1.5-inch Note 2 1per2.0 Min. 1.0-inch EnergyGuard RA hot asphalt V-BP -45.0*
EnergyGuard RA ft2 Note 15
concrete
Min. 22 ga. type B, Grade 33 steel Max. 48 x 48-inch x min. 1perd0 GAF BUR
S-12. or min. 2,500 psi structural 1.5-inch EnergyGuard Note 2 pftZ ’ Min. 1.5-inch EnergyGuard Polyiso Insulation hot asphalt V-BP Not 15' -45.0*
concrete Polyiso Insulation ote
Min. 22 ga. type B, Grade 33 steel; Min. 2-inch Note 2 (#14
6 ft #12 HWH Teks 5, 6” o.c. E Guard Polyi . 1 1. GAF BUR
S-13. s.pan, ) eKs 9, BT 0. nergy. vard Folyiso only for steel perl3 Min. 1.5-inch EnergyGuard Polyiso Insulation hot asphalt V-BP -82.5
or min. 2,500 psi structural Insulation, EnergyGuard deck) ft? Note 15
concrete RA
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TABLE 2c: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF)

SYSTEM TYPE B-2: MECHANICALLY ATTACHED THERMAL BARRIER, BONDED VAPOR RETARDER, BONDED TOP INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Thermal Barrier Insulation Layer(s) Roof Cover (Note 15)
System Deck E e Ve e e MDP
astener ac| ac|
No. (Note 1) Type Type Base Ply Cap (psf)
(Note 11) (Note 17) (Notes 6,7,8)
CONVENTIONAL SYSTEMS:
. Unprimed substrate Base Layer: Min. 1-inch EnergyGuard Polyiso Insulation
Min. 22 ga., Type . 4
B Grade 33 steel: | C->-inch DensDeck followed by GAF SA or EnergyGuard Ultra;
14 6,ft <oan, #12 " | Prime or SECUROCK Note 2 1per2.0 | Vapor Retarder XL or Mid Layer(s): (Optional) Additional layer(s) base LRF-M, LRF- GAF BUR. 675
’ pan, Y Gypsum Fiber Roof E— ft2 GAF SA Primer insulation, min. 1.5-inch thick; XF or OB500 Note 15 :
HWH Teks 5, 6 ) \ .
o Board followed by GAF SA Coverboard: Min. 0.25-inch DensDeck Prime or
- Vapor Retarder SECUROCK Gypsum-Fiber Roof Board
VENTING SYSTEMS:
Min. 22 T Unprimed substrate
B Ig' d g;; typelz. 0.5-inch DensDeck followed by GAF SA Base Layer: Min. 1-inch EnergyGuard Polyiso Insulation
15 o gaai #152 €% | Prime or SECUROCK Note 2 1per2.0 | VaporRetarderXLor | or EnergyGuard Ultra; LRF-M, LRF- |\ o GAF BUR. 450t
’ pan, ” Gypsum Fiber Roof - ft2 GAF SA Primer Top Layer(s): (Optional) Additional layer(s) base XF or OB500 Note 15 '
HWH Teks 5, 6 . . . . Y
oc Board followed by GAF SA insulation, min. 1.5-inch thick
o Vapor Retarder
. Unprimed substrate Base Layer: Min. 1-inch EnergyGuard Polyiso Insulation
Min. 22 ga., Type . .
B Grade 33 steel: | 0-5-inch DensDeck followed by GAF SA or EnergyGuard Ultra;
! | Prime or SECUROCK 1per2.0 | Vapor Retarder XL or Top Layer(s): (Optional) Additional layer(s) base LRF-M, LRF- GAF BUR.
S-16. 6 ft span, #12 . Note 2 X . . . . ) V-BP -67.5
” Gypsum Fiber Roof EE— ft2 GAF SA Primer insulation, min. 1.5-inch thick; XF or OB500 Note 15
HWH Teks 5, 6 i ’ )
oc. Board followed by GAF SA Coverboard: Min. 0.25-inch DensDeck Prime or
Vapor Retarder SECUROCK Gypsum-Fiber Roof Board
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NEmoO | etc.e

TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

HWH Teks 5 in the Table 2D assemblies to a maximum design pressure of -82.5 psf. Note 1.

o As-tested steel deck performance under Testing Application Standard TAS 114, Appendix J indicates steel deck at max. 6 ft span attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for #12

Top Insulation Layer Roof Cover (Note 15)
System Deck a Base Insulation Layer £ i — el MDP
astener ac
No. (Note 1) Note 13 (psf)
S thete 13} U2 (Note 11) (Note 17) Base Ply Cap
CONVENTIONAL SYSTEMS:
517, Min. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One or m(?re Mln. 1-inch Structodek ngh Density Note2 1perd.0 Bp GAF BUR. Note 15. 45.0*
structural concrete layers, any combination Fiberboard Roof Insulation Y ft?
518, Min. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One o.r mc.>re Min. .0.5—|.nch Structodek High . Note 2 1per29 BP GAF BUR. Note 15. -45.0*
structural concrete layers, any combination Density Fiberboard Roof Insulation s ft2
) ) ) . Min. 0.375-inch SECUROCK Gypsum-
5-19. Min. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One or more Fiber Roof Board or min. 0.5-inch Note 2 lperdd | gp GAFBUR. Note 15. | -45.0*
structural concrete layers, any combination K U ft2 E—
DensDeck Prime
$-20. Min. 22 g”a. type B, Firade 33 st.eel; 6 ft span, #12 HWH | (Optional) One o.r mc.>re Mln. 0.5-inch SECUROCK Gypsum- Noté 2 1perl.8 BP GAF BUR. Note 15. -60.0
Teks 5, 6” o.c. or min. 2,500 psi structural concrete layers, any combination Fiber Roof Board - ft2
VENTING BASE SYSTEMS:
521, Min. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One or m(?re Min. 1.5-inch EnergyGuard RA Note 2 1per2.9 V-BP GAF BUR. Note 15 45.0*
structural concrete layers, any combination — ft?
; . . . Note 2 (no Drill-Tec 3”
522, Min. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One or more Min. 2-inch EnergyGuard Ultra FlatSteel Plate or Dril- 1 per24.0 V-BP GAR BUR. Note 15. -45.0*
structural concrete layers, any combination Tec 3” Recessed Steel ft
Plate)
Min. 22 ga. B, | in. 2 i i | 1 2.
5-23. in. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One or more Min. 1.5-inch EnergyGuard RA Note 2 per2.9 |y gp GAF BUR. Note 15 | -45.0*
structural concrete layers, any combination ft
524, Min. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One or m(?re Max. 48 x 48-|nch.x min. 2-|r.1ch Note 2 1per3.2 V-BP GAR BUR. Note 15. 45.0*
structural concrete layers, any combination EnergyGuard Polyiso Insulation — ft?
525, Min. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One o'r mc?re Min. 1.'5—|nch EnergyGuard Polyiso Note 2 1per2.0 V-BP GAR BUR. Note 15. -45.0*
structural concrete layers, any combination Insulation — ft2
$-26. Min. 22 ga. type B, Grade 33 steel or min. 2,500 psi (Optional) One or m(?re Min. 2-inch EnergyGuard RA, Note 2 1 per2 V-BP GAF BUR. Note 15 -60.0
structural concrete layers, any combination EnergyGuard Polyiso Insulation — 1.45 ft
Min. 22 ga. type B, Grade 33 steel; 6 ft span, #12 HWH | (Optional) One or more . . 1 per
-27. Min. 1.5-inch E RA Note 2 V-BP P-MB P -60.
S Teks 5, 6” o.c. or min. 2,500 psi structural concrete layers, any combination in. 1.5-inch EnergyGuard fotes 1.45 ft2 ¢ 600
Min. 22 ga. type B, Grade 33 steel; 6 ft span, #12 HWH | (Optional) One or more . . 1 per GAF BUR.
S-28. Min. 2-inch E Guard RA Note 2 V-BP -60.0
Teks 5, 6” o.c. or min. 2,500 psi structural concrete layers, any combination n. £-Inch Energyuar note < 1.45 ft2 Note 15
Min. 22 ga. type B, Grade 33 steel; 6 ft span, #12 HWH | (Optional) O flote 2 (obrilrecs” |
5-29. In. 22 ga. YPe 5, R R " (Optional) One ormore Min. 2-inch EnergyGuard Ultra Flat Steel Plate or Drill- perz V-BP P-MB cp -75.0
Teks 5, 6” o.c. or min. 2,500 psi structural concrete layers, any combination Tec 3” Recessed Steel 1.45 ft
Plate)
. . Min. 1.5-inch EnergyGuard
5-30. Min. 22 ga. type B, Grade 33 steel; 6 ft span, #12 HWH | ¢\ £ oo Guard Polyiso | Min. 0.25-inch DensDeck Note 2 1perl0 | ygp | porp-me cp -82.5
Teks 5, 6” o.c. or min. 2,500 psi structural concrete Insulation ft
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TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

o As-tested steel deck performance under Testing Application Standard TAS 114, Appendix J indicates steel deck at max. 6 ft span attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for #12
HWH Teks 5 in the Table 2D assemblies to a maximum design pressure of -82.5 psf. Note 1.
Top Insulation Layer Roof Cover (Note 15)
System Deck a Base Insulation Layer £ i Fast i MDP
astener ac
No. Note 1 Note 13 Type Base Pl Ca sf;
(Note 1) e yp (Note 11) (Note 17) v P fesf
Min. 22 ga. type B, Grade 33 steel; 6 ft span, #12 HWH | (Optional) One or more Min. 3-inch EnergyGuard Polyiso 1lperl.6 GAF BUR.
S-31. 9 ) ) o ) Note 2 5 V-BP -82.5
Teks 5, 6” o.c. or min. 2,500 psi structural concrete layers, any combination Insulation ft Note 15

TABLE 2e: STEEL or STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

a As-tested steel deck performance under Testing Application Standard TAS 114, Appendix J indicates steel deck at max. 6 ft span attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for #12
HWH Teks 5 in the Table 2E assemblies to a maximum design pressure of -82.5 psf. Note 1.
Base Sheet Roof Cover (Note 15)
System Deck o Insulation o v = MDP
No. (Note 1) Layer(s) (Note 13) Base (:thﬁ; Attach Ply Cap (psf)
. One or more GAFGLAS #75 Base Sheet, Tri-Ply #75 Base 18-inch o.c. at the 2-inch lap and 18-
. . R . . GAF BUR. Note 15.
S-32. g:t::l ga. type B, Grade layers, any Sheet, GAFGLAS Stratavent Nailable Note 2 inch o.c. in three equally spaced (NoV B(;)e -45.0*
combination Venting Base Sheet or Ruberoid 20 Smooth staggered center rows
. . One or more GAFGLAS #75 Base Sheet, Tri-Ply #75 Base 18-inch o.c. at the 2-inch lap and 18-
Min. 2,500 tructural ! . . . . GAF BUR. Note 15.
S-33. col:cre'te pststructura layers, any Sheet, GAFGLAS Stratavent Nailable Note 2 (Drill-Tec #14 only) inch o.c. in three equally spaced (No V-BP) -45.0*
combination Venting Base Sheet or Ruberoid 20 Smooth staggered center rows
Min. 22 ga., type B, Grade One or more (Ds;ilgzif:;i:);rli:ﬁ—s‘i:?l4 18-inch o.c. at min. 2-inch laps and GAF BUR. Note 15
S-34. 33 steel or min. 2,500 psi layers, any GAFGLAS #80 Ultima Base Sheet v . . ” 18-inch o.c. in three, equally spaced, : ’ -45.0*
structrual concrete combination Q" astener with Drill-Tec 3 staggered center rows (No V-8P)
DF Steel Insulation Plate ge
. One or more 24-inch o.c. at the 3-inch lap and 24-
Min. 22 ga. B GAF BUR. Note 15.
S-35. n ga. type B, Grade layers, any Ruberoid Mop Smooth 1.5 Note 2 inch o.c. in two equally spaced ote -45.0*
33 steel M I (No V-BP)
combination staggered center rows
. ) One or more 24-inch o.c. at the 3-inch lap and 24-
. . R GAF BUR. Note 15.
S-36. Min. 2,500 psi structural layers, any Ruberoid Mop Smooth 1.5 Note 2 (Drill-Tec #14 only) inch o.c. in two equally spaced ote -45.0*
concrete S (No V-BP)
combination staggered center rows
. . One or more GAFGLAS #75 Base Sheet, Tri-Ply #75 Base 9-inch o.c. at the 2-inch lap and 9-inch
Min. 2,500 tructural ! GAF BUR. Note 15.
S-37. col:cre'te pststructura layers, any Sheet, GAFGLAS Stratavent Nailable Note 2 (Drill-Tec #14 only) o.c. in two equally spaced staggered No V B(:’ € -45.0
combination Venting Base Sheet or Ruberoid 20 Smooth center rows (No V-8P)
. . One or more Drill-Tec #14 DF Fastener 9-inch o.c. at the 2-inch lap and 9-inch
.2 . . X . GAF BUR. Note 15.
S-38. Min. 2,500 psi structural layers, any GAFGLAS #80 Ultima Base Sheet with Drill-Tec 3” DF Steel o.c. in two equally spaced staggered -45.0
concrete Lo ) (No V-BP)
combination Insulation Plate center rows
Min. 22 ga. type B, Grade One or more GAFGLAS #75 Base Sheet, Tri-Ply #75 Base 6-inch o.c. at the 3-inch lap and 6-inch GAF BUR. Note 15
S-39. 33 steel; 6 ft spans; 6” o.c. layers, any Sheet, GAFGLAS Stratavent Nailable Note 2 o.c. in two equally spaced staggered N V BP ' -75.0
with TRAXX/5 screws combination Venting Base Sheet or Ruberoid 20 Smooth center rows (No V-BP)
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TABLE 2e: STEEL or STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER
o As-tested steel deck performance under Testing Application Standard TAS 114, Appendix J indicates steel deck at max. 6 ft span attached with 5/8” diameter puddle welds spaced 6” o.c. may be substituted for #12

HWH Teks 5 in the Table 2E assemblies to a maximum design pressure of -82.5 psf. Note 1.

NEmoO | etc.e

Base Sheet Roof Cover (Note 15)
System Deck o Insulation — e MDP
No. (Note 1) Layer(s) (Note 13) Base (:zt::i; Attach Ply Cap (psf)
. . One or more GAFGLAS #75 Base Sheet, Tri-Ply #75 Base 7-inch o.c. at the 3-inch lap and 7-inch
. GAF BUR. Note 15.
S-40. Z)l:cri'tseoo psi structural layers, any Sheet, GAFGLAS Stratavent Nailable Note 2 (Drill-Tec #14 only) o.c. in two equally spaced staggered (NoV Bc:))e -75.0
combination Venting Base Sheet or Ruberoid 20 Smooth center rows oV
. . One or more Drill-Tec #14 DF Fastener 7-inch o.c. at the 3-inch lap and 7-inch
Min. 2 | ) . . GAF BUR. Note 15.
S-41. in. 2,500 psi structura layers, any GAFGLAS #80 Ultima Base Sheet with Drill-Tec 3” DF Steel o.c. in two equally spaced staggered -75.0
concrete L . (No V-BP)
combination Insulation Plate center rows

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ
GAF Conventional Built-Up Roof Systems; (800) 766-3411

BACK TO TOP

PEER-GAF-003.B.R23 for FL11946-R26 (HVHZ)
Revision 23: 08/19/2025
Appendix 1, Page 19 of 36



https://codes.iccsafe.org/content/FLTP2020P1

TABLE 3A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
SEE NOTE 16 FOR VAPOR BARRIER OPTIONS

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck Primer pre—_s R MDP
No. (Note 1) T ac T ac B Pl (psf)
ype (Notes 6,7,8) ype (Notes 6,7,8) ase Y ()
CONVENTIONAL SYSTEMS:
Min. 2,500 psi . - Min. 0.25—.|nch DensDeck, DensF)eck Prlmg or SECUROCK GAF BUR.
C-1. ASTM D41 | Min. 1.5-inch EnergyGuard RA hot asphalt | Gypsum-Fiber Roof Board or min. 0.4375-inch DEXcell hot asphalt BP -45.0*
structural concrete Note 15.
Cement Roof Board
in. i in. 0.25-i i GAF BUR.
ca. | Min2200ps ASTM D41 | Min. 1.5-inch EnergyGuard RA hot asphalt | M- 0-25-inch DensDeck, DensDeck Prime or SECUROCK | 550 BP -45.0*
structural concrete Gypsum-Fiber Roof Board Note 15.
Min. 0.5-inch Structodek High Density Fiberboard Roof
Min. 2 i Min. 0.5-inch E Polyi | lati in. 0.25-inch SECUROCK -Fi Roof GAF BUR.
c3. in. 2,500 psi ASTM D41 in 0.5 inch EnergyGuard Polyiso hot asphalt nsulation or min. 0.25-inch S (.:U oC Qypsum |I?er 00 hot asphalt Bp -150.0*
structural concrete Insulation Board, DensDeck, DensDeck Prime or min. 0.4375-inch Note 15.
DEXcell Cement Roof Board
in. i in. 0.5-i i ity Fi GAF BUR.
ca. Min. 2,500 psi ASTM D41 | Min. 1.3-inch EnergyGuard RA hot asphalt Min 0.5 inch Structodek High Density Fiberboard Roof N/A Bp 162.0*
structural concrete Insulation Note 15.
Min. 0.5-inch Structodek High
Min. 2,500 psi Density Fiberboard Roof Insulation GAF BUR. "
e5. structural concrete ASTM D41 or min. 0.4375-inch DEXcell Cement e Tl UG N/A BP Note 15. 2700
Roof Board
One or more layer(s), min. 0.5-inch
Min. 2,500 psi EnergyGuard Polyiso Insulation, Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber GAF BUR.
c6 structural concrete None EnergyGuard RA or EnergyGuard LSS Roof Board LRF-M BP Note 15. 180.0
Ultra Polyiso Insulation
. . One or more layer(s), min. 1.0-inch . . . .
Min. 2 ! Min. 0.25-inch DensDeck P ECUROCK -F GAF BUR.
C-7. In. 2,500 psi None EnergyGuard Polyiso Insulation or LRF-M in. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber LRF-M BP -202.5%*
structural concrete Roof Board Note 15.
EnergyGuard Ultra
One or more layer(s), min. 0.5-inch
Min. 2,500 psi EnergyGuard Polyiso Insulation, LRF-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber | LRF-M GAF BUR.
C-8. None . . BP -180.0
structural concrete EnergyGuard RA or EnergyGuard Canister Roof Board Canister Note 15.
Ultra Polyiso Insulation
Min. 2,500 psi One or more layer(s), min. 1.5-inch LRF-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber | LRF-M GAF BUR.
C-9. None R . R . BP -202.5*
structural concrete EnergyGuard Polyiso Insulation Canister Roof Board Canister Note 15.
One or more layer(s), min. 0.5-inch
c-10. Min. 2,500 psi None EnergyGuard Polyiso Insulation, LRE-XF Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber LRE-XE Bp GAF BUR. -180.0
structural concrete EnergyGuard RA or EnergyGuard Roof Board Note 15.
Ultra Polyiso Insulation
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TABLE 3A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
SEE NOTE 16 FOR VAPOR BARRIER OPTIONS

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck Primer pre—_s R MDP
No. (Note 1) T ac T ac B Pl (psf)
ype (Notes 6,7,8) ype (Notes 6,7,8) ase Y ()
. . One or more layer(s), min. 1.0-inch R . . .
. .0.25- - GAF BUR.
C-11. Min. 2,500 psi None EnergyGuard Polyiso Insulation or LRF-XF Min. 0.25-inch DensDegKPrime or STIROCK SggRum-Fiber LRF-XF BP -202.5*
structural concrete Roof Board Note 15.
EnergyGuard Ultra
One or more layer(s), min. 0.5-inch
c-12. Min. 2,500 psi None EnergyGuard Polyiso Insulation, LRE-XF Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber LRE-XE Bp GAF BUR. -180.0
structural concrete EnergyGuard RA or EnergyGuard Roof Board Note 15.
Ultra Polyiso Insulation
in. i i in. 0.25-i i -Fi GAF BUR.
c-13. Min. 2,500 psi None (Optional) Min. 1.5-inch LRE-XF Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber LRE-XE Bp -240.0*
structural concrete EnergyGuard RA Roof Board Note 15.
Min. 2,500 psi Min. 0.5-inch Structodek High GAF BUR.
-14. ’ N B. N N/A BP -165.0*
¢ structural concrete one Density Fiberboard Roof Insulation 08500 one / Note 15. 65.0
One or more layer(s), min. 0.5-inch
in. i i i in. 0.5 i ity Fi AF BUR.
C-15. Min. 2,500 psi None EnergyGuard Polyiso Insulation, 0B500 Min 0.5 inch Structodek High Density Fiberboard Roof 0B500 BP G u -165.0*
structural concrete EnergyGuard RA or EnergyGuard Insulation Note 15.
Ultra Polyiso Insulation
One or more layer(s), min. 0.5-inch
in. i i i GAF BUR.
c16. | Min- 2,500 psi None EnergyGuard Polyiso Insulation, 0B500 Min. 0.25-inch DensDeck 0B500 BP -150.0*
structural concrete EnergyGuard RA or EnergyGuard Note 15.
Ultra Polyiso Insulation
One or more layer(s), min. 0.5-inch
Min. 2,500 psi EnergyGuard Polyiso Insulation, Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber GAF BUR.
-17. N B. B BP -180.
¢ structural concrete one EnergyGuard RA or EnergyGuard 085} Roof Board 08500 Note 15. 80.0
Ultra Polyiso Insulation
. . One or more layer(s), min. 1.0-inch . . . .
Min. 2 ! Min. 0.25-inch D Deck P ECUROCK -F GAF BUR.
C-18. In. 2,500 psi None EnergyGuard Polyiso Insulation or 0OB500 in. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber OB500 BP -202.5*
structural concrete Roof Board Note 15.
EnergyGuard Ultra
Min. 2,500 psi GAF BUR.
c-19. n- 200 P! None Min. 1.5-inch EnergyGuard RA 0B500 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board 0B500 BP -225.0*%
structural concrete Note 15.
VENTING BASE SYSTEMS:
Min. 2,500 psi Min. 0.5-inch E Guard Polyi GAF BUR.
C-20. N %, pst ASTM D41 n . Inch Energyluard Folylso hot asphalt | (Optional) Additional layer(s) base insulation hot asphalt V-BP -150.0*
structural concrete Insulation Note 15.
Min. 2,500 psi Min. 1.0-inch E Guard Polyi GAF BUR.
c-21. n- 200 P! None N L-UINCh ENETgyBuard FOISo - ge v Insulation: (Optional) Additional layer(s) base insulation. LRF-M V-BP -150.0*
structural concrete Insulation or EnergyGuard Ultra Note 15.
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TABLE 3A: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

SEE NOTE 16 FOR VAPOR BARRIER OPTIONS

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck Primer pre—_s R MDP
No. (Note 1) T ac T ac B Pl (psf)
ype (Notes 6,7,8) ype (Notes 6,7,8) ase Y ()
One or more layer(s), min. 0.5-inch
c22. Min. 2,500 psi None EnergyGuard Polyiso Insulation, LRE-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber LRE-M V-BP GAF BUR. 1800
structural concrete EnergyGuard RA or EnergyGuard Roof Board Note 15.
Ultra Polyiso Insulation
R . One or more layer(s), min. 1.0-inch R R . .
. .0.25- - GAF BUR.
c.23. Min. 2,500 psi None EnergyGuard Polyiso Insulation or LRE-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber LRE-M V-BP 202.5%
structural concrete Roof Board Note 15.
EnergyGuard Ultra
in. i in. 1.5-i i - - GAF BUR.
C-24. Min. 2,500 psi None Min 1.5 inch EnergyGuard Polyiso LRF.M Insulation: (Optional) Additional layer(s) base insulation. LRF.M V-BP -150.0*
structural concrete Insulation Canister Canister Note 15.
One or more layer(s), min. 0.5-inch
Min. 2,500 psi EnergyGuard Polyiso Insulation, LRF-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber | LRF-M GAF BUR.
C-25. None ) ) V-BP -180.0
structural concrete EnergyGuard RA or EnergyGuard Canister Roof Board Canister Note 15.
Ultra Polyiso Insulation
Min. 2,500 psi One or more layer(s), min. 1.5-inch LRF-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber | LRF-M GAF BUR.
C-26. None . . ) ) V-BP -202.5*
structural concrete EnergyGuard Polyiso Insulation Canister Roof Board Canister Note 15.
in. i in. 1.0-i i GAF BUR.
c-27. Min. 2,500 psi None Min. 1.0-inch EnergyGuard Polyiso | | o Insulation: (Optional) Additional layer(s) base insulation. LRF-XF V-BP -150.0*
structural concrete Insulation or EnergyGuard Ultra Note 15.
One or more layer(s), min. 0.5-inch
c.28. Min. 2,500 psi None EnergyGuard Polyiso Insulation, LRE-XF Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber LRE-XE V-BP GAF BUR. -180.0
structural concrete EnergyGuard RA or EnergyGuard Roof Board Note 15.
Ultra Polyiso Insulation
Min. 2,500 psi One or more layer(s), min. 1.0-inch Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber GAF BUR
C-29. o p None EnergyGuard Polyiso Insulation or LRF-XF L vp LRF-XF V-BP ’ -202.5*
structural concrete Roof Board Note 15.
EnergyGuard Ultra
Min. 2 i Min. 1.0-inch E Polyi ) ) -, . ) GAF BUR.
C-30. In. 2,500 psi None n .0 inch EnergyGuard Polyiso OB500 Insulation: (Optional) Additional layer(s) base insulation. 0OB500 V-BP -150.0%*
structural concrete Insulation or EnergyGuard Ultra Note 15.
One or more layer(s), min. 0.5-inch
Min. 2,500 psi EnergyGuard Polyiso Insulation, Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber GAF BUR.
-31. B B -B -180.
¢3 structural concrete None EnergyGuard RA or EnergyGuard 08500 Roof Board 08500 v-BP Note 15. 80.0
Ultra Polyiso Insulation
Min. 2,500 psi ONR@RT0re 12veglg), miWw 1.0-inch Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber GAF BUR
C-32. v p None EnergyGuard Polyiso Insulation or 0OB500 L vp 0OB500 V-BP ’ -202.5*
structural concrete Roof Board Note 15.
EnergyGuard Ultra
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TABLE 3B: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

NEmMO | etc.e
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER
Roof Cover (Note 15)

System Deck (Note 1) Primer MDP
No. Base Ply Cap (psf)
C-33. Min. 2,500 psi structural concrete ASTM D41 V-BP GAF BUR. Note 15. -90.0*
C-34. Min. 2,500 psi structural concrete Matrix 307 Premium Asphalt Primer V-BP GAF BUR. Note 15. -185.0*
C-35. Min. 2,500 psi structural concrete ASTM D41 BP GAF BUR. Note 15. -457.5*
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NEmoO | etc.e

TABLE 4A: DECK WITH LIGHTWEIGHT CONCRETE - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Coverboard Roof Cover (Note 15)
System Deck LWC L e e MDP
No. (Note 1) (Note 14) T ac T ac B Pl (psf)
e (Notes 6,7,8) L (Notes 6,7,8) ase & Cap
CELCORE, NOA 24-0906.02:
Min. 2,500 psi Min. 300 psi Celcore One or more layer(s), min. 0.5-inch EnergyGuard Polyiso Min. 0.25-inch DensDeck,
LWC-1. | structural ’ p Insulation, EnergyGuard RA or EnergyGuard Ultra Polyiso 0OB500 DensDeck Prime or SECUROCK OB500 GAF BUR. Note 15. -150.0
Cellular Concrete . .
concrete Insulation Gypsum-Fiber Roof Board
ELAsTIzELL, NOA 23-0817.05:
Min. 2,500 psi | Min. 300 psi Elastizell | One or more layer(s), min. 0.5-inch EnergyGuard Polyiso Min. 0.25-inch DensDeck,
LWC-2. | structural Lightweight Insulation, EnergyGuard RA or EnergyGuard Ultra Polyiso OB500 DensDeck Prime or SECUROCK OB500 GAF BUR. Note 15. -150.0
concrete Insulating Concrete Insulation Gypsum-Fiber Roof Board
MEARLCRETE, NOA 24-0514.06:
Min. 2,500 psi Min. 300 psi One or more layer(s), min. 0.5-inch EnergyGuard Polyiso Min. 0.25-inch DensDeck,
LWC-3. | structural Mea.rlcret‘; Insulation, EnergyGuard RA or EnergyGuard Ultra Polyiso 0OB500 DensDeck Prime or SECUROCK 0OB500 GAF BUR. Note 15. -150.0
concrete Insulation Gypsum-Fiber Roof Board

TABLE 48: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

a For steel deck application where specific deck attachment is not referenced, ‘as-tested’ attachment was not less than 5/8” puddle welds with weld-washers or #12 HWH Teks 5 spaced 6” o.c. Note 1.
Anchor Sheet Insulation Roof Cover (Note 15
System Deck LWC Fast e MDP
astener ac|
No. (Note 1)a. Note 14 Type Attach Type Base | PI Ca sf
yp (Note 11) yp (Notes 6,7,8) v P
PRE-EXISTENT LIGHTWEIGHT CONCRETE (Note 14):
CONVENTIONAL SYSTEMS:
. Base Layer(s): (Optional) One or more layers, min.
Min. 22 ga., Min. 250 psi GAFGLAS #/gggse Sheet, Tri- " 9-inch o.c. at the 2- 1.5-inch EnergyGuard RA
. Ply #75 Base Sheet, GAFGLAS Drill-Tec Base X . . . . .
Type B, grade 33 | pre-existent . inch lap and 9-inch Coverboard: Min. 0.5-inch Structodek High Density
#80 Ultima Base Sheet, Sheet Fastener . X ) . : GAF BUR.
LWC-4. | ventedsteel; 6 ft | cellularor \ . o.c. in two equally Fiberboard Roof Insulation or min. 0.25-inch hot asphalt BP -45.0
GAFGLAS Stratavent Nailable (1.7 in.) (MCRF . Note 15.
span or struct aggregate K spaced, staggered DensDeck, DensDeck Prime or SECUROCK Gypsum-
Venting Base Sheet or > 70 Ibf) ; . R
concrete LWIC. > center rows Fiber Roof Board or min. 0.4375-inch DEXcell Cement
Ruberoid 20 Smooth
Roof Board
\ . Base Layer(s): (Optional) One or more layers, min.
. . . | GAFGLAS #75 Base Sheet, Tri- 12-inch o.c. at the K
Min. 22 ga., Min. 250 psi . ) 1.5-inch EnergyGuard RA
. Ply #75 Base Sheet, GAFGLAS Drill-Tec Base 2-inch lap and 9- : ) X i
Type B, grade 33 | pre-existent . . - Coverboard: Min. 0.5-inch Structodek High Density
#80 Ultima Base Sheet, Sheet Fastener | inch o.c. in three X ) X : GAF BUR.
LWC-5. vented steel; 6 ft | cellular or h . Fiberboard Roof Insulation or min. 0.25-inch hot asphalt BP -45.0
GAFGLAS Stratavent Nailable (1.7 in.) (MCRF | equally spaced, . Note 15.
span or struct aggregate K DensDeck, DensDeck Prime or SECUROCK Gypsum-
Venting Base Sheet or > 56 Ibf) staggered center : . R
concrete LWIC. > Fiber Roof Board or min. 0.4375-inch DEXcell Cement
Ruberoid 20 Smooth rows Roof Board
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TABLE 48: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION or REROOF (TEAR-OFF)

NEmoO | etc.e

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

a For steel deck application where specific deck attachment is not referenced, ‘as-tested’ attachment was not less than 5/8” puddle welds with weld-washers or #12 HWH Teks 5 spaced 6” o.c. Note 1.
Anchor Sheet Insulation Roof Cover (Note 15)
System Deck LWC . e MDP
No. (Note 1)a. (Note 14) Type astener Attach Type ac Base | PI Ca (psf)
yp (Note 11) YP (Notes 6,7,8) Y P
Base Layer(s): (Optional) One or more layers, min.
Min. 22 ga., . . | GAFGLAS #75 Base Sheet, Tri- . 7-inch o.c. at the 3- 1.5-inch EnergyGuard RA
Min. 300 psi Drill-Tec Base . . ; . . .
Type B, grade 33 re-existent Ply #75 Base Sheet, GAFGLAS Sheet Fastener inch lap and 7-inch Coverboard: Min. 0.5-inch Structodek High Density GAF BUR
LWC-6. | vented steel; 5 ft ::)ellular #80 Ultima Base Sheet, (1.71n.) (MCRF o.c. in two equally Fiberboard Roof Insulation or min. 0.25-inch hot asphalt BP Note 15 ’ -75.0
span or struct LWIC GAFGLAS Stratavent Nailable N ég Ib.f) spaced, staggered DensDeck, DensDeck Prime or SECUROCK Gypsum- ’
concrete : Venting Base Sheet - center rows Fiber Roof Board or min. 0.4375-inch DEXcell Cement
Roof Board
VENTING BASE SYSTEMS:
Min. 22 ga., Min. 250 psi GAFGLAS #75 Base Sheet, Tri- . 9-inch o.c. at the 2- One or more layers, any combination, Min. 1.5-inch
N Ply #75 Base Sheet, GAFGLAS Drill-Tec Base X R | . R
Type B, grade 33 | pre-existent . inch lap and 9-inch EnergyGuard RA, Min. 0.5-inch Structodek High
#80 Ultima Base Sheet, Sheet Fastener . o K K . GAF BUR.
LWC-7. vented steel; 6 ft | cellular or . . o.c. in two equally Density Fiberboard Roof Insulation or Min. 0.25-inch hot asphalt V-BP -45.0
GAFGLAS Stratavent Nailable (1.7 in.) (MCRF . Note 15.
span or struct aggregate . spaced, staggered DensDeck, DensDeck Prime or SECUROCK Gypsum-
Venting Base Sheet or > 70 Ibf) ;
concrete LWIC. > center rows Fiber Roof Board
Ruberoid 20 Smooth
Min. 22 ga., Min. 250 psi GAFGLAS #75 Base Sheet, Tri- . 12._mCh P @ One or more layers, any combination, Min. 1.5-inch
; Ply #75 Base Sheet, GAFGLAS Drill-Tec Base 2-inch lap and 9- ; K .
Type B, grade 33 | pre-existent . \ . EnergyGuard RA, Min. 0.5-inch Structodek High
#80 Ultima Base Sheet, Sheet Fastener | inch o.c. in three 4 - - . GAF BUR.
LWC-8. vented steel; 6 ft | cellular or . . Density Fiberboard Roof Insulation or Min. 0.25-inch hot asphalt V-BP -45.0
GAFGLAS Stratavent Nailable (1.7 in.) (MCRF | equally spaced, . Note 15.
span or struct aggregate . DensDeck, DensDeck Prime or SECUROCK Gypsum-
Venting Base Sheet or > 56 Ibf) staggered center ;
concrete LWIC. > Fiber Roof Board
Ruberoid 20 Smooth rows
Min. 22 ga., Min. 300 psi GAFGLAS #75 Base Sheet, Tri- Drill-Tec Base 7-|nch o.c.ag tl.1e 4 One or more layers, any combination, Min. 1.5-inch
Type B, grade 33 ) Ply #75 Base Sheet, GAFGLAS inch lap and 7-inch . .
pre-existent . Sheet Fastener . EnergyGuard Polyiso Insulation or EnergyGuard Ultra GAF BUR.
LWC-9. vented steel; 5 ft #80 Ultima Base Sheet, R o.c. in two equally A . . . hot asphalt V-BP -75.0
cellular . (1.7 in.) (MCRF Polyiso Insulation or Min. 0.25-inch SECUROCK Note 15.
span or struct GAFGLAS Stratavent Nailable spaced, staggered ;
LWIC. - > 88 Ibf) Gypsum-Fiber Roof Board
concrete Venting Base Sheet center rows
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TABLE 4c: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

G Insulation Layer(s) Base Sheet S -
ystem oof Cover
Deck (Note 1) LWC (Note 14)
No. Type Attach Base Fastener Attach (Note 15) (psf)
(Note 11)
GAFGLAS #75 Base Sheet, Tri-Ply #75 Fastened through to engage
FBC HVHZ d | O
LWC-10 Min. 22 ga. type B, cellular i r?tF\)/s;iovr?t lan:rzrzxore Prelim Base Sheet, GAFGLAS Stratavent Note 2 structural deck 18-inch o.c. at the 2- GAF BUR. 45.0*
"| Grade 33 steel g e v ! y attach Nailable Venting Base Sheet or — inch lap and 18-inch o.c. in three Note 15. ’
concrete combination .
Ruberoid 20 Smooth equally spaced staggered center rows
GAFGLAS #75 Base Sheet, Tri-Ply #75 . Fastened through to engage
LWC-11 Min. 2,500 psi ESI(I:ull-Ia\:I-I:Zi?tF\)/s;?V;td I(Za)nzr(:r:;ore Prelim Base Sheet, GAFGLAS Stratavent TN—:;[ZSDHH- structural deck 18-inch o.c. at the 2- GAF BUR. 45,0
| structural concrete g J v ! y attach Nailable Venting Base Sheet or inch lap and 18-inch o.c. in three Note 15. '
concrete combination . only)
Ruberoid 20 Smooth equally spaced staggered center rows
Fastened through to engage
. FBC HVHZ approved | One or more . -
Min. 22 ga. B . . Prel . tructural deck 24-inch o.c. at the 3- GAF BUR.
LWC-12. n. 22 ga. type B, cellular lightweight layers, any relim Ruberoid Mop Smooth 1.5 Note 2 75 ruciura’ gec . inc O.C atthe -45.0*
Grade 33 steel Lo attach inch lap and 24-inch o.c. in two Note 15.
concrete combination
equally spaced staggered center rows
. Fastened through to engage
. . FBC HVHZ approved | One or more . Note 2 (Drill- ;
Min. 2 . . Prel ’ I | k 24-inch o.c. he 3- GAF BUR.
Lwc-13, | Min- 2,300 psi cellular lightweight | layers, any reum Ruberoid Mop Smooth 1.5 Tec #14 structural deck 24-inch o.c. at the 3 -45.0*
structural concrete o attach inch lap and 24-inch o.c. in two Note 15.
concrete combination only)
equally spaced staggered center rows
GAFGLAS #75 Base Sheet, Tri-Ply #75 X Fastened through to engage
FBC HVHZ / Note 2 (Drill- X
Min. 2,500 psi c . apprgved One or more Prelim Base Sheet, GAFGLAS Stratavent Note 2 (Dri structural deck 9-inch o.c. at the 2- GAF BUR.
LWC-14. cellular lightweight layers, any . . Tec #14 . . -45.0
structural concrete R attach Nailable Venting Base Sheet or inch lap and 9-inch o.c. in two equally Note 15.
concrete combination . only)
Ruberoid 20 Smooth spaced staggered center rows
Min. 22 ga. type B, GAFGLAS #75 Base Sheet, Tri-Ply #75 Fastened through to engage
Grade 33 steel; 6 ft | [oC HVHZapproved | Oneormore | p ;) Base Sheet, GAFGLAS Stratavent structural deck 6-inch o.c. at the 3- GAF BUR.
LWC-15. ” . cellular lightweight layers, any . . Note 2 - R . -75.0
spans; 6” o.c. with concrete combination attach Nailable Venting Base Sheet or inch lap and 6-inch o.c. in two equally Note 15.
TRAXX/5 screws Ruberoid 20 Smooth spaced staggered center rows
GAFGLAS #75 Base Sheet, Tri-Ply #75 . Fastened through to engage
FBC HVHZ ! Note 2 (Drill-
Min. 2,500 psi ¢ . apprgved QK "Ore Prelim Base Sheet, GAFGLAS Stratavent Note 2 (Dri structural deck 7-inch o.c. at the 3- GAF BUR.
LWC-16. cellular lightweight layers, any . . Tec #14 T . -75.0
structural concrete AN attach Nailable Venting Base Sheet or inch lap and 7-inch o.c. in two equally Note 15.
concrete combination . only)
Ruberoid 20 Smooth spaced staggered center rows
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TABLE 4p: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

NEmoO | etc.e

a For steel deck application where specific deck attachment is not referenced, ‘as-tested’ attachment was not less than 5/8” puddle welds with weld-washers or #12 HWH Teks 5 spaced 6” o.c. Note 1

Base Sheet Roof Cover (Note 15) MDP
System Deck (Note 1) o LWC (Note 14)
No. Type | Fastener (Note 11) | Attach Ply | Cap (psf)
PRE-EXISTENT LIGHTWEIGHT CONCRETE (Note 14):
Min. 22 ga., Type B, grade Min. 250 psi pre- | GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, | Drill-Tec Base Sheet 9-inch o.c. at the 2-inch lap and GAF BUR. Note 15
LWC-17. 33 vented steel; 6 ft span existent cellular GAFGLAS #80 Ultima Base Sheet or GAFGLAS Fastener (1.7 in.) 9-inch o.c. in two equally N V BP ’ -45.0
or struct concrete LWIC Stratavent Nailable Venting Base Sheet (MCRF > 70 Ibf) spaced, staggered center rows (No V-BP)
Min. 22 ga., Type B, grade Min. 250 psi pre- | GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, | Drill-Tec Base Sheet 12-inch o.c. at the 2-inch lap GAF BUR. Note 15
LWC-18. | 33 vented steel; 6 ft span existent cellular GAFGLAS #80 Ultima Base Sheet or GAFGLAS Fastener (1.7 in.) and 9-inch o.c. in three equally N V Bp ’ -45.0
or struct concrete LWIC Stratavent Nailable Venting Base Sheet (MCRF > 56 Ibf) spaced, staggered center rows (No V-BP)
Min. 22 ga., Type B, grade Min. 300 psi pre- | GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, | Drill-Tec Locking Impact | 9-inch o.c. at the 4-inch lap and GAF BUR. Note 15
LWC-19. | 33 vented steel; 6 ft span existent cellular GAFGLAS #80 Ultima Base Sheet or GAFGLAS Nail (1.8-inch) 9-inch o.c. in two equally (N V BP) ’ -60.0
or struct concrete LWIC Stratavent Nailable Venting Base Sheet (MCRF > 88 Ibf) spaced, staggered center rows oV-
Min. 22 ga., Type B, grade Min. 300 psi pre- | GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, | Drill-Tec Base Sheet 7-inch o.c. at the 3-inch lap and GAF BUR. Note 15
LWC-20. 33 vented steel; 5 ft span existent cellular GAFGLAS #80 Ultima Base Sheet or GAFGLAS Fastener (1.7 in.) 7-inch o.c. in two equally (N V BP) ’ -75.0
or struct concrete LWIC Stratavent Nailable Venting Base Sheet (MCRF > 88 Ibf) spaced, staggered center rows ov-
ELAsTIzELL, NOA 23-0817.05:
Min. 300 psi .
P-MB h
Min. 22 ga., Type B, grade Elastizell Drill-Tec Base Sheet 7-inch o.c. at the 3-inch lap and o tion‘let
LWC-21. | 33 vented steel; 5 ft span Lightweight GAFGLAS #80 Ultima Base Sheet . 7-inch o.c. in two equally P o CcpP -82.5
) Fastener (1.7 in.) additional
or struct concrete Insulating spaced, staggered center rows
layer(s) P
Concrete
Min. 300 psi Through LWC to engage P-MB with
Min. 22 ga., Type B, grade Elastizell Ruberoid Mop Smooth, Ruberoid Mop Granule, Note 2 (fastening to structural deck: 12-inch o.c. at optional
LWC-22. | 33 vented steel; 5 ft span Lightweight Ruberoid HW Smooth or Ruberoid HW Granule structural deck) J the 4-inch lap and 12-inch o.c. in agditional CP -97.5
or struct concrete Insulating (granule side down) two equally spaced, staggered layer(s) P
Concrete center rows v

TABLE 4e: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

LWC (Note 14) Roof Cover (Note 15)
System Deck (Note 1) Primer MDP
No. Type | Treatment Base | Ply | Cap (psf)
ELAsTIZELL, NOA 23-0817.05:
in. 22 ga. B . . . . . .

5Mf|:s angs? é/t;”’)e U(\iléjleer\i/ifdi?;/if:?lvsglze—::;sr:rz Min. 350 psi Elastizell Cellular/Hybrid LWIC with Zell-crete Elastizell Zell-erator
LWC-23.| , P - P . . 4 Fibers cast at 54 pcf wet-cast density with min. 1-inch thick ) ASTM D41 V-BP GAF BUR. Note 15. | -112.5

6” o.c. Side laps stitched with Tek/1 screws, three . . K Sealer at 200 ft?/gal.

Holey Board and min. 2-inch thick top coat
(3) equally spaced between supports.
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TABLE 5A: CEMENTITIOUS WOOD FIBER DECKS — REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck s e MDP
No. Note 1 T E Note 11 ac T ac| B pI <f
(Note 1) ype astener (Note 11) Note 17 ype Notes 6.7.8 ase y Cap (psf)
CONVENTIONAL SYSTEMS:
Existing . . Drill-Tec Polymer Gyptec Fastener with Drill-Tec 1per2.9 Min. 0.5-inch Structodek High GAF BUR. «
CWF-1. Tectum Min. 1.5-inch EnergyGuard RA 3” Gyptec Plate ft? Density Fiberboard Roof Insulation hot asphalt BP Note 15 450
VENTING BASE SYSTEMS:
Existi Drill-Tec Pol F ith Drill-T 1 2. Min. 0.5-inch k High GAF BUR.
CWE-2. xisting Min. 1.5-inch EnergyGuard RA :I ec Polymer Gyptec Fastener with Drill-Tec per2 9 in 95 !nc Structodek Hig . hot asphalt V-BP -45.0*
Tectum 3” Gyptec Plate ft: Density Fiberboard Roof Insulation Note 15
Existi Drill-Tec Pol F ith Drill-T 1 2. 4 \ GAF BUR.
CWF-3. xisting Min. 1.5-inch EnergyGuard RA ,fl ec Polymer Gyptec Fastener with Drill-Tec perz 0 Min. 1.0-inch EnergyGuard RA hot asphalt V-BP -45.0*
Tectum 3” Gyptec Plate ft: Note 15

TABLE 58: CEMENTITIOUS WOOD FIBER DECKS — REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-3: MECHANICALLY FASTENED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Insulation Roof Cover (Note 15)
System Deck e e MDP
No. (Note 1) T EELIr Attach B T ac B Pl (psf)
ype " ttac ase op g ase y Cap
CONVENTIONAL SYSTEMS:
AFGLAS #75 B h Tri-PI Drill-T -inch o.c. he 4-
GAFGLAS #75 Base Sheet, Tri-Ply ri-tec 6 prno.c.att ?4 (Optional) One or Min. 0.5-inch Structodek High
. #75 Base Sheet, GAFGLAS #80 Polymer Gyptec | inch lap and 12-inch -
Existing R . more layers, any Density Fiberboard Roof GAF BUR. «
CWF-4. Ultima Base Sheet, GAFGLAS Fastener and o.c. in two equally M A ! A . hot asphalt BP -45.0
Tectum . R . ” combination, Min. 1.5- | Insulation or Min. 0.25-inch Note 15
Stratavent Nailable Venting Base Drill-Tec 3 spaced, staggered inch EneravGuard RA DensDeck DensDeck Prime
Sheet or Ruberoid 20 Smooth Gyptec Plate center rows gy !
GAFGLAS #75 Base Sheet, Tri-Ply Drill-Tec 6-inch o.c. at the 4- (Optional) One or
Existing #75' Base Sheet, GAFGLAS #80 Polymer Gyptec |nch'Iap and 12-inch more layers, any Min. 0.25-inch SECUROCK GAF BUR.
CWF-5. Ultima Base Sheet, GAFGLAS Fastener and o.c. in two equally L A X hot asphalt BP -45.0*
Tectum . R . ” combination, Min. 1.5- | Gypsum-Fiber Roof Board Note 15
Stratavent Nailable Venting Base Drill-Tec 3 spaced, staggered inch EneravGuard RA
Sheet or Ruberoid 20 Smooth Gyptec Plate center rows gy
VENTING BASE SYSTEMS:
GAFGLAS #75 Base Sheet, Tri-Ply Drill-Tec 6-inch o.c. at the 4- (Optional) One or
Existin #75 Base Sheet, GAFGLAS #80 Polymer Gyptec | inchlap and 12-inch m:re lavers. an GAF BUR
CWF-6. & Ultima Base Sheet, GAFGLAS Fastener and o.c. in two equally . 4 o y Min. 1.5-inch EnergyGuard RA hot asphalt V-BP ' -45.0*
Tectum . . . ” combination, Min. 1.5- Note 15
Stratavent Nailable Venting Base Drill-Tec 3 spaced, staggered inch EnerevGuard RA
Sheet or Ruberoid 20 Smooth Gyptec Plate center rows &y
GAFGLAS #75 B Sheet, Tri-PI Drill-T 6-inch o.c. at the 4-
ase SeRy Y NS X inchoc. a ? (Optional) One or Min. 0.5-inch Structodek High
- #75 Base Sheet, GAFGLAS #80 Polymer Gyptec | inch lap and 12-inch -
Existing R . more layers, any Density Fiberboard Roof GAF BUR. .
CWEF-7. Ultima Base Sheet, GAFGLAS Fastener and o.c. in two equally L . ! . . hot asphalt V-BP -45.0
Tectum . Y . W combination, Min. 1.5- | Insulation or Min. 0.25-inch Note 15
Stratavent Nailable Venting Base Drill-Tec 3 spaced, staggered inch EnerevGuard RA DensDeck. DensDeck Prime
Sheet or Ruberoid 20 Smooth Gyptec Plate center rows &y !
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NEmoO | etc.e

TABLE 5¢c: CEMENTITIOUS WOOD FIBER DECKS —REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Base Insulation Layer (Note 13) Top Insulation Layer Roof Cover (Note 15)
System Deck e MDP
No. Note 1 ac sf
(Note 1) Type Attach Type Fastener (Note 11) Note 17 Base Ply Cap (psf)
CONVENTIONAL SYSTEMS:
isti i in. 1-i i i ill- i ill- GAF BUR.
CWE-S. Existing (Optional) One o_r m(?re quse Mln 1-inch Structodek ngh Density Drill 'I,',ec Polymer Gyptec Fastener with Drill 1 per 4.0 ft2 Bp 45.0*
Tectum layers, any combination laid Fiberboard Roof Insulation Tec 3” Gyptec Plate Note 15
isti i in. 0.5-i i i ill- i ill- GAF BUR.
CWE-9. Existing (Optional) One or m(?re Lo.ose Mln 0.5-inch Structode!( High Density | Drill 'I,',ec Polymer Gyptec Fastener with Drill 1per 2.9 ft2 Bp -45.0*
Tectum layers, any combination laid Fiberboard Roof Insulation Tec 3” Gyptec Plate Note 15
VENTING BASE SYSTEMS:
Existing (Optional) One or more Loose . . Drill-Tec Polymer Gyptec Fastener with Drill- GAF BUR.
WEF-10. Min. 1.5-inch E RA 1 2.9 ft? V-BP -45.0*
¢ 0 Tectum layers, any combination laid in. 1.5-inch EnergyGuard Tec 3” Gyptec Plate per2.9ft Note 15 >0

TABLE 5p: CEMENTITIOUS WOOD FIBER DECKS — REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Deck Insulation Layer(s) (Note 13) Base Sheet Roof Cover (Note 15) MDP
No. (Note 1) Type Attach Base Fastener (Note 11) Attach Ply | Cap (psf)

GAFGLAS #75 Base Sheet, Tri-Ply #75 Base
Sheet, GAFGLAS Stratavent Nailable
Venting Base Sheet or Ruberoid 20 Smooth

9—|r?ch o.c. aF the 2-inch lap and GAF BUR. Note 15.
18-inch o.c. in two equally -45.0*

(No V-BP)
spaced staggered center rows

Drill-Tec Locking Impact Nail
(min. 1.8-inch embedment)

Existing One or more layers, | Prelim

CWEF-11.
Tectum any combination Attach

TABLE 5e: CEMENTITIOUS WOOD FIBER DECKS — REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Deck Base Sheet Roof Cover (Note 15) MDP
No. (Note 1) Type Fastener (Note 11) Attach Ply | Cap (psf)
Existin GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima Drill-Tec Polymer Gyptec 6-inch o.c. at the 4-inch lap and 12-inch GAF BUR. Note 15
CWF-12. 5 Base Sheet, GAFGLAS Stratavent Nailable Venting Base Sheet or Ruberoid Fastener and Drill-Tec 3” o.c. in two equally spaced, staggered : ’ -45.0*
Tectum (No V-BP)
20 Smooth Gyptec Plate center rows
. GAFGLAS Ply 4, GAFGLAS Ply 4 M, Tri-Ply Ply 4 Ply Sheet, GAFGLAS FlexPly . 7-inch o.c. at the 4-inch lap and 7-inch
! ! ! - GAF BUR. Note 15.
CWF-13. f_zt:;r;% 6, GAFGLAS FlexPly 6 M, GAFGLAS #80 Ultima Base Sheet, GAFGLAS 8:::: 122 tg Efas:sner and o.c. in two, equally spaced, staggered No V. B(F)’ € -67.5
Stratavent Nailable Venting Base Sheet or Ruberoid 20 Smooth center rows (No V-8P)
. GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS #80 Ultima . . . 9-inch o.c. at the 4-inch lap and 12-inch
E 4 ! Drill-Tec L GAF BUR. Note 15.
CWF-14. xisting Base Sheet, GAFGLAS Stratavent Nailable Venting Base Sheet or Ruberoid rill Tec ocking Impact Nail o.c. in two equally spaced, staggered -82.5
Tectum (1.8-inch) (No V-BP)
20 Smooth center rows
©ONEMO ETC, LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ PEER-GAF-003.B.R23 for FL11946-R26 (HVHZ)
Certificate of Authorization #32455 GAF Conventional Built-Up Roof Systems; (800) 766-3411 Revision 23: 08/19/2025

BACK TO TOP Appendix 1, Page 29 of 36



TABLE 6A: GYPUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
Syste Deck pre—_s R MDP
m No. Note 1 T F Note 11 ac T 3¢ B Pl sf
(Note 1) ype astener (Note 11) Note 17 ype Notes 67,8 ase y Cap (psf)
CONVENTIONAL SYSTEMS:
61 Existing Min. 1.5-inch Drill-Tec Polymer Gyptec Fastener with Drill- 1per2.9 | Min. 0.5-inch Structodek High Density hot asphalt Bp GAF BUR. 15.0*
’ gypsum deck | EnergyGuard RA Tec 3” Gyptec Plate (Field MCRF > 270 Ibf) ft2 Fiberboard Roof Insulation P Note 15 '
VENTING BASE SYSTEMS:
G2 Existing Min. 1.5-inch Drill-Tec Polymer Gyptec Fastener with Drill- 1per2.9 | Min. 0.5-inch Structodek High Density hot asphalt V-BP GAF BUR. 15.0*
’ gypsum deck | EnergyGuard RA Tec 3” Gyptec Plate (Field MCRF > 270 Ibf) ft2 Fiberboard Roof Insulation P Note 15 '
Existing Min. 1.5-inch Drill-Tec Polymer Gyptec Fastener with Drill- 1 per 2.0 . . GAF BUR.
G-3. . Min. 1.0-inch E Guard RA hot halt V-BP -45.0*
gypsum deck | EnergyGuard RA Tec 3” Gyptec Plate (Field MCRF > 180 Ibf) ft2 n inch Energytuar otaspha Note 15

TABLE 68: GYPUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY FASTENED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Insulation Roof Cover (Note 15)
System Deck [ MDP
No. (Note 1) Type Fastener (Note 11) Attach Base Top Not 3:7 . Base Ply | Cap sf
otes b,/,
CONVENTIONAL SYSTEMS:
GAFGLAS #75 Base Sheet, Tri-Ply . 7-inch o.c. at the . Min. 0.5-inch Structodek High
Existing #75 Base Sheet, GAFGLAS #80 :?1:: -Brz:ecshtezt 2-inch lap and 7- fg:;ﬂgagrgn:nor Density Fiberboard Roof Insulation GAF BUR
G-4. gypsum Ultima Base Sheet, GAFGLAS . inch o.c. in three . v A’ y or Min. 0.25-inch DensDeck, hot asphalt BP ' -52.5
. R fasteners (Field combination, Min. 1.5- . Note 15
deck Stratavent Nailable Venting Base MCRF > 48 Ibf) staggered center inch EneravGuard RA DensDeck Prime or SECUROCK
Sheet or Ruberoid 20 Smooth - rows &Y Gypsum-Fiber Roof Board
GAFGLAS #75 Base Sheet, Tri-Ply Drill-Tec Lockin 9-inch o.c. at the (Optional) One or Min. 0.5-inch Structodek High
Existing #75 Base Sheet, GAFGLAS #80 Impact Nail (1 Sg- 2-inch lap and m;)re lavers. an Density Fiberboard Roof Insulation GAF BUR
G-5. gypsum Ultima Base Sheet, GAFGLAS X P R y 12-inch o.c.in . v o y or Min. 0.25-inch DensDeck, hot asphalt BP : -75.0
. R inch) (Field MCRF combination, Min. 1.5- . Note 15
deck Stratavent Nailable Venting Base > 140 Ibf) two staggered inch EneravGuard RA DensDeck Prime or SECUROCK
Sheet or Ruberoid 20 Smooth - center rows 4 Gypsum-Fiber Roof Board
VENTING BASE SYSTEMS:
GAFGLAS #75 Base Sheet, Tri-Ply . 7-inch o.c. at the .
Existing | #75 Base Sheet, GAFGLAS #80 Dril-Tec CRL2- | 5 jochlapand 7. | (OPtional) One or N
. inch Base Sheet X X more layers, any Min. 1.5-inch EnergyGuard RA or GAF BUR.
G-6. gypsum Ultima Base Sheet, GAFGLAS X inch o.c. in three L . . . hot asphalt V-BP -52.5
. R fasteners (Field combination, Min. 1.5- | min. 0.25-inch DensDeck Note 15
deck Stratavent Nailable Venting Base MCRF > 48 Ibf) staggered center inch EnerevGuard RA
Sheet or Ruberoid 20 Smooth - rows &Y
GAFGLAS #75 Base Sheet, Tri-Ply . . 9-inch o.c. at the .
Existing | #75 Base Sheet, GAFGLAS #80 I[:;"'azfi‘;’f(kl'”gg_ 2-inch lap and L?grt:’l:a'e)rf":nm AR BUR
G-7 gypsum Ultima Base Sheet, GAFGLAS X P R ' 12-inch o.c. in . v o y Min. 1.5-inch EnergyGuard RA hot asphalt V-BP ’ -60.0
. R inch) (Field MCRF combination, Min. 1.5- Note 15
deck Stratavent Nailable Venting Base > 112 Ibf) two staggered inch EneravGuard RA
Sheet or Ruberoid 20 Smooth - center rows 8y
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TABLE 68: GYPUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY FASTENED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Insulation Roof Cover (Note 15)
System Deck Attach Po
No. Note 1 Type Fastener (Note 11) Attach Base To Base Pl Ca (psf)
( ) yp ote P (Notes 6,7,8) i P
GAFGLAS #75 Base Sheet, Tri-Ply 9-inch o.c. at the

Existing | #75 Base Sheet, GAFGLAS #80 :?T:"';ff\l:ci’lc(kl'”sg_ L?é’::’lzagrgn:nor AR BUR

G-8. gypsum Ultima Base Sheet, GAFGLAS ‘mpact 1 ' 12-inch o.c. in jayers, any Min. 0.25-inch DensDeck hot asphalt V-BP ’ -75.0
R R inch) (Field MCRF combination, Min. 1.5- Note 15

deck Stratavent Nailable Venting Base > 140 Ibf) two staggered

Sheet or Ruberoid 20 Smooth center rows

TABLE 6¢c: GYPUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

2-inch lap and

inch EnergyGuard RA

Base Insulation Layer (Note 13) Top Insulation Layer Roof Cover (Note 15)
System Deck e MDP
No. (Note 1) Type Attach Type Fastener (Note 11) Not:; Base Ply Cap (psf)
CONVENTIONAL SYSTEMS:
- (Optional) One or more Loose Min. 0.5-inch Structodek High Drill-Tec Polymer Gyptec Fastener with Drill- | 1 per 2.0 GAF BUR.
G-9. Exist deck L . - . . BP -45.0*
XIsting gypsum dec layers, any combination | laid Density Fiberboard Roof Insulation Tec 3” Gyptec Plate (Field MCRF > 180 Ibf) ft? Note 15
VENTING BASE SYSTEMS:
- (Optional) One or more Loose ) ) Drill-Tec Polymer Gyptec Fastener with Drill- | 1 per 2.0 GAF BUR. .
G-10. Existing gypsum deck layers, any combination | laid gy 15 inciQgeESi= Rl Tec 3” Gyptec Plate (Field MCRF > 180 Ibf) ft? V-BP Note 15 450

TABLE 60: GYPUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Deck Insulation Layer(s) (Note 13) Base Sheet Roof Cover (Note 15) MDP
No. (Note 1) Type Attach Base Fastener (Note 11) Attach Ply Cap (psf)
Existin One or more lavers prelim GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Drill-Tec Locking Impact Nail 9-inch o.c. at the 2-inch lap and
G-11. iy ri U combinatio‘; " | Attach | Sheet, GAFGLAS Stratavent Nailable (Field MCRF > 1%5 ItF:f) 18-inch o.c. in two equally GAF BUR. Note 15. -45.0%
gyp v Venting Base Sheet or Ruberoid 20 Smooth - spaced staggered center rows
©ONEMO ETC, LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ PEER-GAF-003.B.R23 for FL11946-R26 (HVHZ)
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TABLE 6e: GYPUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Deck Base Sheet Roof Cover (Note 15) MDP
No. (Note 1) Type Fastener (Note 11) Attach Ply Cap (psf)
GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS . . . . .
G-12. Existing gypsum deck | #80 Ultima Base Sheet, GAFGLAS Stratavent Nailable Drill-Tec CR.1.2-|nch Base Sheet 7-|n(.:h WA YV GAF BUR. Note 15. -45.0
. . fasteners (Field MCRF > 41 |bf) o.c. in three staggered center rows
Venting Base Sheet or Ruberoid 20 Smooth
GAFGLAS Ply 4, GAFGLAS Ply 4 M, Tri-Ply Ply 4 Ply Sheet, Drill-Tec LD Fastener and Drill- 7-inch o.c. at the 4-inch lap and 7-inch
G-13 Existin sum deck GAFGLAS FlexPly 6, GAFGLAS FlexPly 6 M, GAFGLAS #80 Tec LD Plate (Field MCRF > 77 o.c. in two, equally spaced, staggered GAF BUR. Note 15 -67.5
' 8 8YP Ultima Base Sheet, GAFGLAS Stratavent Nailable Venting Ibf) = cér;ter rom;s qually sp » Stage ’ : ’
Base Sheet or Ruberoid 20 Smooth
GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS . . . . . .
G-14. Existing gypsum deck | #80 Ultima Base Sheet, GAFGLAS Stratavent Nailable ar";_;ii;c(’;i';'ag&"ézii ';':(')' " 2 'C"T: t°wco iatheefe';‘cczr"izra:;‘i;z inch GAF BUR. Note 15. -75.0
Venting Base Sheet or Ruberoid 20 Smooth ' v " €8
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

TABLE 7a: RECOVER APPLICATIONS

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the
substrate (See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Substrate y e & v o MDP
No. Note 1 and Note 12 T ac T ac B. Pl C (psf)*
t ) ype (Notes 6,7,8) ype (Notes 6,7,8) ase Y ap
CONVENTIONAL SYSTEMS:
Existing sand- or granule-surface Max. 48 x 48 x min. 0.5- Min. 0.5-inch Structodek High Density Fiberboard Roof Insulation GAF BUR
R-1. modified bitumen or asphaltic built-up | inch EnergyGuard Polyiso hot asphalt | or min. 0.25-inch SECUROCK Gypsum Fiber Roof Board, DensDeck, hot asphalt BP Note 15 ’ -150.0*
roof; (Optional) ASTM D41 primer Insulation DensDeck Prime or min. 0.4375-inch DEXcell Cement Roof Board ote L>.
One or more layer(s), min.
0.5-inch E Guard . R . o .
Existing smooth-surface asphaltic built- | Pol Ii:(C) In:uei;i?lonuar Min. 0.5-inch StructCuglyHigliBnsigiiberboard ROST Insulation GAF BUR
R-2. u roo? P Ene»:' Guard RA c;r LRF-M or min. 0.25-inch SECUROCK Gypsum Fiber Roof Board, DensDeck, hot asphalt BP Not 15' -75.0*
P £y ) DensDeck Prime or min. 0.4375-inch DEXcell Cement Roof Board ote Lo
EnergyGuard Ultra Polyiso
Insulation
One or more layer(s), min.
.5-inch E
Existing smooth-surface asphaltic built- gosl Ii:z In:uﬁ;%:guard Min. 0.5-inch Structodek High Density Fiberboard Roof Insulation GAF BUR
R-3. 5 P Y ’ LRF-M or min. 0.25-inch SECUROCK Gypsum Fiber Roof Board, DensDeck, LRF-M BP ’ -75.0*
up roof EnergyGuard RA or DensDeck Prime Note 15.
EnergyGuard Ultra Polyiso
Insulation
One or more layer(s), min.
- 0.5-inch EnergyGuard . . ) - )
Existing sand- or granule-surface Polviso Insulation Min. 0.5-inch Structodek High Density Fiberboard Roof Insulation GAF BUR
R-4. modified bitumen or asphaltic built-up v ! LRF-M or min. 0.25-inch SECUROCK Gypsum Fiber Roof Board, DensDeck, hot asphalt BP ’ -150.0*
EnergyGuard RA or . . . Note 15.
roof . DensDeck Prime or min. 0.4375-inch DEXcell Cement Roof Board
EnergyGuard Ultra Polyiso
Insulation
One or more layer(s), min.
e 0.5-inch EnergyGuard . . . T .
Existing sand- or granule-surface Polviso Insulation Min. 0.5-inch Structodek High Density Fiberboard Roof Insulation GAF BUR
R-5. modified bitumen or asphaltic built-up v ! LRF-M or min. 0.25-inch SECUROCK Gypsum Fiber Roof Board, DensDeck, LRF-M BP ’ -150.0*
EnergyGuard RA or . Note 15.
roof . DensDeck Prime
EnergyGuard Ultra Polyiso
Insulation
One or more layer(s), min.
Existing smooth- or granule-surface 0.5-inch EnergyGuard
R-6 asphalt BUR or SBS modified bitumen Polyiso Insulation, LRF-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof LRF-M Bp GAF BUR. 1800
’ or granule-surface APP modified EnergyGuard RA or Canister Board Canister Note 15. ’
bitumen EnergyGuard Ultra Polyiso
Insulation
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TABLE 7a: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the
substrate (See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Substrate y e P y o MDP
No. Note 1 and Note 12 T El3 T 3t B Pl C (psf)?
t ) ype (Notes 6,7,8) ype (Notes 6,7,8) ase Y ap
Existing smooth- or granule-surface One or more layer(s), min
asphalt BUR or SBS modified bitumen . v ! ! LRF-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof LRF-M GAF BUR. "
R-7. o 1.5-inch EnergyGuard . R BP -202.5
or granule-surface APP modified R h Canister Board Canister Note 15.
X Polyiso Insulation
bitumen
One or more layer(s), min.
0.5-inch EnergyGuard
R-8. Existing asphaltic built-up roof Polyiso Insulation, LRE-XE Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof LRE-XE Bp GAF BUR. -180.0
EnergyGuard RA or Board Note 15.
EnergyGuard Ultra Polyiso
Insulation
i in. 1.5-i in. 0.25-i i -Fi GAF BUR.
RO, Existing asphaltic built-up roof (Optional) Min. 1.5-inch LRE-XE Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof LRE-XE Bp -240.0*
EnergyGuard RA Board Note 15.
Min. 0.5-inch Structodek
- L . - GAF BUR.
R-10. Existing asphaltic built-up roof High Density Fiberboard OB500 None N/A BP -120.0*
f Note 15.
Roof Insulation
One or more layer(s), min.
0.5-inch EnergyGuard
Polyiso | lati GAF BUR.
R-11. Existing asphaltic built-up roof olyiso Insulation, 0OB500 Min. 0.5-inch Structodek High Density Fiberboard Roof Insulation 0OB500 BP -120.0%*
EnergyGuard RA or Note 15.
EnergyGuard Ultra Polyiso
Insulation
One or more layer(s), min.
0.5-inch EnergyGuard
i i in. 0.25-i i - GAF BUR.
R-12. Existing asphaltic built-up roof Polyiso Insulation, OB500 Mln 0.25-inch DensDeck, DensDeck Prime or SECUROCK Gypsum 0B500 Bp 120.0*
EnergyGuard RA or Fiber Roof Board Note 15.
EnergyGuard Ultra Polyiso
Insulation
One or more layer(s), min.
. 0.5-inch EnergyGuard . . . - .
Existing sand- or granule-surface Polviso Insulation Min. 0.5-inch Structodek High Density Fiberboard Roof Insulation GAF BUR
R-13. modified bitumen or asphaltic built-up v s OB500 or min. 0.25-inch SECUROCK Gypsum Fiber Roof Board, DensDeck, hot asphalt BP ’ -150.0*
EnergyGuard RA or ) ) . Note 15.
roof . DensDeck Prime or min. 0.4375-inch DEXcell Cement Roof Board
EnergyGuard Ultra Polyiso
Insulation
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TABLE 7a: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the
substrate (See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Substrate y e P y o MDP
No. Note 1 and Note 12 T El3 T 3t B Pl C (psf)?
t ) ype (Notes 6,7,8) ype (Notes 6,7,8) ase Y ap
One or more layer(s), min.
L 0.5-inch EnergyGuard . . . N .
Existing sand- or granule-surface X . Min. 0.5-inch Structodek High Density Fiberboard Roof Insulation
. . . . Polyiso Insulation, R R : GAF BUR.
R-14. modified bitumen or asphaltic built-up 0OB500 or min. 0.25-inch SECUROCK Gypsum Fiber Roof Board, DensDeck, OB500 BP -150.0*
roof EnergyGuard RA or DensDeck Prime Note 15.
EnergyGuard Ultra Polyiso
Insulation
VENTING BASE SYSTEMS:
Existing sand- or granule-surface Max. 48 x 48 x min. 0.5- GAF BUR
R-15. modified bitumen or asphaltic built-up | inch EnergyGuard Polyiso hot asphalt | None N/A V-BP Not 15' -150.0*
roof; (Optional) ASTM D41 primer Insulation ote 1>.
- . ) One or more layer(s), min.
E h-surf hal It- K ! GAF BUR.
R-16. | DXisting smooth-surface asphaltic bullt- |, ¢ 1 energyGuard LRF-M None N/A V-BP -75.0*
up roof X . Note 15.
Polyiso Insulation
Existing sand- or granule-surface One or more layer(s), min.
o . . . . GAF BUR.
R-17. modified bitumen or asphaltic built-up | 0.5-inch EnergyGuard LRF-M None N/A V-BP -180.0
. . Note 15.
roof Polyiso Insulation
Existing sand- or granule-surface Max. 48 x 48 x min. 0.5- GAF BUR
R-18. modified bitumen or asphaltic built-up | inch EnergyGuard Polyiso LRF-M None N/A V-BP Not 15' -225.0*
roof Insulation ote L>.
Existing smooth- or granule-surface
halt BUR or SBS dified bit Min. 1.5-i E LRF-M LRF-M GAF BUR.
R-19. aspha or moditie R .l umen |n' . | .nergyGuard . Insulation: (Optional) Additional layer(s) base insulation. . V-BP -150.0%*
or granule-surface APP modified Polyiso Insulation Canister Canister Note 15.
bitumen
One or more layer(s), min.
Existing smooth- or granule-surface 0.5-inch EnergyGuard
asphalt BUR or SBS modified bitumen Polyiso Insulation, LRF-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof LRF-M GAF BUR.
R-20. e . . V-BP -180.0
or granule-surface APP modified EnergyGuard RA or Canister Board Canister Note 15.
bitumen EnergyGuard Ultra Polyiso
Insulation
Existing smooth- or granule-surface One or mIQayeGIMin
asphalt BUR or SBS modified bitumen ; v y ’ LRF-M Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof LRF-M GAF BUR.
R-21. . 1.5-inch EnergyGuard . . V-BP -202.5*
or granule-surface APP modified N . Canister Board Canister Note 15.
bitumen Polyiso Insulation
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NEmoO | etc.e
TABLE 7A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the
substrate (See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Substrate y e & v o MDP
No. Note 1 and Note 12 T ac T ac B Py | C sf)A
L Sa=sl ype (Notes 6,7,8) ype (Notes 6,7,8) ase & ap (st
Existing sand- or granule-surface One or more layer(s), min. GAF BUR
R-22. modified bitumen or asphaltic built-up | 0.5-inch EnergyGuard 0OB500 None N/A V-BP Note 15 ’ -180.0
roof Polyiso Insulation Hote 2.
Existing sand- or granule-surface Max. 48 x 48 x min. 0.5-
i . . . . . GAF BUR.
R-23. modified bitumen or asphaltic built-up | inch EnergyGuard Polyiso OB500 None N/A V-BP Note 15 -225.0*
roof Insulation ote 1>.

TABLE 78: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER
AThe reported MDP documents the allowable maximum design pressure of the new roof cover when adhered to the substrate, irrespective of the deck type (See Note 1) or performance of the substrate (See Note 12).
The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System Substrate Roof Cover (Note 15) MDP
No. (Note 1 and Note 12) Base Ply | Cap (psf)*
R-24. Existing asphaltic built-up roof V-BP GAF BUR. Note 15. -60.0*
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