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SCcoPE:

This P.E. Evaluation Report (henceforth ‘PEER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules and regulations governing the
use of construction materials in the State of Florida. The documentation submitted has been reviewed by Robert Nieminen, P.E. for
compliance with the 8t Edition (2023) Florida Building Code sections noted herein.

DEescrIPTION: Parasolo PVC and PVC KEE Roof Systems (NON-HVHZ)

LABELING: Labeling shall be in accordance with the requirements of the Accredited Quality Assurance Agency noted herein.

CoNnTINUED ComPLIANCE: This PEER is valid until such time as the named product(s) changes, the referenced Quality Assurance or production
facility location(s) changes, or Code provisions that relate to the product(s) change. Acceptance of our PEERs by the named client constitutes
agreement to notify NEMO ETC, LLC of any changes to the product(s), the Quality Assurance, or the production facility location(s). NEMO
ETC, LLC requires a complete review of its PEER relative to updated Code requirements with each Code Cycle. Reference is made to the
Nemo | etc. Directory of P.E. Evaluations to ascertain the status and/or current version of this PEER. If the PEER is not listed at the Nemo
Directory, then it is no longer valid.

ADVERTISEMENT: “NEmo P.E. Evaluated” may be displayed in advertising literature. If any portion of the PEER is displayed, then it shall be in
its entirety.

INsPECTION: Upon request, a copy of this entire PEER shall be provided to the user by the manufacturer or its distributors and shall be available
for inspection at the job site at the request of the Building Official.
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CERTIFICATION OF INDEPENDENCE:

1. NEMO ETC, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest in any company manufacturing or
distributing products it evaluates.

2. NEMO ETC, LLC is not owned, operated, or controlled by any company manufacturing or distributing products it evaluates.

3. Robert Nieminen, P.E. does not have nor will acquire, a financial interest in any company manufacturing or distributing products for
which the PEERs are being issued.

4. Robert Nieminen, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

5. This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer of Record for any
project on which this PEER, or previous versions thereof, is/was used for permitting or design guidance unless retained specifically for
that purpose.

©2019 NEMO ETC, LLC
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ROOFING SYSTEMS EVALUATION:

1. SCOPE:
Product Category: Roofing
Sub-Category: Single Ply Roof Systems
Product Approval Method: Method 1, Option D: Codified Material, Evaluation by Engineer
Compliance Statement: Parasolo PVC and PVC KEE Roof Systems, as produced by Siplast, Inc., have demonstrated
compliance with the following sections of the 8" Edition (2023) Florida Building Code through testing in
accordance with the following Standards. Compliance is subject to the Installation Requirements and Limitations
of Use set forth herein.

STANDARDS:

SECTION PROPERTY STANDARD

1504.3.1 Wind resistance FM 4474

1504.6 Physical properties ASTM G154

1504.7 Impact resistance FM 4470

1507.10.2 Material standard ASTM D4601

1507.11.2 Material standard ASTM D6163

1507.11.2 Material standard ASTM D6164

1507.12.2 Material standard ASTM D4434

ENTITY EXAMINATION REFERENCE DATE
NEMO P.E. Evaluation Report PEER-GAF-008.A.R65 04/15/2026
ACRC (TST4671) TAS 114(J) ACRC 21-014 08/16/2021
ACRC (TST4671) TAS 114(D) ACRC 21-018 08/17/2021
FM Approvals (TST1867) FM 4470/4474 PR449384 10/22/2019
FM Approvals (TST1867) FM 4470/4474 PR462729 11/10/2022
Miami-Dade (CER1592) TAS 114 23-1219.03 05/23/2024
PRI (CER12639) ASTM D6163 PRI website Current

PRI (TST5878) ASTM D6163 SRI-116-02-02 08/18/2018
PRI (TST5878) TAS 114(J) 824T0036 10/05/2021
PRI (TST5878) TAS 114(J) 82470041 12/14/2021
FM (QUA1860) Traceability PLA PR460991 09/14/2021
NEMO Traceability PCL 03/03/2026
UL, LLC. (QUA9625) Quiality Assurance Service confirmation 12/17/2025
UL, LLC. (QUA9625) Quiality Assurance Florida BCIS Current

4., PRODUCT DESCRIPTION:

This PEER covers Parasolo PVC and PVC KEE Roof Systems installed in accordance with Siplast, Inc. published
installation instructions and the Limitations of Use herein.

TABLE 1: EVALUATED MEMBRANES
MATERIAL STANDARD
TypE PrRoDUCT PLANT(S)
REFERENCE TYPE GRADE

Parasolo PVC Smooth 50, 60, 80-mil ASTM D4434 I, v N/A uTt

Roor Cover Or Cap | Parasolo PVC KEE Smooth 50, 60, 80-mil ASTM D4434 I, 1Iv N/A uT

Puy: Parasolo PVC FB 50, 60, 80-mil ASTM D4434 1, v N/A uT

Parasolo PVC KEE FB 50, 60, 80-mil ASTM D4434 1, v N/A uT
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TABLE 1: EVALUATED MEMBRANES
MATERIAL STANDARD
TYPE PRODUCT PLANT(S)
REFERENCE TYPE GRADE
Paratech Glass Base ASTM D6163 | S AR
Paratech Glass Base TG ASTM D6163 | S GA-S
BASE PLYs:
Paratech 180 Base ASTM D6164 | S GA-S
Paratech 180 Base TG ASTM D6164 | S GA-S
Parabase ASTM D4601 1] N/A AR
Paradiene 20 ASTM D6163 | S AR
Paradiene 20 TG ASTM D6163 | S AR
Irex 40 ASTM D6163 | S AR
” . Paratech Glass Base TG ASTM D6163 | S GA-S
APOR BARRIER Paratech 180 Base TG ASTM D6164 | s GAS
MEMBRANES:
Paratech 180 Cap ASTM D6163 | G CA-S, GA-S
Paratech 180 Cap TG ASTM D6164 | G GA-S
Paratech 180 Cap FR TG ASTM D6164 | G GA-S
Paratech 250 Base ASTM D6164 | S GA-S
Paratech 250 Cap TG ASTM D6164 1] G GA-S

5. LIMITATIONS:

5.1 This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer
of Record for any project on which this PEER, or previous versions thereof, is/was used for permitting or design
guidance. PEERs are not to be construed as representing any attributes not specifically listed, nor are PEERs to be
construed as an endorsement of the subject, or a recommendation for its use. There is no warranty by NEMO ETC,
LLC or Robert Nieminen, P.E., express or implied, as to any finding or other matter in this PEER, or as to any product
covered by the PEER.

5.2 This PEER is not for use in FBC High Velocity Hurricane Zone jurisdictions, as defined in FBC Chapter 2 (Broward
and Miami-Dade Counties).

5.3 This PEER pertains to above-deck roof components. Roof decks and structural members shall be in accordance
with FBC requirements to the satisfaction of the Authority Having Jurisdiction.

5.4 This PEER does not include evaluation of fire classification. Refer to FBC 1505 for requirements and limitations
regarding roof assembly fire classification. Refer to FBC 2603 for requirements and limitations concerning the use
of foam plastic insulation.

5.5 This PEER does not include evaluation of roof edge termination. Refer to FBC 1504.5 for requirements and
limitations regarding edge securement for low-slope roofs.

5.6 Refer to FBC 1511 for requirements and limitations regarding recover installations.

5.6.1 For mechanically attached components over existing roof decks, fasteners shall be tested in the existing deck for
withdrawal resistance. A qualified design professional shall review the data for comparison to the minimum
requirements for the system. Testing shall be in accordance with ANSI/SPRI FX-1 or Testing Application Standard
TAS 105.

5.6.2 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the
existing deck or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any
surface conditions exist that bring system performance into question, field uplift testing in accordance with
ANSI/SPRI IA-1, ASTM E907, FM Loss Prevention Data Sheet 1-52 or Testing Application Standard TAS 124 shall
be conducted on mock-ups of the proposed new roof assembly.
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5.6.3 For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system shall
be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in accordance with ASTM E907, FM Loss Prevention Data
Sheet 1-52 or Testing Application Standard TAS 124.

5.7 Refer to Appendix 1 for system attachment requirements for wind load resistance.

5.7.1 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads,
and reflects the ultimate passing pressure divided by 2 (the 2 to 1 margin of safety per FBC 1504.9 has already
been applied). Refer to FBC 1609 for determination of design wind loads.

5.7.2 For mechanically attached components or partially-bonded insulation, the maximum design pressure for the
selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in accordance with
FBC Chapter 16. Elevated pressure zones shall employ an attachment density designed by a qualified design
professional to resist the elevated pressure criteria. Commonly used methods are ANSI/SPRI WD1, FM Loss
Prevention Data Sheet 1-29, Roofing Application Standard RAS 117 or RAS 137. Assemblies marked with an
asterisk* carry the limitations set forth in Section 2.2.10.1 of FM Loss Prevention Data Sheet 1-29 for Zone 2/3
enhancements.

5.7.3 For assemblies with all components fully bonded in place, the maximum design pressure for the selected assembly
shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No rational analysis
is permitted for these systems.

5.8 All components in the roof assembly shall have quality assurance audit in accordance with F.A.C. Rule 61G20-3.
Refer to the Product Approval of the component manufacturer for components listed in Appendix 1 that are
produced by a Product Manufacturer other than the report holder on Page 1 of this PEER.

6. INSTALLATION:

Parasolo PVC and PVC KEE Roof Systems shall be installed in accordance with Siplast, Inc. published installation
instructions, subject to the Limitations of Use noted herein.

7. BUILDING PERMIT REQUIREMENTS:
As required by the Building Official or Authority Having Jurisdiction to properly evaluate the installation of this
product.

. IMANUFACTURING PLANTS:

Contact the named QA entity for manufacturing facilities covered by F.A.C. Rule 61G20-3 QA requirements. Refer
to Section 4 herein for products and production locations having met codified material standards.

|

9. QUALITY ASSURANCE ENTITY:
UL, LLC— QUA9625: (360) 817-5512; bsai.inspections@ul.com

- THE 61-PAGES THAT FOLLOW FORM PART OF THIS PEER -
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APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE:
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TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
1A Wood New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 8
18 Wood New or Reroof (Tear-Off) A-2 Bonded Vapor Barrier, Bonded Insulation, Bonded Roof Cover 10
1c Wood New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 11
i) Wood New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Base Ply, Bonded Cap Ply 12
1e Wood New, Reroof (Tear-Off) or Recover C-2 Induction-Welded Roof Cover 13
1F Wood New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 17
16 Wood New, Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 17
1H Wood New, Reroof (Tear-Off) or Recover E-1 Non-Insulated, Mechanically Attached Roof Cover 17
2A Steel New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 17
2B Steel New or Reroof (Tear-Off) A-2 Bonded Vapor Barrier, Bonded Insulation, Bonded Roof Cover 19
2c Steel or Structural Concrete New, Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 21
2D Steel or Structural Concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 28
2E Steel or Structural Concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Base Ply, Bonded Cap Ply 40
2F Steel New, Reroof (Tear-Off) or Recover c-2 Induction-Welded Roof Cover 41
2G Steel New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 42
3A Structural concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 44
3B Structural concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Base Ply, Bonded Cap Ply 46
3c Structural concrete New, Reroof (Tear-Off) or Recover C-2 Induction Welded Roof Cover 47
3D Structural concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 47
4A Deck with Lightweight concrete New or Reroof (Tear-Off) E-2 Non-Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 48
48 Deck with Lightweight concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 48
4c Deck with Lightweight concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 49
5A Cementitious wood fiber Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 51
58 Cementitious wood fiber New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 51
6A Existing gypsum Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 52
6B Existing gypsum Reroof (Tear-Off) B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 52
6C Existing gypsum Reroof (Tear-Off) c-1 Mechanically Attached Insulation, Bonded Roof Cover 54
6D Existing gypsum Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 55
7A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 56
78 Steel Recover C-2 Induction-Welded Roof Cover 59
7c Steel Recover D-1 Insulated, Mechanically Attached Roof Cover 59
70 Concrete Recover F Non-Insulated, Bonded Roof Cover 59
8A Proprietary Deck Type New A-1 Bonded Insulation, Bonded Roof Cover 61
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The following notes apply to the systems outlined herein:
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The roof system evaluation herein pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction.

Unless otherwise noted, fasteners and stress plates shall be as follows. Recessed plates are not for use with cement-based or gypsum-based hardboard coverboards. Fasteners shall be of sufficient length for the

following engagements:

FASTENER/PLATE OPTIONS
DEeck TYPE By PARTS PRE-ASSEMBLED PARTS MINIMUM ENGAGEMENT

Parafast Roofing Fastener or Parafast HD with Parafast 3” Metal Plate or Parafast 125 Minimum %-inch plywood penetration or minimum 1-inch wood plank
Wood Siplast o J Parafast PA % Pl P P

Tri Rib Plate embedment

. Parafast Roofing Fastener, Parafast HD or Parafast XHD with Parafast 3” Metal Plate or VS . .

Steel Siplast g ) Parafast PA Minimum %-inch steel penetration and engage the top flute of the steel deck

Parafast 125 Tri Rib Plate
Structural ) . o Minimum 1-inch embedment. Fasteners installed with a pilot hole in

Siplast Parafast HD or Parafast CD-10 with Parafast 3” Metal Plate or Parafast 125 Tri Rib Plate. N/A . , . . P L )

Concrete accordance with the fastener manufacturer’s published installation instructions

Unless otherwise noted, insulation may be any one layer or combination of FBC Approved (Local or Statewide) board(s) that meet FBC 1505 and, for foam plastic, FBC Chapter 26, when installed with the roof cover.

Minimum 200 psi, minimum 2-inch thick FBC Approved lightweight insulating concrete may be substituted for, or installed below, rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby fasteners
are installed through the lightweight insulating concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength to the steel and structural concrete deck listings.
Roof decks and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does not purport to address
non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the potential effect on overlying components.

Preliminary insulation attachment: Unless otherwise noted, use FBC Approved roofing fasteners and plates and refer to Section 2.2.10.1.3 of FM Loss Prevention Data Sheet 1-29.

Unless otherwise noted, insulation adhesive application rates are as follows.
e Ribbon or bead width is at the time of application; the ribbons/beads shall expand as noted in the manufacturer’s published instructions.
o If applying hot asphalt to concrete deck, deck shall be primed with ASTM D41 primer.
e When multiple layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, board joints shall be staggered.
e The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-half the specified ribbons spacing.

INSULATION ADHESIVE REFERENCES

By ADHESIVE REFERENCE MINIMUM RATE
Siplast Parafast Insulation Adhesive Parafast IA Continuous 0.75-inch ribbons, 12-inch o.c. (PaceCart, SpotShot or Canister)
Para-Stik Roofing Para-Stik RA Continuous 0.75 to 1-inch ribbons, 12-inch o.c.
Generic, ASTM D312, Type IV hot asphalt N/A Full coverage at 25-30 Ibs/square

Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted. Tapered polyisocyanurate at the following thickness limitations may be substituted with the following Maximum
Design Pressure (MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below meets or exceeds that listed for a particular system in the tables,
then the thinner board listed below may be used as a drop-in for the equivalent thicker material listed in the table.

MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS
ADHESIVE COVERAGE INSULATION MIN. TAPERED THICKNESS (IN) MDP (psF)
Parafast Insulation 12-inch o.c. Paratherm G, Paratherm NH, Paratherm G CG, Paratherm NH CG 0.5 -292.5
Adhesive (Parafast IA) 12-inch o.c. Paratherm W 0.5 -487.5
Hot asphalt Full Listed polyisocyanurate 0.5 -240.0

8 Foradhered roof insulation and board-size: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
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9  For mechanically attached components or partially-bonded insulation, the maximum design pressure for the selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in
accordance with FBC Chapter 16. Elevated pressure zones shall employ an attachment density designed by a qualified design professional to resist the elevated pressure criteria. Commonly used methods are
ANSI/SPRI WD1, FM Loss Prevention Data Sheet 1-29, Roofing Application Standard RAS 117 and RAS 137. Assemblies marked with an asterisk* carry the limitations set forth in Section 2.2.10.1 of FM Loss
Prevention Data Sheet 1-29 for Zone 2/3 enhancements.

10 Forassemblies with all components fully bonded, the maximum design pressure for the selected assembly shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No rational
analysis is permitted for these systems.

11  For mechanically attached components over existing decks, fasteners shall be tested in the existing deck for withdrawal resistance. A qualified design professional shall review the data for comparison to the
minimum requirements for the system. Testing and analysis shall be in accordance with ANSI/SPRI FX-1 or Testing Application Standard TAS 105.

12 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the existing deck or existing roof surface shall be examined for compatibility with the adhesive to be
installed. If any surface conditions exist that bring system performance into question, field uplift testing shall be conducted on mock-ups of the proposed new roof assembly. For bonded insulation or membrane
over existing substrates in a recover installation, the existing roof system shall be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having Jurisdiction, as documented
through field uplift testing. Field uplift testing shall be in accordance with ASTM E907, FM Loss Prevention Data Sheet 1-52 or Testing Application Standard TAS 124.

12A  Reference to “Existing gravel-surfaced asphaltic built-up roof, brushed / spudded and vacuumed to
remove loose gravel” in Table 7A is intended to convey an as-tested condition whereby any loose-gravel
that does not remain embedded in the asphalt flood coat after brushing and/or spudding be removed.
The gravel that remains embedded in the asphalt flood coat remains.

13 Refer to FBC 1511 for requirements and limitations regarding recover installations. For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and for System
Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an FBC Approved insulation board or coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to roof cover
installation (Note 5). The separator component shall be documented as meeting FBC 1505 and, for foam plastic, FBC Chapter 26, when installed with the roof cover in Recover applications.

14  Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current
LWIC Product Approval for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not referenced, the minimum design mix shall be 300 psi. In all cases, the minimum
top-coat thickness is 2-inches. For LWIC over structural concrete, reference is made to FBC Section 1917.4.1, Point 1.

14A  For “pre-existent” LWIC references, listings were established through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM C150), with no proprietary
additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592). Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record
and Authority Having Jurisdiction.
As a field QA measure of the pre-existent cellular lightweight concrete:
» Compressive strength testing shall be conducted in accordance with ASTM €513 and shall yield an average result as per the system listing.
» Field withdrawal resistance testing in accordance with Note 11 shall yield an average result as per the system listing.
» If question exists as to wind uplift performance of the pre-existent cellular lightweight concrete, or adhesion to the LWC surface, field uplift testing in accordance with Note 12 is recommended.
All testing shall be performed by an accredited testing agency acceptable to the Authority Having Jurisdiction
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For bonded membrane applications, unless otherwise noted, refer to the following.

MEMBRANE / ADHESIVE COMBINATIONS

IMEMBRANE ADHESIVE APPLICATION RATE

Parasolo PVC Smooth or Parasolo PVC

KEE Smooth Parasolo 661 Bonding Adhesive

Contact (both sides) 1.67 to 1.80 gal/square (% applied to substrate and % applied to membrane)

Parasolo PVC Smooth Parasolo PVC Quick Lay Adhesive Wet lay (substrate) 1 gal/square

3.0 Ibs/square to both the substrate and to the membrane underside, and
immediately rolled in. (6.0 Ibs/square total rate)

Parasolo PVC Smooth or Parasolo PVC

KEE Smooth PVC Quick Spray Adhesive

Contact (both sides)

Parasolo PVC FB or Parasolo PVC KEE FB hot asphalt Wet lay (substrate) 25 Ibs/square

“Spatter pattern” at 0.32 gal/square (to insulation, coverboard or Tectum)

Parafast Insulation Adhesi .
aratastInsufation esive “Spatter pattern” at 0.83 gal/square (to asphaltic base ply membrane).

Parasolo PVC FB or Parasolo PVC KEE FB Wet lay (substrate)

Parasolo PVC FB or Parasolo PVC KEE FB Parafast Adhesive T Wet lay (substrate) “Spatter pattern” at 4.5 Ibs/square

Paradiene 20 or Irex 40 Siplast SFT Adhesive Wet lay (substrate) 2.0 gal/square.

For single-ply membranes in System Type D-1 steel deck applications, the roof membrane shall be run with its length perpendicular to the steel deck flutes.

For System Type C-2 (induction weld):

Care shall be taken to ensure that the plates do not line-up with membrane seams. This condition may preclude proper induction welding of the membrane to the plates.

For assemblies using “Tread Safe” plates:

v' Parafast Tread Safe Tubes are installed through the center hole of the “Tread Safe” plate.

v" The insulation thickness shall be not less than 2-inches.

v" When rigid cement-board or gypsum-board is present, a 5/8-inch diameter hole shall be pre-drilled through the coverboard through which the Parafast Tread Safe Tube is inserted prior to fastener
installation.

TruGround® Conductive Primer by Detec Systems, applied at 0.4 gal/square, may be applied to the substrate prior to membrane application for System Types C-2, D-1 or D-2 with no adverse effect on wind
uplift resistance. For System Type C-2, do not contaminate the induction weld stress plate with primer.

TruGround® Conductive Primer by Detec Systems, applied at 0.4 gal/square, may be applied to the substrate prior to membrane-adhesive application with the following Maximum Design Pressure (MDP)
limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below meets or exceeds that listed for a particular system in the tables, then the optional use of
TruGround Conductive Primer is permissible.

LIMITATIONS FOR TRUGROUND® CONDUCTIVE PRIMER

DECK TYPE SYSTEM TYPE SUBSTRATE OPTIONS MEMBRANE/ADHESIVE OPTIONS (NOTE 15) MDP (psF)
Paratherm HD or Paratherm HD Plus
An A-1, B-1, B-2, DensDeck Prime Parasolo PVC Smooth or Parasolo PVC KEE Smooth / Parasolo 661 Bonding Adhesive or 142.5
v B-3orC-1 DEXcell FA Glass Mat Roof Board Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (spatter) '
SECUROCK Gypsum-Fiber Roof Board
P lo PV horP lo PVC KEE h/P lo 661 Bonding Adhesi
Patatherm HD or Paratherm HD Plus arasolo PVC Smooth or Parasolo PVC Smooth / Parasolo 661 Bonding Adhesive or 3825
Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (spatter)
ithi EE 1B i i
Monolithic Densback Prime Parasolo PVC Smooth or Parasolo PVC KEE Smooth / Parasolo 661 Bonding Adhesive or 382.5
(structural concrete, | | Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (spatter)
lightweight concrete, Parasolo PVC Smooth or Parasolo PVC KEE Smooth / Parasolo 661 Bonding Adhesive -285.0
DEXcell FA Glass Mat Roof Board
recover) Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (spatter) -382.5
SECUROCK Gypsum-Fiber Roof Board Parasolo PVC Smooth or Parasolo PVC KEE Smooth / Parasolo 661 Bonding Adhesive or 3825
Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (spatter)
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16 Thermal Barrier and/or Vapor Barrier Options:
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16A  Structural Concrete Decks: The lesser of the MDP listings below vs. that for the selected assembly applies.
VAPOR BARRIER OPTIONS; STRUCTURAL CONCRETE DECK; FOLLOWED BY ADHESIVE-APPLIED INSULATION
VAPOR BARRIER INSULATION ADHESIVE
Oerion # PRIMER TYPE APPLICATION PER TABLE 3A OR TABLE 3B MODP (psF)
C-VB-1. ASTM D41 One or two plies Parabase Hot asphalt Hot asphalt -360.0
C-VB-2. None Siplast SA Vapor Retarder Self-adhering Parafast IA, 12-inch o.c. -180.0
C-VB-3. None Paradiene 20 SFT Adhesive at 1.5-2.0 gal/square | Parafast IA, 12-inch o.c. -157.5
C-VB-4. ASTM D41 Paradiene 20 Hot asphalt Parafast IA, 12-inch o.c. -157.5
C-VB-5. ASTM D41 Paratech Glass Base TG Torch-applied Parafast IA, 12-inch o.c. -180.0
C-VB-6. ASTM D41 Paradiene 20 TG Torch-applied Parafast IA, 12-inch o.c. -217.5
C-VB-7. ASTM D41 Paratech 180 Base TG Torch-applied Parafast IA, 12-inch o.c. -232.5
C-VB-8. ASTM D41 Irex 40 Torch-applied Parafast IA, 12-inch o.c. -270.0
C-VB-9. ASTM D41 One or two plies Parabase Hot asphalt Parafast IA, 12-inch o.c. -352.5
C-VB-10. ASTM D41 Paradiene 20 Hot asphalt Para-Stik RA, 12-inch o.c. -157.5
C-VB-11. None Paradiene 20 SFT Adhesive at 1.5-2.0 gal/square | Para-Stik RA, 12-inch o.c. -232.5
C-VB-12. ASTM D41 Irex 40 or Paradiene 20 TG Torch-applied Para-Stik RA, 12-inch o.c. -255.0
C-VB-13. ASTM D41 Irex 40 Torch-applied Para-Stik RA, 6-inch o.c. -292.5
16B  Decks followed by Vapor Barrier followed by Lightweight Concrete (LWC): The lesser of the MDP listings below vs. that for the selected assembly from the Lightweight Concrete tables applies:
VAPOR BARRIER OPTIONS; STRUCTURAL CONCRETE DECK FOLLOWED BY CELLULAR LIGHTWEIGHT INSULATING CONCRETE
VAPOR BARRIER LIGHTWEIGHT CONCRETE PER
Oerion # PRIMER TyYPE ATTACH TABLES 4 MODP (psF)
ASTM D41 Base Ply (Optional): One or two plies Paratech Glass Base TG, Paratech 180 Base TG . ; .
LWC-VB-1. Torch- | Min. 2 Mearl FL13492 -82.
¢ primer Cap Ply: Paratech 180 Cap TG, Paratech 180 Cap FR TG, Paratech 250 Cap TG, Paratech 250 Cap FR TG orch-applied in. 200 psi Mearlcrete (FL13492) 825
ASTM D41 Base Ply (Optional): One or two plies Paratech Glass Base TG, Paratech 180 Base TG ) Min. 300 psi Celcore Cellular
LWC-VB-2. primer Cap Ply: Paratech 180 Cap TG, Paratech 180 Cap FR TG, Paratech 250 Cap TG, Paratech 250 Cap FR TG Torch-applied Concrete (FL2037) 135.0
ASTM D41 Base Ply (Optional): One or two plies Paratech Glass Base TG, Paratech 180 Base TG . ; . )
LWC-VB-3. Torch- | Min. El Il (FL4994 -302.
¢ 3 primer Cap Ply: Paratech 180 Cap TG, Paratech 180 Cap FR TG, Paratech 250 Cap TG, Paratech 250 Cap FR TG orch-applied in. 300 psi Elastizell (FL4994) 3025
ASTM D41 Min. 54 i -exi llul
LWC-VB-4. S Paratech Glass Base TG, Paratech 180 Base TG Torch-applied In. 540 psi pre-existent cellular -358.0
primer LWC
16C  Existing Gypsum Decks: The lesser of the MDP listings below vs. that for the selected assembly applies.
STRUCTURAL CONCRETE DECK: VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
VAPOR BARRIER
OPTION # PRIMER INSULATION ADHESIVE PER TABLE 6A MDP (psF)
TyPE APPLICATION
G-VB-1. None Siplast SA Vapor Retarder Self-adhering Parafast IA, 12-inch o.c. -45.0
16D  For System Types B-1, B-2, C-1, C-2, D-1 or Type D-2, Siplast SA Vapor Retarder may be installed atop the roof deck, or to a loose-laid thermal barrier of DensDeck, DensDeck Prime, DensDeck StormX Prime, DEXcell
Glass Mat Roof Board, DEXcell FA Glass Mat Roof Board, SECUROCK Gypsum-Fiber Roof Board, SECUROCK Ultralight Coated Glass Mat Roof Board or SECUROCK Cement Roof Board, prior to installation of the
insulation and roof cover. Refer to FM Loss Prevention Data Sheet 1-29 for design and installation limitations.
16E  Fire barrier of GAF VersaShield Solo™ Fire-Resistant Slip Sheet is optional in all assemblies when overlying components are mechanically fastened.
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17  Unless otherwise noted, insulation or coverboard attachment patterns for Type B-1, Type C-1 and C-2 systems are as outlined below.
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INSULATION ATTACHMENT PATTERNS — 4X4 FT BOARDS
-12-in.-—24-in.— 6-in.~-~18-in. - 6-in. 6-in.~-18-in. - 6-in.
1 ] I i
12-in l 6-in
1 ]
1 18-in.
. ' 24-in,
24-in i
18-in. L
! 6-in.
| i
12-in 6-in. i
1 ] 6-in
1 per 4.0 ft2 (4 per board) 1 per 3.2 ft2 (5 per board) 1 per 2.7 ft2 (6 per board)
6-in. - --18-in. - 6-in. 6-in. -~ 18-in. - 6-in. 6-in.~—~18-in. - 6-in.
I ] T T T i i T T T i
6-in. i 12-in. b
i . | 12-in
12-in. 18-in. |
’ | 24-in. 12-in
12-in. {
: 18-in. 1
6-in. i 12-in
C ' 12-in :
. . 6-in. | 6-in.
=12-in.~ 6-in.- i i
1 per 2.0 ft2 (8 per board) 1 per 1.8 ft2 (9 per board) 1 per 1.6 ft2 (10 per board)
6-in. = =~18-in. - 6-in. 6-in.~—--18-in.— 6-in. 6-in.~—12-in.- 6-in.
i T i T T T i
24-in. 12-in 12-in. 12-in.
| 12-in 12:|n. 12:in.
' 12-in. -
12-in . 12||n.
| 6-in. 6-in.
6-in. T T T
T ~-18-in. - 6-in. -12-in.~——6-in.
1 per 1.45 ft2 (11 per board) 1 per 1.3 ft2 (12 per board) 1 per 1.0 ft2 (16 per board)
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INSULATION ATTACHMENT PATTERNS —4X8 FT BOARDS

B-in. - - -12-in.- 12-incf=—{12-in- [=r6-in. | &-in 6-in. - 18-in. -
12-in. 12-in. 12, 12-in lz}in. | Lein |l 6in
i [ B [ ‘ 18-in. i 18-in.
12-in. .
24-in. ! 24-in 24-in. } 24-in.
36-in. i ‘ !
12I|n. ' ‘ 28%n. 18-in.
| 3a%n. 245 24-in zarn. 1 24-in. 12:in.
: | F ‘ 24-in. 18-in.
36-in. 12-in. 24-in 24-in. C 1 24-in.
24-in. : } 184 )
12-in. } | Tin. : 18-in.
1 ;A i 12-in 12]|n. ‘ " ein. 12‘-in. B-Iin.
12-in. 12-in. 12-in. | ! _I I b
: . ' —24-in— ——24-in. 412-in.- 24-in.
1 per 5.3 ft2 (6 per board) 1 per 4.0 ft2 (8 per board) 1 per 3.2 ft2 (10 per board) 1 per 2.7 ft2 (12 per board) 1 per 2.3 ft2 (14 per board) 1 per 2.0 ft2 (16 per board)
- - 6-in. 6-in. - 18-in. - 6-in. 6-in.+—=12-in.12-in.- 6-in.— 6-in.~—12-in.~
I} ] t :
B-in. [ | i 1 | f 6. 6-in.
T . Ein. 12:in " ;
18-in. | | 124in 12-in.
18-in. L ¥ ]
' ; 181'” 12-in ; g
f 12in. | : 12-in 12:in.
: 12-in ! !
18-in. 18-in ! 12-in 12-in.
| 18-in. | 12-in ‘ f
12-in. 12lin b 12-in 12:|n.
i | 12-in | $
) 18-in. | ! 12-in 12-in.
18;in. 18-in. 12-in i !
) | ! 12-in 12-in.
18-in i | 12-in \ |
’ 18-in + 12-in 12-in.
L] 1 T ' I3
in. 18-in. I 12:'” 6-in. 6-in.
T 6-in. I f T i
24-in. i -112-in.-—24-in— - 24-in. -12-in.-—~6-in.
1 per 1.8 ft2 (18 per board) 1 per 1.6 ft2 (20 per board) 1 per 1.45 ft2 (22 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.0 ft2 (32 per board)
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18 The following products are interchangeable within the scope of this PEER:
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ACCEPTABLE ALTERNATES
SUB-CATEGORY MANUFACTURER FBC LISTED PRODUCT HEREIN ACCEPTABLE ALTERNATE
Paratherm G Paratherm NH
. . Siplast N/A Paratherm G CG Paratherm NH CG
Roofing Insulation
Paratherm HD Paratherm NH HD, Paratherm HD Plus or Paratherm NH HD Plus
Georgia-Pacific Gypsum, LLC FL1250 DensDeck Prime DensDeck StormX Prime Roof Board

19 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads. Refer to FBC 1609 for determination of design wind loads (Note 9 and Note 10).
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TABLE 1A: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
Wl Min. 15/32-inch plywood Min. 1-inch Paratherm G, Paratherm G CG Parafast IA '(Optlorlal) Additional layers base Parafast IA Parasolo EVC Smooth / Parasolo PVC Quick 675
at max. 2 ft spans insulation, flat or tapered Lay Adhesive
W-2. Min. 15/32-inch plywood Min. 1-inch Paratherm G, Paratherm G CG Pa.rafast IA, .(Optlor.\al) Additional layers base Pa.rafast IA, Parasolo P.VC Smooth / Parasolo PVC Quick 75.0
at max. 2 ft spans 6-inch o.c. insulation, flat or tapered 6-inch o.c. Lay Adhesive
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
W-3. Min. 15/32-inch plywood; Min. 1-inch Paratherm G, Paratherm G CG Parafast IA (Opt|9nal) A.ddltlonal layer(s) Parafast IA Parasolo PVC Smooth or Para.solo PVC .KEE -60.0
2 ft span base insulation Smooth / Parasolo 661 Bonding Adhesive
. . Min. 0.25-inch DensDeck Prime
W-4 Min. 15/32-inch plywood; | 1o 4 inch Paratherm G, Paratherm G CG ParafastIA | or SECUROCK Gypsum-Fiber Parafastia | Farasolo PVCSmooth or Parasolo PVC KEE -60.0
2 ft span Smooth / Parasolo 661 Bonding Adhesive
Roof Board
Min. 15/32-inch plywood; ) ) Min. 0.25-inch DEXcell FA Glass Parasolo PVC Smooth or Parasolo PVC KEE
W-5 2 ft span Min. 1-inch Paratherm G, Paratherm G CG Parafast IA Mat Roof Board Parafast IA Smooth / Parasolo 661 Bonding Adhesive 60.0
Min. 15/32-inch plywood . ) (Optional) Additional layers base Parasolo PVC Smooth or Parasolo PVC KEE
w-e at max. 2 ft spans Min. 1-inch Paratherm G, Paratherm G CG R Ny insulation, flat or tapered Parafast IA Smooth / Parasolo 661 Bonding Adhesive 675
Min. 15/32-inch plywood . . Parafast IA, (Optional) Additional layers base | Parafast IA, Parasolo PVC Smooth or Parasolo PVC KEE
W-7 Min. 1-inch P h P h -75.
at max. 2 ft spans . 1-inch Paratherm G, Paratherm G CG 6-inch o.c. insulation, flat or tapered 6-inch o.c. Smooth / Parasolo 661 Bonding Adhesive >0
Min. 15/32-inch plywood; . . Parafast IA, (Optional) Additional layer(s) Parafast IA, Parasolo PVC Smooth or Parasolo PVC KEE
L 2 ft span Min. 1-inch Paratherm G, Paratherm G CG 6-inch o.c. base insulation 6-inch o.c. Smooth / Parasolo 661 Bonding Adhesive 975
. . Min. 0.25-inch DensDeck Prime
W-9 Min. 15/32-inch plywood; Min. 1-inch Paratherm G, Paratherm G CG Pa.rafast 1A, or SECUROCK Gypsum-Fiber Pa.rafast 1A, Parasolo PVC Smooth or Para.solo PVC .KEE 975
2 ft span 6-inch o.c. 6-inch o.c. Smooth / Parasolo 661 Bonding Adhesive
Roof Board
Min. 15/32-inch plywood; . . Parafast IA, Min. 0.25-inch DEXcell FA Glass Parafast IA, Parasolo PVC Smooth or Parasolo PVC KEE
W-10. Min. 1-inch P h P h . R . . -97.
Y 2 ft span in. 1-inch Paratherm G, Pggherigly CG 6-inch o.c. Mat Roof Board 6-inch o.c. Smooth / Parasolo 661 Bonding Adhesive 97:5
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN SPATTER APPLICATIONS:
W-11. Min. 15/32-inch plywood; Min. 1-inch Paratherm G or Paratherm G CG Parafast IA (Optlgnal) A.ddltlonal layer(s) Parafast IA Parasolo PVC FB or Parasolo PVC KEE FB / -60.0
2 ft span base insulation Parafast IA (spatter)
Min. 0.25-inch DensDeck Prime,
Min. 15/32-inch plywood; ) ) DEXcell FA Glass Mat Roof Parasolo PVC FB or Parasolo PVC KEE FB /
W-12. 2 ft span Min. 1-inch Paratherm G or Paratherm G CG Parafast IA Board or SECUROCK Gypsum- Parafast IA Parafast IA (spatter) -60.0
Fiber Roof Board
W-13. Min. 15/32-inch plywood Min. 1-inch Paratherm G, Paratherm G CG Parafast IA .(Optlor?al) Additional layers base Parafast IA Parasolo PVC FB or Parasolo PVC KEE FB / 675
at max. 2 ft spans insulation, flat or tapered Parafast IA (spatter)
W-14. Min. 15/32-inch plywood Min. 1-inch Paratherm G, Paratherm G CG Pa'rafast 1A, .(Opt|or.1al) Additional layers base Pa.rafast 1A, Parasolo PVC FB or Parasolo PVC KEE FB / 75.0
at max. 2 ft spans 6-inch o.c. insulation, flat or tapered 6-inch o.c. Parafast IA (spatter)
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TABLE 1A: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

plywood or min. 1-inch SYP
wood plank or CLT; 2 ft span

Vapor Retarder

or Paratherm G CG

SECUROCK Gypsum-Fiber Roof Board

FB / Parafast IA (spatter)

Base Insulation Layer Top Insulation Layer
System Deck MDP
Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Min. 0.25-inch DensDeck Prime,
Min. 15/32-inch plywood; . . Parafast IA, DEXcell FA Glass Mat Roof Parafast IA, Parasolo PVC FB or Parasolo PVC KEE FB /
W-15. Min. 1-inch Parath G or Parath G CG -97.5
> 2 ft span In. L-inch Faratherm & or Faratherm 6-inch o.c. Board or SECUROCK Gypsum- 6-inch o.c. Parafast IA (spatter)
Fiber Roof Board
TABLE 18: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION, BONDED ROOF COVER
syste Sl Base Insulation Layer Top Insulation Layer T
ec .
m No. (Note 1) Vapor Barrier Type Attach Type Attach Roof Cover (Note 15) o
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
Min. 7/16-inch APA rated OSB
] . 4 ) . : . s < Parasolo PVC Smooth or Parasolo PVC

Wo16 min. 15/32-|nt-:h APA rated CDX Siplast SA Min. 1.5-inch Paratherm G Parafast IA .(OptIOIj\a|) Additional layer(s) base Parafast IA KEE Smooth / Parasolo 661 Bonding 75.0
plywood or min. 1-inch SYP Vapor Retarder | or Paratherm G CG insulation Adhesi
wood plank or CLT; 2 ft span, esive
Min. 7/16-inch APA rated OSB,

W.1g. | min.15/32-inch APA rated CDX | Siplast SA Min. 1.5-inch ParathermG | . Min. 0.25-inch DensDeck Prime or barafast IA E:ﬁﬁ:g;ﬁig;ﬁ::ggir;;::joinpvc 750
plywood or min. 1-inch SYP Vapor Retarder | or Paratherm G CG SECUROCK Gypsum-Fiber Roof Board Adhesi g ’
wood plank or CLT; 2 ft span esive
Min. 7/16-inch APA rated OSB,

4 P lo PV hor P lo PV
min. 15/32-inch APA rated CDX Siplast SA Min. 1.5-inch Paratherm G Min. 0.25-inch DEXcell FA Glass Mat arasolo PVC Smooth or Paraso 9 ¢

W-18 . . Parafast IA Parafast IA KEE Smooth / Parasolo 661 Bonding -75.0
plywood or min. 1-inch SYP Vapor Retarder | or Paratherm G CG Roof Board Adhesi
wood plank or CLT; 2 ft span esive

PARASOLO PVC FB OR PARASOLO PVC KEE FB IN SPATTER APPLICATIONS:

Min. 7/16-inch APA rated OSB,
min. 15/32-inch APA rated CDX Siplast SA Min. 1.5-inch Paratherm G (Optional) Additional layer(s) base Parasolo PVC FB or Parasolo PVC KEE

W-13. plywood or min. 1-inch SYP Vapor Retarder | or Paratherm G CG pafast 1A insulation Parafast 1A FB / Parafast IA (spatter) 750
wood plank or CLT; 2 ft span
Min. 7/16-inch APA rated OSB, . R .

) . 4 ) ) ) Min. 0.25-inch DensDeck Prime,
W-20. min. 15/32-inch APA rated CDX Siplast SA Min. 1.5-inch Paratherm G Parafast IA DEXcell FA Glass Mat Roof Board or parafast IA Parasolo PVC FB or Parasolo PVC KEE 750
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NEmoO | etc.e
TABLE 1c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Syst R Top Insulation Layer A
ystem ase Insulation Layer
Deck (Note 1) Attach Roof Cover (Note 15)
No. (Note 3, Note 13) T Fasten (Note 11) (psf)
2 ype asten (Note Note 17
BAREBACK APPLICATIONS:
Min. 15/32-inch plywood; 2 ft 1per 4.0 Parasolo PVC Smooth or Parasolo
W-21. span over nominal No. 2 None Min. 0.5-inch Paratherm HD Parafast HD with Parafast 125 Tri Rib Plate Pﬂz ’ PVC KEE Smooth / Parasolo 661 -30.0*
wood trusses; 2 ft span Bonding Adhesive
Min. 15/32-inch plywood; 2 ft 1per3.2 Parasolo PVC Smooth or Parasolo
W-22. span over nominal No. 2 None Min. 0.5-inch Paratherm HD Parafast HD with Parafast 125 Tri Rib Plate pftz ’ PVC KEE Smooth / Parasolo 661 -37.5%
wood trusses; 2 ft span Bonding Adhesive
Parafast HD with Parafast 125 Tri Rib Plate
€5 8 5 & &8 £
& 9 ‘ g ‘ e T T
I l ’ 3 Parasolo PVC Smooth or Parasolo
Min. 15/32-inch pl ;2 f ) ' 1 2.7
w23, | O 5/32-inch plywood; 2ft | o Min. 0.5-inch Paratherm HD L ol PVC KEE Smooth / Parasolo 661 -45.0*
P i Bonding Adhesive
]
. . . . . Parasolo PVC Smooth or Parasolo
W-24. M.m. 19/32-inch plywood or (Optional) One 0|.' mc.Jre Min. 1.5-inch Paratherm G, Note 2 1perl.8 PVC KEE Smooth / Parasolo 661 525
1-inch wood plank; 2 ft span layers, any combination Paratherm G CG — ft? . .
Bonding Adhesive
) . ) Parasolo PVC Smooth or Parasolo
W-25. M.m' 19/32-inch plywood or (Optional) One o.r mc.ore Min. 0.25-inch DensDeck Prime Note 2 lperl8 PVC KEE Smooth / Parasolo 661 -52.5
1-inch wood plank; 2 ft span layers, any combination - ft? . .
Bonding Adhesive
Min. 15/32-inch plywood; 2 ft 1peris8 Parasolo PVC Smooth or Parasolo
W-26. span over nominal No. 2 None Min. 0.5-inch Paratherm HD Parafast HD with Parafast 125 Tri Rib Plate pﬂz ’ PVC KEE Smooth / Parasolo 661 -52.5
wood trusses; 2 ft span Bonding Adhesive
. . ) . . Parasolo PVC Smooth or Parasolo
W-27. M'm. 19/32-inch plywood or (Optional) One o'r mgre Min. 0.25—'|nch SECUROCK Note 2 1 per21.8 PVC KEE Smooth / Parasolo 661 -60.0
1-inch wood plank; 2 ft span layers, any combination Gypsum-Fiber Roof Board — ft . .
Bonding Adhesive
. . . . . Parasolo PVC Smooth or Parasolo
W-28. M.m. 19/32-inch plywood or (Optional) One 0|.’ mqre Min. 1.5-inch Paratherm G, Note 2 1 per21.6 PVC KEE Smooth / Parasolo 661 -60.0
1-inch wood plank; 2 ft span layers, any combination Paratherm G CG — ft . .
Bonding Adhesive
©ONEMO ETC LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC NON-HVHZ PEER-SPL-002.A.R6 for FL30935-R6 (NON-HVHZ)
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NEmoO | etc.e
TABLE 1c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Syst R Top Insulation Layer A
ystem ase Insulation Layer
Deck (Note 1) Attach Roof Cover (Note 15)
No. Note 3, Note 13 sf
( Note 13) Type Fasten (Note 11) Note 17 (psf)
Parafast HD Fastener with Parafast 125 Tri Rib
Plate or Parafast 3” Metal Plate
2 b & b, B
5 E 5 3 5 £
Min. 0.25-inch DensDeck Prime 5 |
) ) . or SECUROCK Gypsum-Fiber g | 2 Parasolo PVC Smooth or Parasolo
W-29. zﬂ-;:.cssvczizncl;]npll}l;l?tosd g; l(gztrl?naar:) 22;2;“;3;? Roof Board or Min. 0.5-inch w 5 1 pef121.45 PVC KEE Smooth / Parasolo 661 -67.5
plank; P Yers, any Paratherm HD or Paratherm HD E ' Bonding Adhesive
Plus
glB LB BLE BT
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN SPATTER APPLICATIONS:
Min. 15/32-inch plywood at (Optional) One or more . . 1per1.8 | Parasolo PVCFB, Parasolo PVC
W-30. max. 2 ft spans layers, any combination Min. 1.5-inch Paratierm G YNote 2 ft? KEE FB / Parafast IA (spatter) 525
Min. 15/32-inch plywood at (Optional) One or more ) . - 1per1.8 | Parasolo PVCFB, Parasolo PVC
W-31. max. 2 ft spans layers, any combination Min. 0.25-inch DensDCRQErTN Hote 2 ft? KEE FB / Parafast IA (spatter) 525
W-32 Min. 15/32-inch plywood at (Optional) One or more Min. 0.25-inch SECUROCK Note 2 1perl.8 Parasolo PVC FB, Parasolo PVC -60.0
’ max. 2 ft spans layers, any combination Gypsum-Fiber Roof Board I ft? KEE FB / Parafast IA (spatter) ’
Min. 15/32-inch plywood at (Optional) One or more . . lperl6 Parasolo PVC FB, Parasolo PVC
W-33. max. 2 ft spans layers, any combination P inQgaratherm @ Note 2 ft? KEE FB / Parafast IA (spatter) 600
TABLE 1p: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED BASE PLY, BONDED ROOF COVER
i Top Insulation Layer Roof Cover (Note 15
System Deck (Note 1 Base Insulation Layer P y! (Note 15) MDP (psf
No. (Note 3, Note 13) Type Fasten (Note 11) I Attach (Note 17) Base Ply | Cap Ply
CoLD-APPLIED BASE PLY:
Min. 15/32-inch plywood | One or more layers, min. 1.5- Min. 0.5-inch ) Paradiene 20 or Irex 40 / Parasolo PVC KEE FB /
LUz at max. 2 ft spans inch Paratherm G DensDeck Prime Note 2 1per1.8ft SFT Adhesive Parafast IA (spatter) 525
©ONEMO ETC LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC NON-HVHZ PEER-SPL-002.A.R6 for FL30935-R6 (NON-HVHZ)
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TABLE 1e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: INDUCTION-WELDED ROOF COVER

NEmoO | etc.e

System Deck Insulation Layer Attachment MDP
Roof Cover (Note 158
No. (Note 1) (Note 3, Note 13) Fasteners (Note 11) Density L (psf)
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH APPLICATIONS:
Min. 15/32-inch APA
in. 15/32-inc . (Optional) One or Parafast XHD Fastener and Parafast RB
rated OSB or 1-inch . . Parasolo PVC Smooth or Parasolo PVC KEE
W-35. more layers, any PVC XHD Plate or Parafast Tread Safe 24 x 28-inch grid ) . -22.5
wood plank; 2 ft combination Plate Smooth induction welded
span
lr\;llz.dlgj)(z-lIncwho/:F::iA (Optional) One or Parafast HD Fastener or Parafast XHD Parasolo PVC Smooth or Parasolo PVC KEE
W-36 or 1-i,nch wzgd more layers, any Fastener and Parafast RB PVC XHD 24 x 28-inch grid Smooth induction welded -22.5
combination Plate or Parafast Tread Safe Plate
plank; 2 ft span
Min. 23/32-inch APA )
ra:;d OéB olrnlc-inch (Optional) One or Parafast XHD Fastener and Parafast RB 8 parts per 4x8 ft board Parasolo PVC Smooth or Parasolo PVC KEE
W-37 wood plank; 2 ft more .Iaye.rs, any PVC XHD Plate or Parafast Tread Safe 24 x 24-inch grid Smooth induction welded -30.0
span combination Plate (Note 17)
Min. 19/32-inch APA )
ra:;d C{)X llncwood (Optional) One or Parafast HD Fastener or Parafast XHD 8 parts per 4x8 ft board Parasolo PVC Smooth or Parasolo PVC KEE
W-38 or 1—i;1ch ngd more layers, any Fastener and Parafast RB PVC XHD 24 x 24-inch grid Smooth induction welded -30.0
plank: 2 ft span combination Plate or Parafast Tread Safe Plate (Note 17)
10 parts per 4x8 ft board
- o) .
r’f 1 1 1 1
Min. 23/32-inch APA '
in. 23/32-inc X (Optional) One or Parafast XHD Fastener and Parafast RB ° ° ° °
rated OSB or 1-inch Parasolo PVC Smooth or Parasolo PVC KEE
W-39 more layers, any PVC XHD Plate or Parafast Tread Safe . . -37.5
wood plank; 2 ft combination Plate ® s | Smooth induction welded
span
o o o] o
L
|
10 parts per 4x8 ft board
r’f 1 1 1 1
in. 15/32-i '
Min. 15/32-inch APA (Optional) One or Parafast HD Fastener or Parafast XHD ° ° ° °
rated, CDX plywood Parasolo PVC Smooth or Parasolo PVC KEE
W-40. R more layers, any Fastener and Parafast RB PVC XHD . . -37.5
or 1-inch wood - ® H Smooth induction welded
combination Plate or Parafast Tread Safe Plate
plank; 2 ft span
o o o o
L
|
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TABLE 1e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER
SYSTEM TYPE C-2: INDUCTION-WELDED ROOF COVER

NEmoO | etc.e

System Deck Insulation Layer Attachment MDP
Roof Cover (Note 158
No. (Note 1) (Note 3, Note 13) Fasteners (Note 11) Density D= (psf)
Min. 15/32-inch APA
W-a1 ::::g SS)B( oIr ?NZAod ﬁ?g:ggagr?naenor Parafast XHD and Parafast RB PVC XHD 18 x 24-inch erid Parasolo PVC Smooth or Parasolo PVC KEE 375
’ R ply X 4 o v Plate or Parafast Tread Safe Plate g Smooth induction welded ’
or 1-inch wood combination
plank; 2 ft span
Min. 15/32-inch APA .
raL:d ?ng Ir‘ilvood (Optional) One or Parafast HD Fastener or Parafast XHD Parasolo PVC Smooth or Parasolo PVC KEE
W-42. N Py more layers, any Fastener and Parafast RB PVC XHD 18 x 24-inch grid . R -37.5
or 1-inch wood L Smooth induction welded
combination Plate or Parafast Tread Safe Plate
plank; 2 ft span
12 parts per 4x8 ft board
16 x 24-inch grid
N | N N
T R
Min. 19/32-|nch APA (Optional) One or Parafast XHD Fastener and Parafast RB * * *
rated OSB or 1-inch Parasolo PVC Smooth or Parasolo PVC KEE
W-43. more layers, any PVC XHD Plate or Parafast Tread Safe . R -45.0
wood plank; 2 ft R i Smooth induction welded
combination Plate . . . %
span 3
L] L] L]
©
[}
; |
12 parts per 4x8 ft board
16 x 24-inch grid
AN N N
Rl & T® g (gl
Min. 15/32-inch APA
in. 15/32-inc (Optional) One or Parafast HD Fastener or Parafast XHD ¢ ? *
rated, CDX plywood Parasolo PVC Smooth or Parasolo PVC KEE
W-44. K more layers, any Fastener and Parafast RB PVC XHD . R -45.0
or 1-inch wood o &5 Smooth induction welded
combination Plate or Parafast Tread Safe Plate . o . ®
plank; 2 ft span
L] . Ll
—
o
< |
—
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TABLE 1e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE C-2: INDUCTION-WELDED ROOF COVER

System Deck Insulation Layer Attachment MDP
Roof Cover (Note 158
No. (Note 1) (Note 3, Note 13) Fasteners (Note 11) Density D= (psf)
16 parts per 4x8 ft board
12 x 24-inch grid
mT_; - /_\S - - -
Min. 19/32-inch APA . N
rated OSB or 1-inch (Optional) One or Parafast XHD Fastener and Parafast RB N Parasolo PVC Smooth or Parasolo PVC KEE
W-45. more layers, any PVC XHD Plate or Parafast Tread Safe = . . ® ° . . . . -45.0
wood plank; 2 ft combination Plate Smooth induction welded
span @
L ] L ] L] L] L ] .
N
16 parts per 4x8 ft board
12 x 24-inch grid
SRR R R
Min. 15/32-inch APA (Optional) One or Parafast HD Fastener or Parafast XHD L
rated, CDX plywood N Parasolo PVC Smooth or Parasolo PVC KEE
W-46. R more layers, any Fastener and Parafast RB PVC XHD . . ° o . . ) . -45.0
or 1-inch wood L Smooth induction welded
combination Plate or Parafast Tread Safe Plate
plank; 2 ft span @
L] L] L] L] L] L2
N
10 parts per 4x8 ft board
. Fem) . .
7 1 1 1
Min. 19/32-inch APA |
in. 19/32-inc One or more layers, Parafast XHD Fastener and Parafast RB ° ° ° °
rated, CDX plywood - . Parasolo PVC Smooth or Parasolo PVC KEE
W-47. R any combination, min. | PVC XHD Plate or Parafast Tread Safe . i -45.0
or 1-inch wood 1-inch Plate ® H Smooth induction welded
plank; 2 ft span
Q o o] Q
L
|
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TABLE 1e: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER
SYSTEM TYPE C-2: INDUCTION-WELDED ROOF COVER

NEmoO | etc.e

System Deck Insulation Layer Attachment MDP
Roof Cover (Note 15B)
No. (Note 1) (Note 3, Note 13) Fasteners (Note 11) Density (psf)
14 parts per 4x8 ft board
A, —_ - - —_
{1 e e
Min. 23/32—|nch APA (Optional) One or Parafast XHD Fastener and Parafast RB
rated OSB or 1-inch . . . . . . . Parasolo PVC Smooth or Parasolo PVC KEE
W-48. more layers, any PVC XHD Plate or Parafast Tread Safe . R -52.5
wood plank; 2 ft o Smooth induction welded
combination Plate
span
L] L] L] L ] L] L] L]
N
-
~
14 parts per 4x8 ft board
-, - —y - - -
I ke
Min. 19/32-inch APA )
in. 19/32-inc (Optional) One or Parafast HD Fastener or Parafast XHD
rated, CDX plywood . . . ° . . . Parasolo PVC Smooth or Parasolo PVC KEE
W-49. K more layers, any Fastener and Parafast RB PVC XHD . . -52.5
or 1-inch wood o Smooth induction welded
combination Plate or Parafast Tread Safe Plate
plank; 2 ft span
L] L] L] L ] L ] L] L ]
Min. 15/32-inch APA
(Optional) One or
| 1- Parafast XHD Parafast RB PVC XHD
W-50 .'ated plywood or more layers, any arafast WL % 24 x 32-inch grid (6 parts per 4x8 ft board) Parasolo PVC Smooth induction welded -60.0
inch wood plank; 2 ft O Plate or Parafast Tread Safe Plate
combination
span
Min. 19/32-inch
plngod over (Optional) One or Parafast HD with Parafast RB PVC XHD . . 9x 24—|nd.1 o-c Parasolo PVC Smooth or Parasolo PVC KEE
W-51 nominal No. 2 wood more layers, any (min. 1-inch embedment into wood structural . . -90.0
L Plate or Parafast Tread Safe Plate Smooth induction welded
trusses spaced max. combination members)
24-inch o.c.
Min. 19/32-inch
24-i .C.
pIwaJod over One or m<?re I'ayers,. Parafast HD with Parafast RB PVC XHD . . 9x24 |ncl.1 o€ Parasolo PVC Smooth or Parasolo PVC KEE
W-52 nominal No. 2 wood any combination, min. (min. 1-inch embedment into wood structural . . -105.0
. Plate or Parafast Tread Safe Plate Smooth induction welded
trusses spaced max. 1-inch members)
24-inch o.c.
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NEmoO | etc.e
TABLE 1F: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

System Insulation (Note 3, Note 13) Roof Cover MDP
Deck (Note 1)
No. Type Attach (Note 5) Membrane Fastener (Note 11) Attachment (psf)
Min. 15/32-inch APA rated OSB One or more lavers. an parasolo PVC Smooth or Parafast XHD with Parafast XHD 6-inch o.c. within 6-inch wide laps
W-53. or APA rated CDX plywood or 1- combination rrzlin :Il 0 itmh Prelim. attach Parasolo PVC KEE Smooth Barb 2-3/8” 6brb or Parafast spaced 114-inch o.c. and sealed with a -30.0
inch wood plank; 2 ft span ! o Eyehook AccuSeam Plate 2-3/8” | 1.5-inch heat weld.
Min. 15/32-inch APA rated OSB One or more lavers. an parasolo PVC FB or Parasolo Parafast XHD with Parafast XHD 6-inch o.c. within 6-inch wide laps
W-54. or APA rated CDX plywood or 1- combination n':/in i 0 i\;ch Prelim. attach PVC KEE FB Barb 2-3/8” 6brb or Parafast spaced 114-inch o.c. and sealed with a -30.0
inch wood plank; 2 ft span ! T Eyehook AccuSeam Plate 2-3/8” | 1.5-inch heat weld.

TABLE 1G: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Deck Insulation Layer(s) (Note 13) Base Sheet Roof Cover (Note 15) MDP
No. (Note 1) Type Attach Type Fastener (Note 11) Attach Base Ply Cap Ply (psf)
Parafast Roofing ) . .
Min. 15/32-inch APA rated plywood or One or more . Parabase Fastener with .10 inch o.c. at the 3-inch laps and 10 Paradiene 20 or Parasolo PVC FB or
W-55. 1-inch wood plank: 2 ft span layers, any Loose-laid Plus parafast 3" Metal inch o.c. at three (3), equally spaced, Irex 40 / SFT Parasolo PVC KEE FB -82.5
p ! P combination Plate staggered rows in the field of the sheet | Adhesive / Parafast Adhesive T
Parafast Roofing . .
Min. 15/32-inch APA rated plywood or One or more . Parabase Eastengnwith .10 inch o.c. at the 3-inch laps and 10 Parasolo PVC FB or
W-56. X layers, any Loose-laid ” inch o.c. at three (3), equally spaced, None Parasolo PVC KEE FB -97.5
1-inch wood plank; 2 ft span ] Plus Parafast 3” Metal X . _
combination Plate staggered rows in the field of the sheet / Parafast Adhesive T

TABLE 1H: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE E-1: NON-INSULATED, MECHANICALLY ATTACHED ROOF COVER

Roof Cover (Note 15)
System Deck (Note 1) MDP
No. Membrane Fastener (Note 11) Attachment (psf)
W-57 Min. 15/32-inch APA rated OSB or APA rated Parasolo PVC Smooth or Parafast XHD with Parafast XHD Barb 2-3/8” 6brb | 6-inch o.c. within 6-inch wide laps spaced 114-inch o.c. and 230.0
CDX plywood or 1-inch wood plank; 2 ft span Parasolo PVC KEE Smooth or Parafast Eyehook AccuSeam Plate 2-3/8” sealed with a 1.5-inch heat weld. ’
©ONEMO ETC LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC NON-HVHZ PEER-SPL-002.A.R6 for FL30935-R6 (NON-HVHZ)
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NEmoO | etc.e
TABLE 2A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
Syste Deck MDP
Attach Attach Roof Cover (Note 15)
m No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
. Min. 1.5-inch Paratherm G or . . Parafast IA, 6- Parasolo PVC Smooth / Parasolo PVC
S-1. Min. 22 ga., type B, Grade 33 steel Paratherm G CG Parafast IA Min. 0.5-inch Paratherm HD inch o.c. Quick Lay Adhesive -75.0
Min. 1.5-inch Paratherm G or Min. 0.25-inch DensDeck Prime or Parasolo PVC Smooth / Parasolo PVC
-2. Min. 22 ga. B | Parafast IA Parafast IA -82.
S n ga., type B, Grade 33 stee Paratherm G CG arafast SECUROCK Gypsum-Fiber Roof Board st Quick Lay Adhesive 825
S-3. Min. 22 ga., type B, Grade 40 steel | Min. 1.5-inch Paratherm G .ParafaSt 1A, - None N/A Par.asolo pvC Sm.OOth / Parasolo PVC -90.0
inch o.c. Quick Lay Adhesive
54 Min. 22 ga., type B, 59 ksi yield Min. 1.5-inch Paratherm G or Parafast IA, 6- Min. 0.25-inch DensDeck Prime or Parafast IA, 6- | Parasolo PVC Smooth / Parasolo PVC -150.0
’ strength steel Paratherm G CG inch o.c. SECUROCK Gypsum-Fiber Roof Board inch o.c. Quick Lay Adhesive ’
55 Min. 22 ga., type B, 59 ksi yield Min. 1.5-inch Paratherm G or ?arafast IA, 6- Min. 0.5-inch Paratherm HD !’arafast 1A, 4- Par.asolo PVC Smpoth / Parasolo PVC -150.0
strength steel Paratherm G CG inch o.c. inch o.c. Quick Lay Adhesive
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
. . Parasolo PVC Smooth or Parasolo PVC
5-6. Min. 22 ga., type B, Grade 33 steel | Vi 1-3-inch Paratherm G or Parafast IA Min. 0.5-inch Paratherm HD ParafastIA, 6= | | t¢ Smooth / Parasolo 661 Bonding 75.0
Paratherm G CG inch o.c. .
Adhesive
. . . " Parasolo PVC Smooth or Parasolo PVC
S-7. Min. 22 ga., type B, Grade 33 steel Min. 1.5-inch Paratherm G or Parafast IA §Opt|or'1a|) Additional layer(s) base Parafast IA KEE Smooth / Parasolo 661 Bonding -82.5
Paratherm G CG insulation .
Adhesive
Parasolo PVC Smooth or Parasolo PVC
Min. 1.5-inch Paratherm G or Min. 0.25-inch DensDeck Prime or
- Min. 22 ga. B | P 1A Parafast IA KEE S th / P lo 661 Bondi -82.
S-8 in ga., type B, Grade 33 stee Paratherm G CG arafast SECUROCK Gypsum-Fiber Roof Board arafast rTmoo / Parasolo onding 82.5
Adhesive
. . . . Parasolo PVC Smooth or Parasolo PVC
S-9 Min. 22 ga., type B, Grade 33 steel Min. 1.5-inch Para@@rm G or Parafast IA Min. 0.25-inch DEXcell FA Glass Mat Parafast IA KEE Smooth / Parasolo 661 Bonding -82.5
Paratherm G CG Roof Board .
Adhesive
Parasolo PVC Smooth or Parasolo PVC
Min. 1.5-i h Parafast IA, 6- i 1) Additi il Parafast IA, 6- R
S-10. Min. 22 ga., type B, Grade 40 steel in. LEPNQRaratherm Gy . arafast |A, 6 ?Optlor?a ) Additional layer(s) base . arafast 1A, 6 KEE Smooth / Parasolo 661 Bonding -112.5
Paratherm G CG inch o.c. insulation inch o.c. .
Adhesive
Parafast IA 6- Parasolo PVC Smooth or Parasolo PVC
S-11. Min. 22 ga., type B, Grade 40 steel Min. 1.5-inch Paratherm G inch o.c ’ None N/A KEE Smooth / Parasolo 661 Bonding -120.0
e Adhesive
1o | Min.22ga. type B, 59 ksi yield Min. 1.5-inch Paratherm G or ParafastIA, 6- | Min. 0.25-inch DensDeck Prime or Parafast IA, 6- i;;a;zzjt\:}c/spr‘;;it;‘lo°ggfr;;;"(;npvc 1500
’ strength steel Paratherm G CG inch o.c. SECUROCK Gypsum-Fiber Roof Board inch o.c. Adhesive g ’
Min. 22 ga., type B, 59 ksi yield Min. 1.5-inch Paratherm G or Parafast IA, 6- Min. 0.25-inch DEXcell FA Glass Mat Parafast IA, 6- Parasolo PVC Smooth or Parasolg PVC
S-13. . . KEE Smooth / Parasolo 661 Bonding -150.0
strength steel Paratherm G CG inch o.c. Roof Board inch o.c. .
Adhesive
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NEmoO | etc.e
TABLE 2A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
Syste Deck MDP
Attach Attach Roof Cover (Note 15)
m No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
. . . . Parasolo PVC Smooth or Parasolo PVC
s14. Min. 22 ga., type B, 59 ksi yield Min. 1.5-inch Paratherm G or !Jarafast IA, 6- Min. 0.5-inch Paratherm HD !Darafast IA, 4- KEE Smooth / Parasolo 661 Bonding -150.0
strength steel Paratherm G CG inch o.c. inch o.c. .
Adhesive
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN SPATTER APPLICATIONS:
Min. 1.5-inch Paratherm G or Parafast IA, 6- | Parasolo PVC FB or Parasolo PVC KEE
-15. Min. 22 ga. B | Parafast IA Min. 0.5-inch P h HD ! -75.
S-15 in ga., type B, Grade 33 stee Paratherm G CG arafast in. 0.5-inch Paratherm inch o.c. FB / Parafast IA (spatter) 5.0
516, Min. 22 ga., type B, Grade 33 steel Min. 1.5-inch Paratherm G or Parafast IA FOpt|or.1aI) Additional layer(s) base Parafast IA Parasolo PVC FB or Parasolo PVC KEE 825
Paratherm G CG insulation FB / Parafast IA (spatter)
. . Min. 0.25-inch DensDeck Prime,
S-17. Min. 22 ga., type B, Grade 33 steel l;/el;:;tif;g?ggratherm Gor Parafast IA DEXcell FA Glass Mat Roof Board or Parafast IA E;r/a;c;l;]f’a\gfIFAB(:raF;:::)solo PVC KEE -82.5
SECUROCK Gypsum-Fiber Roof Board P
Parafast IA, 6- Parasolo PVC FB or Parasolo PVC KEE
-18. Min. 22 ga. B 4 | Min. 1.5-inch P h ! N N/A -120.
S-18 in ga., type B, Grade 40 stee in. 1.5-inch Paratherm G inch o.c. one / FB / Parafast IA (spatter) 0.0
Min. 22 ga., type B, 59 ksi yield Min. 1.5-inch Paratherm G or Parafast IA, 6- Y. U3 Qch Defigpeck Prime, Parafast IA, 6- | Parasolo PVC FB or Parasolo PVC KEE
S-19. strength steel Paratherm G CG inch o.c DEQR PGPt Roof Board or inch o.c FB / Parafast |A (spatter) -150.0
€ < SECUROCK Gypsum-Fiber Roof Board < P
Min. 22 ga., type B, 59 ksi yield Min. 1.5-inch Paratherm G or Parafast IA, 6- . . Parafast IA, 4- | Parasolo PVC FB or Parasolo PVC KEE
-20. . . 0.5-inch P h HD . -150.
5-20 strength steel Paratherm G CG inch o.c. - 0-5-Tich Paratherm inch o.c. FB / Parafast IA (spatter) 500

TABLE 2B: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION, BONDED ROOF COVER

System Deck X Base Insulation Layer Top Insulation Layer MDP
Vapor Barrier Roof Cover (Note 15)
No. (Note 1) Type | Attach (Notes 6,7,8) Type | Attach (Notes 6,7,8) (psf)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
Min. 22 ga.. Tvpe B Siplast SA Vaor One or more layer(s), min. Parafast IA, 6-inch parafast IA. 6-inch Parasolo PVC Smooth /
S-21. - << B3, Type s, P P 1.5-inch Paratherm G or o.c. (atop every Min. 0.5-inch Paratherm HD ! Parasolo PVC Quick Lay -112.5
Grade 50 steel Retarder o.c. .
Paratherm G CG deck flange) Adhesive
X . One or more layer(s), min. Parafast IA, 6-inch . Parasolo PVC Smooth /
S-22. Min. 22 ga., Type B, Siplast SA Vapor 1.5-inch Paratherm G or o.c. (atop every Min. 0.25-inch DensDeck Prime Parafast IA, 6-inch Parasolo PVC Quick Lay -127.5
Grade 50 steel Retarder o.c. R
Paratherm G CG deck flange) Adhesive
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
Parafast IA, 12-
Min. 22 ga., type B, o Ve oor One or more layer(s), min. inacr;jf: (a’to Parasolo PVC Smooth or
S-23. 38 ksi yield Ré)tarder P 1.5-inch Paratherm G or over -'oéher dpeck None N/A Parasolo PVC KEE Smooth / -97.5
strength steel Paratherm G CG flangye) Parasolo 661 Bonding Adhesive

PEER-SPL-002.A.R6 for FL30935-R6 (NON-HVHZ)
Revision 6: 04/15/2026
Appendix 1, Page 19 of 61

©ONEMO ETC LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC NON-HVHZ
Siplast Parasolo PVC and PVC KEE Roof Systems; (870) 246-8094
TOP OF APPENDIX



TABLE 2B: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

NEmoO | etc.e

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION, BONDED ROOF COVER

System Deck ) Base Insulation Layer Top Insulation Layer MDP
Vapor Barrier Roof Cover (Note 15)
No. (Note 1) Type Attach (Notes 6,7,8) Type Attach (Notes 6,7,8) (psf)
Parafast IA, 12-
Min. 22 ga., type B, Siplast SA Vanor One or more layer(s), min. inacrr?(?f: (a’to Min. 0.25-inch DensDeck Prime, Parasolo PVC Smooth or
S-24. 38 ksi yield P P 1.5-inch Paratherm G or - P DEXcell FA Glass Mat Roof Board or Parafast IA Parasolo PVC KEE Smooth / -97.5
Retarder every-other deck X . .
strength steel Paratherm G CG flange) SECUROCK Gypsum-Fiber Roof Board Parasolo 661 Bonding Adhesive
Min. 22 2a. tvoe B Siplast SA Vapor One or more layer(s), min. Parafast IA, 6-inch Parasolo PVC Smooth or
S-25. Grat.ie 4§ s.t’eeylp ’ Rgt::der apo 1.5-inch Paratherm G or o.c. (atop every None N/A Parasolo PVC KEE Smooth / -112.5
Paratherm G CG deck flange) Parasolo 661 Bonding Adhesive
Min. 22 ea.. Tvoe B Siplast SA Vaor One or more layer(s), min. Parafast IA, 6-inch parafast IA. 6-inch Parasolo PVC Smooth or
S-26. Grav.:ie Sg s.tlee\I/p ’ R:tarder P 1.5-inch Paratherm G or o.c. (atop every Min. 0.5-inch Paratherm HD oc ! Parasolo PVC KEE Smooth / -112.5
Paratherm G CG deck flange) - Parasolo 661 Bonding Adhesive
) ) One or more layer(s), min. Parafast IA, 6-inch Parasolo PVC Smooth or
S-27. Min. 22 ga,, Type B, Siplast SA Vapor 1.5-inch Paratherm G or o.c. (atop every None N/A Parasolo PVC KEE Smooth / -127.5
Grade 50 steel Retarder A X
Paratherm G CG deck flange) Parasolo 661 Bonding Adhesive
Min. 22 ea.. Tvoe B Siplast SA Vaor One or more layer(s), min. Parafast IA, 6-inch parafast IA. 6-inch Parasolo PVC Smooth or
S-28. Grav.:ie Sg s.tlee\I/p ’ R:tarder P 1.5-inch Paratherm G or o.c. (atop every Min. 0.25-inch DensDeck Prime oc ! Parasolo PVC KEE Smooth / -127.5
Paratherm G CG deck flange) - Parasolo 661 Bonding Adhesive
| in. Parafast IA, 6-inch P lo PV h
Min.22ga, TypeB, | SiplastsAvapor | Cnc Of more laver(s) min arafast I, 6NN "\ \tin. 0.25-inch DEXcell FA Glass Mat | Parafast 1A, 6-inch | +or201° PVC Smooth or
S-29. Grade 50 steel Retarder 1.5-inch Paratherm G or o.c. (atop every Roof Board oc Parasolo PVC KEE Smooth / -127.5
Paratherm G CG deck flange) o Parasolo 661 Bonding Adhesive
Min. 22 ga, Type B, | Siplast SAVapor | OM€ Or more layer(s), min. ParafastIA, 6-inch |\ 95.inch SECUROCK Gypsum- Parafast IA, G-inch | 2raselo PVCSmooth or
S-30. Grade 50 steel Retarder 1.5-inch Paratherm G or o.c. (atop every Fiber Roof Board oc Parasolo PVC KEE Smooth / -127.5
Paratherm G CG deck flange) o Parasolo 661 Bonding Adhesive
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN SPATTER APPLICATIONS:
P 1A, 12-
Min. 22 ga., type B, Siplast SA Vaor One or more layer(s), min. inacr;?it (a:co Parasolo PVC FB or Parasolo
$-31. | 38 ksiyield P PO | 1.5-inch Paratherm G or g \9toP None N/A PVC KEE FB / Parafast IA -97.5
Retarder every-other deck
strength steel Paratherm G CG (spatter)
flange)
Min. 22 ga., type B, Siplast SA Vange One or more layer(s), min. :;acrr?fc.)asct I(':;jz_ Min. 0.25-inch DensDeck Prime, Parasolo PVC FB or Parasolo
S-32. 38 ksi yield R:tarder P 1.5-inch Paratherm G or over -.oéher dpeck DEXcell FA Glass Mat Roof Board or Parafast IA PVC KEE FB / Parafast IA -97.5
strength steel Paratherm G CG flangye) SECUROCK Gypsum-Fiber Roof Board (spatter)
Parafast IA, 12-
Min. 22 ga., Type B, sl ca v, One or more layer(s), min. inacr::Sc (a’to Parasolo PVC FB or Parasolo
S-33. 38 ksi yield P P 1.5-inch Paratherm G or - P Min. 0.5-inch Paratherm HD Parafast IA PVC KEE FB / Parafast IA -97.5
Retarder every-other deck
strength steel Paratherm G CG (spatter)
flange)
Min. 22 #a.. Tvoe B siola A v One or more layer(s), min. Parafast IA, 6-inch | Min. 0.25-inch DensDeck Prime, parafast IA. 6-inch Parasolo PVC FB or Parasolo
S-34. - < B2 TYpe B, P P 1.5-inch Paratherm G or o.c. (atop every DEXcell FA Glass Mat Roof Board or ’ PVC KEE FB / Parafast IA -127.5
Grade 50 steel Retarder X o.c.
Paratherm G CG deck flange) SECUROCK Gypsum-Fiber Roof Board (spatter)
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NEmoO | etc.e
TABLE 2B: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION, BONDED ROOF COVER

System Deck . Base Insulation Layer Top Insulation Layer MDP
Vapor Barrier Roof Cover (Note 15)
No. (Note 1) Type Attach (Notes 6,7,8) Type Attach (Notes 6,7,8) (psf)
Min. 22 2a.. Tvpe B Siplast SA Vanor One or more layer(s), min. Parafast IA, 6-inch Parafast IA. 6-inch Parasolo PVC FB or Parasolo
S-35. - o< 83, TYPe B, P P 1.5-inch Paratherm G or o.c. (atop every Min. 0.5-inch Paratherm HD 4 PVC KEE FB / Parafast IA -127.5
Grade 50 steel Retarder o.c.
Paratherm G CG deck flange) (spatter)

TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fasten Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Note 11) (Note 17) (Notes 6,7,8)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
Min. 22 ga., Type B, Grade 33 .
. K Min 2-inch Paratherm G, 1perl8 . . Parasolo PVC Smooth / Parasolo
S-36. steel or min. 2,500 psi structural Paratherm G CG Note 2 et Min. 0.5-inch Paratherm HD, Paratherm HD Plus hot asphalt PVC Quick Lay Adhesive -30.0
concrete
Min. 22 ga., Type B, Grade 33 . .
) ] Min. 1.5-inch Paratherm 1per2.0 o - ) Parasolo PVC Smooth / Parasolo «
S-37. steel or min. 2,500 psi structural W Note 2 fi2 Additional layers of base insulation hot asphalt PVC Quick Lay Adhesive -45.0
concrete
Min. 22 ga., Type B, Grade 33
S-38. steel or min. 2,500 psi structural Min. 2-inch Paratherm W Note 2 ! per24'0 Additional layers of base insulation hot asphalt Parasol9 PVC Smooth / Parasolo -45.0*
— ft PVC Quick Lay Adhesive
concrete
Min. 22 ga., Type B, Grade 33 Lo
S-39. steel or min. 2,500 psi structural Min 2-inch Paratherm G, Note 2 ! per21.8 Min. 0.5-inch Paratherm HD, Paratherm HD Plus Parafast IA Parasol? PVC Smooth / Parasolo -30.0
Paratherm G CG — N ft PVC Quick Lay Adhesive
concrete
Min. 22 ga., T B
540 st(lar:el or ﬁflr; g[;?)o, Cs;irj'?ric?iciral Min. 1.5-inch Paratherm Note 2 1per 3.2 | Min.0.25-inch DensDeck Prime or SECUROCK Parafast IA Parasolo PVC Smooth / Parasolo 37.5%
’ T P W N ft? Gypsum-Fiber Roof Board PVC Quick Lay Adhesive '
concrete
Min. 22 ga., Type B, Grade 33
1 2. P lo PV h/P |
S-41. steel or min. 2,500 psi structural Min. 1.5-inch Paratherm G Note 2 per 2.0 Additional layers of base insulation Parafast IA araso c.) € Smoot . / Parasolo -45.0*
b ft2 PVC Quick Lay Adhesive
concrete
Min. 22 ga., Type B, Grade 33
) ; 4 . 1 2.0 ) . P loPVC S th /P |
S-42. steel or min. 2,500 psi structural Min. 0.5-inch DensDeck Note 2 perz One or more layers, min. 1.5-inch Paratherm G Parafast IA araso (.) moo . / Parasolo -45.0*
— ft PVC Quick Lay Adhesive
concrete
Min. 22 ga." Type B, G.rade 33 Min 1.5-inch Paratherm W 1 per 2.0 | Min. 0.25-inch DensDeck Prime or SECUROCK Parasolo PVC Smooth / Parasolo
S-43. steel or min. 2,500 psi structural Note 2 X Parafast IA X . -45.0*
or — ft2 Gypsum-Fiber Roof Board PVC Quick Lay Adhesive
concrete
in. 22 ga. B . . . . .
Min ga. ,Type B, G.rade 33 Min 2-inch Paratherm W 1per4.0 | Min. 0.25-inch DensDeck Prime or SECUROCK Parasolo PVC Smooth / Parasolo
S-44. steel or min. 2,500 psi structural Note 2 ) Parafast IA . ) -45.0*
or ft? Gypsum-Fiber Roof Board PVC Quick Lay Adhesive
concrete
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TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
No. (Note 1) S Fasten Attach Tyoe Attach Roof Cover (Note 15) (psf)
R (Note 11) (Note 17) yp (Notes 6,7,8)
Min. 22 ga, Type B, G.rade 33 Min 1.5-inch Paratherm G, 1 per2.0 Addlthnal optional Iayer.(s), mln..0.5—|nch base Parasolo PVC Smooth / Parasolo
S-45. steel or min. 2,500 psi structural Paratherm G CG Note 2 2 insulation followed by min. 0.25-inch DensDeck Parafast IA PVC Quick Lay Adhesive -45.0*
concrete Prime or SECUROCK Gypsum-Fiber Roof Board ¥
Min. 22 ga., T B, Grade 33 Additi | opti I in. 0.5-inch
n gal. +1Ype B, .ra N Min 2-inch Paratherm G, lper4d.0 | . ! |9na optiona ayer.(s), @ . [hese Parasolo PVC Smooth / Parasolo «
S-46. steel or min. 2,500 psi structural Paratherm G CG Note 2 02 insulation followed by min. 0.25-inch DensDeck Parafast IA PVC Quick Lay Adhesive -45.0
concrete Prime or SECUROCK Gypsum-Fiber Roof Board v
Min. 22 ga., Type B, Grade 33 . . . .
5-47. | steel or min. 2,500 psi structural | Min 1.5-inch Paratherm G | Note 2 1per2.0 | Additional optional layers, min. 0.5-inch base Parafast|a | Farasolo PVCSmooth /Parasolo | g
concrete ft insulation PVC Quick Lay Adhesive
Min. 22 ga., Type B, Grade 33 - . \ .
S-48. steel or min. 2,500 psi structural Min 2-inch Paratherm G Note 2 1 per24.0 Add|t|9nal optionallayers, min. 0.5-inch base Parafast IA Parasol(.) PVC Smooth / Parasolo -45.0*
concrete ft insulation PVC Quick Lay Adhesive
Min. 22 ga., Type B, Grade 33 . . .
5-49. | steel or min. 2,500 psistructural | Min 2-inch Paratherm G | Note 2 1per2.0 | Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Parafast1a | Farasolo PVCSmooth /Parasolo | - g, g
concrete ft Board PVC Quick Lay Adhesive
Min. 22 ga., Type B, Grade 33 . . )
S-50. steel or min. 2,500 psi structural Min. 2-inch Paratherm W Note 2 1 per21.6 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Parafast IA Parasol(.) PVC Smooth / Parasolo -60.0
concrete ft Board PVC Quick Lay Adhesive
Min. 22 ga., Type B, Grade 33 . . .
1perl. Min. 0.25-inch SECUROCK -F Roof P lo PV h/P |
5-51. | steel or min. 2,500 psi structural | Min. 2-inch Paratherm G | Note 2 per 1.3 | Min. 0.25-inch SECUROCK Gypsum-Fiber Roo Parafast|a | Farasolo PVCSmooth /Parasolo | - g
concrete ft Board PVC Quick Lay Adhesive
Min. 2 x 4 -inch
552 Min. 22 ga., Type B, Grade 33 PaI:ath:rmsé 2? Fl’r:r:atherm Noté 2 1per1.8 | Min.0.5-inch DensDeck Prime, SECUROCK Parafast IA, | Parasolo PVC Smooth / Parasolo 525
’ steel GCG . ft2 Gypsum-Fiber Roof Board or Paratherm HD 6-inch o.c. PVC Quick Lay Adhesive '
Parafast Roofing
One or more layer(s) :ﬁfg:{m o
Min. 22 ga., Type B, Grade 33 Paratherm G or Paratherm G | parafast XHD 1perl.6 . . Parafast IA, Parasolo PVC Smooth / Parasolo
S-53. steel CG; topmost layer min. 2- ;”;;“T':?“R?{f,ifate f2 Min. 2.0-inch Paratherm G or Paratherm G CG 6-inch o.c. PVC Quick Lay Adhesive 67.5
inch thick or Parafast 3”
Metal Plate
in. 2 -i . . .
.54 Min. 22 ga., Type B, Grade 33 PM;:ath:rz:();( ?)S Fl’r;:therm Note 2 1per 1.6 | Min. 0.5-inch DensDeck Prime, SECUROCK Parafast IA, Parasolo PVC Smooth / Parasolo 75.0
’ steel GeG I ft2 Gypsum-Fiber Roof Board or Paratherm HD 6-inch o.c. PVC Quick Lay Adhesive '
One or more layer(s) :::;:zt ;'ED"'
Min. 22 ga., Type B, Grade 33 Paratherm G or Paratherm | with parafast 1 per . . Parafast 1A, | Parasolo PVC Smooth / Parasolo
RS, o .2.0- . . . -75.
555 steel G CG; topmost layer min. 2- 12-;“' fR'bt';'_?‘e 1.45 ft2 Min. 2.0-inch Paratherm G or Paratherm G CG 6-inch o.c. PVC Quick Lay Adhesive 750
. . or Pararas
inch thick Metal Plate
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TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fasten Attach Attach Roof Cover (Note 15) yr——
No. (Note 1) Type Type (psf)
(Note 11) (Note 17) (Notes 6,7,8)
556 Min. 22 ga., Type B, Grade 80 steel; xgti:::é 2?;2?2therm Note 2 1per1.0 | Min.0.5-inch DensDeck Prime, SECUROCK Parafast IA, Parasolo PVC Smooth / Parasolo 105.0
’ 6 ft span, #12 HWH Teks 5, 6” o.c. GCG — ft? Gypsum-Fiber Roof Board or Paratherm HD 4-inch o.c. PVC Quick Lay Adhesive '
One or more layer(s) E:::ﬁ::: ;‘5;’
Min. 22 ga., Type B, Grade 80 Paratherm G or Paratherm | with Parafast 1per1.0 . . Parafast IA, | Parasolo PVC Smooth / Parasolo
-57. . o Min. 2.0-inch P h P h . . . -135.
5 steel G CG; topmost layer min. 125PT"f""’t';[?‘e ft2 in. 2.0-inch Paggtherm G or PAIGEEM G €] 4-inch o.c. PVC Quick Lay Adhesive 350
or Pararas
2-inch thick Metal Plate
558 Min. 22 ga., Type B, Grade 80 'll/;:e;ti;r‘:r?é 2?:2?2therm Note 2 1per 1.0 | Min. 0.5-inch DensDeck Prime, SECUROCK Parafast 1A, | Parasolo PVC Smooth / Parasolo 1575
’ steel GCG I ft? Gypsum-Fiber Roof Board or Paratherm HD 4-inch o.c. PVC Quick Lay Adhesive '
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
Min. 22 ga., Type B, Grade 33 o Parasolo PVC Smooth or
S-59. steel or min. 2,500 psi structural Min 2-inch Paratherm G, Note 2 1perl.8 Min. 0.5-inch Paratherm HD or Paratherm HD Plus | hot asphalt | Parasolo PVC KEE Smooth / -30.0
Paratherm G CG ft2 ; .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . . Parasolo PVC Smooth or
) A Min. 1.5-inch Parath 1 2. . : )
S-60. steel or min. 2,500 psi structural Wm S-inch Paratherm Note 2 p?trz R Additional layers of base insulation hot asphalt Parasolo PVC KEE Smooth / -45.0*
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 Parasolo PVC Smooth or
S-61. steel or min. 2,500 psi structural Min. 2-inch Paratherm W Note 2 ! pvfetr24.0 Additional layers of base insulation hot asphalt Parasolo PVC KEE Smooth / -45.0*
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 o Parasolo PVC Smooth or
Min 2-inch P h 1 1. . .
S-62. steel or min. 2,500 psi structural in 2-inch Paratherm & Note 2 a2 Min. 0.5-inch Paratherm HD or Paratherm HD Plus | Parafast IA Parasolo PVC KEE Smooth / -30.0
Paratherm G CG D~ ft2 ; .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . . . . . Parasolo PVC Smooth or
S-63. steel or min. 2,500 psi structural Min. 1.5-inch ParatherR Note 2 p per23.2 Min. 0.25 .|nch DensDeck Prime or SECUROCK Parafast IA Parasolo PVC KEE Smooth / -37.5*
w — ft Gypsum-Fiber Roof Board . .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . | Parasolo PVC Smooth or
Min. 1.5-inch P h 1 2.
S-64. steel or min. 2,500 psi structural in. 1.5%nch Pajgtherm G, Note 2 perz 0 Additional layers of base insulation Parafast IA Parasolo PVC KEE Smooth / -45.0*
Paratherm G CG — ft ; .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . . Parasolo PVC Smooth or
S-65. steel or min. 2,500 psi structural Min. 0.5-inch DensDeck Note 2 ! perZZ.O One or more layers, min. 1.5-inch Paratherm G, Parafast IA Parasolo PVC KEE Smooth / -45.0*
— ft Paratherm G CG . .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . . . I Parasolo PVC Smooth or
1 2 .0.5- D
S-66. steel or min. 2,500 psi structural Min. 1.5-inch Paratherm G Note 2 per23 Min. 0.5 mch Structodek High Density Fiberboard Parafast IA Parasolo PVC KEE Smooth / -45.0*
— ft Roof Insulation ; .
concrete Parasolo 661 Bonding Adhesive
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TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fasten Attach Attach Roof Cover (Note 15) oy
No. (Note 1) Type Type (psf)
(Note 11) (Note 17) (Notes 6,7,8)
Min. 22 ga., Type B, Grade 33 R R . . . . Parasolo PVC Smooth or
S-67. steel or min. 2,500 psi structural Min. 1.5-inch Paratherm Note 2 Lper2.0 | Min. 0.5 mch Structodek High DRity NgggRoar™ Parafast IA Parasolo PVC KEE Smooth / -45.0*
W I ft? Roof Insulation ; .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . ) Additional optional layers, min. 0.5-inch base Parasolo PVC Smooth or
S-68. steel or min. 2,500 psi structural g/g:]atlr']zrl:;cg I::ecasratherm G Note 2 ! ptfetrZZ.O insulation followed by Min. 0.5-inch Structodek Parafast IA Parasolo PVC KEE Smooth / -45.0*
concrete High Density Fiberboard Roof Insulation Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . Additional optional layers, min. 0.5-inch base Parasolo PVC Smooth or
) A Min 2-inch Parath § 1 4. . . . .
S-69. steel or min. 2,500 psi structural Pa::athrrin Gacrzt erm G Note 2 p?trz 0 insulation followed by Min. 0.5-inch Structodek Parafast IA Parasolo PVC KEE Smooth / -45.0*
concrete High Density Fiberboard Roof Insulation Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 / . . Parasolo PVC Smooth or
S-70. steel or min. 2,500 psi structural Min 1.5-inch Paratherm W Note 2 Llper2.0 | Min.0.25 .|nch DERQeck P SECUROCK Parafast IA Parasolo PVC KEE Smooth / -45.0*
— ft2 Gypsum-Fiber Roof Board . .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . . ) Parasolo PVC Smooth or
S-71. | steel or min. 2,500 psi structural | Min 2-inch Paratherm W | Note 2 1 per 4.0 Qgin- Sgsinch Derijgeck Prime or SECUROCK ParafastIA | Parasolo PVC KEE Smooth / -45.0*
ft: Gypsum-Fiber Roof Board . .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . ) Additional optional layer(s), min. 0.5-inch base Parasolo PVC Smooth or
S-72. steel or min. 2,500 psi structural 'F\,/;l:a;']irl:;cg I::Zratherm G Note 2 ! ptfetrZZ.O insulation followed by min. 0.25-inch DensDeck Parafast IA Parasolo PVC KEE Smooth / -45.0*
concrete Prime or SECUROCK Gypsum-Fiber Roof Board Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 o Addmgnal optional Iayer.(s), mln..0.5-|nch base Parasolo PVC Smooth or
) A Min 2-inch Paratherm G, 1 per4.0 | insulation followed by min. 0.25-inch DensDeck
S-73. steel or min. 2,500 psi structural Note 2 R . Parafast IA Parasolo PVC KEE Smooth / -45.0*
Paratherm G CG . ft2 Prime or SECUROCK Gypsum-Fiber Roof Board or : .
concrete . . Parasolo 661 Bonding Adhesive
min 0.5-inch Paratherm HD
Min. 22 ga., Type B, Grade 33 . . . . . . Parasolo PVC Smooth or
S-74. steel or min. 2,500 psi structural Min 1.5-inch Paratiign G, Note 2 ! per22.0 Addmc?nal optional layers, min. 0.5-inch base Parafast IA Parasolo PVC KEE Smooth / -45.0*
Paratherm G CG " ft insulation ; .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . . . . . Parasolo PVC Smooth or
S-75. steel or min. 2,500 psi structural Min 2-iProgherm G, Note 2 1per 4.0 Add|t|9nal optional layers, min. 0.5-inch base Parafast IA Parasolo PVC KEE Smooth / -45.0*
Paratherm G CG ft2 insulation . .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . . . Parasolo PVC Smooth or
1 2. .0.25- E -
S-76. steel or min. 2,500 psi structural Min 2-inch Paratherm G Note 2 perz 0 | Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Parafast IA Parasolo PVC KEE Smooth / -52.5
— ft Board ; .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 . . . Parasolo PVC Smooth or
1 1.6 | Min. 0.25-inch SECUROCK G -Fiber Roof
S-77. steel or min. 2,500 psi structural Min. 2-inch Paratherm W Note 2 perz n inc ypsum-Fiber Roo Parafast IA Parasolo PVC KEE Smooth / -60.0
— ft Board . .
concrete Parasolo 661 Bonding Adhesive
Min. 22 ga., Type B, Grade 33 < . . . . Parasolo PVC Smooth or
. 2- 1 1. .0.25- E -
S-78. steel or min. 2,500 psi structural Vg2-ingl Paratherm G, Note 2 perz 3 | Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Parafast IA Parasolo PVC KEE Smooth / -60.0
Paratherm W — ft Board ; .
concrete Parasolo 661 Bonding Adhesive
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NEmoO | etc.e
TABLE 2c: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer

System Deck MDP
No. (Note 1) Type Fasten Attach Type Attach Roof Cover (Note 15) (psf)
(Note 11) (Note 17) (Notes 6,7,8)
Parafast Roofing
Min. 22 ga., Type B, Grade 33 Sne tharm G laygr(S) herm G P 1perl6 Parafast 1A, | Farasolo PVCSmooth or
S-79. In. 22 ga., 1ype b, Grade aratherm G or ara.t erm Parafast XHD per 2. Min. 2.0-inch Paratherm G or Paratherm G CG a.ra ast!% | parasolo PVC KEE Smooth / -67.5
steel CG; topmost layer min. 2- with Parafast ft2 6-inch o.c.
inch thick 1257ri Rib Plate Parasolo 661 Bonding Adhesive
or Parafast 3"
Metal Plate
Min. 2 x 48 x 96-inch . . . Parasolo PVC Smooth or
S-80. Min. 22 ga., Type B, Grade 33 steel Paratherm G or Paratherm Note 2 lperl8 Mm' 0.5-inch DensDRQEPrime, SEQUROREGYpsum- Pérafast IA, Parasolo PVC KEE Smooth / -52.5
— ft2 Fiber Roof Board or Paratherm HD 6-inch o.c. . .
GCG Parasolo 661 Bonding Adhesive
Min. 2 x 48 x 96-inch . . . Parasolo PVC Smooth or
S-81. Min. 22 ga., Type B, Grade 33 steel Paratherm G or Paratherm Note 2 Lperl6 Mm' e DeNQeck Qe NRLUROCK Gypsum- Pgrafast A, Parasolo PVC KEE Smooth / -75.0
— ft2 Fiber Roof Board or Paratherm HD 6-inch o.c. . .
G CG Parasolo 661 Bonding Adhesive
Parafast HD or
Min. 22 ga., Type B, Grade 33 Sanrzg:er:]r(r:rg f:lli;(rse?therm bt 1 per Parafast IA, Parasolo PVC Smooth or
S-82. stee‘l ga. Type b, G CG: tobmost laver min Yz';hT':?rR?La;fate ) 4’; 2 Min. 2.0-inch Paratherm G or Paratherm G CG 6-inch o.c | Parasolo PVC KEE Smooth / -75.0
2 inc;1 th‘?ck Y . or Parafast 3" . e Parasolo 661 Bonding Adhesive
. Metal Plate
Min. 2 x 48 x 96-inch . . . Parasolo PVC Smooth or
S-83. Min. 22 ga., Type B, Grade 80 steel Paratherm G or Paratherm Note 2 ! pvfetrzl.o ?S/IIn.Sl?;r?-::ri‘l:c)zrDFf;:fDI:;:rZ“oT?’,aisfhueigc:D Zi;acfsscf ICA’ Parasolo PVC KEE Smooth / -105.0
GCG L ““ | Parasolo 661 Bonding Adhesive
One or more layer(s) Parafast HO
Parafast XHD Parasolo PVC Smooth or
Min. 22 ga., T B Parath G or Parath i 1 1. Parafast IA,
S-84. in. 22 ga., Type B, Grade 80 aratherm G or Farathermgijpuin Rejgfast per 1.0 Min. 2.0-inch Paratherm G or Paratherm G CG ara astiA | porasolo PVC KEE Smooth / -135.0
steel G CG; topmost layer min. 125 Tri Rib|Plate ft? 4-inch o.c.
N incél thick or Parafast 3” Parasolo 661 Bonding Adhesive
- Metal Plate
Min. 2 x 48 x 96-inch . . . Parasolo PVC Smooth or
S-85. Min. 22 ga., Type B, Grade 80 steel Paratherm G or Paratherm Note 2 Lperl0 Mm' 0.5-inch DensDeck Prime, SECUROCK Gypsum- Pz?rafast IA, Parasolo PVC KEE Smooth / -157.5
GCG Ny ft2 Fiber Roof Board or Paratherm HD 4-inch o.c. Parasolo 661 Bonding Adhesive
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN HOT ASPHALT:
Min. 22 ga., Type B, Grade 33 o hot asphalt
2-inch P 1 1. P loPVCFBorP lo PV
S-86. steel or min. 2,500 psi structural R inch Paratiege S, Note 2 perz 8 Min. 0.5-inch Paratherm HD or Paratherm HD Plus | or Parafast arasolo PVC FB or Parasolo PVC -30.0
concrete Paratherm G CG I ft A KEE FB / hot asphalt
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN SPATTER APPLICATIONS:
Min. 22 ga., Type B, Grade 33 ) .
. R Min 2-inch Paratherm G 1perl.8 . . Parasolo PVC FB or Parasolo PVC
-87. teel . 2,500 psi structural ’ Note 2 D D -30.
S-87 zoenecrzzemm psi structura Paratherm G CG ote 0 Min. 0.5-inch Paratherm HD or Paratherm HD Plus | hot asphalt KEE FB / Parafast IA (spatter) 30.0
Min. 22 ga., Type B, Grade 33 .
2- 1 1. . . B
S-88. steel or min. 2,500 psi structural 2 nd@Paratherm G, Note 2 perz 8 Min. 0.5-inch Paratherm HD or Paratherm HD Plus Parafast IA Parasolo PVC FB or Parasolo PVC -30.0
concrete Paratherm G CG — ft KEE FB / Parafast IA (spatter)
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TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

G Deck Base Insulation Layer Top Insulation Layer -
ystem ec
No. (Note 1) S Fasten Attach Tyoe Attach Roof Cover (Note 15) (psf)
R (Note 11) (Note 17) yp (Notes 6,7,8)
589 's\ftlaz.l iﬁ gma:r; ng%g’ Sirsiiciiral Min 2-inch Paratherm G, Note 2 1 per4.0 | Min. 0.25-inch DensDeck Prime or SECUROCK Parafast IA Parasolo PVC FB or Parasolo PVC 37.5%
’ concrete T P Paratherm G CG I ft? Gypsum-Fiber Roof Board KEE FB / Parafast IA (spatter) '
Min. 22 ga., Type B, Grade 33 o Min. 0.5-inch base insulation followed, by Min.
S-90. steel or min. 2,500 psi structural Min 2-inch Paratherm G, Note 2 1 per 4.0 0.25-inch DensDeck Prime or SECUROCK Gypsum- Parafast IA Parasolo PVC FB or Parasolo PVC -45.0*
Paratherm G CG ft? ; KEE FB / Parafast IA (spatter)
concrete Fiber Roof Board
Min. 22 ga., Type B, Grade 33 . ) Optional layers of min. 0.5-inch base insulation
S-91. steel or min. 2,500 psi structural 2’2:3;‘::2 l;agatherm G Note 2 ! p?trzz'o followed by Min. 0.25-inch DensDeck Prime or Parafast IA i:?;g? :;ZQ:S;&??&:SPVC -45,0*
concrete SECUROCK Gypsum-Fiber Roof Board P
Min. 22 ga., Type B, Grade 33 / . .
S-92. steel or min. 2,500 psi structural Min. 2-inch Paratherm G Note 2 1 per23.2 NI -2 .|nch DERQReck P SECHROCK Parafast IA Parasolo PVC FB or Parasolo PVC -30.0*
concrete ft Gypsum-Fiber Roof Board KEE FB / Parafast IA (spatter)
Note 2
593 Min. 22 ga., Type B, Grade 33 Min. 0.5-inch DensDeck Parafast 3”. 1per 3.2 | Min. 2-inch, min. 1.25 pcf Cellofoam EPS followed Parafast IA Parasolo PVC FB or Parasolo PVC -45.0*
’ steel Prime Metal Plate ft? by min. 0.25-inch DensDeck Prime KEE FB / Parafast IA (spatter) '
only
Min. 22 ga., Type B, Grade 33 Optional layers of min. 0.5-inch Paratherm G,
1 2. P loPVCFBorP lo PV
S-94. steel or min. 2,500 psi structural Min. 2-inch Paratherm G Note 2 p?trz 9 followed by Min. 0.25-inch DensDeck Prime or Parafast IA K:rEa:g ?Pargfastol,rA grzigec:) ¢ -45.0*
concrete SECUROCK Gypsum-Fiber Roof Board P
Min. 22 ga., Type B, Grade 33 Optional layers of min. 0.5-inch Paratherm G,
S-95. steel or min. 2,500 psi structural Min. 1.5-inch Paratherm G | Note 2 ! pvfetrZZ.O followed by Min. 0.25-inch DensDeck Prime or Parafast IA E:?;gl? :;/r(aifl;lztﬁrAF’(zrzstzleor)PVC -45.0*
concrete SECUROCK Gypsum-Fiber Roof Board P
Min. 22 ga., Type B, Grade 33 . . .
S-96. steel or min. 2,500 psi structural Min 2-inch Paratherm G Note 2 A perzz'o Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Parafast IA Parasolo PVC FB or Parasolo PVC -52.5
concrete N ft Board KEE FB / Parafast IA (spatter)
Min. 22 ga., Type B, Grade 33 Min. 2-inch Paratherm G, 1per1.3 | Min.0.25-inch SECUROCK Gypsum-Fiber Roof Parasolo PVC FB or Parasolo PVC
S-97. steel or min. 2,500 psi structural Note 2 ) Parafast IA -60.0
concrete Paratherm W ft Board KEE FB / Parafast IA (spatter)
Min. 22 ga., Type B, Grade 33 » . 1perl.8 . . . . Parasolo PVC FB or Parasolo PVC
-98. . 2- N 2 .1.5- . -60.
S-98 steel or structural concrete Min. 2-inch Paratherm G ote f2 Min. 1.5-inch x max. 4x4 ft base insulation Parafast IA KEE FB / Parafast IA (spatter) 60.0
Optional layers of min. 1.5-inch x max. 4x4 ft base
. insulation followed by min. 0.25-inch x max. 4x4 ft
.22 ga. B . . 1 1. . ) B
S-99. Min ga., Type B, Grade 33 Min. 2-inch Paratherm G Note 2 perz 8 DensDeck Prime or SECUROCK Gypsum-Fiber Roof | Parafast IA Parasolo PVC FB or Parasolo PVC -60.0
steel or structural concrete — ft . . KEE FB / Parafast IA (spatter)
Board or min. 0.5-inch x max. 4x4 ft Paratherm HD
or Paratherm HD Plus
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NEmoO | etc.e
TABLE 2c: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
No Fasten Attach Attach Roof Cover (Note 15) P
S (Note 1) Type Type (psf)
(Note 11) (Note 17) (Notes 6,7,8)
Note 2
5100 Min. 22 ga., Type B, Grade 33 Min. 0.5-inch DensDeck Parafast 3” 1per2.0 | Min.2-inch, min. 1.25 pcf Cellofoam EPS followed Parafast IA, Parasolo PVC FB or Parasolo PVC 675
’ steel Prime Metal Plate ft? by min. 0.25-inch DensDeck Prime 12-inch o.c. | KEE FB/ Parafast IA (spatter) '
only
. Min. 0.25-inch SECUROCK Gypsum-Fiber Roof
s101, | Min-22g2, Type B, Grade 33 Min. 2-inch Paratherm G | Note 2 1perl8 | goard or min. 0.5-inch x max. x4 ft Paratherm HD | Parafastla | Larasolo PVCFBor Parasolo PVC |- ¢ o
steel or structural concrete ft KEE FB / Parafast IA (spatter)
or Paratherm HD Plus
Min. 2 x 4 -inch
5102 Min. 22 ga., Type B, Grade 33 PaI:ath:rrr?()S( 2? I;ra“rfatherm Note 2 1per 1.8 | Min. 0.5-inch DensDeck Prime, SECUROCK Parafast IA, | Parasolo PVC FB or Parasolo PVC 525
’ steel GG — ft2 Gypsum-Fiber Roof Board or Paratherm HD 6-inch o.c. KEE FB / Parafast IA (spatter) '
Parafast Roofing
One or more layer(s) Ezsr;ef::t'HD o
Min. 22 ga., Type B, Grade 33 Paratherm G or Paratherm | parafast xHD 1perl.6 . . Parafast IA, | Parasolo PVC FB or Parasolo PVC
-103. ] Min. 2.0-inch P h P h . -67.
5-103 steel G CG; topmost layer min. 2- ;VZ"ShT”?'Ra_La;T . ft? inRQinch Paragggrm GBr Paratherm G CG 6-inch o.c. KEE FB / Parafast IA (spatter) 675
. . rRi ate
inch thick or Parafast 3"
Metal Plate
10a | Min-22ga, Type B, Grade 33 ';/:r"ati ;‘:;8 . 2?;2:2therm Note 2 1per 1.6 | Min. 0.5-inch DensDeck Prime, SECUROCK Parafast IA, | Parasolo PVC FB or Parasolo PVC |
’ steel GG — ft2 Gypsum-Fiber Roof Board or Paratherm HD 6-inch o.c. KEE FB / Parafast IA (spatter) '
One or more layer(s) :::Zit ;‘S;’
Min. 22 ga., Type B, Grade 33 Paratherm G or Paratherm | with parafast 1 per . . Parafast 1A, | Parasolo PVC FB or Parasolo PVC
-105. . - Min. 2.0-inch P h P h . -75.
5-105 steel G CG; topmost layer min. 12-:‘,T”f""’t';'_?‘e 1.45 ft? in. 2.0-inch Paratherm G or Paratherm G CG 6-inch o.c. KEE FB / Parafast IA (spatter) >0
. . or Pararas
2-inch thick Metal Plate
One or more layer(s) :::2:: ;‘5;’
Min. 22 ga., Type B, Grade 80 Paratherm G or Paratherm | with Parafast 1per1.0 . . Parafast 1A, | Parasolo PVC FB or Parasolo PVC
-106. ) o Min. 2.0-inch P h P h R -135.
5-106 steel G CG; topmost layer min. 12-:‘,T”f""’t';'f‘e ft2 in. 2.0-inch Paratherm G or Paratherm G CG 4-inch o.c. KEE FB / Parafast IA (spatter) 350
or Pararas
2-inch thick Metal Plate
107 | Min.-22ga., Type B, Grade 80 'F\,/:gti;fé 2?}12:2therm . S 1per 1.0 | Min. 0.5-inch DensDeck Prime, SECUROCK Parafast IA, | Parasolo PVC FB or Parasolo PVC |
’ steel GG I ft2 Gypsum-Fiber Roof Board or Paratherm HD 4-inch o.c. KEE FB / Parafast IA (spatter) '
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NEmoO | etc.e
TABLE 2p: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (ﬁ:::cll;) (Note 15) (psf)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
. . Parasolo PVC Smooth /
S-108. Mln..22 ga. Typ(.e B, Grade 33 steel (Optional) One ormore Min. 2-inch Paratherm G Note 2 Qer 4.0 Parasolo PVC Quick Lay -30.0*
or min. 2,500 psi structural concrete | layers, any combination ft? .
Adhesive
. .y Parasolo PVC Smooth /
$-109. Mln..22 ga., Typ.e B, Grade 33 steel One qr mf)re Iay.ers, e?ny Min. 0.25-inch DensDeck Prime Note 2 (Pa:afast 125 Tri Rib Plate or 1 per 4.0 Parasolo PVC Quick Lay -30.0*
or min. 2,500 psi structural concrete | combination, min. 1-inch Parafast 3” Metal Plate only) ft2 Adhesive
Parasolo PVC Smooth /
Min. 22 ga., T B | | Min. 0.25-inch SECUROCK - 1 4, .
sa10, | Min- 2282, TypeB, Grade 33 steel | One or more ayers, any | Min. 0.25inch SECUROCK Gypsum- | o1 5 (parafast 125 Tri Rib Plate only) Per40 1 parasolo PVC Quick Lay -30.0%
or min. 2,500 psi structural concrete | combination, min. 1-inch Fiber Roof Board ft Adhesive
. . Parasolo PVC Smooth /
sq11, | Min- 2289, Type B, Grade 33 steel ) (Optional) One ormore |y 4 g i paratherm w Note 2 1per3-2 | parasolo PVC Quick Lay -30.0%
or min. 2,500 psi structural concrete | layers, any combination ft .
Adhesive
Note 2
5
I P lo PV h
Min. 22 ga., Type B, Grade 33 steel One o.r mgre ay.ers, any Min. 0.5-inch Paratherm HD or 1per5.3 arasolo PVC Sm.OOt /
S-112. R . combination, min. 1.5- Parasolo PVC Quick Lay -30.0*
or min. 2,500 psi structural concrete | . Paratherm HD Plus ft? .
inch Adhesive
= S & =
5 5 5 5
. . P loPVCS th
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD or 1 per3.2 araso o mF)o /
S-113. R ) - Note 2 Parasolo PVC Quick Lay -30.0*
or min. 2,500 psi structural concrete | combination Paratherm HD Plus — ft2 )
Adhesive
P lo PV h
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 1.5-inch Paratherm G, 1per2.7 arasolo PVC Smpot /
S-114. R ) L Note 2 ) Parasolo PVC Quick Lay -37.5%
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG, Paratherm W ft Adhesive
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD or 1per2.7 Parasolo PVC Smpoth /
S-115. R ) o . Note 2 Parasolo PVC Quick Lay -37.5%
or min. 2,500 psi structural concrete | combination Paratherm HD Plus ft? .
Adhesive
P loPVCS th
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 0.25-inch SECUROCK Gypsum- 1per2.7 arasoo mf)o /
S-116. ) ) D h Note 2 ) Parasolo PVC Quick Lay -37.5%
or min. 2,500 psi structural concrete | layers, any combination Fiber Roof Board ft Adhesive
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NEmoO | etc.e
TABLE 2p: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (ﬁ:::cll;) (Note 15) (psf)
Min. 2-inch Paratherm W or Min.
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more 0.625-inch DensDeck Prime or 1 per 4.0 Parasolo PVC Sm.¢)oth /
S-117. R ) - . Note 2 Parasolo PVC Quick Lay -45.0*
or min. 2,500 psi structural concrete | layers, any combination SECUROCK Gypsum-Fiber Roof ft? }
Adhesive
Board
. . Parasolo PVC Smooth /
S-118. Mln..22 ga. Typ.e B, Grade 33 steel (Optional) One o.r mc.)re Min. 1.5-inch Paratherm G CG Note 2 Lper3.2 Parasolo PVC Quick Lay -45.0*
or min. 2,500 psi structural concrete | layers, any combination = & ft? .
Adhesive
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch DensD.eck Prime or Note 2 (Parafast 125 Tri Rib Plate or 1 per3.2 Parasolo PVC SmPOth / %
S-119. R ) - : - SECUROCK Gypsum-Fiber Roof -, ) Parasolo PVC Quick Lay -45.0
or min. 2,500 psi structural concrete | combination, min. 1-inch Parafast 3” Metal Plate only) ft .
Board Adhesive
. Min. 0.5-inch DensDeck Prime or L Parasolo PVC Smooth /
5120, Mm.AZZ ga., Type B, Grade 33 steel One qr mf)re IaYers, a.my min. 0.375-inch SECUROCK Note 2 (Pa:afast 125 Tri Rib Plate or 1 perz4.0 Parasolo PVC Quick Lay _45.0%
or min. 2,500 psi structural concrete | combination, min. 1-inch . Parafast 3” Metal Plate only) ft .
Gypsum-Fiber Roof Board Adhesive
. . Parasolo PVC Smooth /
S-121. Min. 22 ga., Type B, Grade 33 steel (Optional) One ormore Min. 2.5-inch Paratherm G Note 2 1 per22.3 Parasolo PVC Quick Lay -45.0
or structural concrete layers, any combination ft .
Adhesive
. . Parasolo PVC Smooth /
5129, | Min-22ga, TypeB, Grade 33 steel | (Optional) One ormore |\ ) 40 poatherm 6 Note 2 1per29 | b rasolo PVC Quick Lay -45.0*
or min. 2,500 psi structural concrete | layers, any combination y ft? )
Adhesive
Min. 1.5-inch Paratherm G,
Paratherm W, Min. 0.25-inch
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more DensDeck Prime or SECUROCK 1per 2.0 Parasolo PVC Sm.OOth /
S-123. R . L . . Note 2 Parasolo PVC Quick Lay -45.0*
or min. 2,500 psi structural concrete | layers, any combination Gypsum-Fiber Roof Board or Min. — ft? .
4 Adhesive
0.5-inch Paratherm HD, Paratherm
HD Plus
Note 2
.é.
. One or more layers, any Min. 0.5-inch Paratherm HD, Parasolo PVC Smooth /
S-124. Mln.b22 ga. Typt'e B, Grade 33 steel combination, min. 1.5- Paratherm HD Plus or min. 1.5-inch B 1per3.2 Parasolo PVC Quick Lay -45.0*
or min. 2,500 psi structural concrete | . 5 ft? .
inch Paratherm G ; Adhesive
B.® | B & R
5 5 5 5 5 5
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NEmoO | etc.e
TABLE 2p: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (ﬁ:::cll;) (Note 15) (psf)
P loPVCS th
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD, 1 per 2.0 araso’o m.oo /
S-125. R . L Note 2 Parasolo PVC Quick Lay -45.0*
or min. 2,500 psi structural concrete | combination Paratherm HD Plus ft? .
Adhesive
P loPVCS th
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch SECUROCK Gypsum- 1perl.8 araso’o m.oo /
S-126. R . L . R . Note 2 Parasolo PVC Quick Lay -52.5
or min. 2,500 psi structural concrete | combination, min. 1-inch Fiber Roof Board ft2 .
Adhesive
Min. 0.25-inch DensDeck Prime or
. P lo PV h
$127 Min. 22 ga., Type B, Grade 33 steel One or more layers, any SECUROCK Gypsum-Fiber Roof Note 2 1 per P::::glg PVE gTiiitLa/ -60.0
’ or min. 2,500 psi structural concrete | combination Board or min. 0.5-inch Paratherm e 1.45 ft? . v ’
Adhesive
HD
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 2-inch Paratherm G, 1perl.8 Parasolo PVC SmPOth /
S-128. | ) L Note 2 ) Parasolo PVC Quick Lay -67.5
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG " ft .
Adhesive
(Optional) One or more . . Parasolo PVC Smooth /
. . . Min. 1.5-inch Paratherm G, 1 per .
S-129. Min. 22 ga., Type B, Grade 33 steel !ayers,.mln. 1.5-inch top paratherm G CG or Paratherm W Note 2 1.45 f12 Paraso.lo PVC Quick Lay -82.5
insulation Adhesive
P lo PV h
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 2-inch Paratherm G, 1 per arasolo PVC Sm.OOt /
S-130. R . L Note 2 Parasolo PVC Quick Lay -82.5
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG 1.45 ft? Adhesive
Parafast Roofing Fastener with Parafast
125 Tri Rib Plate or Parafast 3-in. Metal
Plate
B R ? BB oq
) Bl E 5 Bl Bl 5
One or more layers, any § ; 1 per Parasolo PVC Smooth /
S-131. Min. 22 ga., Type B, min. 55 ksi steel | combination, min. 1.5- Min. 0.5-inch DensDeck Prime I & p Parasolo PVC Quick Lay -82.5
. 3| 145f2 i
inch b | Adhesive
ghg LB LBl B B 2
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TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (ﬁ:::cll;) (Note 15) (psf)
Parafast Roofing Fastener with Parafast
125 Tri Rib Plate
I ) LT I
5 El 5 5 5 5
One or more layers, any . . 5 .4 Parasolo PVC Smooth /
! Min. 0.5-inch SECUROCK - T ; 1 .
S-132. Min. 22 ga., Type B, min. 55 ksi steel | combination, min. 1.5- .m 0-5-inch SECUROCK Gypsum ; per Parasolo PVC Quick Lay -82.5
. Fiber Roof Board b | 1.45 ft? ;
inch = Adhesive
SE- A AR YBUBE RS S 8
One or more layers, any Min. 0.5-inch DensDeck Prime or Parafast Roofing Fastener, Parafast HD or 1 per 1.0 Parasolo PVC Smooth /
S-133. Min. 22 ga., Type B, Grade 33 steel, combination, min 1-inch, SECUROCK Gypsum-Fiber Roof Parafast XHD with Parafast 125 Tri Rib Plate pft2 : Parasolo PVC Quick Lay -82.5
loose-laid Board or Parafast 3” Metal Plate Adhesive
Min. 22 ga., Type B, Grade 40 steel (Optional) One or more Min. 2-inch Paratherm G, 1 per Parasolo PVC SmPOth /
S-134. . . o Note 2 , | Parasolo PVC Quick Lay -90.0
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG 1.45 ft Adhesive
One or more layers, any Min. 0.5-inch DensDeck Prime or Parafast Roofing Fastener, Parafast HD or 1 per 1.0 Parasolo PVC Smooth /
S-135. Min. 22 ga., Type B, Grade 80 steel, combination, min 0.5- SECUROCK Gypsum-Fiber Roof Parafast XHD with Parafast 125 Tri Rib Plate pftz ' Parasolo PVC Quick Lay -127.5
inch, loose-laid Board or Parafast 3” Metal Plate Adhesive
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more ) . 1 per5.3 | Parasolo PVC KEE Smooth /
-136. . . -4 . 2-inch P h Note 2 . -30.0*
>136 or min. 2,500 psi structural concrete | layers, any combination Q. neimigatherm G €6 ROES ft2 Parasolo 661 Bonding 30.0
Adhesive
Parasolo PVC Smooth or
5137 Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 2-inch Paratherm G, Note 2 1 per4.0 | Parasolo PVC KEE Smooth / -30.0*
’ or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG — ft2 Parasolo 661 Bonding ’
Adhesive
Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel One or more layers, any . . . Note 2 (Parafast 125 Tri Rib Plate or 1 per4.0 | Parasolo PVC KEE Smooth /
-138. . WA ) ) .0.25- DensD — A -30.0*
>-138 or min. 2,500 psi structural concrete | combination, min. 1-inch Min. 0.25-inch DensDeck Prime Parafast 3” Metal Plate only) ft2 Parasolo 661 Bonding 300
Adhesive
Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch SECUROCK Gypsum- . 1 per4.0 | Parasolo PVC KEE Smooth / "
5-139. or min. 2,500 psi structural concrete | combination, min. 1-inch Fiber Roof Board Note 2 (Parafast 125 Tri Rib Plate only) ft2 Parasolo 661 Bonding 300
Adhesive
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TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System K Base Insulation Layer Top Insulation Layer P MDP
No. Deck (Note 1) (Note 3, Note 13) Type Fasten (Note 11 (ﬁ:::c:;) Roof Cover (Note 15) (psf)
Parasolo PVC Smooth or
5-140. Min..22 ga., Typt.a B, Grade 33 steel (Optional) One o.r mgre Min. 1.5-inch Paratherm W Note 2 1per 3.2 | Parasolo PVC KEE S.mooth / -30.0%
or min. 2,500 psi structural concrete | layers, any combination — ft2 Parasolo 661 Bonding
Adhesive
Note 2
. One or more layers, any . . | Parasolo PVC Smooth or
5141, Min. 22 ga., Type B, Grade 33 steel combination. min. 1.5- Min. 0.5-inch Paratherm HD or 1 per 5.3 | Parasolo PVC KEE Smooth / -30.0*
or min. 2,500 psi structural concrete inch ! Paratherm HD Plus ft2 Parasolo 661 Bonding
Adhesive
5 s $ .5
5 5 5 E
Parasolo PVC Smooth or
5142 Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD, Note 2 1 per3.2 | Parasolo PVC KEE Smooth / -30.0%
: or min. 2,500 psi structural concrete | combination Paratherm HD Plus - ft2 Parasolo 661 Bonding :
Adhesive
Parasolo PVC Smooth or
5143 Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 1.5-inch Paratherm G, Note 2 1 per2.7 | Parasolo PVC KEE Smooth / 37.5*
’ or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG, Paratherm W — ft2 Parasolo 661 Bonding ’
Adhesive
Parasolo PVC Smooth or
S-144 Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD or Note 2 1 per2.7 | Parasolo PVC KEE Smooth / 37.5*
: or min. 2,500 psi structural concrete | combination Paratherm HD Plus - ft2 Parasolo 661 Bonding :
Adhesive
Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 0.25-inch SECUROCK Gypsum- 1 per2.7 | Parasolo PVC KEE Smooth /
S-145. R . N . Note 2 R -37.5%
or min. 2,500 psi structural concrete | layers, any combination Fiber Roof Board — ft2 Parasolo 661 Bonding
Adhesive
Min. 2-inch Paratherm W or Parasolo PVC Smooth or
5146 Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Paratherm G CG or Min. 0.625-inch Note 2 1 per4.0 | Parasolo PVC KEE Smooth / -45.0%
’ or min. 2,500 psi structural concrete | layers, any combination DensDeck Prime or SECUROCK - ft2 Parasolo 661 Bonding :
Gypsum-Fiber Roof Board Adhesive
Parasolo PVC Smooth or
5147, Min,.22 ga., Typc.e B, Grade 33 steel (Optional) One 0|.’ mqre Min. 1.5-inch Paratherm G CG Note 2 1per 3.2 | Parasolo PVC KEE Smooth / -45.0*
or min. 2,500 psi structural concrete | layers, any combination I ft2 Parasolo 661 Bonding
Adhesive
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TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (ﬁ:::cll;) (Note 15) (psf)
. . . Parasolo PVC Smooth or
5148 Min. 22 ga., Type B, Grade 33 steel One or more layers, any gﬂglgucp){éz;(”gh SS;S-E::;F;Z:: or Note 2 (Parafast 125 Tri Rib Plate or 1 per 3.2 | Parasolo PVC KEE Smooth / 45.0%
’ or min. 2,500 psi structural concrete | combination, min. 1-inch Board vp Parafast 3” Metal Plate only) ft2 Parasolo 661 Bonding ’
Adhesive
Min. 0.5-inch DensDeck Prime or Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel One or more layers, any L . Note 2 (Parafast 125 Tri Rib Plate or 1 per4.0 | Parasolo PVC KEE Smooth /
S-149. ) ) - ) ) min. 0.375-inch SECUROCK ,, A -45.0*
or min. 2,500 psi structural concrete | combination, min. 1-inch 1 Parafast 3” Metal Plate only) ft2 Parasolo 661 Bonding
Gypsum-Fiber Roof Board .
Adhesive
Parasolo PVC Smooth or
5150 Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 2.5-inch Paratherm G, Note 2 1 per2.3 | Parasolo PVC KEE Smooth / 45.0
’ or structural concrete layers, any combination Paratherm G CG . ft2 Parasolo 661 Bonding ’
Adhesive
Parasolo PVC Smooth or
s-151 Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 2-inch Paratherm G, Note 2 1per2.9 | Parasolo PVC KEE Smooth / _45.0*
’ or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG — ft2 Parasolo 661 Bonding ’
Adhesive
e ) sl PUC St o
5152, Mln.v22 ga., Typc.e B, Grade 33 steel (Optional) One 0|.' mc.Jre Min. 0.25-inch DensDeck Prime or Note 2 1 per2.0 | Parasolo PVC KEE smooth / -45.0*
or min. 2,500 psi structural concrete | layers, any combination . I ft2 Parasolo 661 Bonding
SECUROCK Gypsum-Fiber Roof ;
Adhesive
Board
Note 2
.é.
. . Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel One or more Iay.ers, X Min. Rl Paratherm. HD, . w | 1per3.2 | Parasolo PVC KEE Smooth /
S-153. R . combination, min. 1.5- Paratherm HD Plus or min. 1.5-inch & R -45.0*
or min. 2,500 psi structural concrete | . 5 ft? Parasolo 661 Bonding
inch Paratherm G ; ;
Adhesive
B.® | B & R
5 5 5 5 5 5
Parasolo PVC Smooth or
S-154 Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 0.5-inch Paratherm HD, Note 2 1 per2.0 | Parasolo PVC KEE Smooth / -45.0*
’ or min. 2,500 psi structural concrete | layers, any combination Paratherm HD Plus I ft2 Parasolo 661 Bonding ’
Adhesive
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NEmoO | etc.e

TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System K Base Insulation Layer Top Insulation Layer P MDP
No. Deck (Note 1) (Note 3, Note 13) Type Fasten (Note 11 (ﬁ::c:;) Roof Cover (Note 15) (psf)
Parasolo PVC Smooth or
5-155. Min..22 ga., Typt.a B, Grade 33 steel (Optional) One o.r mgre Min. 2-inch Paratherm G CG Note 2 1per 2.7 | Parasolo PVC KEE S.mooth / 525
or min. 2,500 psi structural concrete | layers, any combination — ft2 Parasolo 661 Bonding
Adhesive
Parasolo PVC Smooth or
5-156. Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch SECUROCK Gypsum- Note 2 1 per 1.8 | Parasolo PVC KEE Smooth / 525
or min. 2,500 psi structural concrete | combination, min. 1-inch | Fiber Roof Board . ft2 Parasolo 661 Bonding
Adhesive
. One or more layers, any . . Parasolo PVC Smooth or
5157, Min. 22 ga., Type B, Grade 33 steel combination. min. 1.5- Min. 0.5-inch Paratherm HD or Note 2 1 per Parasolo PVC KEE Smooth / 525
or min. 2,500 psi structural concrete inch ! Paratherm HD Plus — G 1.45 ft? Parasolo 661 Bonding
Adhesive
Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more ) . 1per 1.8 | Parasolo PVC KEE Smooth /
5-158. or min. 2,500 psi structural concrete | layers, any combination Min. 2-inch Paratherm G Note 2 ft? Parasolo 661 Bonding -60.0
Adhesive
Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more . . 1per 1.8 | Parasolo PVC KEE Smooth /
5-159. or min. 2,500 psi structural concrete | layers, any combination Min. ZgcitParatherm G Note 2 ft2 Parasolo 661 Bonding -67:5
Adhesive
Fasteners per Note 2 with Parafast 125 Tri Rib
Plate or Parafast 3” Metal Plate
2 b 8 BB . a
) 5 5 5 5 5 5
. One or more layers, any . . ; .4 Parasolo PVC Smooth or
$-160. Min. 22 ga., Type B, Grade 33 steel combination. min. 1.5- Min. 0.5-inch Paratherm HD or N ;’ 1 per Parasolo PVC KEE Smooth / 675
or min. 2,500 psi structural concrete inch ! Paratherm HD Plus £ | 1.45 ft? Parasolo 661 Bonding
; Adhesive
BT U L R )
7 3 3 3 3 5 7
(Optional for recover) Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel Min. 0.375-inch SECUROCK 1per1.3 | Parasolo PVC KEE Smooth /
S-161. R . One or more layers, any . Note 2 R -67.5
or min. 2,500 psi structural concrete .\ . K Gypsum-Fiber Roof Board — ft2 Parasolo 661 Bonding
combination, min. 1-inch Adhesive
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NEmoO | etc.e
TABLE 2p: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (ﬁ::cll;) (Note 15) (psf)
One or more lavers. an Parasolo PVC Smooth or
5162 Min. 22 ga., Type B, Grade 33 steel combination n:lin i 5_y Min. 0.5-inch Structodek High Note 2 1 per 1.0 | Parasolo PVC KEE Smooth / 675
’ or min. 2,500 psi structural concrete inch ! T Density Roof Fiberboard - ft? Parasolo 661 Bonding ’
Adhesive
One or more layers, any Parasolo PVC Smooth or
. . . - ) . . . Parafast Roofing Fastener with Parafast 1 per2.0 | Parasolo PVC KEE Smooth /
S-163. Min. 22 ga., Type B, min. 55 ksi steel ;::crnbmatlon, min. 1.5- Min. 0.5-inch DensDeck Prime 125 Tri Rib Plate or Parafast 3” Metal Plate et Parasolo 661 Bonding -67.5
Adhesive
One or more layers, any Parasolo PVC Smooth or
. . . L ) Min. 0.5-inch SECUROCK Gypsum- Parafast Roofing Fastener with Parafast 1 per2.0 | Parasolo PVC KEE Smooth /
S-164. Min. 22 ga., Type B, min. 55 ksi steel ;::crnbmatlon, min. 1.5 Fiber Roof Board 125 Tri Rib Plate et Parasolo 661 Bonding 67.5
Adhesive
One or more layers, any Parasolo PVC Smooth or
S-165. M|n..22 ga. Typ.e B, Grade 33 steel combination, min. 1.5- Min. 0.25-inch DensDeck Prime Note 2 1 per Parasolo PVC KEE S.mooth / -75.0
or min. 2,500 psi structural concrete inch — 1.45 ft? Parasolo 661 Bonding
Adhesive
(Optional) One or more Parasolo PVC Smooth or
. . . Min. 1.5-inch Paratherm G or 1 per Parasolo PVC KEE Smooth /
S-166. Min. 22 ga., Type B, Grade 33 steel !ayers,'mm. 1.5-inch top Paratherm W Note 2 1.45 f2 Parasolo 661 Bonding -82.5
insulation i
Adhesive
Parafast Roofing Fastener with Parafast 125 Tri Rib
Plate or Parafast 3” Metal Plate
I ) SR ST B
5 [ 5 5 5T 5 1%
One or more layers, any e i Parasolo PVC Smooth or
) o %
S-167. Min. 22 ga., Type B, min. 55 ksi steel | combination, min. 1.5- Min. 0.5-inch DensDeck Prime o 5 1 per Parasolo PVC KEE S.mOOth / -82.5
. = | 1.45 ft? Parasolo 661 Bonding
inch b .
; Adhesive
Q& 3 ~ = & 9
A S NS S SN N
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NEmoO | etc.e
TABLE 2p: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (S:::il;) (Hote 3] _(L)Sf
Parafast Roofing Fastener with Parafast 125 Tri Rib
Plate
B K ) BB q
5 El 5 5 3 5
One or more layers, any e i Parasolo PVC Smooth or
. . . L T Min. 0.5-inch SECUROCK Gypsum- T ® 1 per Parasolo PVC KEE Smooth /
P o . . . . 1.5- El . -82.
S-168 Min. 22 ga., Type B, min. 55 ksi steel f:omblnatlon, min. 1.5 Fiber Roof Board e :- 1.45 fi2 Parasolo 661 Bonding 82.5
inch o )
: Adhesive
A U ~ S I BT
5T s 5 57 5 5 7
P lo PV h
One or more layers, any Min. 0.5-inch DensDeck Prime or Parafast Roofing Fastener, Parafast HD or 1 per 1.0 P::::zlg PVE i?Eogrtnozrth /
S-169. Min. 22 ga., Type B, Grade 33 steel, combination, min 1-inch, SECUROCK Gypsum-Fiber Roof Parafast XHD with Parafast 125 Tri Rib Plate per % R -82.5
- ” ft? Parasolo 661 Bonding
loose-laid Board or Parafast 3” Metal Plate )
Adhesive
One or more lavers. an Parasolo PVC Smooth or
Min. 22 ga., Type B, Grade 33 steel " MOTEAYers, any | Min. 0.5-inch SECUROCK Gypsum- 1per1.0 | Parasolo PVC KEE Smooth /
S-170. | ) combination, min. 1.5- . Note 2 R -90.0
or min. 2,500 psi structural concrete inch Fiber Roof Board y— ft? Parasolo 661 Bonding
Adhesive
One or more layers, any Parasolo PVC Smooth or
$-171. | Min. 22 ga., Type B, Grade 80 steel combination, min. 1.5- Min. 0.5-inch Paratherm HD Note 2 (Parafast 125 Tri Rib Plate or Lper10 | Parasolo PVCKEE Smooth /| ), ¢
inch Parafast 3” Metal Plate only) ft? Parasolo 661 Bonding
Adhesive
: Sa Parafast Roofing Fastener (steel only), Parafast Parasolo PVC Smooth /
s-172. | Min-22ga, Type B, Grade 80 steel | Min. L-inch Paratherm G |\ 6 5 iy pensDeck Prime HD or Parafast XHD (steel only) with Parafast 3 | ~ P10 | parasolo 661 Bonding 1275
or min. 2,500 psi structural concrete | or Paratherm G CG M ft? .
etal Plate Adhesive
One or more layers, any Min. 0.5-inch DensDeck Prime or Parafast Roofing Fastener, Parafast HD or 1 per 1.0 E::::Z:g mg E?Eoggo(;rth /
S-173. Min. 22 ga., Type B, Grade 80 steel, combination, min 0.5- SECUROCK Gypsum-Fiber Roof Parafast XHD with Parafast 125 Tri Rib Plate per L. R -127.5
- . W ft? Parasolo 661 Bonding
inch, loose-laid Board or Parafast 3” Metal Plate .
Adhesive
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN HOT ASPHALT:
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more . . 1per5.3 | Parasolo PVC FB or Parasolo
- o . 2- N 2 -30.0*
S-174 or min. 2,500 psi structural concrete | layers, any combination Min. 2-inch Paratherm G CG Note 2 ft2 PVC KEE FB / hot asphalt 300
5175 Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD, Note 2 1 per 3.2 | Parasolo PVC FB or Parasolo -30.0%
' or min. 2,500 psi structural concrete | combination Paratherm HD Plus I ft2 PVC KEE FB / hot asphalt :
Min. 22 ga., Type B, Grade 33 steel One or more layers, any . . . Note 2 (Parafast 125 Tri Rib Plate or 1per 4.0 | Parasolo PVC FB or Parasolo "
S or min. 2,500 psi structural concrete | combination, min. 1-inch Min. 0.25-inch DensDeck Prime Parafast 3” Metal Plate only) ft? PVC KEE FB / hot asphalt 300
©ONEMO ETC LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC NON-HVHZ PEER-SPL-002.A.R6 for FL30935-R6 (NON-HVHZ)
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TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (ﬁ::’:cll;) (Note 15) (psf)
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch SECUROCK Gypsum- . 1 per4.0 | Parasolo PVCFB or Parasolo "
5177, or min. 2,500 psi structural concrete | combination, min. 1-inch Fiber Roof Board Note 2 (Parafast 13g TriigLlate IRg) ft2 PVC KEE FB / hot asphalt 300
5178 Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD or Note 2 1per 2.7 | Parasolo PVC FB or Parasolo 37.5%
' or min. 2,500 psi structural concrete | combination Paratherm HD Plus — ft? PVC KEE FB / hot asphalt !
Min. 0.5 DensDeck Pri in.
5179 Min. 22 ga., Type B, Grade 33 steel One or more layers, any 0 ;r;s?iichegscjgoczze osruﬁl-n Note 2 (Parafast 125 Tri Rib Plate or 1per4.0 | Parasolo PVC FB or Parasolo 45.0*
’ or min. 2,500 psi structural concrete | combination, min. 1-inch ; P Parafast 3” Metal Plate only) ft? PVC KEE FB / hot asphalt ’
Fiber Roof Board
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more . . 1per 3.2 | Parasolo PVC FB or Parasolo «
5-180. or min. 2,500 psi structural concrete | layers, any combination Min. 1.5-inch Paratherm G CG Note 2 ft2 PVC KEE FB / hot asphalt 45.0
Min. 0.25-inch DensDeck Pri
5181 Min. 22 ga., Type B, Grade 33 steel One or more layers, any SEI(I;U(;O(SZJ;EC ss:ws:Fi‘ether Rr:):f or Note 2 (Parafast 125 Tri Rib Plate or 1per 3.2 | Parasolo PVC FB or Parasolo 45.0*
’ or min. 2,500 psi structural concrete | combination, min. 1-inch Board P Parafast 3” Metal Plate only) ft2 PVC KEE FB / hot asphalt ’
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more . R 1per2.7 | Parasolo PVCFB or Parasolo
-182. Min. 2-inch P h Note 2 -52.
518 or min. 2,500 psi structural concrete | layers, any combination in. 2-inch ParathernRQEG notes ft2 PVC KEE FB / hot asphalt 525
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD or 1 per Parasolo PVC FB or Parasolo
S-183. . ) L . . Note 2 -52.5
or min. 2,500 psi structural concrete | combination, min. 1-inch Paratherm HD Plus 1.45 ft? PVC KEE FB / hot asphalt
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more . . 1per1.8 | Parasolo PVC FB or Parasolo
5-184. or min. 2,500 psi structural concrete | layers, any combination Min. 2gggh\Parathernq Note 2 ft2 PVC KEE FB / hot asphalt 67.5
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN SPATTER APPLICATIONS:
. . Parasolo PVC FB or Parasolo
s-1g5, | Min-22ga. Type B, Grade 33steel | (Optional) One ormore |\ 5 i1k paratherm G C6 Note 2 1perS:3 | by KeE FB / Parafast IA -30.0*
or min. 2,500 psi structural concrete | layers, any combination ft2
(spatter)
. P lo PVC FB or P |
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 2-inch Paratherm G, 1 per 4.0 arasolo or Farasolo
S-186. . . o .. Note 2 ) PVC KEE FB / Parafast IA -30.0*
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG — ft (spatter)
) o Parasolo PVC FB or Parasolo
5187, Mln..22 ga., Typ.e B, Grade 33 steel One qr mf)re Iay-ers, any Min. 0.25-inch DensDeck Prime Note 2 (Pa:afast 125 Tri Rib Plate or 1 per 4.0 PVC KEE FB / Parafast IA 30.0*
or min. 2,500 psi structural concrete | combination, min. 1-inch Parafast 3” Metal Plate only) ft? (spatter)
Parasolo PVC FB or Parasolo
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch SECUROCK Gypsum- . 1 per 4.0 N
5-188. or min. 2,500 psi structural concrete | combination, min. 1-inch Fiber Roof Board Note 2 (Parafast 125 Tri Rib Plate only) ft2 Fs\;ZtTEE)FB/ Parafast IA 300
. . . Parasolo PVC FB or Parasolo
5189, Mln,.22 ga., Typc.e B, Grade 33 steel One qr m?re layers, any Min. 0.5-inch Paratherm HD, Note 2 1per3.2 PVC KEE FB / Parafast IA -30.0%
or min. 2,500 psi structural concrete | combination Paratherm HD Plus — ft2 (spatter)
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TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1) Roof Cover (Note 15)
No. (Note 3, Note 13) Type Fasten (Note 11) Attach (psf)
(Note 17)
Note 2
;_‘,.
. One or more layers, any . . Parasolo PVC FB or Parasolo
$-190. Mln..22 ga., Typ.e B, Grade 33 steel combination, min. 1.5- Min. 0.5-inch Paratherm HD, 1per5.3 PVC KEE FB / Parafast IA -30.0*
or min. 2,500 psi structural concrete | . Paratherm HD Plus ft2
inch (spatter)
= S & Y
5 5 5 5
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 1.5-inch Paratherm G, 1per2.7 Parasolo PVC FB or Parasolo
S-191. . . - Note 2 ) PVC KEE FB / Parafast IA -37.5*%
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG ft (spatter)
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD or 1per2.7 Parasolo PVC FB or Parasolo N
S-192. . . L. Note 2 ) PVC KEE FB / Parafast IA -37.5
or min. 2,500 psi structural concrete | combination Paratherm HD Plus ~y ft
(spatter)
. (Optional for recover) . . Parasolo PVC FB or Parasolo
S-193. Mln..22 ga. Typ.e B, Grade 33 steel One or more layers, any Min. 0'375 fnch SECURREK Note 2 1 per 4.0 PVC KEE FB / Parafast IA -45.0*
or min. 2,500 psi structural concrete - . R Gypsum-Fiber Roof Board ft?
combination, min. 1-inch (spatter)
. . Parasolo PVC FB or Parasolo
5194, | Min-22ga. TypeB, Grade 33 steel | (Optional) One ormore | vy, 4 5 ik paratherm G CG Note 2 1per3.2 | byc KEE FB / Parafast IA -45.0*
or min. 2,500 psi structural concrete | layers, any combination ft
(spatter)
. (Optional for recover) Min. 0.25-inch DensDeck Prime or . Parasolo PVC FB or Parasolo
Min. 22 ga., T B | . N 2 (P 125 Tri Rib Pl 1 2
S-195. n R ga. ypc.e , Grade 33 stee One or more layers, any SECUROCK Gypsum-Fiber Roof ote 2 a:afast 5 Tri Rib Plate or per23 PVC KEE FB / Parafast IA -45.0*
or min. 2,500 psi structural concrete L ) R Parafast 3” Metal Plate only) ft
combination, min. 1-inch Board (spatter)
Min. 0.5-i DensDeck Pri P lo PVC FB or P |
Min. 22 ga., Type B, Grade 33 steel One or more layers, any .|n 0.5 m(‘fh ensoeck rime o Note 2 (Parafast 125 Tri Rib Plate or 1 per 4.0 arasolo PVC FB or Parasolo
S-196. R . A ; . min. 0.375-inch SECUROCK ,, PVC KEE FB / Parafast IA -45.0*
or min. 2,500 psi structural concrete | combination, min. 1-inch . Parafast 3” Metal Plate only) ft?
Gypsum-Fiber Roof Board (spatter)
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 2-inch Paratherm G, 1per2.9 Parasolo PVC FB or Parasolo
S-197. . . g Note 2 PVC KEE FB / Parafast IA -45.0*
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG — ft2
(spatter)
. ) . . Parasolo PVC FB or Parasolo
5198, Min. 22 ga., Type B, Grade 33 steel (Optional) One 0|.’ mqre Min. 2.5-inch Paratherm G, Note 2 1 per22.3 PVC KEE FB / Parafast IA 45.0
or structural concrete layers, any combination Paratherm G CG — ft
(spatter)
B
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 1.5-inch Paratherm G, 1 per 2.0 Parasolo PVC FB or Parasolo
S-199. R . L Note 2 PVC KEE FB / Parafast IA -45.0*
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG — ft2 (spatter)

©ONEMO ETC LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC NON-HVHZ
Siplast Parasolo PVC and PVC KEE Roof Systems; (870) 246-8094

TOP OF APPENDIX

PEER-SPL-002.A.R6 for FL30935-R6 (NON-HVHZ)
Revision 6: 04/15/2026
Appendix 1, Page 38 of 61



NEmoO | etc.e

TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (3:::(‘_:[';) (Hote 3] _(L)Sf
Note 2
.é.
. One or more layers, any Min. 0.5-inch Paratherm HD or Parasolo PVC FB or Parasolo
S-200. M|n..22 ga., Typ.e B, Grade 33 steel combination, min. 1.5- Paratherm HD Plus or min. 1.5-inch B Lper3.2 PVC KEE FB / Parafast IA -45.0*
or min. 2,500 psi structural concrete | . 5 ft2
inch Paratherm G ; (spatter)
B.® | B & R
5 5 5 = E 5
. . Parasolo PVC FB or Parasolo
s-201. | Min-22ga. TypeB, Grade 33steel | (Optional) One ormore |\ ) o paratherm 6 CG Note 2 1per 2.7\ byc KEE FB / Parafast IA 525
or min. 2,500 psi structural concrete | layers, any combination ft
(spatter)
Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.25-inch SECUROCK Gypsum- 1perls8 Parasolo PVC FB or Parasolo
S-202. . . L. . . . Note 2 ) PVC KEE FB / Parafast IA -52.5
or min. 2,500 psi structural concrete | combination, min. 1-inch Fiber Roof Board - ft (spatter)
P lo PVC FB or P |
5203 Min. 22 ga., Type B, Grade 33 steel One or more layers, any Min. 0.5-inch Paratherm HD or Note 2 1 per Pf/?f(cl)i:FB /Cpar:frasf::so ° 525
' or min. 2,500 psi structural concrete | combination, min. 1-inch Paratherm HD Plus I 1.45 ft? (spatter) '
Min. 22 ga., Type B, Grade 33 steel (Optional) One or more Min. 1.5-inch Paratherm G, 1perl.3 Parasolo PVC FB or Parasolo
S-204. . . - Note 2 PVC KEE FB / Parafast IA -60.0
or min. 2,500 psi structural concrete | layers, any combination Paratherm G CG — ft2 (spatter)
Parasolo PVC FB or Parasolo
Min. 22 ga., T B | i | 1 1.
5-205. in. 22 ga., Type B, Grade 33 steel | (Optional) One ormore | 1y ot paratherm G Note 2 Perl8 | by KEE FB / Parafast IA -67.5
or min. 2,500 psi structural concrete | layers, any combination ft
(spatter)
Note 2 (Parafast 125 Tri Rib Plate or Parafast 3”
Metal Plate only)
I ) BB q
5 E 5 5 5 5
. One or more layers, any . . 5 | A Parasolo PVC FB or Parasolo
.22 ga. B .0.5- D | ks 1
S-206. Min . ga. Typ(.e , Grade 33 steel combination, min. 1.5- Min. 0.5-inch Paratherm HD or s El perz PVC KEE FB / Parafast IA -67.5
or min. 2,500 psi structural concrete | . Paratherm HD Plus B | 1.45 ft
inch E (spatter)
Q& 3 ~ = & @
55 75 757 5 5 5
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NEmoO | etc.e
TABLE 2p: STEEL oR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Base Insulation Layer Top Insulation Layer MDP
Deck (Note 1 Roof Cover (Note 15
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) (3:::(‘_:[';) (Hote 3] _(L)Sf
. (Optional for recover) . . Parasolo PVC FB or Parasolo
S-207. M|n..22 £a. Typt.a B, Grade 33 steel One or more layers, any Min. 0'375. inch SECUROCK Note 2 L per21.3 PVC KEE FB / Parafast IA -67.5
or min. 2,500 psi structural concrete L Gypsum-Fiber Roof Board ft
combination (spatter)
P lo PVC FB or P |
5208 Min. 22 ga., Type B, Grade 33 steel One or more layers, min. Min. 0.375-inch SECUROCK Note 2 1 per P?/?T((I)E:FB/ Par:;as'?lrzso ° 825
’ or structural concrete 1.5-inch Paratherm G Gypsum-Fiber Roof Board — 1.45 ft? (spatter) ’

One or more layers, any Min. 0.5-inch DensDeck Prime or Parafast Roofing Fastener, Parafast HD or 1 per 1.0 Parasolo PVC FB or Parasolo

S-209. Min. 22 ga., Type B, Grade 33 steel, combination, min 1-inch, SECUROCK Gypsum-Fiber Roof Parafast XHD with Parafast 125 Tri Rib Plate or pftz ’ PVC KEE FB / Parafast IA -82.5
loose-laid Board Parafast 3” Metal Plate (spatter)
One or more layers, any . Parasolo PVC FB or Parasolo

! Note 2 (P 125 Tri Rib P 1 1.

S-210. Min. 22 ga., Type B, Grade 80 steel combination, min. 1.5- Min. 0.5-inch Paratherm HD NOTQR c{,rafast > Tri Rib Plate or perz 0 PVC KEE FB / Parafast IA -112.5
X Parafast 3” Metal Plate only) ft
inch (spatter)
One or more layers, any Min. 0.5-inch DensDeck Prime or Parafast Roofing Fastener, Parafast HD or 1 per 1.0 Parasolo PVC FB or Parasolo

S-211. Min. 22 ga., Type B, Grade 80 steel combination, min 1-inch, SECUROCK Gypsum-Fiber Roof Parafast XHD with Parafast 125 Tri Rib Plate or pftZ : PVC KEE FB / Parafast IA -127.5
loose-laid Board Parafast 3” Metal Plate (spatter)

TABLE 2e: STEEL OR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED BASE Anp CAP PLY

) Top Insulation Layer Roof Cover (Note 15)
System Base Insulation Layer MDP
No Deck (Note 1) (Note 3, Note 13) T Fasten (Note 11) bS] Base PI Cap PI (psf)
. ote ote
ype asten (Note e ase Ply ap Ply
CoLD-APPLIED BASE PLY:
s212 'c\>/||'l;iizzgas.égyF;ies‘ilruGcrtﬁEIBS steel One or more layers, min. Min. 0.5-inch Note 2 (Parafast 3” 1per3.2fe Paradiene 20 or Irex 40 / Parasolo PVC KEE FB / 45,0
’ concre;ce’ P 1.5-inch Paratherm G DensDeck Prime Metal Plate only) per 3. SFT Adhesive Parafast IA (spatter) '
. One or more layers, min. Min. 0.5-inch Note 2 (Parafast 3” , | Paradiene 20 or Irex 40 / Parasolo PVC KEE FB /
5-213. Min. 22 ga., Type B, Grade 33 steel 1.5-inch Paratherm G DensDeck Prime Metal Plate only) Lper10ft SFT Adhesive Parafast IA (spatter) -82.5
Min. 22 ga., T B |
5214 orI:1in zgaS(’Jprs(iast,rfcrtierISO stee One or more layers, min. Min. 0.5-inch Note 2 (Parafast 3” 1 per 1.0 fi2 Paradiene 20 or Irex 40 / Parasolo PVC KEE FB / 1425
’ concre.te’ P 1.5-inch Paratherm G DensDeck Prime Metal Plate only) per % SFT Adhesive Parafast IA (spatter) '
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TABLE 2F: STEEL DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: INDUCTION-WELDED ROOF COVER

NEmoO | etc.e

System Deck Insulation Layer Attachment MDP
Roof Cover (Note 158
No. (Note 1) (Note 3, Note 13) Fasteners (Note 11) Density (Note 158] (psf)
. Parafast XHD and Parafast RB
$-215. Min. 22 ga., type B, | Oneor m<_)re I.ayers, PVC XHD Plate or Parafast 24 x 36 inch grid .Parasollo PVC Smooth or Parasolo PVC KEE Smooth 375
Grade 33 steel any combination induction welded
Tread Safe Plate
. Parafast XHD with Parafast RB
5216 Min. 22 ga., type B, | Oneor mc:\re I.ayers, PVC XHD Plate or Parafast 24 x 48 inch grid .Paraso.lo PVC Smooth or Parasolo PVC KEE Smooth -45.0
Grade 80 steel any combination induction welded
Tread Safe Plate
Parafast XHD with Parafast RB
Min. 22 ga., type B, | One or more layers, arafast with Paratast 1 per 5.3 ft? (6 parts per 4 x 8 ft board) Parasolo PVC Smooth or Parasolo PVC KEE Smooth
5-217. Grade 33 steel any combination PVC XHD Plate or Parafast Note 17 induction welded 4507
v Tread Safe Plate [Note 7]
Min. 22 ga., type B, | One or more layers, Parafast SXHD with Parafast . . Parasolo PVC Smooth or Parasolo PVC KEE Smooth
5-218. Grade 33 steel any combination RB PVC XHD Plates R 24 ™ induction welded 60.0
) Parafast XHD with Parafast RB
5219, Min. 22 ga., type B, | One or mf)re I.ayers, PVC XHD Plate or Parafast 24 x 24 inch grid .Parasollo PVC Smooth or Parasolo PVC KEE Smooth -60.0
Grade 33 steel any combination induction welded
Tread Safe Plate
. Parafast XHD with Parafast RB
5220, Min. 22 ga., type B, One or more layers, any PVC XHD Plate or Parafast 24 x 24 inch grid .Paraso.lo PVC Smooth or Parasolo PVC KEE Smooth 675
Grade 80 steel combination induction welded
Tread Safe Plate
) Parafast XHD with Parafast RB
5221, Min. 22 ga., type B, | One or m<?re I.ayers, PVC XHD Plate or Parafast 16 x 24 inch grid F’arasqlo PVC Smooth or Parasolo PVC KEE Smooth 825
Grade 33 steel any combination induction welded
Tread Safe Plate
18 x 24 inch staggered grid
Min. 22 ga., type B, | One or more layers, Paraf@EXHD and PRgglast RE @ @ —3 e Parasolo PVC Smooth or Parasolo PVC KEE Smooth
S-222. - PVC XHD Plate or Parafast . R -82.5
Grade 40 steel any combination [ induction welded
Tread Safe Plate
@ &—7"
. One or more layers, Parafast XHD and Parafast RB
S-223. Min. 22 ga., type B, any combination, min. | PVC XHD Plate or Parafast 18 x 16 inch grid, staggered 6-inch .Parasctlo PVC Smooth or Parasolo PVC KEE Smooth -105.0
Grade 60 steel ) induction welded
2-inch Tread Safe Plate

PEER-SPL-002.A.R6 for FL30935-R6 (NON-HVHZ)
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TABLE 2G: STEEL DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

NEmoO | etc.e

Insulation (Note 3, Note 13) Roof Cover (Note 15A)
Y Deck (Note 1) b
No. Type Attach Membrane Fasteners (Note 11) Attachment (psf)
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH
Min. 22 ga., type One or more layers, any Prelim. Parasolo PVC Smooth or Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or 12-inch O.C..Wlthll"l mln}mum 6-inch wide Iaps.
S-224. A R X Parasolo PVC KEE ” spaced maximum 114-inch o.c. and sealed with -30.0
B, Grade 33 steel combination, min. 1.5-inch | attach Parafast Eyehook AccuSeam Plate 2-3/8 X
Smooth a 1.5-inch heat weld
P lo PV h -inch o.c. within mini -inch wide |
Min. 22 ga., type One or more layers, any Prelim. arasolo PVC Smooth or Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or E-inch o.c V\.”t n m|n|r.num 6-inch wide laps .
S-225. L R K Parasolo PVC KEE b, spaced maximum 114-inch o.c. and sealed with -45.0
B, Grade 80 steel combination, min. 1.5-inch | attach Parafast Eyehook AccuSeam Plate 2-3/8 X
Smooth a 1.5-inch heat weld
Min. 22 ga. tvpe One or more lavers. an prelim Parasolo PVC Smooth or Parafast XHD with Parafast XHD Barb Plate 2”, 12-inch o.c. within minimum 6-inch wide laps
S-226. - £2ga., yp L y 4 y ’ Parasolo PVC KEE Parafast XHD Barb 2-3/8” 6brb or Parafast Eyehook spaced 54-inch o.c. and sealed with a 1.5-inch -45.0
B, Grade 33 steel combination, min. 1.5-inch | attach Y
Smooth AccuSeam Plate 2-3/8 heat weld
Min. 22 ga.. type One or more lavers. an prelim Parasolo PVC Smooth or Parafast XHD with Parafast XHD Barb Plate 2”, 6-inch o.c. within minimum 6-inch wide laps
S-227. - £ 82, LYp - VSIS, @y " | Parasolo PVC KEE Parafast XHD Barb 2-3/8” 6brb or Parafast Eyehook spaced 114-inch o.c. and sealed with a 1.5-inch -52.5
B, Grade 33 steel combination, min. 1.5-inch | attach ”
Smooth AccuSeam Plate 2-3/8 heat weld
Min. 22 ga.. type One or more lavers. an prelim Parasolo PVC Smooth or Parafast XHD with Parafast XHD Barb Plate 2”, 6-inch o.c. within minimum 6-inch wide laps
S-228. - < 83, Yp L Yers, any " | Parasolo PVC KEE Parafast XHD Barb 2-3/8” 6brb or Parafast Eyehook spaced 114-inch o.c. and sealed with a 1.5-inch -52.5
B, Grade 80 steel combination, min. 1.5-inch | attach ,,
Smooth AccuSeam Plate 2-3/8 heat weld
Min. 20 ga.. type One or more lavers. an prelim Parasolo PVC Smooth or Parafast XHD with Parafast XHD Barb Plate 2”, 6-inch o.c. within minimum 6-inch wide laps
S-229. - <083, yp L yers, any " | Parasolo PVC KEE Parafast XHD Barb 2-3/8” 6brb or Parafast Eyehook spaced 114-inch o.c. and sealed with a 1.5-inch -52.5
B, Grade 80 steel combination, min. 1.5-inch | attach ”
Smooth AccuSeam Plate 2-3/8 heat weld
Min. 18 #a.. tvpe One or more lavers. an prelim Parasolo PVC Smooth or Parafast XHD with Parafast XHD Barb Plate 2”, 6-inch o.c. within minimum 6-inch wide laps
S-230. - 2o £a, yp L y 4 y ’ Parasolo PVC KEE Parafast XHD Barb 2-3/8” 6brb or Parafast Eyehook spaced 114-inch o.c. and sealed with a 1.5-inch -52.5
B, Grade 33 steel combination, min. 1.5-inch | attach ”
Smooth AccuSeam Plate 2-3/8 heat weld
P lo PV -inch o.c. within mini -inch wide |
Min. 22 ga., type One or more layers, any Prelim. e\ PYQgmag or Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or E-inch o.c V\.”t n m|n.|mum 6-inch wide ap%
S-231. L ; ) Parasolo PVC KEE " spaced maximum 54-inch o.c. and sealed with -60.0
B, Grade 60 steel | combination, min. 1-inch attach Parafast Eyehook AccuSeam Plate 2-3/8 .
Smooth a 1.5-inch heat weld
PARAsOLO PVC FB oR PARASOLO PVC KEE FB
New or Re-Roof: Siiiggore 12-inch o.c. within minimum 6-inch wide laps
5232 Min. 22 ga., type layers, any combination, min. Prelim. | Parasolo PVC FB or Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or spaced 11.4.—inch o.c. and sealed with a 1 5—ir:1ch -30.0
' B, Grade 33 steel 1.5-inch attach Parasolo PVC FB KEE Parafast Eyehook AccuSeam Plate 2-3/8” P o : '
) heat weld
Recover: (Optional) Note 13
New or Rloof: OrfRggmore 6-inch o.c. within minimum 6-inch wide laps
233 Min. 22 ga., type layers, any combination, min. Prelim. | Parasolo PVC FB or Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or spaced r:rn':-lximum 114-inch o.c. and sealedpwith 375
' B, Grade 33 steel 1.5-inch attach Parasolo PVC FB KEE Parafast Eyehook AccuSeam Plate 2-3/8” P X o '
) a 1.5-inch heat weld
Recover: (Optional) Note 13
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NEmoO | etc.-
TABLE 2G: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

Insulation (Note 3, Note 13) Roof Cover (Note 15A)
Y Deck (Note 1) Ll e
No. Type Attach Membrane Fasteners (Note 11) Attachment (psf)
New or Re-Roof: One or more 6-inch o.c. within minimum 6-inch wide laps
5234 Min. 22 ga., type layers, any combination, min. Prelim. Parasolo PVC FB or Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or spaced r:néximum 114-inch o.c. and sealedpwith 450
: B, Grade 80 steel 1.5-inch attach Parasolo PVC FB KEE Parafast Eyehook AccuSeam Plate 2-3/8” P . o ’
. ) a 1.5-inch heat weld
Recover: (Optional) Note 13
New or Re-Roof: One or more 6-inch o.c. within minimum 6-inch wide laps
5235 Min. 22 ga., type layers, any combination, min. Prelim. | Parasolo PVC FB or Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or spaced r.nz.aximum 54-inch o.c. and sealed \Tlith -60.0
: B, Grade 33 steel 1.5-inch attach Parasolo PVC FB KEE Parafast Eyehook AccuSeam Plate 2-3/8” pace - ’
) a 1.5-inch heat weld
Recover: (Optional) Note 13
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TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16A FOR VAPOR BARRIER OPTIONS

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer
System Deck MDP
Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE:
Structural P loPVCS th / P lo PVC Quick
C-1. ructura Min. 1.5-inch Paratherm W hot asphalt (Optional) Min. 0.25-inch DensDeck Prime hot asphalt araso o . mooth / Parasolo Quic -45.0
concrete Lay Adhesive
ca. Structural Min. 1.5-inch, min 1.0 pcf, Insulfoam Roofing Parafast IA Mln. 0.25-inch DensDeck Prime or min. 0.5- Parafast IA Parasolo P.VC Smooth / Parasolo PVC Quick 45.0
concrete EPS Board inch Paratherm HD Lay Adhesive
ca. Structural Min. 2-inch, min. 1.0 pcf, Insulfoam Roofing Parafast IA Mln. 0.25-inch DensDeck Prime or min. 0.5- Parafast 1A Parasolo P.VC Smooth / Parasolo PVC Quick 1200
concrete EPS Board inch Paratherm HD Lay Adhesive
(Optional) Min. 0.25-inch DensDeck Prime
Structural One or more layer(s), min. 0.5-inch Paratherm or SECUROCK Gypsum-Fiber Roof Board or Parasolo PVC Smooth / Parasolo PVC Quick
C4. concrete G, Paratherm G CG, Paratherm W Parafast 1A min. 0.5-inch Paratherm HD or Paratherm Parafast IA Lay Adhesive -180.0
HD Plus
Structural One or more layer(s), min. 1.5-inch Paratherm Min. 0.25-inch DensDeck Prime or min. 0.5- Parasolo PVC Smooth / Parasolo PVC Quick
©5 concrete G, Paratherm G CG Parafast IA inch Paratherm HD Parafast IA Lay Adhesive 2325
. . Min. 0.25-inch DensDeck Prime or .
C-6. Structural One or more layer(s), min. 1.5-inch Paratherm Parafast IA SECUROCK Gypsum-Fiber Roof Board or Parafast IA Parasolo P.VC Smooth / Parasolo PVC Quick 2400
concrete w . R Lay Adhesive
min. 0.5-inch Paratherm HD
7. Structural Min. 2-inch Paratherm W Parafast IA Min. 0.25-inch SECUROCK Gypsum-Fiber Parafast IA Parasolo P.VC Smooth / Parasolo PVC Quick 2475
concrete Roof Board Lay Adhesive
cs. Structural One or more layer(s), min. 1.5-inch Paratherm Parafast IA None N/A Parasolo P.VC Smooth / Parasolo PVC Quick 2925
concrete G Lay Adhesive
Structural (Optional) One or more layer(s), min. 1.5-inch Min. 0.25-inch SECUROCK Gypsum-Fiber Parasolo PVC Smooth / Parasolo PVC Quick
9. concrete Paratherm G, Paratherm G CG QN Roof Board or min. 0.5-inch Paratherm HD Parafast IA Lay Adhesive 270.0
C-10. Structural Min. 1.5-inch Paratherm G or Paratherm W Parafast IA None N/A Parasolo P,VC Smooth / Parasolo PVC Quick -375.0
concrete Lay Adhesive
C11. Structural Min. 0.5-inch Paratherm G Para-Stick RA Additional opt!onal Iay'ers base msulatlo.n Para-Stick RA Parasolo PvVC Smooth / Parasolo PVC Quick 2325
concrete followed by min. 0.25-inch DensDeck Prime Lay Adhesive
c-12. Structural Min. 0.5-inch Paratherm G Para-Stick RA '(Optlor?al) Additional layers of base Para-Stick RA Parasolo P.VC Smooth / Parasolo PVC Quick 2325
concrete insulation Lay Adhesive
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE:
Structural . \ . . . . Parasolo PVC Smooth or Parasolo PVC KEE
C-13. concrete Min. 1.5-inch Paratherm W hot asphalt (Optional) Min. 0.25-inch DensDeck Prime hot asphalt Smooth / Parasolo 661 Bonding Adhesive -45.0
Structural Min. 1.5-inch, min. 1.0 pcf, Insulfoam Roofing Min. 0.25-inch DensDeck Pr|m.e or DE.XCG” Parasolo PVC Smooth or Parasolo PVC KEE
C-14. Parafast IA FA Glass Mat Roof Board or min. 0.5-inch Parafast IA A . -45.0
concrete EPS Board Paratherm HD Smooth / Parasolo 661 Bonding Adhesive
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TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16A FOR VAPOR BARRIER OPTIONS

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer
System Deck MDP
Attach Attach Roof Cover (Note 15) I
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Structural One or more layer(s), min. 0.5-inch Paratherm Min. 0.5-inch Structodek High Density Parasolo PVC Smooth or Parasolo PVC KEE
S concrete G, Paratherm W or Paratherm G CG Parafast IA Fiberboard Roof Insulation ParfiQRL Smooth / Parasolo 661 Bonding Adhesive 82.5
C-16 Structural One or more layer(s), min. 0.5-inch Paratherm Parafast IA Min. 0.5-inch Paratherm HD or Paratherm Parafast IA Parasolo PVC Smooth or Parasolo PVC KEE 975
: concrete G, Paratherm W or Paratherm G CG HD Plus Smooth / Parasolo 661 Bonding Adhesive '
Structural Min. 2-inch, min. 1.0 pcf, Insulfoam Roofing Min. 0.25-inch DensDeclQ@ensDeck ane Parasolo PVC Smooth or Parasolo PVC KEE
C-17. Parafast IA or DEXcell FA Glass Mat Roof Board or min. | Parafast IA R . -120.0
concrete EPS Board . Smooth / Parasolo 661 Bonding Adhesive
0.5-inch Paratherm HD
(Optional) Min. 0.25-inch DensDeck Prime,
c-18 Structural One or more layer(s), min. 0.5-inch Paratherm Parafast IA DEXcell FA Glass Mat Roof Board or Parafast IA Parasolo PVC Smooth or Parasolo PVC KEE -180.0
’ concrete G, Paratherm W or Paratherm G CG SECUROCK Gypsum-Fiber Roof Board or Smooth / Parasolo 661 Bonding Adhesive ’
min. 0.5-inch Paratherm HD
Min. 0.25-inch DensDeck Prime, DEXcell FA
c-19 Structural One or more layer(s), min. 1.5-inch Paratherm Parafast IA Glass Mat Roof Board or SECUROCK Parafast IA Parasolo PVC Smooth or Parasolo PVC KEE 2325
’ concrete G, Paratherm G CG Gypsum-Fiber Roof Board or min. 0.5-inch Smooth / Parasolo 661 Bonding Adhesive ’
Paratherm HD
Min. 0.25-inch DensDeck Prime, DEXcell FA
Structural One or more layer(s), min. 1.5-inch Paratherm Glass Mat Roof Board or SECUROCK Parasolo PVC Smooth or Parasolo PVC KEE
¢-20. concrete W PaR"t 1A Gypsum-Fiber Roof Board or min. 0.5-inch Parafast IA Smooth / Parasolo 661 Bonding Adhesive -2400
Paratherm HD
Min. 0.25-inch SECUROCK Gypsum-Fiber
C-21. structural Min. 2-inch Paratherm W Parafast IA Roof Board or DEXcell FA Glass Mat Roof Parafast IA Parasolo PVC Smooth or Pare?solo PVC .KEE -247.5
concrete R R Smooth / Parasolo 661 Bonding Adhesive
Board or min. 0.5-inch Paratherm HD
Structural One or more layer(s), min. 1.5-inch Paratherm Parasolo PVC Smooth or Parasolo PVC KEE
C-22. Parafast IA N N/A -292.5
concrete G, Paratherm G CG g one / Smooth / Parasolo 661 Bonding Adhesive
Structural . . Parasolo PVC Smooth or Parasolo PVC KEE
C-23. concrete Min. 1.5-inch Paratherm G Parafast IA None N/A Smooth / Parasolo 661 Bonding Adhesive -397.5
Structural . . Parasolo PVC Smooth or Parasolo PVC KEE
C-24. concrete Min. 1-inch Paratherm G, Paratherm W Parafast IA None N/A Smooth / Parasolo 661 Bonding Adhesive -502.5
Structural . . . Additional optional layers base insulation . Parasolo PVC Smooth or Parasolo PVC KEE
C-25. Min. 0.5-inch Parath G Para-Stick RA Para-Stick RA -232.5
concrete n g oem ara-Stic followed by min. 0.25-inch DensDeck Prime ara-stic Smooth / Parasolo 661 Bonding Adhesive
c-26. Structural Min. 0.5-inch Paratherm G Para-Stick RA .(Opt|or.1al) Additional layers of base Para-Stick RA Parasolo PVC Smooth or Paraysolo PVC .KEE 92325
concrete insulation Smooth / Parasolo 661 Bonding Adhesive
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN HOT ASPHALT:
in. 1.5-i . . B EE FB
c27. Structural . Min. 1.5-inch Paratherm W or Paratherm G hot asphalt Min. 0.25-inch DensDeck hot asphalt Parasolo PVC FB or Parasolo PVC KEE FB / -45.0
concrete (primed) | CG hot asphalt
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NEmoO | etc.e
TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO NOTE 16A FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer
System Deck MDP
Attach Attach Roof Cover (Note 15 -
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Structural One or more layer(s), min. 0.5-inch Paratherm Parasolo PVC FB or Parasolo PVC KEE FB /
C-28. hot halt N N/A -382.5
& concrete (primed) | G, Paratherm G CG, Paratherm W otaspha one / hot asphalt
Structural One or more layer(s), min. 0.5-inchParatherm . . Parasolo PVC FB or Parasolo PVC KEE FB /
C-29. concrete G, Paratherm W or Paratherm G CG Parafast IA Min. 0.25-inch DensDeck Parafast IA hot asphalt -45.0
PARASOLO PVC FB OR PARASOLO PVC KEE FB IN SPATTER APPLICATIONS:
Structural One or more layer(s), min. 0.5-inch Paratherm Min. 0.5-inch Paratherm HD or Paratherm Parasolo PVC FB or Parasolo PVC KEE FB /

-30. ! Parafast IA Parafast IA -90.

¢30 concrete G, Paratherm G CG, Paratherm W aratast HD Plus Qatast Parafast IA (spatter) 20.0

| P loPVCFBorP lo PVC KEE FB

c31, | Structura Min. 2-inch, min. 1.25 pcf Cellofoam EPS Parafast/A | Min. 0.25-inch DensDeck Prime Parafast IA arasolo PVC FB or Parasolo PVC / 1125
concrete Parafast IA (spatter)

c-32. Structural One or more layer(s), min. 0.5-inch Paratherm Parafast 1A None N/A Parasolo PVC FB or Parasolo PVC KEE FB / -180.0
concrete G, Paratherm G CG Parafast IA (spatter)
Structural One or more layer(s), min. 0.5-inch Paratherm Min. 0.25-inch DensDeck Prime or Parasolo PVC FB or Parasolo PVC KEE FB /

C-33. Parafast IA . Parafast IA -180.0
concrete G, Paratherm W or Paratherm G CG aratas SECUROCK Gypsum-Fiber Roof Board aratas Parafast IA (spatter)
Structural Min. 0.25-inch DensDeck Prime or SECUROCK Parasolo PVC FB or Parasolo PVC KEE FB /
-34. Parafast IA N N/A -195.
c3 concrete Gypsum-Fiber Roof Board araiget R / Parafast IA (spatter) 950
C-35. Structural Min. 0.5-inch Paratherm G Para-Stik RA (Optional) Additional layers base insulation Para-Stik RA Parasolo PVC FB or Parasolo PVC KEE FB / -180.0
concrete Parafast IA (spatter)

C-36. Structural Min. 0.5-inch Paratherm G Para-Stik RA Optional addlt'lonal Iay'ers base msulatlo.n Para-Stik RA Parasolo PVC FB or Parasolo PVC KEE FB / -180.0
concrete followed by min. 0.25-inch DensDeck Prime Parafast IA (spatter)

C-37. structural Min. 0.25-inch DensDeck Prime Para-Stik RA None Para-Stik RA Parasolo PVC FB or Parasolo PVC KEE FB / -195.0
concrete Parafast IA (spatter)

TABLE 38: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED BASE AnD CAP PLY
REFER TO NOTE 16A FOR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck o e MDP
No. (Note 1) ac ac (psf)
Type (Notes 6,7,8) Type (Notes 6,7,8) B DA
CoLD-APPLIED BASE PLY:
Structural . . Parafast IA or . . . Parafast IA or Paradiene 20 or Irex 40 / Parasolo PVC KEE FB /

-38. . 1.5- .0.25- DensD -232.
c-38 concrete MigglS inciiarathermge Para-Stik RA Min. 0.25-inch DensDeck Prime Para-Stik RA SFT Adhesive Parafast IA (spatter) 325
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TABLE 3c: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeArR-OFF) oR RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

NEmoO | etc.-

System Deck Insulation Layer Attachment MDP
Roof Cover (Note 15B)
No. (Note 1) (Note 3, Note 13) Fastener (Note 11) Density (psf)
Min. 2,500 psi One or more layers 1 per 5.3 ft? (6 parts per 4 x 8 ft board) z??asrc:soollp;/;:\/sgqlgggh
C-39. structural - Vers, Parafast HD with Parafast RB PVC XHD Plate or Parafast Tread Safe Plate REM% P P ) . -45.0*
any combination (Note 17) Smooth induction
concrete
welded
Min. 2,500 psi One or more layers Z??::::;;’E\/Sg“;:;h
C-40. structural s Vers, Parafast HD with Parafast RB PVC XHD Plate or Parafast Tread Safe Plate 24 x 48 inch grid K X -45.0
any combination Smooth induction
concrete
welded
Min. 2,500 psi One or more layers Z?f:r(::or:g\fénlgsgh
C-41. structural o Vers, Parafast HD with Parafast RB PVC XHD Plate or Parafast Tread Safe Plate 24 x 24 inch grid K . -60.0
any combination Smooth induction
concrete
welded
Min. 2,500 psi One or more layers Z?f:r(::or:g\fénlgsgh
C-42. structural s Vers, Parafast HD with Parafast RB PVC XHD Plate or Parafast Tread Safe Plate 16 x 24 inch grid K X -82.5
any combination Smooth induction
concrete welded

TABLE 3p: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System . Roof Cover (Note 15) MDP
Roof Deck Primer
No. Base Ply Cap Ply (psf)
C-43. Min. 3,000 psi structural concrete ASTM D41 None Parasolo PVC FB or Parasolo PVC KEE FB / hot asphalt -390.0
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NEmoO | etc.e

TABLE 4A: LIGHTWEIGHT CONCRETE OVER STEEL OR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE E-2: LWC TO DECK, NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER
REFER TO NOTE 16B FOR STRUCTURAL CONCRETE VAPOR BARRIER OPTIONS

System Deck Lightweight Concrete Base Sheet Roof Cover (Note 15) MDP
No. (Note 1) (Note 14) Type Fastener (Note 11) | Attach Base Ply | Cap Ply (psf)
SIPLAST INSULCEL (NOA 23-1219.03):
10-inch o.c. in the 3-inch | Optional
Min. 22 ga., type BV, Grade 50 Min. 260 psi, min. 2-inch andlr;lco-izcch Igz :t tf::ece (2?5 f’a?al?iZ?\ez 20 0r Parasolo PVC FB or
LWC-1. steel; 6 ft spans or min. 2,500 psi | thick Insulcel Lightweight Parabase Plus Zono-tite Fastener n . Parasolo PVC KEE FB / -45.0
. equally spaced, staggered rows | Irex 40/ SFT .
structural concrete Insulating Concrete X ) . Parafast Adhesive T
in the field of the sheet Adhesive

TABLE 48: LIGHTWEIGHT CONCRETE OVER STEEL DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

Lightweight Concrete (Note 14) Roof Cover (Note 15)
B Deck (Note 1) Min. C i poe
No. in. Compressive . I of
Type Strength (psi) Min. Thick (in) Type Attach
CELCORE (FL2037):

Deck treatment: Celcore S-1 Deck Preparation Slurry

LWC: Celcore MF Cellular Concrete with Celcore HS Rheology
Modifying Admixture

Surface treatment: Celcore PVA Curing Compound

Min. 22 ga., Type BV,
LWC-2. Grade 40 steel at max. 6
ft spans

310 2 Parasolo PVC FB Parafast IA (spatter) -82.5

CONCRECEL (FL5584 AND FL10500):

Min. 22 ga., type BV, Parasolo PVC FB or

LWC-3. Grade 33 steel at max. 6 | Concrecel Concrete 290 2 Parasolo PVC KEE FB Parafast IA (spatter) -52.5

ft spans
ELASTIZELL (FL4994):
Min. 22 ga., type BV,
) . ; ) Parasolo PVC FB or
LWC-4. Grade 33 steel at max. 6 | Elastizell Range Il Lightweight Insulating Concrete 290 2 Parasolo PVC KEE FB Parafast IA (spatter) -52.5
ft spans
Min. 22 ga., type BV,
. . . . Parasolo PVC FB or
LWC-5. ftr:saenz‘S steel at max. 6 | Elastizell Range Il Lightweight Insulating Concrete 160 3 Parasolo PVC KEE FB Parafast IA (spatter) -60.0

SIPLAST INSULCEL (NOA 23-1219.03):

Min. 22 ga., type B, Parasolo PVC FB or
LWC-6. Grade 80 steel; 6 ft Insulcel-PB Cellular Lightweight Insulating Concrete 330 2 Parasolo PVC KEE FB Parafast IA (spatter) -67.5

spans
MEARLCRETE (FL13492):
Min. 22 ga., type BV,
Parasolo PVC FB or
LWC-7. Grade 33 steel at max. 6 | Mearlcrete 300 2 Parasolo PVC KEE FB Parafast IA (spatter) -52.5
ft spans
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TABLE 4B: LIGHTWEIGHT CONCRETE OVER STEEL DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

NEmoO | etc.e

Lightweight Concrete (Note 14) Roof Cover (Note 15)
System Deck (Note 1) Min. C i MoP
No. in. Compressive . A /T sf
Type strength (psi) Min. Thick (in) Type Attach (psf)
PRE-EXISTENT CELLULAR LWC (Note 14A):
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH APPLICATIONS:
Pre-existent, min. 2-inch thick cellular lightweight concrete |
Min. 22 ga., type BV, Withdrawal: Parasolo PVC ngjﬁofds;esive
LWC-8. Grade 50 steel; 6 ft Zono-tite Base Sheet Fastener: 76 Ibf 200 Smooth or Parasolo or PVC %luick Spray -90.0
spans OMG OlyLok Locking Impact Nail (1.4): 85 Ibf PVC KEE Smooth Adhesive
OMG OlyLok Locking Impact Nail (1.8): 92 Ibf
Pre-existent, min. 2-inch thick cellular lightweight concrete
Min. 22 ga., type BV, Withdrawal: .
LWC-9. Grade 50 steel; 6 ft Zono-tite Base Sheet Fastener: 76 Ibf 200 :i:g;‘:r PVC E;ra:ch;:I\jg Quick -90.0
spans OMG OlyLok Locking Impact Nail (1.4): 85 Ibf v
OMG OlyLok Locking Impact Nail (1.8): 92 Ibf
PARASOLO PVC FB OR PARASOLO PVC KEE FB APPLICATIONS:
Min. 22 ga., type BV, . P . . .
Pre-existent, min 2-inch thick cellular lightweight concrete Parasolo PVC FB or
LWC-10. Grade 33 steel at max. 6 180 Parafast IA (spatter -52.5
ft spans Withdrawal: Zono-tite Base Sheet Fastener: 97 Ibf Parasolo PVC KEE FB (sp )
Pre-existent, min. 2-inch thick cellular lightweight concrete)
Min. 22 ga., type BV, Withdrawal: Parasolo PVC FB or
LWC-11. Grade 50 steel; 6 ft Zono-tite Base Sheet Fastener: 76 Ibf 200 Parasolo PVC KEE FB Parafast IA (spatter) -90.0
spans OMG OlyLok Locking Impact Nail (1.4): 85 Ibf
OMG OlyLok Locking Impact Nail (1.8): 92 Ibf

TABLE 4c: LIGHTWEIGHT CONCRETE OVER STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER
REFER TO NOTE 168 FOR STRUCTURAL CONCRETE VAPOR BARRIER OPTIONS

Lightweight Concrete (Note 14) Roof Cover (Note 15)
System Deck (Note Min. C - MDP
No. 1) T in. Compressive Min. Thick (i T Attach Sf
ype Strength (psi) in. Thick (in) ype ac (psf)
CELCORE (FL2037):
Structural Parasolo PVC FB or
LWC-12. concrete Celcore Cellular Concrete 200 2 Parasolo PVC KEE FB Parafast IA (spatter) -300.0
CONCRECEL (FL5584 AND FL10500):
Structural Parasolo PVC FB or
LWC-13. concrete Concrecel Concrete 200 2 Parasolo PVC KEE FB Parafast IA (spatter) -225.0
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TABLE 4c: LIGHTWEIGHT CONCRETE OVER STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER
REFER TO NOTE 168 FOR STRUCTURAL CONCRETE VAPOR BARRIER OPTIONS

Lightweight Concrete (Note 14) Roof Cover (Note 15)
System Deck (Note Min. Compressive MDP
No. 1) T - v Min. Thick (i T Attach sf
ype strength (psi) in. Thick (in) ype ttac (psf)
ELASTIZELL (FL4994)::
Structural . . . . Parasolo PVC FB or
LWC-14. concrete Elastizell Range Il Lightweight Insulating Concrete 220 2 Parasolo PVC KEE FB Parafast IA (spatter) -200.0
SIPLAST INSULCEL (NOA 23-1219.03):
Structural . . . Parasolo PVC FB or
LWC-15. concrete Insulcel-PB Cellular Lightweight Insulating Concrete 200 2 Parasolo PVC KEE FB Parafast IA (spatter) -270.0
Structural . . . Parasolo PVC FB or
LWC-16. concrete Insulcel-PB Cellular Lightweight Insulating Concrete 330 2 Parasolo PVC KEE FB Parafast IA (spatter) -302.5
MEARLCRETE (FL13492):
Structural Parasolo PVC FB or
LWC-17. concrete Mearlcrete 290 2 Parasolo PVC KEE FB Parafast IA (spatter) -205.0
PRE-EXISTENT CELLULAR LWC (Note 14A):
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH APPLICATIONS:
Pre-existent, min. 2-inch thick cellular lightweight concrete
Structural | Vithdrawal: Parasolo PVC Smooth Parasolo 661
ructura arasolo mooth or arasolo
LWC-18. -ti : 2 2 R . -190.
we-18 concrete Zono-tite Base Sh'_eEt Fastener ?6 Ibf 00 Parasolo PVC KEE Smooth Bonding Adhesive 900
OMG OlyLok Locking Impact Nail (1.4): 85 Ibf
OMG OlyLok Locking Impact Nail (1.7): 92 Ibf
Pre-existent, min. 2-inch thick cellular lightweight concrete
Structural Withdrawal: P lo PVC Quick
LWC-19. ructura Zono-tite Base Sheet Fastener: 76 Ibf 200 2 Parasolo PVC Smooth araso’o . uie -190.0
concrete ) X Lay Adhesive
OMG OlyLok Locking Impact Nail (1.4): 85 Ibf
OMG OlyLok Locking Impact Nail (1.7): 92 Ibf
PARASOLO PVC FB OR PARASOLO PVC KEE FB APPLICATIONS:
Structural Pre-existent, min 2-inch thick cellular lightweight concrete Parasolo PVC FB or
LWC-20. 180 2 Parafast IA (spatter’ -102.5
concrete Withdrawal: Zono-tite Base Sheet Fastener: 97 Ibf Parasolo PVC KEE FB (sp )
Pre-existent, min. 2-inch thick cellular lightweight concrete)
Structural Withdrawgg P lo PVC FB
LWC-21. ructura Zono-tite Base Sheet Fastener: 76 Ibf 200 2 arasolo or Parafast IA (spatter) | -190.0
concrete . X Parasolo PVC KEE FB
OMG OlyLok Locking Impact Nail (1.4): 85 Ibf
OMG OlyLok Locking Impact Nail (1.7): 92 Ibf
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TABLE 5A: CEMENTITIOUS WOOD FIBER DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck MDP
Attach Attach Roof Cover (Note 15)
No. (Note 1, Note 12) Type Type psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
(Optional) Additional layers base insulation, flat or tapered,
Existing min. 2-inch Tectum | Min. 1-inch Paratherm G or min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Parasolo PVC Smooth / Parasolo PVC
CWF-1. Plank or Tectum LS Plank Paratherm W Parafast IA Roof Board or min. 0.5-inch Paratherm HD or Paratherm HD Rl '~ Quick Lay Adhesive -45.0
Plus
Parafast IA,
New or existing (reroof) Min Min. 2-inch Paratherm G or 6-inch o.c. Parafast IA Parasolo PVC Smooth / Parasolo PVC
2. - . . - k— . g . . . 7] ) ) _ X
S 2-inch Tectum | Plank Paratherm G CG :t:,iodza:f (Optional) Additional layerS@liggge in=tggion 6-inch o.c. Quick Lay Adhesive 900
insulation
Parafast IA,
. . 6-inch o.c. . ) ) .
CWE-3 New or existing (reroof) Min. Min. 2-inch Paratherm G, tolzgck(? ¢ Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Parafast IA, | Parasolo PVC Smooth / Parasolo PVC 1275
* | 2-inch Tectum I Plank Paratherm G CG or side of Roof Board or min. 2-inch Paratherm G CG 6-inch o.c. Quick Lay Adhesive ’
insulation
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
. . . . . (Optional) Additional layers base insulation, flat or tapered, Parasolo PVC Smooth or Parasolo
E .2-inch T Min. 1-inch Parath
CWF-4. Pr;tllnfrr‘lr']g::turrllnfs Plzitlfm Pe::athelrr]r:w Warat ermG, Parafast IA min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Parafast IA PVC KEE Smooth / Parasolo 661 -45.0
Roof Board or min. 0.5-inch Paratherm HD, Paratherm HD Plus Bonding Adhesive
Parafast IA,
- : . . 6-inch o.c. Parasolo PVC Smooth or Parasolo
CWEF-5. Ne.w or existing (reroof) Min. Min. 2-inch Paratherm G or to back- (Optional) Additional layers of base insulation Pa.rafast 1A, PVC KEE Smooth / Parasolo 661 -82.5
2-inch Tectum | Plank Paratherm G CG X 6-inch o.c. . K
side of Bonding Adhesive
insulation
Parafast IA,
6-inch o.c. P lo PV horP |
New or existing (reroof) Min. Min. 2-inch Paratherm G, - 0c Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Parafast IA, arasolo PVC Smooth or Parasolo
CWEF-6. ) to back- . X . PVC KEE Smooth / Parasolo 661 -127.5
2-inch Tectum | Plank Paratherm G CG or X Roof Board or min. 2-inch Paratherm G CG 6-inch o.c. . K
side of Bonding Adhesive
insulation

TABLE 58: CEMENTITOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System No. Deck (Note 1) Primer Roof Cover (Note 15) MDP (psf)
CWF-7. Min. 2-inch Tectum Plank None Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (spatter) -502.5
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TABLE 6A: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
(RerFerR TO NOTE 16C FOR VAPOR BARRIER OPTIONS)

Syst Base Insulation Layer Top Insulation Layer -
y;oem Deck (Note 1 & 12) o Attach o Attach Roof Cover (Note 15) o
’ e (Notes 6,7,8) e (Notes 6,7,8)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
. Min. 2-inch, min. 1.0 pcf, Insulfoam Min. 0.25-inch DensDeck Prime Parasolo PVC Smooth / Parasolo PVC Quick Lay
G Existing gypsum deck Roofing EPS Board Parafast IA or min. 0.5-inch Paratherm HD Parafaaiy Adhesive -1200
(Optional) One or more layer(s), min. 0.5- . . . .
G-2. Existing gypsum deck inch Paratherm G, Paratherm W or Parafast IA Mln..0.25 |n.ch DensDegK Prime Parafast IA Paraso.lo PVC Smooth / Parasolo PVC Quick Lay -130.0
or min. 0.5-inch Paratherm HD Adhesive
Paratherm G CG
(Optional) One or more layer(s), min. 0.5- . . .
G-3. Existing gypsum deck inch Paratherm G, Paratherm W or Parafast IA Min. 0.25 _|nch SECUR Parafast IA Parasqlo PVC Smooth / Parasolo PVC Quick Lay -135.0
Gypsum-Fiber Roof Board Adhesive
Paratherm G CG
L One or more layer(s), min. 1-inch Parasolo PVC Smooth / Parasolo PVC Quick Lay
G-4. Existing gypsum deck Paratherm G or Paratherm W Parafast IA None N/A Adhesive -210.0
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
- Min. 2-inch, min. 1.0 pcf, Insulfoam Min. 0.25-inch DensDeck Prime Parasolo PVC Smooth or Parasolo PVC KEE Smooth
G->. Existing gypsum deck Roofing EPS Board Parafast IA or min. 0.5-inch Paratherm HD Parafast IA / Parasolo 661 Bonding Adhesive 120.0
(Optional) One or more layer(s), min. 0.5- MigD- 25 hglgensDeck Prime
G-6. Existing gypsum deck inch Paratherm G, Paratherm W or Parafast IA or DEge!! F.A Glas_.c, Mat Roof Parafast IA Parasolo PVC Smooth or Paras'olo PVC KEE Smooth -130.0
Board or min. 0.5-inch / Parasolo 661 Bonding Adhesive
Paratherm G CG
Paratherm HD
Min. 0.25-inch SECUROCK
(Optional) One or more layer(s), min. 0.5- Gypsum-Fiber Roof Board or
G-7. Existing gypsum deck inch Paratherm G, Paratherm W or Parafast IA DEXcell FA Glass Mat Roof Parafast IA Parasolo PVC Smoot.h or Paras.olo PVC KEE Smooth -135.0
. . / Parasolo 661 Bonding Adhesive
Paratherm G CG Board or min. 0.5-inch
Paratherm HD
One or more layer(s), min. 1-inch Parasolo PVC Smooth or Parasolo PVC KEE Smooth
G-8. Existing gypsum deck Paratherm G, Paratherm G CG or Parafast IA None N/A . R -210.0
/ Parasolo 661 Bonding Adhesive
Paratherm W
TABLE 68: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER
Base Insulation Layer Top Insulation Layer
System 20 Attach Attach Roof Cover (Note 15) MDP
ttac acl
No. Note 1 ( sf
(Note 1) Type Fasten (Note 11) Note 17 Type Notes 6.7.8 (psf)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
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TABLE 68: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Syst Deck Base Insulation Layer Top Insulation Layer A
ystem ec
Attach Attach Roof Cover (Note 15)
No. Note 1 sf;
(Note 1) Type Fasten (Note 11) Note 17 Type Notes 67,8 (psf)
_— ) . OMG Polymer Gyptec Fastener with
Exist Min. 1.5-inch Parath 1 P loPVCS th / P |
G-9 XISSLnri deck G Ic?r Paraltr:1cerma(r3aCGerm OMG 3 in. Polymer Gyptec Insulation ) g?trz Min. 0.5-inch Paratherm G Parafast IA P?/?SQOuiock la ,Tdor;siv/e arasolo _45.0*
Eyp Plate (Min. 2-inch embedment) ' v
- . . OMG Polymer Gyptec Fastener with
G-10. Ems:Lnng] deck xlgéfi;lt?]cetr:aéaégerm G OMG 3 in. Polymer Gyptec Insulation 219‘)?:2 Min. 0.5-inch Paratherm G Parafast IA g\a/?gﬂ(i)ci\(g SrAndc:]oetsr;v/eParasolo -45.0*
Eyp Plate (Min. 2-inch embedment) ' Y
. Optional min. 0.5-inch Paratherm G or
MG Pol F h . .
611 Existing Min. 1.5-inch Paratherm gMg 3ci>nyr;§|r iys:gc i:::el:jgl\gtliton 1 per Paratherm G CG followed by min. 0.25-inch Parafast IA Parasolo PVC Smooth / Parasolo -45.0%
" | gypsumdeck | G or Paratherm G CG Plate (M z_i‘r’]ch em‘;‘; dment) 2.0ft2 | DensDeck Prime or SECUROCK Gypsum-Fiber PVC Quick Lay Adhesive :
’ Roof Board or min. 0.5-inch Paratherm HD
. Optional min. 0.5-inch Paratherm G or
612 Existing Min. 2-inch Paratherm G gmg :?Lyrszlr ?ny;tgc F:zﬁ:i;:tlitgn 1 per Paratherm G CG followed by min. 0.25-inch Parafast IA Parasolo PVC Smooth / Parasolo 45.0*
" | gypsum deck or Paratherm G CG Plate (Mir.w 2—i\r/1ch emﬁedment) 2.9 ft? DensDeck Prime or SECUROCK Gypsum-Fiber PVC Quick Lay Adhesive ’
’ Roof Board or min. 0.5-inch Paratherm HD
MG Pol F ith Min. 0.25-inch DensDeck Pri
Existing Min. 2-inch Paratherm G OMG c.>ymer Gyptec Fastener Wl.t 1 per - kil .ec rime or . Parasolo PVC Smooth / Parasolo «
G-13. sum deck or Paratherm G CG OMG 3 in. Polymer Gyptec Insulation 3260 SECUROCK Gypsum-Fiber Roof Board or min. | Parafast IA PVC Quick Lay Adhesive -45.0
Eyp Plate (Min. 2-inch embedment) ’ 0.5-inch Paratherm HD v
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
Existing Min. 1.5-inch Paratherm OMG P(?Iymer Gyptec Fastener WIFh 1 per Min. 0.5-inch Paratherm G or Paratherm G Parasolo PVC Smooth or
G-14. sum deck G or Paratherm G CG OMG 3 in. Polymer Gyptec Insulation 2.0 ft2 G Parafast IA Parasolo PVC KEE Smooth / -45.0*
gyp Plate (Min. 2-inch embedment) ’ Parasolo 661 Bonding Adhesive
MG Pol ith P lo PV h
Existing Min. 2-inch Paratherm G OMG c.>ymer Gyptec Fastener WI.t 1 per Min. 0.5-inch Paratherm G or Paratherm G arasolo PVC Smooth or «
G-15. curm deck or Paratherm G CG OMG 3 in. Polymer Gyptec Insulation 29 G Parafast IA Parasolo PVC KEE Smooth / -45.0
Eyp Plate (Min. 2-inch embedment) ' Parasolo 661 Bonding Adhesive
Optional min. 0.5-inch Paratherm G or
Existin Min. 1.5-inch Paratherm OMG Polymer Gyptec Fastener with 1 per Paratherm G CG followed by min. 0.25-inch Parasolo PVC Smooth or
G-16. Sungq deck G Or’ Pz;lratherm GCG OMG 3 in. Polymer Gyptec Insulation ) gftz DensDeck Prime, SECUROCK Gypsum-Fiber Parafast IA Parasolo PVC KEE Smooth / -45.0*
EYp Plate (Min. 2-inch embedment) ' Roof Board or DEXcell FA Glass Mat Roof Parasolo 661 Bonding Adhesive
Board or min. 0.5-inch Paratherm HD
Optional min. 0.5-inch Paratherm G or
Existin Min. 2-inch Paratherm G OMG Polymer Gyptec Fastener with 1 per Paratherm G CG followed by min. 0.25-inch Parasolo PVC Smooth or
-17. in. Polymer Gyptec Insulation ensDeck Prime, ypsum-Fiber arafast arasolo moot| -45,
G-17 sung1 deck or P;aratherm GCG OMG 3 in. Pol G | lati ) gpftl DensDeck Pri SECUROCK G Fib Parafast IA P lo PVCKEE S h/ 45.0*
gyp Plate (Min. 2-inch embedment) ' Roof Board or DEXcell FA Glass Mat Roof Parasolo 661 Bonding Adhesive
Board or min. 0.5-inch Paratherm HD
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TABLE 68: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer
System Deck Attach Attach Roof Cover (Note 15) MDP
ttac ac
No. Note 1 T F Note 11 T sf;
(Note 1) ype asten (Note 11) Note 17 ype Notes 67,8 (psf)
. ) ! OMG Polymer Gyptec Fastener with Min. 0.25—.|nch DensDeck Prggpe, SQEUROCK Parasolo PVC Smooth or
Existing Min. 2-inch Paratherm G . . 1 per Gypsum-Fiber Roof Board or DEXcell FA «
G-18. OMG 3 in. Polymer Gyptec Insulation ) . . Parafast IA Parasolo PVC KEE Smooth / -45.0
gypsum deck or Paratherm G CG ) K 3.2 ft Glass Mat Roof Board or min. 0.5-inch R .
Plate (Min. 2-inch embedment) paratherm HD Parasolo 661 Bonding Adhesive

TABLE 6¢c: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
vNo N N rt‘ : N' tn13)y = . Attach Roof Cover (Note 15) (osf)
. ote Note 5, Note
(Note 1) ype asteners (Note 11) o (psf)
PARASOLO PVC SMOOTH / PARASOLO PVC QUICK LAY ADHESIVE APPLICATIONS:
P lo PV h
Existing gypsum (Optional) One or more Min. 1.5-inch Paratherm G, OMG Polymer Gyptec Fastener with OMG 3 in. Polymer 1 per 2.0 arasolo PVC Sm.OOt /
G-19. L . . \ Parasolo PVC Quick Lay -45.0*
deck layers, any combination Paratherm G CG Gyptec Insulation Plate (Min. 2-inch embedment) ft2 Adhesive
Existing gypsum (Optional) One or more Min. 2-inch Paratherm G, OMG Polymer Gyptec Fastener with OMG 3 in. Polymer 1per4.0 Parasolo PVC Sm.ooth/ «
G-20. - ) S ) Parasolo PVC Quick Lay -45.0
deck layers, any combination Paratherm G CG Gyptec Insulation Plate (Min. 2-inch embedment) ft Adhesive
Existing gypsum (Optional) One or more Min. 2-inch Paratherm G, OMG OlyLok Locking Impact Nail (minimum withdrawal 1per1.3 Parasolo PVC Sm.OOth /
G-21. L . ) Parasolo PVC Quick Lay -52.5
deck layers, any combination Paratherm G CG resistance at slated embedment > 140 Ibf) ft Adhesive
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
Parasolo PVC Smooth or
G-22 Existing gypsum (Optional) One or more Min. 1.5-inch Paratherm G, OMG Polymer Gyptec Fastener with OMG 3 in. Polymer 1per2.0 Parasolo PVC KEE Smooth / -45.0%
" | deck layers, any combination Paratherm G CG Gyptec Insulation Plate (Min. 2-inch embedment) ft2 Parasolo 661 Bonding '
Adhesive
Parasolo PVC Smooth or
6-23 Existing gypsum (Optional) One or more Min. 2-inch Paratherm G, OMG Polymer Gyptec Fastener with OMG 3 in. Polymer 1 per 4.0 Parasolo PVC KEE Smooth / -45.0*
* | deck layers, any combination Paratherm G CG Gyptec Insulation Plate (Min. 2-inch embedment) ft2 Parasolo 661 Bonding '
Adhesive
Parasolo PVC Smooth or
G-24 Existing gypsum (Optional) One or more Min. 2-inch Paratherm G, OMG OlyLok Locking Impact Nail (minimum withdrawal 1per1.3 Parasolo PVC KEE Smooth / 525
" | deck layers, any combination Paratherm G CG resistance at slated embedment > 140 Ibf) ft2 Parasolo 661 Bonding '
Adhesive
PARASOLO PVC FB OR PARASOLO PVC KEE FB APPLICATIONS:
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TABLE 6¢c: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
Attach Roof Cover (Note 15)
No. (Note 1) Note 3, Note 13 (psf)
Ha (Note ote 13) Type Fasteners (Note 11) (Note 17)
e . . . . . Parasolo PVC FB or Parasolo
Existing gypsum (Optional) One or more Min. 1.5-inch Paratherm G, OMG Polymer Gyptec Fastener with OMG 3 in. Polymer 1per 2.0
G-25. S ) . . PVC KEE FB / Parafast IA -45.0*
deck layers, any combination Paratherm G CG Gyptec Insulation Plate (Min. 2-inch embedment) ft2 (spatter)
OMG Polymer Gyptec Fastener with OMG 3 in. Polymer
G-26 Existing gypsum (Optional) One or more Min. 2-inch Paratherm G, Gyptec Insulation Plate (Min. 2-inch embedment); 8 parts per 1 per 4.0 Es‘gfg::;f::r;a:fiso'o -45.0*
" | deck layers, any combination Paratherm G CG min. 4 x 8 ft board with parts installed 24-inch o.c. in two ft? (spatter) '
parallel rows, 12 inches from the 8 ft edges of the board P
Existin sum (Optional) One or more OMG OlyLok Locking Impact Nail (minimum withdrawal 1perl.3 Parasolo PVC FB or Parasolo
G-27. EEyp P rmo Min. 2-inch Paratherm G 2P e Per =2 | PVCKEE FB / Parafast IA 525
deck layers, any combination resistance at slated embedment > 140 Ibf) ft2 (spatter)
TABLE 6p: GYPSUM DECKS - REROOF (TEAR-OFF)
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER
System No. Deck (Note 1, Note 12) Roof Cover (Note 15) MDP (psf)
G-28. Existing poured gypsum Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (spatter) -280.0
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TABLE 7A: RECOVER APPLICATIONS

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the substrate
(See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate MDP
Attach Attach Roof Cover (Note 15) o=y
No. (Note 1, Note 12) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO PVC SMOOTH / PARASOLO PVC QuICK LAY ADHESIVE APPLICATIONS:
L . Min. 1.5-inch Paratherm (Optional) Min. 0.25-inch DensDeck Parasolo PVC Smooth / Parasolo
R-1. Existing asphalt BUR or mineral surface cap sheet W hot asphalt Prime hot asphalt PVC Quick Lay Adhesive -45.0
Existing smooth- or granulfejsurfa.‘ced BUR; smooth- or Min. 1.5-inch, min. .1'0 Min. 0.25-inch DensDeck Prime or Parasolo PVC Smooth / Parasolo
R-2. granule-surfaced SBS modified bitumen or granule-surfaced pcf, Insulfoam Roofing Parafast IA - i Parafast IA X . -45.0
o R min. 0.5-inch Paratherm HD PVC Quick Lay Adhesive
APP modified bitumen EPS
L (Optional) One or more
E h- le-surf BUR; h-
Xisting smooth- or granu fe.sur a.\ced UR; smooth- or layer(s), min. 0.5-inch Min. 0.5-inch Paratherm HD or Parasolo PVC Smooth / Parasolo
R-3. granule-surfaced SBS modified bitumen or granule-surfaced Parafast IA Parafast IA . . -97.5
- R Paratherm G, Paratherm Paratherm HD Plus PVC Quick Lay Adhesive
APP modified bitumen
W or Paratherm G CG
. . . [ Min. 0.25-inch DensDeck Prime or
Existing smooth- or granulfejsurfa.‘ced BUR; smooth- or (thlonal) Min. 2-inch, SECUROCK Gypsum-Fiber Roof Parasolo PVC Smooth / Parasolo
R-4. granule-surfaced SBS modified bitumen or granule-surfaced min. 1.0 pcf, Insulfoam Parafast IA . . Parafast IA ) . -120.0
. . ) Board or min. 0.5-inch Paratherm PVC Quick Lay Adhesive
APP modified bitumen Roofing EPS HD
L One or more layer(s),
RS, Existing gravel-surfaced BUR, brushed/spudded and vacuumed min. 1.5-inch Paratharm Parafast IA None N/A Parasol9 PVC Smooth / Parasolo 1100
to remove loose gravel G PVC Quick Lay Adhesive
. One or more layer(s),
E I-surf BUR h , ] Parafast IA, P lo PV h/P |
R-6. xisting gravel-surfaced BUR, brushed/spudded and vacuumed min. 1.5-inch Paratherm a.ra ast None N/A arasog C Smoot . / Parasolo 1575
to remove loose gravel G 6-inch o.c. PVC Quick Lay Adhesive
L One or more layer(s),
Existing smooth- or granule-surfaced BUR; smooth- or . 3 Parasolo PVC Smooth / Parasolo
-7. - . . 0.5-inch Parath Parafast IA N N/A . . -180.
R7 granule-surfaced SBS or APP modified bitumen Zm Qg nerm aratast one / PVC Quick Lay Adhesive 80.0
(Optional) One or more Min. 0.25-inch DensDeck Prime or
isti - - ; - | in. 0.5-inch ECUROCK -Fi Roof
RS, Existing smooth- or granule: surfa;e‘d BU.R, smooth- or ayer(s), min. 0.5-inc Parafast IA SECUROC Qypsum iber Roo Parafast IA Parasol(l) PVC Smooth / Parasolo 1800
granule-surfaced SBS or APP modified bitumen Paratherm G, Paratherm Board or min. 0.5-inch Paratherm PVC Quick Lay Adhesive
W or Paratherm G CG HD
Existing gravel-surfaced BUR, brushed/spudded and Or.'ne or mpre laver(s), Parafast IA, Parasolo PVC Smooth / Parasolo
R-9. min. 1.5-inch Paratherm . None N/A K . -200.0
vacuumed to remove loose gravel G 4-inch o.c. PVC Quick Lay Adhesive
. One or more layer(s),
Existing smooth- or granule-surfaced BUR; smooth- or A R Parasolo PVC Smooth / Parasolo
-10. o A .1.5- - . -225.
R-10 granule-surfaced SBS or APP modified bitumen gnn >-inch Paratherm Parafast IA None N/A PVC Quick Lay Adhesive >0
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TABLE 7A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the substrate
(See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate MDP
Attach Attach Roof Cover (Note 15) YA
No. (Note 1, Note 12) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
(Optional) One or more Min. 0.25-inch DensDeck Prime or
Existing smooth- or granule-surfaced BUR; smooth- or layer(s), min. 1.5-inch SECUROCK Gypsum-Fiber Roof Parasolo PVC Smooth / Parasolo
R-11. granule-surfaced SBS or APP modified bitumen Paratherm G, Paratherm Parafast IA Board or min. 0.5-inch Paratherm Parafast IA PVC Quick Lay Adhesive 2250
W or Paratherm G CG HD
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH / PARASOLO 661 BONDING ADHESIVE APPLICATIONS:
Parasolo PVC Smooth or
Min. 1.5-inch P h i 1) Min. 0.25-inch DensDeck
R-12. Existing asphalt BUR or mineral surface cap sheet In. 1.5-inch Paratherm hot asphalt (O.ptlona Y- 0-25-inch Densbec hot asphalt Parasolo PVC KEE Smooth / -45.0
w Prime . .
Parasolo 661 Bonding Adhesive
Existing smooth- or granule-surfaced BUR; smooth- or Min. 1.5-inch, min. 1.0 Min. 0.25-inch DensDeck Prime or Parasolo PVC Smooth or
R-13. | granule-surfaced SBS modified bitumen or granule-surfaced pcf, Insulfoam Roofing Parafast IA DEXcell FA Glass Mat Roof Board or Parafast IA Parasolo PVC KEE Smooth / -45.0
APP modified bitumen EPS min. 0.5-inch Paratherm HD Parasolo 661 Bonding Adhesive
- | ) . . .
Existing smooth- or granule-surfaced BUR; smooth- or z:f %r?-iﬁ;i ::re;'i;)erm Min. 0.5-inch Structodek High Parasolo PVC Smooth or
R-14. | granule-surfaced SBS modified bitumen or granule-surfaced U Parafast IA Density Fiberboard Roof Insulation Parafast IA Parasolo PVC KEE Smooth / -82.5
. R G, Paratherm W or R X . )
APP modified bitumen or min. 0.5-inch Paratherm HD Parasolo 661 Bonding Adhesive
Paratherm G CG
L (Optional) One or more
Existing smooth- or granule-surfaced BUR; smooth- or X . . . Parasolo PVC Smooth or
. . layer(s), min. 0.5-inch Min. 0.5-inch Paratherm HD or
R-15. | granule-surfaced SBS modified bitumen or granule-surfaced Parafast IA Parafast IA Parasolo PVC KEE Smooth / -97.5
. R Paratherm G, Paratherm Paratherm HD Plus . .
APP modified bitumen Parasolo 661 Bonding Adhesive
W or Paratherm G CG
L One or more layer(s), . . Parasolo PVC Smooth or
R-16. Existing gravel-surfaced BUR, brushed/spudded and vacuumed min. 1.5-inch Paratharm Parafast IA .(Optlor.mal) Additional layer of base Parafast IA Parasolo PVC KEE Smooth / 1100
to remove loose gravel insulation . .
G Parasolo 661 Bonding Adhesive
Min. 0.25-inch DensDeck Prime,
Existing smooth- or granule-surfaced BUR; smooth- or (Optional) Min. 2-inch, DEXcell FA Glass Mat Roof Board or Parasolo PVC Smooth or
R-17. | granule-surfaced SBS modified bitumen or granule-surfaced min. 1.0 pcf, Insulfoam Parafast IA SECUROCK Gypsum-Fiber Roof Parafast IA Parasolo PVC KEE Smooth / -120.0
APP modified bitumen Roofing EPS Board or min. 0.5-inch Paratherm Parasolo 661 Bonding Adhesive
HD
. . . . . Parasolo PVC Smooth or
R-18. f::;:isz\;?;ur::s:;j BUR, brushed/spudded and vacuumed GMm. 1.5-inch Paratherm Zi;acfssg ICA, i(r?;tlzri\;l]) Additional layer of base Zi;acfssg ICA, Parasolo PVC KEE Smooth / 1575
g e - Parasolo 661 Bonding Adhesive
One or more layer(s),
. . R Parasolo PVC Smooth or
R-19. Existing smooth- or granule-surfang BL!R, smooth- or min. 0.5-inch Paratherm Parafast IA None N/A Parasolo PVC KEE Smooth / -180.0
granule-surfaced SBS or APP modified bitumen G, Paratherm W or . .
Parasolo 661 Bonding Adhesive
Paratherm G CG
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TABLE 7A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the substrate
(See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer
System Substrate MDP
Attach Attach Roof Cover (Note 15) o=y
No. (Note 1, Note 12) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
(Optional) One or more Min. 0.25-inch DensDeck Prime,
Existing smooth- or granule-surfaced BUR; smooth- or la F:-*:r(s) min. 0.5-inch DEXcell FA Glgeg Mat Zopioard of Parasolo PVC Smooth or
R-20. € & e 7 v ! _— Parafast IA SECUROCK Gypsum-Fiber Roof Parafast IA Parasolo PVC KEE Smooth / -180.0
granule-surfaced SBS or APP modified bitumen Paratherm G, Paratherm R . . )
Board or min. 0.5-inch Paratherm Parasolo 661 Bonding Adhesive
W or Paratherm G CG HD
L One or more layer(s), . o, Parasolo PVC Smooth or
R-21. f;u:xisera:\;il;:ur::\clzld BUR, brushed/spudded and vacuumed min. 1.5-inch Paratherm Zi;acf;sg ICA, i(r(‘)sp:jtlzri\oar:) Additional layer of base Zj;acf;s; IcA, Parasolo PVC KEE Smooth / -200.0
g G = h Parasolo 661 Bonding Adhesive
L . One or more layer(s), Parasolo PVC Smooth or
R-22. E::;:Rg ZT;;;);Z(; g;if::f;:gzz:::;g;Z:Oth— or min. 1.5-inch Paratherm Parafast IA None N/A Parasolo PVC KEE Smooth / -225.0
& G, Paratherm G CG Parasolo 661 Bonding Adhesive
(Optional) One or more Min. 0.25-inch DensDeck Prime,
Existing smooth- or granule-surfaced BUR; smooth- or la per(s) min. 1.5-inch RENES!| FA Glass Mat Roof Board or Parasolo PVC Smooth or
R-23. € & o 7 veris), _— Parafast IA | SECUROCK Gypsum-Fiber Roof Parafast IA Parasolo PVC KEE Smooth / -225.0
granule-surfaced SBS or APP modified bitumen Paratherm G, Paratherm R . . )
Board or min. 0.5-inch Paratherm Parasolo 661 Bonding Adhesive
W or Paratherm G CG HD
PARASOLO PVC FB OR PARASOLO PVC KEE FB APPLICATIONS IN SPATTER APPLICATIONS:
- One or more layer(s),
R-24. Existing gravel-surfaced BUR, brushed/spudded and vacuumed min. 1.5-inch Paratherm Parafast IA None N/A Parasolo PVC FB or Parasolo PVC 1100
to remove loose gravel G KEE FB / Parafast IA (spatter)
|
Existing gravel-surfaced BUR, brushed/spudded and vacuumed Or.1e Qr mpre ayer(s), Parafast IA, | (Optional) Additional layer of base Parafast IA, | Parasolo PVC FB or Parasolo PVC
R-25. min. 1.5-inch Paratherm . . . . -157.5
to remove loose gravel G 6-inch o.c. insulation 6-inch o.c. KEE FB / Parafast IA (spatter)
- (Optional) One or more . . .
Existing smooth- or granule-surfaced BUR; smooth- or . . Min. 0.25-inch DensDeck Prime or
. . layer(s), min. 0.5-inch X Parasolo PVC FB or Parasolo PVC
R-26. | granule-surfaced SBS modified bitumen or granule-surfaced Parafast IA SECUROCK Gypsum-Fiber Roof Parafast IA -180.0
. R Paratherm G, Paratherm KEE FB / Parafast IA (spatter)
APP modified bitumen Board
W or Paratherm G CG
. One or more layer(s),
R-27. Existing gravel-surfaced BUR, brushed/spudded and vacuumed min. 1.5-inch Paratherm Pa.rafast 1A, None N/A Parasolo PVC FB or Parasolo PVC 2000
to remove loose gravel G 4-inch o.c. KEE FB / Parafast IA (spatter)
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TABLE 78: STEEL - RECOVER

SYSTEM TYPE C-2: INDUCTION-WELDED ROOF COVER
(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

NEmoO | etc.e

System Substrate . Attachment MDP
Insulation Layer Roof Cover (Note 15B)
No. (Note 1) v Fasteners (Note 11) Spacing (psf)
Existing standing seam or lap seam metal roof One or more layers, any OMG Purlin Fasteners with ’
’ 18 x 60-inch o.c. P lo PVCS th or P lo PVCKEE S th
R-28. covers having min. 16 gauge (0.0598 inch), 50 ksi combination, Parafast RB PVC XHD Plates are (along purlins) inagjz:ioon ngd(r:doo or Farasolo moo -37.5
steel purlins spaced max. 60-inch o.c. preliminarily fastened fastened through to purlins ER
Existing standing seam or lap seam metal roof One or more layers, any OMG Purlin Fasteners with .
12 x 60-inch o.c.
R-29. covers having min. 16 gauge (0.0598 inch), 50 ksi combination, Parafast RB PVC XHD Plates are (al):)n mucr“:s)c iF:manzi)ilc?an\:SIEZjOOth or Parasolo PVC KEE Smooth -52.5
steel purlins spaced max. 60-inch o.c. preliminarily fastened fastened through to purlins LR
Existing standing seam or lap seam metal roof One or more layers, any OMG Purlin Fasteners with )
6 x 72-inch o.c. P lo PV horP lo PVC KEE h
R-30. covers having min. 16 gauge (0.0598 inch), 50 ksi combination, Parafast RB PVC XHD Plates are arasolo PVC Smooth or Parasolo PVC Smoot -75.0

steel purlins spaced max. 72-inch o.c.

preliminarily fastened

fastened through to purlins

(along purlins)

induction welded

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER
(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

TABLE 7c: STEEL - RECOVER

System el Insulation Roof Cover (Note 15A) MDP
eck (Note 1) P
No. Type Attach Membrane Fasteners (Note 11) Attachment (psf)
P 12-incho.c.i . 114-inch
Existing standing seam or lap seam metal roof covers One or more prelim S:zz::]ooivc OMG Purlin Fasteners with Parafast oc I:; e:: ca IZ ;?:Vesi s':?'::i?\d /T:)é-inch I\;icde
R-31. having min. 16 gauge (0.0598 inch), 50 ksi or min. 12 gauge layers, any Attach;ad Pabasolo PVC XHD Barb 2-3/8” 6brb or Parafast cu.:)v.er strig if heat wZIded.over the stress -30.0
(0.105 in.), 36 ksi steel purlins spaced max. 114-inch o.c. combination Eyehook AccuSeam Plate 2-3/8” P
KEE Smooth plates.
Existing standing seam or lap seam metal roof covers One or more Prelim ::SZ(:LOOF;VC OMG Purlin Fasteners with Parafast 6-inch o.c. in rows spaced max. 120-inch o.c.
R-32. having min. 16 gauge (0.0598 inch), 50 ksi or min. 12 gauge layers, any attachéd Parasolo PVC XHD Barb 2-3/8” 6brb or Parafast to engage steel purlin. An 8-inch wide cover -45.0
(0.105 in.), 36 ksi steel purlins spaced max. 120-inch o.c. combination Eyehook AccuSeam Plate 2-3/8” strip is heat welded over the stress plates.
KEE Smooth
P lo PVC
Existing standing seam or lap seam metal roof covers One or more prelim S:SZ(:hoor OMG Purlin Fasteners with Parafast 6-inch o.c. in rows spaced max. 114-inch o.c.
R-33. having min. 16 gauge (0.0598 inch), 50 ksi or min. 12 gauge layers, any attacht.ed Parasolo PVC XHD Barb 2-3/8” 6brb or Parafast to engage steel purlin. An 8-inch wide cover -52.5
(0.105 in.), 36 ksi steel purlins spaced max. 114-inch o.c. combination Eyehook AccuSeam Plate 2-3/8” strip is heat welded over the stress plates.
KEE Smooth

TABLE 7p: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the substrate (See Note

surfaced SBS modified bitumen or existing fully adhered granule-surfaced APP modified bitumen

MDP
Sy’\sl?.m Substrate (Note 1, Note 12) Roof Cover (Note 15) o
R-34. xisting fully adhered granule-surfaced asphaltic roof cover, existing fully adhered smooth- or granule parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (spatter) 23300
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NEmoO | etc.-

TABLE 7p: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the substrate (See Note
12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
System MDP
No. Substrate (Note 1, Note 12) Roof Cover (Note 15) Sf)A
R-35. Existing fully adhered granule-surfaced asphaltic roof cover Parasolo PVC FB or Parasolo PVC KEE FB / hot asphalt -405.0
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SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
Base Insulation Layer

TABLE 8A: PROPRIETARY DECKS - NEW CONSTRUCTION

Top Insulation Layer

NEmoO | etc.e

FBC FPA FL19921
M-D NOA 23-0316.03

Paratherm G or
Paratherm G CG

6-inch o.c.

Gypsum-Fiber Roof Board or
Paratherm HD

6-inch o.c.

inch o.c. or spatter)

Syst Deck MDP
ystem Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO PVC SMOOTH OR PARASOLO PVC KEE SMOOTH MEMBRANE:
Min. %” USG STRUCTO-CRETE® BRAND i
. One or more Iaygr(s), min Parasolo PVC Smooth or Parasolo PVC KEE Smooth /
STRUCTURAL ROOF DECK PANEL 2 x max. 48 x 48-inch Parafast IA, . :
P-1. . None N/A Parasolo 661 Bonding Adhesive or -75.0
FBC FPA FL19921 Paratherm G or 6-inch o.c. p lo PVC S th/p lo PVC Quick Lay Adhesi
arasolo moo arasolo uick La esive
M-D NOA 23-0316.03 Paratherm G CG Y
Min. %” USG STRUCTO-CRETE® BRAND One or more layer(s), min Min. 0.5 x max. 48 x 48-inch
/ P lo PV h or P lo PVC KEE h
STRUCTURAL ROOF DECK PANEL 2 X max. 48 x 48-inch ParafastIn, | DensDeck Prime, SECUROCK | Parafast 1a, | ©or2s0lo PVC Smooth or Parasolo PVC KEE Smooth /
P-2. . . . Parasolo 661 Bonding Adhesive or -75.0
FBC FPA FL19921 Paratherm G or 6-inch o.c. Gypsum-Fiber Roof Board or 6-inch o.c. p lo PVC'S th/p lo PVC Quick Lay Adhesi
M-D NOA 23-0316.03 Paratherm G CG Paratherm HD arasolo moo arasolo uick Lay Adhesive
PARASOLO PVC FB OR PARASOLO PVC KEE FB MEMBRANE:
Min. %” USG STRUCTO-CRETE® BRAND One or more layer(s), min
b3 STRUCTURAL ROOF DECK PANEL 2 x max. 48 x 48-inch Parafast IA, v N/A Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA 75.0
’ FBC FPA FL19921 Paratherm G or 6-inch o.c. (spatter) ’
M-D NOA 23-0316.03 Paratherm G CG
Min. %” USG STRUCTO-CRETE® BRAND One or more layer(s), min Min. 0.5 x max. 48 x 48-inch
P4 STRUCTURAL ROOF DECK PANEL 2 x max. 48 x 48-inch Parafast IA, DensDeck Prime, SECUROCK Parafast IA, | Parasolo PVC FB or Parasolo PVC KEE FB / Parafast IA (4- 5.0
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