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Simon Roofing & Sheet Metal Corporation PEER-SIM-008.A.R6
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ScoPE:

This P.E. Evaluation Report (henceforth ‘PEER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules and regulations governing the
use of construction materials in the State of Florida. The documentation submitted has been reviewed by Robert Nieminen, P.E. for use of
the product under the Florida Building Code. The product described herein has been evaluated for compliance with the 8t Edition (2023)
Florida Building Code sections noted herein.

DEescrIPTION: CPM Max Roof Systems (NON-HVHZ)

LABELING: Labeling shall be in accordance with the requirements of the Accredited Quality Assurance Agency noted herein.

CoNTINUED ComPLIANCE: This PEER is valid until such time as the named product(s) changes, the referenced Quality Assurance or production
facility location(s) changes, or Code provisions that relate to the product(s) change. Acceptance of our PEERs by the named client constitutes
agreement to notify NEMO ETC, LLC of any changes to the product(s), the Quality Assurance or the production facility location(s). NEMO
ETC, LLC requires a complete review of its PEER relative to updated Code requirements with each Code Cycle.

ADVERTISEMENT: “NEmo P.E. Evaluated” may be displayed in advertising literature. If any portion of the PEER is displayed, then it shall be in
its entirety.

InspecTION: Upon request, a copy of this entire PEER shall be provided to the user by the manufacturer or its distributors and shall be available
for inspection at the job site at the request of the Building Official.
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This PEER consists of pages 1 through 4, plus a 12-page Appendix.
Prepared by:

D I g Ita I Iy S I g n ed by This item has been digitally signed and sealed by _: ,". NO. 59166 .". “_
o o Robert Nieminen, P.E. . ¢ 3 5
RObert N Ieml nen Printed copies of this document are not 4 g * :: * .
considered signed and sealed, and the signature % 5 : .
D t o 2025 04 08 must be verified on any electronic copies. ‘-“Q %, STATE OF s t.:
atle: . . Robert Nieminen, Florida P.E. 59166, FBC ANE1983 "‘pO 3 Q, K
NEMO ETC, LLC, Florida CA #32455 .y Fl 0 \DP‘ \é.'

'13:45:21 -04'00 SSionm BO

*

o’,’>

.

CERTIFICATION OF INDEPENDENCE:

1. NEMO ETC, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest in any company manufacturing or
distributing products it evaluates.

2. NEMO ETC, LLC is not owned, operated or controlled by any company manufacturing or distributing products it evaluates.

3. Robert Nieminen, P.E. does not have nor will acquire, a financial interest in any company manufacturing or distributing products for
which the PEERs are being issued.

4. Robert Nieminen, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

5. This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer of Record for any
project on which this PEER, or previous versions thereof, is/was used for permitting or design guidance unless retained specifically for

that purpose.
©2019, NEMO ETC, LLC


https://www.nemoetc.com/
https://www.simonroofing.com/
https://www.simonroofing.com/
https://www.flrules.org/gateway/ChapterHome.asp?Chapter=61G20-3

ROOFING SYSTEM EVALUATION:

1. ‘ SCOPE:
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Product Category:

Sub-Category:

Product Approval Method:

Roofing
Built-Up Roofing Systems

Method 1, Option D — Codified Material, Evaluation by Engineer
Compliance Statement: CPM Max Roof Systems, as produced by Simon Roofing & Sheet Metal Corporation,
d/b/a SR Products, have demonstrated compliance with the following sections of the 8" Edition (2023) Florida
Building Code through testing in accordance with the following Standards. Compliance is subject to the Installation
Requirements and Limitations of Use set forth herein.

2. STANDARDS:

SECTION PROPERTY STANDARD
1504.3.1 Wind resistance FM 4474
1504.6 Accelerated Weathering ASTM G154
1504.7 Impact resistance FM 4470
1507.10.2 Material standard ASTM D5665
1507.10.2 Material standard ASTM D6083

3. ‘ REFERENCES:
ENTITY EXAMINATION REFERENCE M
NEMO (TST6049) ASTM D6083 4p-SIM-19-SSLAP-01.A 08/02/2019
NEMO (TST6049) ASTM D5665 / G154 49-SIM-19-SSMBB-01.A 05/05/2020
NEMO (TST6049) ASTM D6083 4p-SIM-19-SSLAP-02.A 06/08/2020
NEMO (TST6049) ASTM D6083, Type Il 4p-SIM-22-SSLAP-01.B 07/02/2024
FM (TST1867) FM 4470/4474 3014692 08/05/2003
FM (TST1867) Withdrawal 3037525 09/25/2009
FM (TST1867) Withdrawal 3037608 08/18/2010
FM (TST1867) Delamination PR449391 03/11/2019
FM (TST1867) Delamination PR449391 03/13/2019
FM (TST1867) FM 4470/4474 PR453626 11/01/2021
NEMO Data Release NE-FRM-0025-3037608 11/16/2021
NEMO Data Release NE-FRM-0025-3014692 04/21/2022
NEMO (TST11294) FM 4474/TAS 114 2a-SIM-20-LSWUS-01.A.R1 08/25/2020
NEMO (TST11294) FM 4474/TAS 114 2a-SIM-21-LSWUS-02.A 07/27/2021
NEMO (TST11294) FM 4474/TAS 114 2a-SIM-23-LSWUS-01.A 06/07/2023
NEMO (TST6049) FM 4474/TAS 114 43-SIM-19-LSWUS-01.A 07/24/2019
NEMO (TST6049) Criticality 4i-SIM-19-SSCRT-01.A 08/05/2019
NEMO (TST6049) FM 4474/TAS 114 4a-SIM-19-LSWUS-02.A 09/03/2019
NEMO (TST6049) FM 4474/TAS 114 4a-SIM-19-LSWUS-03.A.R1 01/31/2020
NEMO (TST6049) FM 4474/TAS 114 43-SIM-19-LSWUS-04.A 01/31/2020
NEMO (TST6049) FM 4474/TAS 114 43-SIM-19-LSWUS-05.A.R1 01/31/2020
NEMO (TST6049) FM 4470 (Foot Traffic) 49-SIM-19-SSMBB-01.B 05/05/2020
NEMO (TST6049) FM 4474/TAS 114 43-SIM-21-LSWUS-01.A 07/27/2021
NEMO (TST6049) Criticality 4i-SIM-21-SSCRT-01.A 09/14/2021
NEMO (TST6049) Criticality 4i-SIM-22-SSCRT-01.A 11/09/2022
NEMO (TST6049) Criticality 4i-SIM-23-SSCRT-01.A 08/14/2024
NEMO (TST6049) FM 4474/TAS 114 43-SIM-23-LSWUS-01.A 09/18/2024
PRI (TST5878) FM 4474/TAS 114 241770001 07/26/2022
PRI (TST5878) FM 4474/TAS 114 241770002 04/20/2023
NEMO Traceability SPE 02/07/2025
SIMON PRODUCTS Traceability Equivalency Declaration 11/12/2021
SIMON PRODUCTS Traceability Equivalency Declaration 06/07/2022
UL LLC (QUA 9625) Quality Control Service Confirmation, OH 02/06/2023
UL LLC (QUA 9625) Quiality Control Florida BCIS Current
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4. PRODUCT DESCRIPTION:

This PEER covers CPM Max Roof Systems installed in accordance with Simon Roofing & Sheet Metal Corporation,
d/b/a SR Products published installation instructions and the Limitations of Use set forth herein.

TABLE 1: EVALUATED PRODUCTS

MATERIAL STANDARD

TYPE By PRODUCT PLANT(S)
REFERENCE TYPE
BASE SHEET, BASE PLY OR PLY Simon Products CPM Base Sheet ASTM D5665 11 OH
BASE SHEET, BASE PLy, PLY OR Simon Products CPM Max ASTM D5665 1 OH
Cap PLy SR Products CLP+FR, CLP FR or CLP ASTM D5665 1] OH
CPM FR Coating
Simon Products | CPM Seam Adhesive No codified spec. OH

CPM Bonding Adhesive
Wite Brite Coating FR

ADHESIVES - - - -
Wite Brite EnviroGreen Coating TC
SR Products SR Mono Epoxy No codified spec. OH
SR Epoxy Adhesive
CLP Bonding Adhesive Scented
Simon Products CPM Coating ASTM D6083 1l OH
SURFACING
SR Products Wite Brite Elastomeric Coating ASTM D6083 1l OH

5. LIMITATIONS:

5.1 This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer
of Record for any project on which this PEER, or previous versions thereof, is/was used for permitting or design
guidance. PEERs are not to be construed as representing any attributes not specifically listed, nor are PEERs to be
construed as an endorsement of the subject, or a recommendation for its use. There is no warranty by NEMO ETC,
LLC or Robert Nieminen, P.E., express or implied, as to any finding or other matter in this PEER, or as to any product
covered by the PEER.

5.2 This PEER is not for use in FBC High Velocity Hurricane Zone jurisdictions, as defined in FBC Chapter 2 (Broward
and Miami-Dade Counties).

5.3 This PEER pertains to above-deck roof components. Roof decks and structural members shall be in accordance
with FBC requirements to the satisfaction of the Authority Having Jurisdiction.

5.4 This PEER does not include evaluation of fire classification. Refer to FBC 1505, UL TGFU.R19353 and the fire
classification certificate for the roof cover manufacturer for requirements and limitations regarding roof assembly
fire classification. Refer to FBC 2603 for requirements and limitations concerning the use of foam plastic insulation.

5.5 This PEER does not include evaluation of roof edge termination. Refer to FBC 1504.5 for requirements and
limitations regarding edge securement for low-slope roofs.

5.6 Refer to FBC 1511 for requirements and limitations regarding recover installations.

5.6.1 For mechanically attached components over existing roof decks, fasteners shall be tested in the existing deck for
withdrawal resistance. A qualified design professional shall review the data for comparison to the minimum
requirements for the system. Testing shall be in accordance with ANSI/SPRI FX-1 or Testing Application Standard
TAS 105.

5.6.2 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the
existing deck or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any
surface conditions exist that bring system performance into question, field uplift testing in accordance with
ANSI/SPRI IA-1, ASTM E907, FM Loss Prevention Data Sheet 1-52 or Testing Application Standard TAS 124 shall
be conducted on mock-ups of the proposed new roof assembly.

©ONEMO ETC, LLC PEER-SIM-008.A.R6
Certificate of Authorization #32455 P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC NON-HVHZ FL31330-R6 (NON-HVHZ)
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5.6.3 For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system shall
be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in accordance with ASTM E907, FM Loss Prevention Data
Sheet 1-52 or Testing Application Standard TAS 124.

5.7 Refer to Appendix 1 for system attachment requirements for wind load resistance.

5.7.1 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads,
and reflects the ultimate passing pressure divided by 2 (the 2 to 1 margin of safety per FBC 1504.9 has already
been applied). Refer to FBC 1609 for determination of design wind loads.

5.7.2 For mechanically attached components or partially-bonded insulation, the maximum design pressure for the
selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in accordance with
FBC Chapter 16. Elevated pressure zones shall employ an attachment density designed by a qualified design
professional to resist the elevated pressure criteria. Commonly used methods are ANSI/SPRI WD1, FM Loss
Prevention Data Sheet 1-29, Roofing Application Standard RAS 117 or RAS 137. Assemblies marked with an
asterisk* carry the limitations set forth in Section 2.2.10.1 of FM Loss Prevention Data Sheet 1-29 for Zone 2/3
enhancements.

5.7.3 For assemblies with all components fully bonded in place, the maximum design pressure for the selected assembly
shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No rational analysis
is permitted for these systems.

5.8 All components in the roof assembly shall have quality assurance audit in accordance with F.A.C. Rule 61G20-3.
Refer to the Product Approval of the component manufacturer for components listed in Appendix 1 that are
produced by a Product Manufacturer other than the report holder on Page 1 of this PEER.

6. INSTALLATION:
CPM Max Roof Systems shall be installed in accordance with Simon Roofing & Sheet Metal Corporation, d/b/a
SR Products published installation instructions, subject to the Limitations of Use herein.

7. BUILDING PERMIT REQUIREMENTS:
As required by the Building Official or Authority Having Jurisdiction to properly evaluate the installation of this
product.

|

. IMANUFACTURING PLANTS:

Contact the named QA entity for manufacturing facilities covered by F.A.C. Rule 61G20-3 QA requirements. Refer
to Section 4 herein for products and production locations having met codified material standards.

9. QUALITY ASSURANCE ENTITY:
UL, LLC—QUA9625: (360) 817-5512; bsai.inspections@ul.com
- THE 12-PAGES THAT FOLLOW FORM PART OF THIS PEER -
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APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE

DESCRIPTION

PAGE

TABLE DEck APPLICATION TYPE
1A Wood New or Reroof (Tear-Off) C-3 Bonded and Mechanically Attached Insulation (‘glue-and-screw’), Bonded Roof Cover 5
18 Wood New, Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 5
2A Steel or structural concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 6
28 Steel or structural concrete New, Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 7
3A Structural concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 8
4A Deck with Lightweight Concrete  New or Reroof (Tear-Off) A-1 LWC to Deck, Bonded Insulation, Bonded Roof Cover 9
5A Existing gypsum Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 9
6A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 10
68 Steel Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 12

The following notes apply to the systems outlined herein:

1

2

7

8

The roof system evaluation herein pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction.

Fasteners shall be of sufficient length for the following engagements:
» Steel Deck: Minimum 0.75-inch steel penetration and engage the top flute of the steel deck.
» Structural Concrete: Minimum 1-inch embedment. Fasteners installed with a pilot hole in accordance with the fastener manufacturer’s published installation instructions.

Unless otherwise noted, insulation may be any one layer or combination of FBC Approved (Local or Statewide) board(s) that meet FBC 1505 and, for foam plastic, FBC Chapter 26, when installed with the roof cover.

Minimum 200 psi, minimum 2-inch thick FBC Approved lightweight insulating concrete may be substituted for rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby fasteners are installed
through the lightweight insulating concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength to the steel and structural concrete deck listings. Roof decks
and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does not purport to address non-wind-
uplift-related issues, such as deck venting or moisture levels within the LWIC and the potential effect on overlying components.

Preliminary insulation attachment: Unless otherwise noted, use FBC Approved roofing fasteners and plates and refer to Section 2.2.10.1.3 of FM Loss Prevention Data Sheet 1-29.

Unless otherwise noted, insulation adhesive application rates are as follows.
e Ribbon or bead width is at the time of application; the ribbons/beads shall expand as noted in the manufacturer’s published instructions.
o |f applying hot asphalt to concrete deck, deck shall be primed with ASTM D41 primer.
e When multiple layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, board joints shall be staggered.
e The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-half the specified ribbons spacing.

INSULATION ADHESIVE REFERENCES

By FBC ADHESIVE MINIMUM RATE
SR Insulation Adhesive Continuous ribbons, 6-inch o.c.
SR Products FL14381 h - " -
SR Foam Adhesive Continuous ribbons, 12-inch o.c.
OoMG FL1608 OlyBond 500 Continuous ribbons, 12-inch o.c.
ALTENLOH, BRINCK & CO. U.S. FL41878 TRUFAST Roofing Adhesive Continuous ribbons, 12-inch o.c.
Generic N/A Hot asphalt Full coverage at 25-30 Ibs/square

Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted.

For adhered roof insulation and board-size: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.

©ONEMO ETC, LLC
Certificate of Authorization #32455
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9  For mechanically attached components or partially-bonded insulation, the maximum design pressure for the selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in
accordance with FBC Chapter 16. Elevated pressure zones shall employ an attachment density designed by a qualified design professional to resist the elevated pressure criteria. Commonly used methods are
ANSI/SPRIWD1, FM Loss Prevention Data Sheet 1-29, Roofing Application Standard RAS 117 or RAS 137. Assemblies marked with an asterisk* carry the limitations set forth in Section 2.2.10.1 of FM Loss Prevention
Data Sheet 1-29 for Zone 2/3 enhancements.

10 For assemblies with all components fully bonded, the maximum design pressure for the selected assembly shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No rational
analysis is permitted for these systems.

11  For mechanically attached components over existing decks, fasteners shall be tested in the existing deck for withdrawal resistance. A qualified design professional shall review the data for comparison to the
minimum requirements for the system. Testing and analysis shall be in accordance with ANSI/SPRI FX-1 or Testing Application Standard TAS 105. For systems using Trufast Versa-Fast, the number of Versa-Fast
Fasteners installed through the Versa-Fast Plate may be increased from the minimum noted in order to yield minimum required withdrawal resistance.

12 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the existing deck or existing roof surface shall be examined for compatibility with the adhesive to be
installed. If any surface conditions exist that bring system performance into question, field uplift testing shall be conducted on mock-ups of the proposed new roof assembly. For bonded insulation or membrane
over existing substrates in a recover installation, the existing roof system shall be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having Jurisdiction, as documented
through field uplift testing. Field uplift testing shall be in accordance with ASTM E907, FM Loss Prevention Data Sheet 1-52 or Testing Application Standard TAS 124.

12A  Reference to “Existing gravel-surfaced asphaltic built-up roof, brushed / spudded and vacuumed to
remove loose gravel” in Table 6A is intended to convey an as-tested condition whereby any loose-gravel
that does not remain embedded in the asphalt flood coat after brushing and/or spudding be removed.
The gravel that remains embedded in the asphalt flood coat remains.

13 Refer to FBC 1511 for requirements and limitations regarding recover installations. For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and for System
Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an FBC Approved insulation board or coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to roof cover
installation (Note 5). The separator component shall be documented as meeting FBC 1505 and, for foam plastic, FBC Chapter 26, when installed with the roof cover in Recover applications.

14  Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current LWIC
Product Approval for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not referenced, the minimum design mix shall be 300 psi. In all cases, the minimum top-
coat thickness is 2-inches. For LWIC over structural concrete, reference is made to FBC Section 1917.4.1, Point 1. For “pre-existent” LWIC references, listings were established through testing over lightweight
concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM C150), with no proprietary additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592). Use of
these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record and Authority Having Jurisdiction.
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MEMBRANE / ADHESIVE COMBINATIONS

TYPE

MEMBRANE

ADHESIVE

METHOD

RATE

6-INCH WIDE LAPS

Base Ply or Ply

CPM Base Sheet or CPM Max

CPM Bonding Adhesive Contact (both sides)

1.5 gal / square (% applied to substrate
and % applied to membrane)

CPM Seam Adhesive at 75 lineal ft/gal

Cap Ply

CPM Max

CPM FR Coating

Wet lay (substrate only) 1 gal / square

CPM Seam Adhesive at 75 lineal ft/gal or

Wite Brite EnviroGreen Coating TC at 75 lineal ft/gal

16  Unless otherwise noted, insulation or coverboard attachment patterns for Type B-1, Type B-2 and Type C-1 systems are as outlined below:

INSULATION ATTACHMENT PATTERNS — 4X8 FT BOARDS

6-in. -

1 per 4.0 ft? (Pattern A)

12-in.

24-in.

24-in.

24-in.

12-in.

6-in.

18-in.—|

1 per 4.0 ft? (Pattern B)

6-in. - -~ 18-in. -

12-in.
24-in.
24-in.
24-in.
12-in.

<12-in.- 24-in. -

1 per 2.0 ft2

18-in.

18-in.
12-in.
18-in.

18-in.

6-in.
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17  The following products are interchangeable within the scope of this Evaluation Report:

ACCEPTABLE ALTERNATES
ALTERNATE
SuB-CATEGORY By LISTED PRODUCT HEREIN By PrRODUCT FBC FILE
Roofing Insulation Georgia-Pacific Gypsum DensDeck Prime DensDeck StormX Prime Roof Board FL1250
SR Products CLP+FR
. FL28682
Membranes Simon Products CPM Max SR Products CLP FR
Simon Products CLP N/A
CPM FR Coating SR Products Wite Brite Coating FR FL14381
Cements, . CPM Seam Adhesive SR Products SR Mono Epoxy N/A
. . Simon Products - - -
Adhesives, Coatings CPM Bonding Adhesive SR Products SR Epoxy Adhesive N/A
CPM Coating SR Products Wite Brite Elastomeric Coating FL14381

18 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads. Refer to FBC 1609 for determination of design wind loads. (Notes 9 and 10)
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TABLE 1A: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE C-3: BONDED AND MECHANICALLY ATTACHED INSULATION (‘GLUE-AND-SCREW’), BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck (Note 1 Attachment - MDP
No. Type Attach Type Adhesive Density Base Ply Cap Ply Surfacing (psf)
Fasteners (Note 11)
(Notes 6,7,8) (Note 16)
Min. 19/32-inch APA . SR Foa.m . . SR Foa.m oMG XHD screw with CPM Base Sheet CPM Max in CPM | cPM
rated CDX plywood (Optional) Adhesive or Min. 2-inch Adhesive or OMG 3 in. Galvalume Steel N . . .
. 1 per 4.0 ft or CPM Max in FR Coating; laps Coating at

W-1 at max. 24-inch ACFoam Il or | OlyBond ACFoam Il or H- OlyBond Plates or Trufast #15 EHD (Pattern B) CPM Bondin sealed with CPM lgal/ -142.5

spans; blocked 48- H-Shield 500, 12-inch Shield 500, 12-inch with Trufast 3” Metal = . & K &

. . Adhesive Seam Adhesive square.

inch o.c. o.c. o.c. Insulation Plates

. . (Optional) 4x4 ft x min. 0.5-
Min. 19/32-inch APA | <y e eoam , inch DensDeck . . , | CcPMBase Sheet | CPM Maxin CPM | CPM
rated CDX plywood . SR Insulation X SR Insulation | Trufast #12 DP with 1 per2.0ft X . .
. High Load 40 R Prime or R ” . or CPM Max in FR Coating; laps Coating at

W-2 at max. 24-inch Adhesive, 6- Adhesive, 6- | Trufast 3” Metal Insulation (8 parts per ) . -217.5

spans; blocked 48- or inch o.c SECUROCK inch o.c Plates 4x4 ft board CPM Bonding sealed with CPM | 1gal /

ir:)ch o,c STYROFOAM - Gypsum-Fiber o x oard) Adhesive Seam Adhesive square.

- High Load 60 Roof Board

TABLE 18: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

Insulation (Note 3, Note 13) Base Sheet Roof Cover (Note 15)
System Deck (Note 1) Attach MDP
No. Type ac Type Fasteners (Note 11) Attachment Cap Ply Lap Seal Surfacing (psf)
(Note 5)
OMG XHD Max. 12-inch o.c. within 6-in. wide
screws ;
) ) . laps spaced max. 73-in. o.c. Center CPM Seam
W-3 one or more layers, ) CPM Base Sheet P of sheet. in CPM FR Wite Brite atlgal/ -30.0
plywood at max. - attached or Trufast #15 EHD . . . .
. any combination ) " Side laps sealed with CPM Seam Coating EnviroGreen square.
24-inch spans with Trufast 2.4 . . K .
Barbed Seam Plates Adhesive, CPM Bonding Adhesive or Coating TC
CPM Coating at 75 lineal ft / gallon
CPM Seam
Min. 19/32-inch PM B heet; | Trufast #15 EHD with
in. 19/32-inc Min. 1.5-inch thick, . ¢ asg sheet; laps rufast 5,, wit Max. 6-inch o.c. over the min. 6-inch | CPM Max Adhesive or CPM Coating
APA rated CDX Prelim. sealed with CPM Trufast 2.4" Barbed . . . .
W-4 one or more layers, X wide pre-sealed laps spaced max. in CPM FR Wite Brite atlgal/ -52.5
plywood at max. - attached | Seam Adhesive at 75 | Seam Plates over the . ) .
. any combination ; 73-inch o.c. Coating EnviroGreen square.
24-inch spans lineal ft/gal pre-sealed laps Coating TC

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC NON-HVHZ
CPM MAX Roof Systems; (888) 353-7178
TOP OF APPENDIX

PEER-SIM-008.A.R6 for FL31330-R6 (NON-HVHZ)
Revision 6: 04/08/2025
Appendix 1, Page 5 of 12



TABLE 2A: STEEL or STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

X Top Insulation Layer Roof Cover (Note 15)
System Base Insulation Layer MDP
No S (Note 3, Note 13) T Fasten (Note 11) Attach Base PI Cap PI surfaci (psf)
. Note 3, Note 13| ype asten (Note i ase Ply ap Ply urfacing
. OMG #12 Roofgrip (steel only) 1per4.0 | CPM Base Sheet CPM Max in CPM FR .
51 's\:lg;.l if gma:r; t;pseocB), C-;irade 40 (Optional) One or more Min. 1.5-inch or OMG #14 Roofgrip with ft? or CPM Max in Coating; CPM Seam ;::’I/I Ca?;ltmg 37.5%
’ T P layers, any combination ACFoam Il OMG 3" Ribbed Galvalume (Pattern CPM Bonding Adhesive or Wite Brite 5 ’
structural concrete . . ) square.
Plates A) Adhesive EnviroGreen Coating TC
. OMG #12 Roofgrip (steel only) CPM Base Sheet CPM Max in CPM FR .
Min. 22 ga. B 4 PM
52 sttler:el or gma|r; t;pSeoo’ Ciirade 0 (Optional) One or more Min. 1.5-inch or OMG #14 Roofgrip with 1 per 2.0 or CPM Max in Coating; CPM Seam gt 1 gfitmg 525
’ . P layers, any combination ACFoam Il OMG 3" Ribbed Galvalume ft? CPM Bonding Adhesive or Wite Brite g '
structural concrete . . . square.
Plates Adhesive EnviroGreen Coating TC
. OMG XHD screw (steel only) or CPM Base Sheet CPM Max in CPM FR .
53 :f;r;'l iﬁ rgna"; t;pseo(B), C;irade 80 (Optional) One or more Min. 0.5-inch OMG #14 Roofgrip (concrete 1per2.0 | orCPM Maxin Coating; CPM Seam gtpz/l (;(I);\tlng -60.0
’ T P layers, any combination DensDeck Prime only) with OMG 3" Ribbed ft2 CPM Bonding Adhesive or Wite Brite 5 '
structural concrete . ) . square.
Galvalume Plates Adhesive EnviroGreen Coating TC
. Min. 0.5-inch Trufast #15 EHD (steel only) or CPM Base Sheet CPM Max in CPM FR .
54 :f;r;'l iﬁ rgna"; t;pseo(B), C;irade 80 (Optional) One or more SECUROCK Trufast #14 HD (concrete only) 1per2.0 | orCPM Maxin Coating; CPM Seam gtpz/l (;(I);\tlng 60.0
’ structural cc;néretep layers, any combination Gypsum-Fiber with Trufast 3” Metal ft? CPM Bonding Adhesive or Wite Brite . uagre '
Roof Board Insulation Plates Adhesive EnviroGreen Coating TC q '
OMG #14 Heavy Duty or OMG
. . XHD with OMG 3 in. Galvalume CPM Base Sheet | o\1 \ax in CPM FR .
R . Min. 2.0-inch or CPM Max in . CPM Coating
55 Min. 22 ga., type B, Grade 80 (Optional) One or more ACE lorH Steel Plates or Trufast #14 HD 1 per 2.0 CLP Bondin Coating; CPM Seam at1gal/ -60.0
’ steel layers, any combination Shi ij @ or Trufast #15 EHD with ft2 Adhesive g Adhesive or Wite Brite . uagre '
£ Trufast 3” Metal Insulation EnviroGreen Coating TC 9 '
Scented
Plates
Min. 22 ga., type B, Grade 80 . Min. 2-inch Trufast #15 EHD (steel only) or CPM Base Sh.eet CPM.Max in CPM FR CPM Coating
. . (Optional) One or more Trufast #14 HD (concrete only) 1per2.0 or CPM Max in Coating; CPM Seam
S-6. steel or min. 2,500 psi o STYROFOAM ) ” ; . . ) atlgal/ -75.0*
structural concrete layers, any combination High Load 40 with Trufast 3” Metal ft2 CPM Bonding Adhesive or Wite Brite square
g Insulation Plates Adhesive EnviroGreen Coating TC q '
. . Min. 2-inch .OMG XHD screw with OMG 3 CPM Max in CPM CPM.Max in CPMFR CPM Coating
Min. 22 ga., type B, Grade 80 (Optional) One or more in. Galvalume Steel Plates or 1 per 2.0 . Coating; laps sealed
S-7. . B STYROFOAM X Bonding K atlgal/ -97.5
steel layers, any combination . Trufast #15 EHD with Trufast ft2 . with CPM Seam
High Load 60 ” . Adhesive X square.
3” Metal Insulation Plates Adhesive
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TABLE 28B: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

Insulation (Note 3, Note 13) Base Sheet Roof Cover (Note 15)
System Deck (Note 1) Attach MDF
No. Type ac Type Fasteners (Note 11 Attachment Cap Ply Lap Seal Surfacing (psf)
(Note 5)
Min. 22 ga, type B, Min. 0.5-inch thick, . Trufast #15 EHD (steel only) M:ax. 12-.|nch o.c. Wlthll'? min. CPM Max CPM
Grade 40 steel or Prelim. or Trufast #14 HD (concrete | 6-inch wide, CPM Bonding X CPM Seam .
S-8. . . one or more layers, CPM Base Sheet . " . in CPM FR R Coating at 1 -37.5
min. 2,500 psi anv combination attached only) with Trufast 2.4 Adhesive sealed laps spaced Coatin Adhesive al / square
structural concrete v Barbed Seam Plates max. 73-inch o.c. g g q '
. ) Trufast #15 EHD (steel only)
Min. 22 ga, type B, Min. 1.5-inch thick, ) cPM Basg sheet; laps or Trufast #14 HD (concrete | Max. 12-inch o.c. over the CPM Max CPM
Grade 80 steel or Prelim. sealed with CPM Seam . " . . \ . CPM Seam .
S-9. ) . one or more layers, R R only) with Trufast 2.4 min. 6-inch wide pre-sealed in CPM FR . Coating at 1 -45.0
min. 2,500 psi o attached Adhesive at 75 lineal . . Adhesive
any combination Barbed Seam Plates over laps spaced max. 73-inch o.c. Coating gal / square.
structural concrete ft/gal
the sealed laps
Min. 22 e tyoe B | Min: L5-inch thick, Svﬁ’t“: \'/\VA;Z:;:EZ sealed | 11\ fast #15 EHD with Max. 6-inch o.c. over the min. | CPM Max | Wite Brite CPM
S-10. - << 83, ype s, one or more layers, | Loose-laid X . Trufast 2.4" Barbed Seam 6-inch wide pre-sealed laps in CPM FR | EnviroGreen Coating at 1 -75.0
Grade 80 steel any combination EnviroGreen Coating TC Plates over the sealed laps spaced max. 73-inch o.c Coatin, Coating TC al / square
v at 75 lineal ft/gal P P ’ e g g g q '
Min. 22 ga. tvoe B Min. 1.5-inch thick, \(/:vﬁ’t'\r:l é\{l)‘cll\;l(;slzg;sealed OMG XHD screws with Max. 6-inch o.c. over the min. | CPM Max CPM Seam CPM
S-11. - << 83, ype s, one or more layers, | Loose-laid ; . OMG 2 3/8 XHD barbed 6-inch wide pre-sealed laps in CPM FR ) Coating at 1 -82.5
Grade 80 steel L Adhesive at 75 lineal . ) Adhesive
any combination ft/gal stress plate spaced max. 73-inch o.c. Coating gal / square.
. . Trufast #15 EHD (steel only)
Min. 22 g3, type B, | 1 4 o inch thick, . CPM Base Sheet; laps | | & et #14 HD (concrete | Max. 6-inch o.c. over the min. | CPM Max CPM
Grade 80 steel or Prelim. sealed with CPM Seam ) " . ) . CPM Seam .
S-12. . . one or more layers, R . only) with Trufast 2.4 6-inch wide pre-sealed laps in CPM FR R Coating at 1 -90.0
min. 2,500 psi - attached Adhesive at 75 lineal . . Adhesive
any combination Barbed Seam Plates over spaced max. 73-inch o.c. Coating gal / square.
structural concrete ft/gal
the sealed laps
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NEmoO | etc.e
TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck e e MDP
No. Note 1 BXE BXE i sf
(Note 1) Type Notes 67,8 Type Notes 67,8 Base Ply Cap Ply Surfacing (psf)
Min. 2,500 psi . . SR Insulation . - SR Insulation CPM Base Sheet or CPM Max in CPM FR .
Cc-1 structural m‘ir;'lj_m(:h ACFoam Il or H- Adhesive, 6-inch I(;)F;tr'(osr)‘ﬂ;;diigﬁgslon Adhesive, 6-inch CPM Max in CPM Coating; laps sealed with (1:P’Z: fzaﬂgrgeat -210.0
concrete o.c. ¥ o.c. Bonding Adhesive CPM Seam Adhesive g q '
. .| (Optional) Min. 2-inch . ) . . .
Min. 2,500 psi ACFoam Il H-Shield or SR Insulation Min. 0.5-inch DensDeck SR Insulation CPM Base Sheet or CPM Max in CPM FR CPM Coating at
C-2. structural STYROFOA:M High Load 40 or Adhesive, 6-inch Prime or SECUROCK Adhesive, 6-inch CPM Max in CPM Coating; laps sealed with 1gal/ squafe -210.0
concrete STYROFOAM High Load 60 o.c. Gypsum-Fiber Roof Board o.c. Bonding Adhesive CPM Seam Adhesive
Min. 2,500 pSi- | 1y 4 5.inch ACFoam flor H- | Sk IMSulation (Optional) Additional SR (" CPM Maxincpm | SPMIMaxin CPMFR CPM Coating at
C-3 structural Shield Adhesive, 6-inch layer(s) base insulation Adhesive, 6-inch Bonding Adhesive Coating; laps sealed with 1gal / square -397.5
concrete o.c. 4 o.c. J CPM Seam Adhesive & q '
Min. 2,500 psi | i 5 inch STYROFOAM High | SR Isulation CPM Max in CPM CPM Maxin CPMFR CPM Coating at
C-4. structural Load 60 Adhesive, 6-inch None N/A Bonding Adhesive Coating; laps sealed with 1gal / square -495.0
concrete o.c. g CPM Seam Adhesive g quare.
Min. 2,500 psi . . . SR Insulation CPM Base Sheet or CPM Max in CPM FR .
C-5. structural LMOI:(;I i—(l)nch STYROFOAM High Adhesive, 6-inch None N/A CPM Max in CPM Coating; laps sealed with (1:P'\a/: j:(:azzrgeat -1,255.0
concrete o.c. Bonding Adhesive CPM Seam Adhesive & q '
Min. 2,500 psi | (Optional) Min. 1.5-inch SR Foam Min. 0.5-inch DensDeck SR Foam CPM Base Sheet or CPM Max in CPM FR CPM Coating at
C-6. structural ACFoam Il, H-Shield or Adhesive, 12- Prime or SECUROCK Adhesive, 12- CPM Max in CPM Coating; laps sealed with lgal/s uarge -242.5
concrete STYROFOAM High Load 60 inch o.c. Gypsum-Fiber Roof Board inch o.c. Bonding Adhesive CPM Seam Adhesive g q '
Min. 2,500 psi . . SR Foam \ . SR Foam CPM Base Sheet or CPM Max in CPM FR .
c-7 structural glrl]lir;'l;'S-mCh ACFoam Il or H- Adhesive, 12- I(:)Ztt'l(osr)‘i)lzlsAedi(:\tLOIg;Ln Adhesive, 12- CPM Max in CPM Coating; laps sealed with EP'Z: 5(5)a32rgeat -255.0
concrete inch o.c. v inch o.c. Bonding Adhesive CPM Seam Adhesive & q '
Min. 2,500 psi | (Optional) Min. 1.5-inch Min. 0.5-inch DensDeck CPM Base Sheet or CPM Max in CPM FR .
c-s. structural ACFoam II, H-Shield or Z'Z:Z"cd 200, 12- 1 prime or SECUROCK i(z';’fzncd 200, 12- 1 cppMaxinCPM | Coating; laps sealed with EP'Z: 523321“ 2425
concrete STYROFOAM High Load 60 o Gypsum-Fiber Roof Board o Bonding Adhesive CPM Seam Adhesive g q '
Min. 2 i PM B h PM Max in CPM FR
in. 2,500 psi Min. 1.5-inch ACFoam Il or H- | OlyBond 500, 12- | (Optional) Additional OlyBond 500, 12- ¢ ase.S eet or ¢ . axin € . CPM Coating at
C-9. structural Shield inch o.c layer(s) base insulation inch o.c CPM Max in CPM Coating; laps sealed with 1gal / square -255.0
concrete o v o Bonding Adhesive CPM Seam Adhesive & q '
Min. 2,500 psi | (Optional) Min. 1.5-inch Trufast Roofing Min. 0.5-inch DensDeck Trufast Roofing CPM Base Sheet or CPM Max in CPM FR CPM Coating at
C-10. structural ACFoam I, H-Shield or Adhesive, 12- Prime or SECUROCK Adhesive, 12- CPM Max in CPM Coating; laps sealed with lgal/s uarge -242.5
concrete STYROFOAM High Load 60 inch o.c. Gypsum-Fiber Roof Board inch o.c. Bonding Adhesive CPM Seam Adhesive g q ’
Min. 2,500 psi ) . Trufast Roofing . . Trufast Roofing CPM Base Sheet or CPM Max in CPM FR .
C-11. structural xllir;.ldl.S-mch g CFoaligor H- Adhesive, 12- I(Sitr'lé?ﬂ;izdi?;:ﬁg;l)n Adhesive, 12- CPM Max in CPM Coating; laps sealed with (1:P’\a/: fzasgrgeat -322.5
concrete inch o.c. v inch o.c. Bonding Adhesive CPM Seam Adhesive g q ’
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NEmoO | etc.e
TABLE 4A: LIGHTWEIGHT INSULATING CONCRETE OVER STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

System Deck Lightweight Concrete (e 14 Base Insulation La:;r - Top Insulation Layer(s) — Roof Cover (Note 15) MDP
No. Note 1 (Note 14) ac ac i (psf)
o (Note 1) Type g Type e Base Ply Cap Ply Surfacing 5
ELAsTIZELL (NOA 23-0817.05):
. S . ) . Additional optional layer(s) CPM Base Sheet or | CPM Max in CPM cPM
Min. 200 psi, min 2-inch thick (Optional) Min. base insulation followed by X . .
Structural . R . . OlyBond . X OlyBond CPM Max in CPM FR Coating; laps Coating at
LWC-1. Range Il Elastizell Lightweight 1.5-inch ACFoam 0.25-inch DensDeck Prime or . . . -225.0
Concrete . . 500 . 500 Bonding Adhesive or sealed with CPM 1gal/
Insulating Concrete. Il or H-Shield SECUROCK Gypsum-Fiber R X
CPM Coating Seam Adhesive square.
Roof Board
Min. 200 psi, min 2-inch thick Min. 1.5-inch . o CPMBase Sheetor | CPM Maxin CPM cPm
Structural . R . OlyBond (Optional) additional layer(s) OlyBond CPM Max in CPM FR Coating; laps Coating at
LWC-2. Range Il Elastizell Lightweight ACFoam Il or H- ) X . . X -225.0
Concrete . ; 500 base insulation 500 Bonding Adhesive or | sealed with CPM 1gal/
Insulating Concrete. Shield R X
CPM Coating Seam Adhesive square.

TABLE 5A: EXISTING GYPSUM DECKS -REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck . Attach MDP
No. Note 1, Note 12 ac ac i sf)A
( Note 12) Type Notes 678 Type Notes 678 Base Ply Cap Ply Surfacing (psf)
Existing gypsum Min. 2-inch ACFoam | SR Foam Adhesive | (Optional) Additional % Foa.m CPM'Base sheet o.r cPM CPM'Max in CPMFR . CPM Coating at 1 gal
G-1. deck Il or H-Shield or OlvBond 500 layer(s) base insulation Adhesive or Max in CPM Bonding Coating; laps sealed with / square -242.5
Y 4 OlyBond 500 Adhesive CPM Seam Adhesive q ’
. Min. 2-inch ACFoam | Min.0.5-inch DensDeck | oo, CPM Base Sheet or CPM | CPM Max in CPM FR .
Existing gypsum 11, H-Shield or SR Foam Adhesive | Prime or SECUROCK . R . . . CPM Coating at 1 gal
G-2. deck STYROFOAM High or OlvBond 500 Gvosum-Fiber Roof Adhesive or Max in CPM Bonding Coating; laps sealed with / square -242.5
Load 60 & ¥ B(‘)’gr . OlyBond 500 Adhesive CPM Seam Adhesive quare.
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TABLE 6A: RECOVER

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the
substrate (See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Substrate y e P y;-\tt h mMDP
No. Note 1, Note 12 ac ac i sf)A
( Note 12) Type Notes 678 Type Notes 6.7.8 Base Ply Cap Ply Surfacing (psf)
. Min. 2-inch ACFoam II, .
Dl o o e A | St Stisiaion | (Optons) | Stinaaion | PRESESEL | MBS U ot conn
R-1. P o ) 8 STYROFOAM High Load | Adhesive, 6- Additional layer(s) | Adhesive, 6- - ) 8, 'ap atlgal/ -210.0
surfaced SBS modified bitumen or granule- ) . . ) . CPM Bonding with CPM Seam
. K 40 or STYROFOAM High inch o.c. base insulation inch o.c. R . square.
surfaced APP modified bitumen Adhesive Adhesive
Load 60
Existing smooth- or granule-surfaced asphalt (Optional) Min. .2—|nch ) Min. 0.5—|nch y CPM Base Sheet CPM Max in CPM FR )
built-up roof (BUR), smooth- or granule- ACFoam II, H-Shield or SR Insulation DensDeck Prime SR Insulation or CPM Max in Coating: laps sealed CPM Coating
R-2. P ), SO g STYROFOAM High Load | Adhesive, 6- | or SECUROCK Adhesive, 6- : oating; ‘ap atlgal/ 2100
surfaced SBS modified bitumen or granule- ) . . . CPM Bonding with CPM Seam
. R 40 or STYROFOAM High inch o.c. Gypsum-Fiber inch o.c. R . square.
surfaced APP modified bitumen Adhesive Adhesive
Load 60 Roof Board
Existing smooth- or granule-surfaced asphalt
built-up roof (BUR), existing smooth- or (Optional) Min. 1.5-inch A CPM Base Sheet | CPM Max in CPM FR .
granule-surfaced SBS modified bitumen or ) SR Foam DensDeck Prime SR Foam . . CPM Coating
R-3 existing granule-surfaced APP modified ACFoam Il, H-Shield or Adhesive, 12- or SECUROCK Adhesive, 12- or CPM Maxiin Coating; laps sealed at1gal/ -242.5
: SRS SrEnEIe STYROFOAM High Load | ' ' . ' CPM Bonding with CPM Seam B :
bitumen or existing gravel-surfaced 60 inch o.c. Gypsum-Fiber inch o.c. Adhesive Adhesive square.
asphaltic built-up roof, brushed / spudded Roof Board
and vacuumed to remove loose gravel
Existing smooth- or granule-surfaced asphalt
built-up roof (BUR), existing smooth- or .
granule-surfaced SBS modified bitumen or . . SR Foam (Optional) SR Foam CPM Base Sh.GEt CPM'Max in CPMFR CPM Coating
L. e Min. 1.5-inch ACFoam I . " . or CPM Max in Coating; laps sealed
R-4. existing granule-surfaced APP modified . Adhesive, 12- Additional layer(s) | Adhesive, 12- R . at1gal/ -255.0
. - or H-Shield ) . ) ) CPM Bonding with CPM Seam
bitumen or existing gravel-surfaced inch o.c. base insulation inch o.c. Adhesive Adhesive square.
asphaltic built-up roof, brushed / spudded
and vacuumed to remove loose gravel
Existing smooth- or granule-surfaced asphalt
ilt- f (BUR), existi h- Min. 0.5-inch
built-up roof (BUR), eX|st|n.g.smo.ot or (Optional) Min. 1.5-inch In. 0.5-inc . CPM Base Sheet CPM Max in CPM FR .
granule-surfaced SBS modified bitumen or . DensDeck Prime . . CPM Coating
RS existing granule-surfaced APP modified ACFoam II, H-Shield or OlyBond 500, or SECUROCK OlyBond 500, or CPM Max in Coating; laps sealed atlgal/ 2425
’ . e L STYROFOAM High Load 12-inch o.c. j 12-inch o.c. CPM Bonding with CPM Seam 8 ’
bitumen or existing gravel-surfaced 60 Gypsum-Fiber Adhesive Adhesive square.
asphaltic built-up roof, brushed / spudded Roof Board
and vacuumed to remove loose gravel
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TABLE 6A: RECOVER
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the
substrate (See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.
Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Substrate v e g t\tt h MDP
No. Note 1, Note 12 ac ac i sf)A
( Note 12) Type Notes 678 Type Notes 6.7.8 Base Ply Cap Ply Surfacing (psf)
Existing smooth- or granule-surfaced asphalt
built-up roof (BUR), existing smooth- or . CPM Base Sheet | CPM Max in CPM FR _
granule-surfaced SBS modified bitumen or . . (Optional) . . CPM Coating
R-6 existing granule-surfaced APP modified Min. 1.5-inch ACFoam Il | OlyBond 500, Additional layer(s) OlyBond 500, or CPM Max in Coating; laps sealed at1gal/ 2550
’ . - or H-Shield 12-inch o.c. . ) 12-inch o.c. CPM Bonding with CPM Seam ’
bitumen or existing gravel-surfaced base insulation Adhesive Adhesive square.
asphaltic built-up roof, brushed / spudded
and vacuumed to remove loose gravel
Existing smooth- or granule-surfaced asphalt
ilt- f (BUR isti h- Min. 0.5-inch .
built-up roof (BUR), eX|st|n.g.smo.ot or (Optional) Min. 1.5-inch | Trufast |(g°->-inc . Trufast CPM Base Sheet CPM Max in CPM FR .
granule-surfaced SBS modified bitumen or . ) DensDeck Prime . . . CPM Coating
R7 existing granule-surfaced APP modified ACFoam II, H-Shield or Roofing or SECUROCK Roofing or CPM Max in Coating; laps sealed atlgal/ 2125
’ R €8 . STYROFOAM High Load Adhesive, 12- . Adhesive, 12- CPM Bonding with CPM Seam g :
bitumen or existing gravel-surfaced 60 inch o.c Gypsum-Fiber inch o.c Adhesive Adhesive square.
asphaltic built-up roof, brushed / spudded e Roof Board e
and vacuumed to remove loose gravel
Existing smooth- or granule-surfaced asphalt
built-up roof (BUR), existing smooth- or Trufast ) Trufast CPM Base Sheet | CPM Max in CPM FR .
granule-surfaced SBS modified bitumen or . . . (Optional) . . . CPM Coating
R-8 existing granule-surfaced APP modified Min. 1.5-inch ACFoam Il | Roofing Additional layer(s) Roofing or CPM Maxiin Coating; laps sealed at1gal/ -397.5
’ R e . or H-Shield Adhesive, 12- R .y Adhesive, 12- CPM Bonding with CPM Seam 8 '
bitumen or existing gravel-surfaced inch o.c base insulation inch o.c Adhesive Adhesive square.
asphaltic built-up roof, brushed / spudded 9§ e
and vacuumed to remove loose gravel
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TABLE 68: STEEL—RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER
All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin

NEmoO | etc.e

Insulation Base Sheet Roof Cover (Note 15)
SR Deck (Note 1) Attach MDP
No. Type ac Base Sheet Fasteners (Note 11) Attachment Cap Ply Lap Seal Surfacing (psf)
(Note 5)
. . . Max. 12-inch o.c. within
Existing standing seam or Ia.p seam One or more . Trufast #12. Purlin min. 6-inch wide, CPM CPM Max in CPM Coating
RO metal roof covers having min. 16 lavers. an Prelim. CPM Base Sheet Fastener with Trufast Bonding Adhesive sealed CPM FR CPM Seam atlgal/ 375
’ ga. (0.0598-inch), 50 ksi steel Vers, any attach 2.4” Barbed Metal g N : Adhesive & '
; . combination laps spaced max. 72-inch Coating square.
purlins spaced max. 72-inch o.c. Seam Plates .
o.c. to engage steel purlin
PM Base Sheet; | Trufast #12 Purli
Existing standing seam or lap seam ¢ ase S '.3et, rutast . uriin Max. 12-inch o.c. over the . .
) ) One or more . laps sealed with Fastener with Trufast \ p . CPM Max in CPM Coating
metal roof covers having min. 16 Prelim. " min. 6-inch wide pre-sealed CPM Seam
R-10. . . layers, any CPM Seam 2.4" Barbed Seam . CPM FR R atlgal/ -45.0
ga. (0.0598-inch), 50 ksi steel S attach . laps spaced max. 72-inch . Adhesive
- . combination Adhesive at 75 Plates over the pre- . Coating square.
purlins spaced max. 72-inch o.c. ) o.c. to engage steel purlin
lineal ft/gal sealed laps
Existing standing seam or lap seam CPM Max; laps Trufq@ #12 Purlif} Max. 6-inch o.c. over the
e g ) .p One or more ) sealed with Wite Fastener with Trufast . . . CPM Max in Wite Brite CPM Coating
metal roof covers having min. 16 Prelim. N . " min. 6-inch wide pre-sealed .
R-11. . ) layers, any Brite EnviroGreen 2.4" Barbed Seam . CPM FR EnviroGreen at1gal/ -75.0
ga. (0.0598-inch), 50 ksi steel o attach ’ laps spaced max. 73-inch ) .
. . combination Coating TC at 75 Plates over the Coating Coating TC square.
purlins spaced max. 72-inch o.c. K o.c.
lineal ft/gal sealed laps
Existi i I PM Max; | Max. 6-inch o.c. h
xisting standing sea"_‘ or a.p seam One or more . ¢ a).(, aps OMG Retrodriller .ax 6.|nc o.c overthe CPM Max in CPM Coating
R-12 metal roof covers having min. 16 lavers. an Prelim. sealed with CPM with OMG 2 3/8 XHD min. 6-inch wide pre-sealed CPM FR CPM Seam atlgal/ 825
’ ga. (0.0598-inch), 50 ksi steel Y ! y attach Seam Adhesive at laps spaced max. 72-inch . Adhesive 8 ’
R . combination . barbed stress plate . Coating square.
purlins spaced max. 72-inch o.c. 75 lineal ft/gal o.c. to engage steel purlin
Existing standing seam or lap seam ! BRgeheet; rufast #12 Purlin Max. 6-inch o.c. over the
€ & A P One or more . laps sealed with Fastener with Trufast N S CPM Max in CPM Coating
metal roof covers having min. 16 Prelim. N min. 6-inch wide pre-sealed CPM Seam
R-13. . . layers, any CPM Seam 2.4" Barbed Seam . CPM FR R atlgal/ -90.0
ga. (0.0598-inch), 50 ksi steel o attach . laps spaced max. 72-inch . Adhesive
) . combination Adhesive at 75 Plates over the pre- ) Coating square.
purlins spaced max. 72-inch o.c. ) o0.c. to engage steel purlin
lineal ft/gal sealed laps
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