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SCcoPE:

This P.E. Evaluation Report (henceforth ‘PEER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules and regulations governing the
use of construction materials in the State of Florida. The documentation submitted has been reviewed by Robert Nieminen, P.E. for
compliance with the 8th Edition (2023) Florida Building Code sections noted herein.

DESCRIPTION: Parasolo TPX Roof Systems (NON-HVHZ)

LABELING: Labeling shall be in accordance with the requirements of the Accredited Quality Assurance Agency noted herein.

CoNnTINUED ComPLIANCE: This PEER is valid until such time as the named product(s) changes, the referenced Quality Assurance or production
facility location(s) changes, or Code provisions that relate to the product(s) change. Acceptance of our PEERs by the named client constitutes
agreement to notify NEMO ETC, LLC of any changes to the product(s), the Quality Assurance or the production facility location(s). NEMO
ETC, LLC requires a complete review of its PEER relative to updated Code requirements with each Code Cycle. Reference is made to the
Nemo | etc. Directory of P.E. Evaluations to ascertain the status and/or current version of this PEER. If the PEER is not listed at the Nemo
Directory, then it is no longer valid.

ADVERTISEMENT: “NEmo P.E. Evaluated” may be displayed in advertising literature. If any portion of the PEER is displayed, then it shall be in
its entirety.

INsPECTION: Upon request, a copy of this entire PEER shall be provided to the user by the manufacturer or its distributors and shall be available
for inspection at the job site at the request of the Building Official.
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CERTIFICATION OF INDEPENDENCE:

1. NEMO ETC, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest in any company manufacturing or
distributing products it evaluates.

2. NEMO ETC, LLC is not owned, operated or controlled by any company manufacturing or distributing products it evaluates.

3. Robert Nieminen, P.E. does not have nor will acquire, a financial interest in any company manufacturing or distributing products for
which the PEERs are being issued.

4. Robert Nieminen, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

5. This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer of Record for any
project on which this PEER, or previous versions thereof, is/was used for permitting or design guidance unless retained specifically for
that purpose.

©2019 NEMO ETC, LLC


https://www.nemoetc.com/
https://www.siplast.com/
https://www.flrules.org/gateway/ChapterHome.asp?Chapter=61G20-3
https://services.nemoetc.com/nemoevaluationdirectory
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ROOFING SYSTEMS EVALUATION:

1. ScoPE:
Product Category: Roofing
Sub-Category: Single Ply Roof Systems

Product Approval Method: Method 1, Option D: Codified Material, Evaluation by Engineer

Compliance Statement: Parasolo TPX Roof Systems, as produced by Siplast, Inc., have demonstrated compliance
with the following sections of the 8™ Edition (2023) Florida Building Code through testing in accordance with the
following Standards. Compliance is subject to the Installation Requirements and Limitations of Use set forth herein.

2. STANDARDS:

SECTION PROPERTY STANDARD
1504.3.1 Wind resistance FM 4474
1504.6 Physical properties ASTM G155
1504.7 Impact resistance FM 4470
1507.10.2 Material standard ASTM D4601
1507.11.2 Material standard ASTM D6163
1507.11.2 Material standard ASTM D6164
1507.12.2 Material standard ASTM D6878

3. REFERENCES:

ENTITY Exam REFERENCE DATE
NEMO PEER PEER-GAF-009.A.R73 04/15/2026
PRI (TST5878) ASTM D4601 SRI-115-02-01 05/22/2018
PRI (TST5878) ASTM D4601 SRI-115-02-02 05/22/2018
FM (QUA1860) Traceability PLA 3059491 07/16/2012
FM (QUA1860) Traceability PLA PR453967 08/26/2019
FM (QUA1860) Traceability PLA PR461745 01/04/2022
FM (QUA1860) Traceability PLA PR462770 07/27/2022
FM (QUA1860) Traceability PLA PR459238 09/26/2022
NEMO Traceability PCL 03/03/2026
UL (QUA9625) Quiality Assurance Service confirmation 12/17/2025
UL (QUA9625) Quality Assurance Florida BCIS Current

4. PRODUCT DESCRIPTION:

This PEER covers Parasolo TPX Roof Systems installed in accordance with Siplast published installation instructions
and the Limitations of Use herein.

TABLE 1: EVALUATED MEEMBRANES
TYPE PrRobuCT MATERIAL STANDARD PLANT(S)
REFERENCE TYPE GRADE
Roor Covenon Parasolo TPX Membrane 50, 60, 70, 80-mil ASTM D6878 N/A N/A IN, TX, UT
Cap PLY: Parasolo TPX Membrane 50, 60, 70-mil ASTM D6878 N/A N/A PA
Parasolo TPX Fleece-Back Membrane | 50, 60, 70, 80-mil ASTM D6878 N/A N/A IN
BASE SHEETS: Parabase ASTM D4601 1 N/A AR
Parabase FS ASTM D4601 1 N/A AR
Paratech Glass Base ASTM D6163 | S AR
BASE PLYS: Paratech Glass Base TG ASTM D6163 | S GA-S
Paratech 180 Base ASTM D6164 | S GA-S
Paratech 180 Base TG ASTM D6164 | S GA-S
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TABLE 1: EVALUATED MEMBRANES
TYPE PrRoDUCT MATERIAL STANDARD PLANT(S)
REFERENCE TyPE GRADE
Paratech Glass Base ASTM D6163 | S AR
Paratech Glass Base TG ASTM D6163 | S GA-S
Paratech Glass Base 3.0 TG ASTM D6164 | S GA
VAPOR BARRIER Paratech 180 Cap ASTM D6164 | G CA-S, GA-S
Paratech 180 Cap TG ASTM D6164 | G GA-S
MEMBRANES:
Paratech 180 Base TG ASTM D6164 | S GA-S
Paratech 180 Base ASTM D6164 | S GA-S
Paratech 250 Base ASTM D6164 | S GA-S
Paratech 250 Cap TG ASTM D6164 1] G GA-S

5. LIMITATIONS:

5.1 This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer
of Record for any project on which this PEER, or previous versions thereof, is/was used for permitting or design
guidance. PEERs are not to be construed as representing any attributes not specifically listed, nor are PEERs to be
construed as an endorsement of the subject, or a recommendation for its use. There is no warranty by NEMO ETC,
LLC or Robert Nieminen, P.E., express or implied, as to any finding or other matter in this PEER, or as to any product
covered by the PEER.

5.2 This PEER is not for use in FBC High Velocity Hurricane Zone jurisdictions, as defined in FBC Chapter 2 (Broward
and Miami-Dade Counties).

5.3 This PEER pertains to above-deck roof components. Roof decks and structural members shall be in accordance
with FBC requirements to the satisfaction of the Authority Having Jurisdiction.

5.4 This PEER does not include evaluation of fire classification. Refer to FBC 1505 for requirements and limitations
regarding roof assembly fire classification. Refer to FBC 2603 for requirements and limitations concerning the use
of foam plastic insulation.

5.5 This PEER does not include evaluation of roof edge termination. Refer to FBC 1504.5 for requirements and
limitations regarding edge securement for low-slope roofs.

5.6 Refer to FBC 1511 for requirements and limitations regarding recover installations.

5.6.1 For mechanically attached components over existing roof decks, fasteners shall be tested in the existing deck for
withdrawal resistance. A qualified design professional shall review the data for comparison to the minimum
requirements for the system. Testing shall be in accordance with ANSI/SPRI FX-1 or Testing Application Standard
TAS 105.

5.6.2 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the
existing deck or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any
surface conditions exist that bring system performance into question, field uplift testing in accordance with
ANSI/SPRI IA-1, ASTM E907, FM Loss Prevention Data Sheet 1-52 or Testing Application Standard TAS 124 shall
be conducted on mock-ups of the proposed new roof assembly.

5.6.3 For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system shall
be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in accordance with ASTM E907, FM Loss Prevention Data
Sheet 1-52 or Testing Application Standard TAS 124.

5.7 Refer to Appendix 1 for system attachment requirements for wind load resistance.

5.7.1 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads,
and reflects the ultimate passing pressure divided by 2 (the 2 to 1 margin of safety per FBC 1504.9 has already
been applied). Refer to FBC 1609 for determination of design wind loads.
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5.7.2 For mechanically attached components or partially-bonded insulation, the maximum design pressure for the
selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in accordance with
FBC Chapter 16. Elevated pressure zones shall employ an attachment density designed by a qualified design
professional to resist the elevated pressure criteria. Commonly used methods are ANSI/SPRI WD1, FM Loss
Prevention Data Sheet 1-29, Roofing Application Standard RAS 117 or RAS 137. Assemblies marked with an
asterisk* carry the limitations set forth in Section 2.2.10.1 of FM Loss Prevention Data Sheet 1-29 for Zone 2/3
enhancements.

5.7.3 For assemblies with all components fully bonded in place, the maximum design pressure for the selected assembly
shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No rational analysis
is permitted for these systems.

5.8 All components in the roof assembly shall have quality assurance audit in accordance with F.A.C. Rule 61G20-3.
Refer to the Product Approval of the component manufacturer for components listed in Appendix 1 that are
produced by a Product Manufacturer other than the report holder on Page 1 of this PEER.

6. INSTALLATION:

Parasolo TPX Roof Systems shall be installed in accordance with Siplast published installation instructions, subject
to the Limitations of Use noted herein.

7. BUILDING PERMIT REQUIREMENTS:
As required by the Building Official or Authority Having Jurisdiction to properly evaluate the installation of this
product.

|

. IMANUFACTURING PLANTS:

Contact the named QA entity for manufacturing facilities covered by F.A.C. Rule 61G20-3 QA requirements. Refer
to Section 4 herein for products and production locations having met codified material standards.

9. QUALITY ASSURANCE ENTITY:
UL (QUA9625): (360) 817-5512; bsai.inspections@ul.com

- THE 68-PAGES THAT FOLLOW FORM PART OF THIS PEER -
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APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE

TABLE DECK APPLICATION TyPE DESCRIPTION PAGE
1A Wood New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 9
18 Wood New or Reroof (Tear-Off) A-2 Bonded Vapor Barrier, Bonded Insulation, Bonded Roof Cover 9
1c Wood New, Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 10
1o Wood New or Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 10
1 Wood New, Reroof (Tear-Off) or Recover B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 14
1F Wood New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 17
1c Wood New, Reroof (Tear-Off) or Recover C-2 Induction-Welded Roof Cover 20
1 Wood New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 24
1 Wood New, Reroof (Tear-Off) or Recover E-1 Non-Insulated, Mechanically Attached Roof Cover 25
1 Wood New, Reroof (Tear-Off) or Recover E-2 Non-Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 26
2A Steel New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 28
28 Steel New or Reroof (Tear-Off) A-2 Bonded Vapor Barrier, Bonded Insulation, Bonded Roof Cover 29
2c Steel or Structural concrete New, Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 30
2D Steel or Structural concrete New, Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Base and Cap Ply 33
2E Steel or Structural concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 36
2F Steel or Structural concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Base and Cap Ply 42
26 Steel or Structural concrete New, Reroof (Tear-Off) or Recover C-1A Thermal Barrier with Vapor Barrier, Mechanically Attached Insulation, Bonded Roof Cover 44
2H Steel New, Reroof (Tear-Off) or Recover C-2 Induction-Welded Roof Cover 45
2 Steel or Structural concrete New, Reroof (Tear-Off) or Recover D-1 Insulated, Mechanically Attached Roof Cover 47
2) Steel New, Reroof (Tear-Off) or Recover D-3 Insulated, Mechanically Attached and Induction Welded Roof Cover 51
3A Structural concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 52
38 Structural concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Base and Cap Ply 53
3c Structural concrete New, Reroof (Tear-Off) or Recover Cc-2 Induction-Welded Roof Cover 55
30 Structural concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 55
4a Deck with Lightweight concrete New or Reroof (Tear-Off) A-1 LWC to Deck, Bonded Insulation, Bonded Roof Cover 56
48 Deck with Lightweight concrete New or Reroof (Tear-Off) B-3 LWC to Deck, Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 56
4c Deck with Lightweight concrete New or Reroof (Tear-Off) B-3 LWC to Deck, Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 56
4p Deck with Lightweight concrete New or Reroof (Tear Off) E-2 LWC to Deck, Mechanically Attached Base Sheet, Bonded Roof Cover 58
4 Deck with Lightweight concrete New or Reroof (Tear Off) F LWC to Deck, Bonded Roof Cover 60
4F Deck with Lightweight concrete New or Reroof (Tear Off) F LWC to Deck, Bonded Roof Cover 61
46 Deck with Lightweight concrete New or Reroof (Tear Off) F Temp Roof / Vapor Barrier to Deck, LWC to Temp Roof / Vapor Barrier, Bonded Roof Cover 62
5A Cementitious wood fiber New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 63
58 Cementitious wood fiber New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 63
6A Existing gypsum Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 64
68 Existing gypsum Reroof (Tear-Off) B-3 Mechanically Attached Anchor Sheet, Bonded Insulation, Bonded Roof Cover 64
6C Existing gypsum Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 64
7A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 65
78 Wood or Steel Recover C-2 Induction-Welded Roof Cover 67
7c Various Recover F Non-Insulated, Bonded Roof Cover 67
8A Proprietary Deck Type New A-1 Bonded Insulation, Bonded Roof Cover 68
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The following notes apply to the systems outlined herein:
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1  Theroof system evaluation herein pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction.

2 Unless otherwise noted, fasteners and stress plates shall be as follows. Recessed plates are not for use with cement-based or gypsum-based hardboard coverboards. Fasteners shall be of sufficient length for the

following engagements:

FASTENER/PLATE OPTIONS
DEeck TYPE By PARTS PRE-ASSEMBLED PARTS MINIMUM ENGAGEMENT
. Parafast Roofing Fastener or Parafast HD with Parafast 3” Metal Plate or Parafast Minimum %-inch plywood penetration or minimum 1-inch wood plank

Wood Siplast o . . Parafast PA

125 Tri Rib Plate (insulation only) embedment

Parafast Roofing Fastener, Parafast HD or Parafast XHD with Parafast 3” Metal Plate

| ipl ! Parafast PA Mini %-inch | i h fl f th | deck

Stee Siplast or Parafast 125 Tri Rib Plate (insulation only) arafast inimum %-inch steel penetration and engage the top flute of the steel dec
Structural Siplast Parafast HD or Parafast CD-10 with Parafast 3” Metal Plate or Parafast 125 Tri Rib N/A Minimum 1-inch embedment. Fasteners installed with a pilot hole in
Concrete P Plate (insulation only) accordance with the fastener manufacturer’s published installation instructions

3 Unless otherwise noted, insulation may be any one layer or combination of FBC Approved (Local or Statewide) board(s) that meet FBC 1505 and, for foam plastic, FBC Chapter 26, when installed with the roof cover.

4 Minimum 200 psi, minimum 2-inch thick FBC Approved lightweight insulating concrete may be substituted for, or installed below, rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby fasteners
are installed through the lightweight insulating concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength to the steel and structural concrete deck listings.
Roof decks and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does not purport to address
non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the potential effect on overlying components.

5  Preliminary insulation attachment: Unless otherwise noted, use FBC Approved roofing fasteners and plates and refer to Section 2.2.10.1.3 of FM Loss Prevention Data Sheet 1-29.

6  Unless otherwise noted, insulation adhesive application rates are as follows.
e Ribbon or bead width is at the time of application; the ribbons/beads shall expand as noted in the manufacturer’s published instructions.
o If applying hot asphalt to concrete deck, deck shall be primed with ASTM D41 primer.
e When multiple layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, board joints shall be staggered.
e The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-half the specified ribbons spacing.

INSULATION ADHESIVE REFERENCES
By ADHESIVE REFERENCE FBC FiLE OR NOA MINIMUM RATE
Siplast, Inc Parafast Insulation Adhesive ‘Parafast 1A N/A Continuous 0.75-inch wide ribbons, 12-inch o.c. (PaceCart, SpotShot or Canister)
Generic, ASTM D312, Type IV hot asphalt N/A N/A Full coverage at 25-30 Ibs/square

7  Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted. Tapered polyisocyanurate at the following thickness limitations may be substituted with the following Maximum
Design Pressure (MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below meets or exceeds that listed for a particular system in the tables,
then the thinner board listed below may be used as a drop-in for the equivalent thicker material listed in the table.

MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS
ADHESIVE COVERAGE INSULATION MIN. TAPERED THICKNESS (IN) MDP (psF)
Parafast Insulation 12-inch o.c. Paratherm G, Paratherm NH, Paratherm G CG, Paratherm NH CG 0.5 -292.5
Adhesive (Parafast IA) 12-incho.c. | Paratherm W 0.5 -487.5
Hot asphalt Full Listed polyisocyanurate 0.5 -240.0

8 Foradhered roof insulation and board-size: Unless otherwise noted, refer to Section 2.2.10.6.2 of FM Loss Prevention Data Sheet 1-29.
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9  For mechanically attached components or partially-bonded insulation, the maximum design pressure for the selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in
accordance with FBC Chapter 16. Elevated pressure zones shall employ an attachment density designed by a qualified design professional to resist the elevated pressure criteria. Commonly used methods are
ANSI/SPRI WD1, FM Loss Prevention Data Sheet 1-29, Roofing Application Standard RAS 117 and RAS 137. Assemblies marked with an asterisk* carry the limitations set forth in Section 2.2.10.1 of FM Loss
Prevention Data Sheet 1-29 for Zone 2/3 enhancements.

10 For assemblies with all components fully bonded, the maximum design pressure for the selected assembly shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No rational
analysis is permitted for these systems.

11  For mechanically attached components over existing decks, fasteners shall be tested in the existing deck for withdrawal resistance. A qualified design professional shall review the data for comparison to the
minimum requirements for the system. Testing and analysis shall be in accordance with ANSI/SPRI FX-1 or Testing Application Standard TAS 105.

12 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the existing deck or existing roof surface shall be examined for compatibility with the adhesive to be
installed. If any surface conditions exist that bring system performance into question, field uplift testing shall be conducted on mock-ups of the proposed new roof assembly. For bonded insulation or membrane
over existing substrates in a recover installation, the existing roof system shall be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having Jurisdiction, as documented
through field uplift testing. Field uplift testing shall be in accordance with ASTM E907, FM Loss Prevention Data Sheet 1-52 or Testing Application Standard TAS 124.

12A  Reference to “Existing gravel-surfaced asphaltic built-up roof, brushed / spudded and vacuumed to
remove loose gravel” in Table 7A is intended to convey an as-tested condition whereby any loose-gravel
that does not remain embedded in the asphalt flood coat after brushing and/or spudding be removed. f/
The gravel that remains embedded in the asphalt flood coat remains.

13 Refer to FBC 1511 for requirements and limitations regarding recover installations. For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and for System
Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an FBC Approved insulation board or coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to roof cover
installation (Note 5). The separator component shall be documented as meeting FBC 1505 and, for foam plastic, FBC Chapter 26, when installed with the roof cover in Recover applications.

14  Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current
LWIC Product Approval for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not referenced, the minimum design mix shall be 300 psi. In all cases, the minimum
top-coat thickness is 2-inches. For LWIC over structural concrete, reference is made to FBC Section 1917.4.1, Point 1.

14A  For “pre-existent” LWIC references, listings were established through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM C150), with no proprietary
additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592). Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record
and Authority Having Jurisdiction.
As a field QA measure of the pre-existent cellular lightweight concrete:
» Compressive strength testing shall be conducted in accordance with ASTM €513 and shall yield an average result as per the system listing.
» Field withdrawal resistance testing in accordance with Note 11 shall yield an average result as per the system listing.
» If question exists as to wind uplift performance of the pre-existent cellular lightweight concrete, or adhesion to the LWC surface, field uplift testing in accordance with Note 12 is recommended.
All testing shall be performed by an accredited testing agency acceptable to the Authority Having Jurisdiction
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15 For bonded membrane applications, unless otherwise noted, refer to the following.

MEMBRANE / ADHESIVE COMBINATIONS

MEMBRANE ADHESIVE REFERENCE APPLICATION RATE

To polyisocyanurate or Structodek High Density Fiberboard Roof Insulation at 0.63 gal/square and roof cover
Parasolo TPX Parasolo TPX WB Bonding Adhesive TPX-WB Contact (both sides) underside at 0.21 gal/square. To DensDeck Prime or SECUROCK Gypsum-Fiber Roof Board at 0.63 to 0.75
gal/square and roof cover underside at 0.21 to 0.25 gal/square

Parasolo TPX Fleece- Hot
Back Membrane Hot asphalt asphalt Wet lay (substrate) 25 lbs/square

Parasolo TPX Fleece-

Back Membrane Parasolo TPX WB Bonding Adhesive TPX-WB Wet lay (substrate) 0.83 to 1.0 gal/square

Parasolo TPX Fleece- . . Parafast IA “Spatter pattern” at 0.32 gal/square (to insulation, coverboard or Tectum)
Parafast Insulation Adhesive Wet lay (substrate) “ ” .

Back Membrane (spatter) Spatter pattern” at 0.83 gal/square (to asphaltic base ply membrane).

15A  For single-ply membranes in System Type D-1 steel deck applications, the roof membrane shall be run with its length perpendicular to the steel deck flutes.

15B  For System Type C-2 (induction weld):

15B.1  Care shall be taken to ensure that the plates do not line-up with membrane seams. This condition may preclude proper induction welding of the membrane to the plates.
15B.2  For assemblies using “Tread Safe” plates:
v’ Parafast Tread Safe Tubes are installed through the center hole of the “Tread Safe” plate.
v" The insulation thickness shall be not less than 2-inches.
v" When rigid cement-board or gypsum-board is present, a 5/8-inch diameter hole shall be pre-drilled through the coverboard through which the Parafast Tread Safe Tube is inserted prior to fastener
installation.

15C  The “Triposite Roofing System” noted herein consists of loose-laid GAFGLAS Stratavent Perforated Venting Base Sheet, followed by asphalt-applied one (1) or two (2) plies of Paratech Glass Base or three (3)
plies of GAFGLAS FlexPly 6 or GAFGLAS FlexPly 6 M, followed by asphalt-applied Parasolo TPX Fleece-Back Membrane with 1-5/8” heat welded side laps.

15D  Unless otherwise noted, the “Hybrid Roofing System” noted herein consists of asphalt-applied Paratech Glass Base, Paratech 180 Base, Parabase, Parabase FS, GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet or
GAFGLAS #80 Ultima Base Sheet followed by asphalt-applied Parasolo TPX Fleece-Back Membrane.

15E  TruGround® Conductive Primer by Detec Systems, applied at 0.4 gal/square, may be applied to the substrate prior to membrane application for System Types C-2, D-1 or D-2 with no adverse effect on wind uplift
resistance. For System Type C-2, do not contaminate the induction weld stress plate with primer.

15F  TruGround® Conductive Primer be Detec Systems, applied at 0.4 gal/square, may be applied to the substrate prior to membrane-adhesive application with the following Maximum Design Pressure (MDP)
limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below meets or exceeds that listed for a particular system in the tables, then the optional use of
TruGround Conductive Primer is permissible.

LIMITATIONS FOR TRUGROUND® CONDUCTIVE PRIMER
DECK TYPE SYSTEM TYPE SUBSTRATE OPTIONS MEMBRANE/ADHESIVE OPTIONS (NOTE 15) MDP (psF)
Paratherm HD or Paratherm HD Plus
Any A-1,B-1,8-2, | DensDeck Prime Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) -142.5
B-3orC-1 DEXcell FA Glass Mat Roof Board
SECUROCK Gypsum-Fiber Roof Board
Monolithic Paratherm HD or Paratherm HD Plus Parasolo TPX Fleece-Back Membrane / Parafast A (spatter) -382.5
(structural concrete, - DensDeck Prime Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) -382.5
lightweight concrete, DEXcell FA Glass Mat Roof Board Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) -382.5
recover) SECUROCK Gypsum-Fiber Roof Board Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) -382.5
©ONEMO ETC, LLC P.E. EVALUATION REPORT: 8" Edition (2023) FBC NON-HVHZ PEER-SPL-003.A.R4 for FL41948-R4 (NON-HVHZ)
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16  Thermal Barrier and/or Vapor Barrier Options:

16A  Structural Concrete Decks: The lesser of the MDP listings below vs. that for the selected assembly applies.
VAPOR BARRIER OPTIONS; STRUCTURAL CONCRETE DECK; FOLLOWED BY ADHESIVE-APPLIED INSULATION

VAPOR BARRIER INSULATION ADHESIVE
OPTION mMbDP
4 PRIMER o B PER TABLE 3A OR 3B (=
YPE PPLICATION Notleh)a
C-VB-1. ASTM D41 primer One or two plies, Parabase, Parabase FS, GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet Hot asphalt applied Hot asphalt -360.0
C-VB-2. ASTM D41 primer One or two plies, GAFGLAS Ply 4, GAFGLAS Ply 4 M, Tri-Ply Ply 4 Ply Sheet, GAFGLAS FlexPly 6 or GAFGLAS FlexPly 6 M or Hot asphalt applied Hot asphalt -495.0
one ply Paratech Glass Base
C-VB-3. None Siplast SA Vapor Retarder Self-adhering Parafast 1A -180.0
C-VB-4. ASTM D41 primer Paratech Glass Base TG Torch-applied Parafast IA -180.0
C-VB-5. ASTM D41 primer Paratech Glass Base 3.0 TG, Paratech 180 Base TG Torch-applied Parafast IA -232.5
C-VB6. ASTM D41 primer One or two plies, Parabase, Parabase FS, GAFGLAS #75 Base Sheet, Tri-Ply #75 Base Sheet, GAFGLAS Ply 4, GAFGLAS Ply 4 Hot asphalt applied Parafast IA 3525

M, Tri-Ply Ply 4 Ply Sheet, GAFGLAS FlexPly 6 or GAFGLAS FlexPly 6 M or one ply Paratech Glass Base

16B  Decks followed by Vapor Barrier followed by Lightweight Concrete (LWC): The lesser of the MDP listings below vs. that for the selected assembly from the Lightweight Concrete tables applies:
VAPOR BARRIER OPTIONS; STRUCTURAL CONCRETE DECK FOLLOWED BY CELLULAR LIGHTWEIGHT INSULATING CONCRETE

OpTION # PRIMER VAPOR BARRIER LIGHTWEIGHT CONCRETE PER DP
TYPE ATTACH TABLE 4A — 4G (Note 14) PSF
. Base Ply (Optional): One or two plies Paratech Glass Base TG, Paratech Glass Base 3.0 TG, Paratech 180 Base TG Torch- Min. 200 psi Mearlcrete
LWC-VB-1. | ASTM D41 . -82.5
primer Cap Ply: Paratech 250 Cap TG, Paratech 250 Cap FR TG applied (FL13492)
B Pl i 1): lies P h Gl B T B .0TG, P h 180 B T - in. i
LWC-VB-2. | ASTM D41 primer ase Ply (Optional): One or two plies Paratech Glass Base TG, Paratech Glass Base 3.0 TG, Paratech 180 Base TG Torch Min. 300 psi Celcore Cellular 135.0
Cap Ply: Paratech 250 Cap TG, Paratech 250 Cap FR TG applied Concrete (FL2037)
LWC-VB-3.| ASTM D41 primer Base Ply (Optional): One or two plies Paratech Glass Base TG, Paratech Glass Base 3.0 TG, Paratech 180 Base TG Torch- Min. 300 psi Elastizell (NOA 3025
Cap Ply: Paratech 250 Cap TG, Paratech 250 Cap FR TG applied 23-0817.05)
Torch- | Min. 540 psi pre-exi
LWC-VB-4. | ASTM D41 primer Paratech Glass Base TG, Paratech Glass Base 3.0 TG, Paratech 180 Base TG orc‘ in. 540 psi pre-existent -358.0
applied cellular LWC
16C  Existing Gypsum Decks: The lesser of the MDP listings below vs. that for the selected assembly applies.
EXISTING GYPSUM DECK: VAPOR BARRIER FOLLOWED BY ADHERED INSULATION
OpTION # PRIMER VAPOR BARRIER INSULATION ADHESIVE PER MDP
TyPE APPLICATION TABLE 6A (PsF)
G-VB-1. None Siplast SA Vapor Retarder Self-adhering Parafast IA, 12-inch o.c. -45.0

16D  For System Types B-1, B-2, C-1, C-2, D-1, D-2 or D-3, Siplast SA Vapor Retarder may be installed atop the roof deck, or to a loose-laid thermal barrier of DensDeck, DensDeck Prime, DensDeck StormX Prime, DEXcell
Glass Mat Roof Board, DEXcell FA Glass Mat Roof Board, DEXcell Cement Roof Board, SECUROCK Gypsum-Fiber Roof Board, SECUROCK Ultralight Coated Glass Mat Roof Board or SECUROCK Cement Roof Board,
prior to installation of the insulation and roof cover. Refer to FM Loss Prevention Data Sheet 1-29 for design and installation limitations.

16E  Fire barrier of GAF VersaShield Solo™ Fire-Resistant Slip Sheet is optional in all assemblies when overlying components are mechanically fastened.
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INSULATION ATTACHMENT PATTERNS — 4X4 FT BOARDS
=12-in.~—24-in. 6-in.———18-in.—- 6-in. 6-in, == 18-in, - 6-in.
i 1 ]
12-in i 6-in
| 18-in.
. . 24-in,
24-in f
18-in. 1
! 6-in.
12-in. 6-in. 1
' i 6-in.
1 per 4.0 ft2 (4 per board) 1 per 3.2 ft2 (5 per board) 1 per 2.7 ft2 (6 per board)
6-in. - - 18-in. - 6-in. 6-in+—18-in.— 6-in. 6-in. - -~ 18-in. - 6-in.
I}
T [ 1 I}
} ! I |
ein. 12r|n. 12-.
f 18-in. t : i
12-in. 1
i ! 24-in. 12-in
12-in. |
! 18-in. |
6-in. } 12-in
i . 12-in. !
: 6-in. , 6-in.
-12-in.~ 6-in. i i
1 per 2.0 ft2 (8 per board) 1 per 1.8 ft2 (9 per board) 1 per 1.6 ft2 (10 per board)
6-in. = == 18-in. - 6-in. 6-in. - -~ 18-in. - 6-in. 6-in. -~ -12-in.- 6-in.
24-in, 12-in. 12-in. 12-in.
! 12-in 12:|n. 12:in.
I 12-in. i
12-in ' 12'|n.
L 6-in. 6-in.
6-in | | T i
i ~-18-in.———6-in. =12-in.~——6-in.
1 per 1.45 ft2 (11 per board) 1 per 1.3 ft2 (12 per board) 1 per 1.0 ft2 (16 per board)
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INSULATION ATTACHMENT PATTERNS —4X8 FT BOARDS
B-in. - - -12-in.- 12-incf=—{12-in- [=6-in. - | 6-in. 6-in. - 18-in. -
12: 1Z;in. 12l 12;in 12l | e | 12iin. o
i [ S i | i 18-in.
12-in - 18-in.
24-in. ! 24-in 240in. > : 24-in.
36- 12-in | 18-in.
SR ! 24-in.
| 24-in. 2a4n 24-in 24-in. > : 24-in. 12‘-in,
! ' = 24;in. 18-in.
36- 1Z:in 24-in 240in. SR 24-in.
24-in. ! )
12-in | | . 18-in. : 18-in.
1 4 i 12-in 12-in. s ‘ 1 12-in. T
12- 12-in. 12in) | - | | E-in. : G-in.
! . : ! —24-in— e 2in -12-ink 24-in.
1 per 5.3 ft2 (6 per board) 1 per 4.0 ft2 (8 per board) 1 per 3.2 ft2 (10 per board) 1 per 2.7 ft2 (12 per board) 1 per 2.3 ft2 (14 per board) 1 per 2.0 ft2 (16 per board)
= +{6-in. 6-in.{~=i-18-in. -1 6-in. 6-in.~12-in.|12-in.|- 6-in——| 6-in.++—~f 18-in. - 18-in. - 6-in.~—(12-in.-
I} 1l | 1} \ s
6-in. ‘ | 6-in. [ ‘ f Gin l [- 6-in | 6-in.
f . 12-in. . o ¥ T
) 18-in. 1 | 12-in 12-in. 12-in.
18-in. 18-in. . ! ! I
i + J 12-in. i 6ain. 1
f lZIin. g @ 1 + 12-in 6in 12:|n.
; 5 12-in. | T [
18in. ) 18:in : 12-in 12-in. 12-in.
i 1&in. 4 12-in. ! : —t
12-in. 124in i 12-in 12-in. 12:|n.
1 - G 12-in. | - | :
18-in. 18-in. 1 t 12-in 12-in. 12:"’14
18-in 12-in. i ! t
o | ! 12:in 6-in. 12-in.
18-in Tl ) 1 12-in. | , 6-in. I
- \ . | 12-in L 12-in
18Tn. ¥ i 12]|n‘ .
| 18in. | _ - ; 12-in. o | :
6 !n. - ™ . o . | :n. 6-in. | ] !n.
24-in. T -12-in.-—24-in— - 24-in. A2in —240in— ! -12-in.-6-in.
1 per 1.8 ft2 (18 per board) 1 per 1.6 ft2 (20 per board) 1 per 1.45 ft2 (22 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.23 ft2 (26 per board) 1 per 1.0 ft2 (32 per board)
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18 The following products are interchangeable within the scope of this PEER:
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ACCEPTABLE ALTERNATES
SuB-CATEGORY MANUFACTURER FBC FiLE OR NOA LisTED PRODUCT HEREIN ALTERNATE
Paratherm G Paratherm G, Paratherm NH
ROOFING Siplast N/A Paratherm G CG Paratherm G CG, Paratherm NH Ultra, Paratherm NH CG
INSULATION Paratherm HD Paratherm HD Plus, Paratherm NH HD or Paratherm NH HD Plus
Georgia-Pacific Gypsum, LLC FL1250 DensDeck Prime DensDeck StormX Prime Roof Board

19 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads.
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TABLE 1A: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

System S Base Insulation Layer Top Insulation Layer TR
Y ec Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARAsOLO TPX:
Optional) Additional | b
W-1. Min. 15/32-inch OSB; 2 ft span Min. 1-inch Paratherm G, Paratherm G CG Parafast IA ( P |or.1a ) ftionalayers base Parafast IA Parasolo TPX / TPX-WB -45.0*
insulation, flat or tapered
W-2. Min. 15/32-inch plywood; 2 ft Min. 1-inch Paratherm G, Paratherm G CG Parafast IA ‘(Optlor‘1al) Additional layers base Parafast IA Parasolo TPX / TPX-WB -67.5
span insulation, flat or tapered
Min. 15/32-inch pl ;2 Parafast IA, i 1) Additi 11 Parafast IA, 6-
W-3. in. 15/32-inch plywood; 2 ft Min. 1-inch Paratherm G, Paratherm G CG a.ra ast 1A, .(Optlor.wa ) Additional layers base X arafast 1A, 6 Parasolo TPX / TPX-WB -75.0
span 6-inch o.c. insulation, flat or tapered inch o.c.
PARASOLO TPX FLEECE-BACK MEMBRANE:
i 1) Additi 11 P lo TPX FI -Back M TPX-
W-4. Min. 15/32-inch OSB; 2 ft span Min. 1-inch Paratherm G, Paratherm G CG Parafast IA .(Optlor.wa ) AddiCiQual Iaverggse Parafast IA arasolo eece-Back Membrane / -45.0*
insulation, flat or tapered WSB, Parafast IA (spatter)
W5 Min. 15/32-inch plywood; 2 ft Min. 1-inch Paratherm G, Paratherm G CG Parafast IA FOptlorlmal) Additional layers base parafast IA Parasolo TPX Fleece-Back Membrane / TPX- 675
span insulation, flat or tapered WB, Parafast IA (spatter)
W-6 Min. 15/32-inch plywood; 2 ft Min. 1-inch Paratherm G, Paratherm G CG Pa.rafast 1A, .(Optlor.1al) Additional layers base .Parafast IA, 6- Parasolo TPX Fleece-Back Membrane / TPX- 75.0
span 6-inch o.c. insulation, flat or tapered inch o.c. WSB, Parafast IA (spatter)

TABLE 18: WOOD DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION, BONDED ROOF COVER
System Deck Base Insulation Layer Top Insulation Layer TR
No. (Note 1) Vapor Barrier Type Attach Type Attach Roof Cover (Note 15) (osf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO TPX MEMBRANE APPLICATIONS:
Min. 7/16-inch APA rated OSB, 1-inch . . . . -
W-7. SYP wood plank or min. 15/32-inch APA | IPIStSA NP~ VR PARerm G or parafast|a | (OPtional) Additional layer(s) Parafast|A | Parasolo TPX / TPX-WB -60.0
Vapor Retarder | Paratherm G CG Paratherm G
rated CDX plywood; 2 ft span
Min. 7/16-inch APA rated OSB, 1-inch Siplast SA One or more layer(s), min. 1.5- Min. 0.25-inch DensDeck Prime,
W-8. SYP wood plank or min. 15/32-inch APA Vapor Retarder inch Paratherm G or Paratherm Parafast IA DEXcell FA Glass Mat Roof Board or Parafast IA Parasolo TPX / TPX-WB -60.0
rated CDX plywood; 2 ft span G CG SECUROCK Gypsum-Fiber Roof Board
PARASOLO TPX FLEECE-BACK MEMBRANE APPLICATIONS:
Min. 7/16-inch APA rated OSB, 1-inch . . . Parasolo TPX Fleece-Back
W-9. SYP wood plank or min. 15/32-inch APA Siplast SA Min. OXQgch Paratherm G, Parafast IA Additional layer(s) base insulation Parafast IA Membrane / TPX-WB, -60.0
Vapor Retarder | Paratherm W or Paratherm G CG
rated CDX plywood; 2 ft span Parafast |A (spatter)
Min. 7/16-inch APA rated OSB, 1-inch siplast SA One or more layer(s). min. 0.5- Min. 0.25-inch DensDeck Prime, Parasolo TPX Fleece-Back
W-10. SYP wood plank or min. 15/32-inch APA Vapor Retarder inch Paratherm G Paratherm W Parafast 1A DEXcell FA Glass Mat Roof Board or Parafast IA Membrane / TPX-WB, -60.0
rated CDX plywood; 2 ft span or Paratherm G CG SECUROCK Gypsum-Fiber Roof Board Parafast IA (spatter)
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TABLE 1c: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

System S Base Insulation Layer Top Insulation Layer TR
ec
Attach Attach Roof Cover (Note 15)
No. (Note 1) T F Note 11 T (psf)
s asten (Note 11) |\ 1o 17) e (Notes 6,7,8)

PARASOLO TPX FLEECE-BACK MEMBRANE APPLICATIONS:
Min. 15/32-inch plywood or - Note 2 (Parafast 1per2.0 Min. 0.25-inch SECUROCK Parasolo TPX Fleece-Back Membrane /

W-11L. 1-inch wood plank; 2 ft span Min 2-inch Paratherm G HD only) ft2 Gypsum-Fiber Roof Board RarafaQih Parafast IA (spatter) 525

W-12 M!n. 15/32-inch plywood or Min. 1.5-inch Paratherm G Note 2 1perl.8 ‘(Optlor‘1al) Additional layers base parafast A Parasolo TPX Fleece-Back Membrane / 525
1-inch wood plank; 2 ft span —_— ft2 insulation, flat or tapered Parafast IA (spatter)

W-13 Min. 19/32-inch plywood or Min. 3-inch Paratherm G or Note 2 1per 1.0 Min. 0.25-inch SECUROCK Parafast IA, 4- Parasolo TPX Fleece-Back Membrane / 1200
1-inch wood plank; 2 ft span Paratherm G CG - ft2 Gypsum-Fiber Roof Board inch o.c. Parafast IA (spatter) )

TABLE 1p: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15)
System Deck S Attach i MDP
astener acl
No. Note 1 (psf)
( ) Type " Attach Type (2;::5 Type N Base Cap
Min Parabase, Parabase FS, 8-inch o.c. at
15/?;2—inch GAFGLAS #75 Base Sheet, | 32 ga., 1-5/8- min 4—ir;c.h aps Min. 0.5-inch Parasolo TPX
vwood Tri-Ply #75 Base Sheet, inch dia. tin and.8—inch o cp Min. 1-inch Paratherm Structodek High Density One or two plies Fleece-Back
W-14 Zryl-inch GAFGLAS #80 Ultima caps with 12 in two (2) - G, Paratherm G CG or hot Fiberboard Roof hot asphalt Paratech Glass Base or Membrane in 45.0
’ wood Base Sheet, GAFGLAS ga. annular cqually s 'aced min. 1.5-inch Paratherm | asphalt Insulation or min. P Paratech 180 Base in hot asphalt or :
lank: 2 ft Stratavent Nailable ring shank sg e\:eg ’ W 0.4375-inch DEXcell hot asphalt Parafast IA
P ’ Venting Base Sheet, nails 8 Cement Roof Board (spatter)
span center rows
Paratech Glass Base
. Parabase, Parabase FS, . . .
Min. GAFGLAS #75 Base Sheet, | 32ga, 1-5/8- | cinchoc.at Min. 0.25-inch Parasolo TPX
15/32-inch . X L min. 4-inch laps . . DensDeck Prime or .
lvwood Tri-Ply #75 Base Sheet, inch dia. tin and 8-inch o.c Min. 1-inch Paratherm SECUROCK Gypsum- One or two plies Fleece-Back
Pl . GAFGLAS #80 Ultima caps with 12 ) v G, Paratherm G CG or hot . P Paratech Glass Base or Membrane in
W-15. or 1-inch in two (2), . . Fiber Roof Board or hot asphalt K -45.0
Base Sheet, GAFGLAS ga. annular min. 1.5-inch Paratherm | asphalt K . Paratech 180 Base in hot asphalt or
wood . . equally spaced, min. 0.4375-inch
Stratavent Nailable ring shank W hot asphalt Parafast IA
plank; 2 ft . ) staggered DEXcell Cement Roof
epan Venting Base Sheet, nails ceriy Board (spatter)
P Paratech Glass Base
Min Parabase, Parabase FS, 8-inch o.c. at
15/?;2—inch GAFGLAS #75 Base Sheet, | 32 ga., 1-5/8- min 4—ir.1c.h laps One or two plies Parasolo TPX
vwood Tri-Ply #75 Base Sheet, inch dia. tin and.8—inch o cp Min. 1-inch Paratherm Min. 0.25-inch paratech GI:ss Base TG Fleece-Back
ply . GAFGLAS #80 Ultima caps with 12 ) o G, Paratherm G CG or hot DensDeck Prime or ! Membrane in
W-16 or 1-inch in two (2), f . hot asphalt Paratech Glass Base 3.0 -45.0
Base Sheet, GAFGLAS ga. annular min. 1.5-inch Paratherm | asphalt SECUROCK Gypsum- hot asphalt or
wood . . equally spaced, ) TG, Paratech 180 Base
Stratavent Nailable ring shank w Fiber Roof Board . Parafast IA
plank; 2 ft . . staggered TG, torch-applied
Venting Base Sheet, nails (spatter)
span center rows
Paratech Glass Base
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TABLE 1p: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15)
System Deck - Attach i MDP
astener acl
No. (Note 1) (psf)
Type Noteill Attach Type (glc;t:s Type Noteo)s Base Cap
Min. 9-inch o.c. at . .
19/32-inch | GAFGLAS #80 Ultima 3283, 1-5/8- | Ui Taps o Min. 0.5-iggh ) i Parasolo TPX
inch dia. tin . Min. 1-inch Paratherm Structodek High Density One or two plies Fleece-Back
plywood Base Sheet, GAFGLAS . and 9-inch o.c. . A
X . caps with 12 X G, Paratherm G CG or hot Fiberboard Roof Paratech Glass Base or Membrane in
W-17. or 1-inch Stratavent Nailable in two (2), . . X ; hot asphalt K -45.0
. ga. annular min. 1.5-inch Paratherm | asphalt Insulation or min. Paratech 180 Base in hot asphalt or
wood Venting Base Sheet, . equally spaced, X
ring shank w 0.4375-inch DEXcell hot asphalt Parafast IA
plank; 2 ft Paratech Glass Base ) staggered
nails Cement Roof Board (spatter)
span center rows
Min. 9-inch o.c. at Min. 0.25-inch
19/32-inch | GAFGLAS #80 Ultima 3283, 1-5/8- | Lo Taps o DensDeck Prime or ) Parasolo TPX
inch dia. tin . Min. 1-inch Paratherm One or two plies Fleece-Back
plywood Base Sheet, GAFGLAS . and 9-inch o.c. SECUROCK Gypsum- .
. . caps with 12 ) G, Paratherm G CG or hot . Paratech Glass Base or Membrane in
W-18 or 1-inch Stratavent Nailable in two (2), . . Fiber Roof Board or hot asphalt X -45.0
. ga. annular min. 1.5-inch Paratherm | asphalt K . Paratech 180 Base in hot asphalt or
wood Venting Base Sheet, ring shank equally spaced, " min. 0.4375-inch hot asphalt Parafast IA
plank; 2 ft Paratech Glass Base g staggered DEXcell Cement Roof P
nails (spatter)
span center rows Board
Min. 9-inch o.c. at
19/32-inch | GAFGLAS #80 Ultima 3282, 158 | s inchlaps | . . One or two plies Parasolo TPX
inch dia. tin . Min. 1-inch Paratherm Min. 0.25-inch Fleece-Back
plywood Base Sheet, GAFGLAS . and 9-inch o.c. . Paratech Glass Base TG, .
X . caps with 12 X G, Paratherm G CG or hot DensDeck Prime or Membrane in
W-19 or 1-inch Stratavent Nailable in two (2), . . hot asphalt Paratech Glass Base 3.0 -45.0
. ga. annular min. 1.5-inch Paratherm | asphalt SECUROCK Gypsum- hot asphalt or
wood Venting Base Sheet, . equally spaced, . TG, Paratech 180 Base
ring shank W Fiber Roof Board . Parafast IA
plank; 2 ft Paratech Glass Base ) staggered TG, torch-applied
nails (spatter)
span center rows
Min Parabase, Parabase FS,
15/?;2—inch GAFGLAS #75 Base Sheet, | 32 ga., 1-5/8- 6-inch o.c. at Min. 0.5-inch Parasolo TPX
vwood Tri-Ply #75 Base Sheet, inch diameter | the 4-inch lap Min. 1-inch Paratherm Structodek High Density One or two plies Fleece-Back
W-20 Zryl—inch GAFGLAS #80 Ultima tin caps with and 6-inch o.c. G, Paratherm G CG or hot Fiberboard Roof hot asphalt Paratech Glass Base or Membrane in 525
wood Base Sheet, GAFGLAS 12 ga. in two (2) min. 1.5-inch Paratherm | asphalt Insulation or min. P Paratech 180 Base in hot asphalt or :
lank: 2 ft Stratavent Nailable annular ring staggered w 0.4375-inch DEXcell hot asphalt Parafast IA
P ’ Venting Base Sheet, shank nails center rows Cement Roof Board (spatter)
span
Paratech Glass Base
. Parabase, Parabase FS, . .
2’;'732 inch | GAFGLAS #75 Base Sheet, | 32ga., 1-5/8- | 6incho.c.at 'I;/'e':‘sgjcsk"::irne o Parasolo TPX
lvwood Tri-Ply #75 Base Sheet, inch diameter | the 4-inch lap Min. 1-inch Paratherm SECUROCK Gypsum One or two plies Fleece-Back
W-21 zryl—inch GAFGLAS #80 Ultima tin caps with and 6-inch o.c. G, Paratherm G CG or hot Fiber Roof Bc:/aprd or hot asphalt Paratech Glass Base or Membrane in 525
Base Sheet, GAFGLAS 12 ga. in two (2) min. 1.5-inch Paratherm | asphalt K . P Paratech 180 Base in hot asphalt or :
wood . . min. 0.4375-inch
Stratavent Nailable annular ring staggered w hot asphalt Parafast IA
plank; 2 ft | . DEXcell Cement Roof
Venting Base Sheet, shank nails center rows (spatter)
span Board
Paratech Glass Base
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TABLE 1p: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15)
System Deck Fast Attach Attach P
astener acl
No. (Note 1) (psf)
Type Noteill Attach Type (glc;t:s Type Noteo)s Base Cap
Min Parabase, Parabase FS,
15/5;2—inch GAFGLAS #75 Base Sheet, | 32 ga., 1-5/8- 6-inch o.c. at One or two plies Parasolo TPX
lvwood Tri-Ply #75 Base Sheet, inch diameter | the 4-inch lap Min. 1-inch Paratherm Min. 0.25-inch paratech GI;)ss Base TG Fleece-Back
W-22 gryl—inch GAFGLAS #80 Ultima tin caps with and 6-inch o.c. G, Paratherm G CG or hot DensDeck Prime or hot asphalt paratech Glass Base 3 OI Membrane in 525
Base Sheet, GAFGLAS 12 ga. in two (2) min. 1.5-inch Paratherm | asphalt SECUROCK Gypsum- P ’ hot asphalt or :
wood . . . TG, Paratech 180 Base
Stratavent Nailable annular ring staggered w Fiber Roof Board ) Parafast IA
plank; 2 ft . R TG, torch-applied
epan Venting Base Sheet, shank nails center rows (spatter)
P Paratech Glass Base
Min Parabase, Parabase FS,
19/3;2-inch GAFGLAS #75 Base Sheet, | 32 ga., 1-5/8- 8-inch o.c. at Min. 0.5-inch Parasolo TPX
lvwood Tri-Ply #75 Base Sheet, inch diameter | the 4-inch lap Min. 1-inch Paratherm Structodek High Density One or two plies Fleece-Back
W-23 gryl-inch GAFGLAS #80 Ultima tin caps with and 8-inch o.c. G, Paratherm G CG or hot Fiberboard Roof hot asphalt Paratech Glass Base or Membrane in 525
’ wood Base Sheet, GAFGLAS 12 ga. in two (2) min. 1.5-inch Paratherm | asphalt Insulation or min. P Paratech 180 Base in hot asphalt or !
Stratavent Nailable Annular ring staggered w 0.4375-inch DEXcell hot asphalt Parafast IA
plank; 2 ft . R
span Venting Base Sheet, shank nails center rows Cement Roof Board (spatter)
P Paratech Glass Base
Parabase, Parabase FS,
Min. ! ! Min. 0.25-inch
19/32-inch | GAFGLAS #75 Base Sheet, | 32ga, 1-5/8- | 8incho.c.at Min 0.25-heh Parasolo TPX
vwood Tri-Ply #75 Base Sheet, inch diameter | the 4-inch lap Min. 1-inch Paratherm SECUROCK Gypsum- One or two plies Fleece-Back
W-24 Zryl—inch GAFGLAS #80 Ultima tin caps with and 8-inch o.c. G, Paratherm G CG or hot Fiber Roof Bgaprd or hot asphalt Paratech Glass Base or Membrane in 525
’ wood Base Sheet, GAFGLAS 12 ga. in two (2) min. 1.5-inch Paratherm | asphalt min. 0.4375-inch P Paratech 180 Base in hot asphalt or :
Stratavent Nailable Annular ring staggered w - hot asphalt Parafast IA
plank; 2 ft . ) DEXcell Cement Roof
Venting Base Sheet, shank nails center rows (spatter)
span Board
Paratech Glass Base
Min Parabase, Parabase FS,
19/3;2 inch GAFGLAS #75 Base Sheet, | 32ga., 1-5/8- | 8-incho.c.at O or two plics Parasolo TPX
lvwood Tri-Ply #75 Base Sheet, inch diameter | the 4-inch lap Min. 1-inch Paratherm Min. 0.25-inch paratech GI:ss Base TG Fleece-Back
Wios zryl-inch GAFGLAS #80 Ultima tin caps with and 8-inch o.c. G, Paratherm G CG or hot DensDeck Prime or hot asphalt paratech Glass Base 3 0’ Membrane in 525
’ Base Sheet, GAFGLAS 12 ga. in two (2) min. 1.5-inch Paratherm | asphalt SECUROCK Gypsum- P ' hot asphalt or :
wood i . . TG, Paratech 180 Base
Stratavent Nailable Annular ring staggered w Fiber Roof Board . Parafast IA
plank; 2 ft | N TG, torch-applied
span Venting Base Sheet, shank nails center rows (spatter)
P Paratech Glass Base
Min.
., 1-5/8- -i .C. in. 0.5-i
19/32-inch GAFGLAS #80 Ultima ?2 ga . 5/8 8 |nch‘o c.at . . Min. 0.5 |nch‘ ‘ ) Parasolo TPX
inch dia. tin the 4-inch lap Min. 1-inch Paratherm Structodek High Density One or two plies Fleece-Back
plywood Base Sheet, GAFGLAS ) . . .
. i caps with 12 and 8-inch o.c. G, Paratherm G CG or hot Fiberboard Roof Paratech Glass Base or Membrane in
W-26 or 1-inch Stratavent Nailable . . . X ; hot asphalt K -75.0*
. ga. annular in three (3) min. 1.5-inch Paratherm | asphalt Insulation or min. Paratech 180 Base in hot asphalt or
wood Venting Base Sheet, A .
ring shank staggered w 0.4375-inch DEXcell hot asphalt Parafast 1A
plank; 2 ft Paratech Glass Base .
span nails center rows Cement Roof Board (spatter)
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TABLE 1p: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15
System Deck - Attach i MDP
astener acl
No. (Note 1) (psf)
Type Noteill Attach Type (glc;t:s Type Noteo)s Base Cap
Min. . Min. 0.25-inch
19/32-inch | GAFGLAS #80 Ultima .32 ga.,- ! 5/8 8 |nch.0.c. at . . DensDeck Prime or . Parasolo TPX
inch dia. tin the 4-inch lap Min. 1-inch Paratherm One or two plies Fleece-Back
plywood Base Sheet, GAFGLAS . . SECUROCK Gypsum- A
X . caps with 12 and 8-inch o.c. G, Paratherm G CG or hot X Paratech Glass Base or Membrane in
W-27. or 1-inch Stratavent Nailable ) ] . Fiber Roof Board or hot asphalt K -75.0
: ga. annular in three (3) min. 1.5-inch Paratherm | asphalt X - Paratech 180 Base in hot asphalt or
wood Venting Base Sheet, ring shank staggered W min. QY S-ingi hot asphalt Parafast 1A
plank; 2 ft Paratech Glass Base g E8 DEXcell Cement Roof P
nails center rows (spatter)
span Board
Min. . 32 ga., 1-5/8- 8-inch o.c. at . Parasolo TPX
19/32-inch GAFGLAS #80 Ultima X o . . . 9 . One or two plies
inch dia. tin the 4-inch lap Min. 1-inch Paratherm Min. 0.25-inch Fleece-Back
plywood Base Sheet, GAFGLAS i . . Paratech Glass Base TG, R
. . caps with 12 and 8-inch o.c. G, Paratherm G CG or hot DensDeck Prime or Membrane in
W-28. or 1-inch Stratavent Nailable . . . hot asphalt Paratech Glass Base 3.0 -75.0
. ga. annular in three (3) min. 1.5-inch Paratherm | asphalt SECUROCK Gypsum- hot asphalt or
wood Venting Base Sheet, 8 . TG, Paratech 180 Base
ring shank staggered w Fiber Roof Board . Parafast IA
plank; 2 ft Paratech Glass Base A TG, torch-applied
nails center rows (spatter)
span
Parabase, Parabase FS,
Min. g ! 8-inch o.c. at GAFGLAS Stratavent
. GAFGLAS #75 Base Sheet, 32 ga., 1-5/8- . K . Parasolo TPX
15/32-inch . : L min. 4-inch laps Perforated Venting
lvwood Tri-Ply #75 Base Sheet, inch dia. tin and 8-inch o.c Base. loose laid Fleece-Back
plyw GAFGLAS #80 Ultima caps with 12 . - Min. 1-inch Paratherm hot (Optional) Additional ! ! Membrane in
W-29 or 1-inch in two (2), ) . hot asphalt followed by one or two -45.0
Base Sheet, GAFGLAS ga. annular G, Paratherm G CG asphalt layer(s) base insulation . hot asphalt or
wood . . equally spaced, plies Paratech Glass
Stratavent Nailable ring shank Parafast IA
plank; 2 ft . ) staggered Base or Paratech 180
span Venting Base Sheet, nails center rows Base in hot asphalt (spatter)
P Paratech Glass Base P
Min. -in .C. AFGLAS Strataven
19/32-inch GAFGLAS #80 Ultima 32ga, 1-5/8- tghe (I’:T:: fl iarfch (Pserfgratfajt\lztriir? ' Parasolo TPX
vwood Base Sheet, GAFGLAS inch dia. tin lap and 9-inch Base. loose laid g Fleece-Back
Pl . Stratavent Eliminator caps with 12 P ) Min. 1-inch Paratherm hot (Optional) Additional ! ! Membrane in
W-30 or 1-inch ) ) o.c. in two (2), ) . hot asphalt followed by one or two -45.0
Nailable Venting Base ga. annular G, Paratherm G CG asphalt layer(s) base insulation . hot asphalt or
wood ’ equally spaced, plies Paratech Glass
Sheet, Paratech Glass ring shank Parafast IA
plank; 2 ft ) staggered Base or Paratech 180
Base, Paratech 180 Base nails . (spatter)
span center rows Base in hot asphalt
. Parabase, Parabase FS, .
Min. GAFGLAS #75 Base Sheet, | 32ga, 1-5/8- | oinchoc.at GAFGLAS Stratavent Parasolo TPX
15/32-inch . . L min. 4-inch laps Perforated Venting
lvwood Tri-Ply #75 Base Sheet, inch dia. tin and 6-inch o.c Base. loose laid Fleece-Back
Ply . GAFGLAS #80 Ultima caps with 11 . - Min. 1-inch Paratherm hot (Optional) Additional ! ! Membrane in
W-31 or 1-inch in two (2), ) . hot asphalt followed by one or two -52.5
Base Sheet, GAFGLAS ga. annular G, Paratherm G CG asphalt layer(s) base insulation . hot asphalt or
wood . . equally spaced, plies Paratech Glass
Stratavent Nailable ring shank Parafast IA
plank; 2 ft . B staggered Base or Paratech 180
Venting Base Sheet, nails . (spatter)
span center rows Base in hot asphalt
Paratech Glass Base
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NEmoO | etc.e
TABLE 1p: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF CO

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15
System Deck - Attach i MDP
astener acl
No. (Note 1) (psf)
Type Noteill Attach Type (gk;t:s Type Noteo)s Base Cap
. Parabase, Parabase FS,
1M9I75;2—inch GAFGLAS #75 Base Sheet, | 32 ga., 1-5/8- 8-inch o.c. at S:rf‘g:eﬁvsejt\z;at\ilsm Parasolo TPX
lvwood Tri-Ply #75 Base Sheet, inch diameter | the 4-inch lap Base. loose laid J Fleece-Back
W-32 gryl—inch GAFGLAS #80 Ultima tin caps with and 8-inch o.c. Min. 1-inch Paratherm hot (Optional) Additional hot asphalt fO||0\’Ned b on(; or two Membrane in 525
’ Base Sheet, GAFGLAS 12 ga. in two (2) G, Paratherm G CG asphalt layer(s) base insulation P . v hot asphalt or :
wood . . plies Paratech Glass
Stratavent Nailable annular ring staggered Parafast IA
plank; 2 ft ) . Base or Paratech 180
epan Venting Base Sheet, shank nails center rows Base in hot asphalt (spatter)
P Paratech Glass Base P
Min. . GAFGLAS Stratavent
19/32-inch | GAFGLAS #80 Ultima 32g2,1-5/8- | 8incho.c. at Perforated Venting Parasolo TPX
inch dia. tin the 4-inch lap . Fleece-Back
plywood Base Sheet, GAFGLAS . . . . . - Base, loose laid, .
. ; caps with 12 and 8-inch o.c. Min. 1-inch Paratherm hot (Optional) Additional Membrane in
W-33. or 1-inch Stratavent Nailable . . A hot asphalt followed by one or two -75.0%
. ga. annular in three (3) G, Paratherm G CG asphalt layer(s) base insulation . hot asphalt or
wood Venting Base Sheet, ring shank stagaered plies Paratech Glass Parafast IA
plank; 2 ft Paratech Glass Base g B8 Base or Paratech 180
nails center rows ) (spatter)
span Base in hot asphalt

TABLE 1e: WOOD DECKS — NEW CONSTRUCTION. REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15)
System Deck AT Attach Attach MbDP
No. (Note 1) Type Attach Type (Notes Type (Notes Base Cap sf]
(Note 11)
6,7,8 6,7,8
Min Parabase, Parabase FS,
15/3;2-inch GAFGLAS #75 Base Sheet, 16-inch o.c. at the Min. 0.5-inch Parasolo TPX
plywood Tri-Ply #75 Base S'heet, Note 2 min. 4-|r1ch lap Min. 1-inch Paratherm G, S.tructodek High Density One or two plies Paratech FIeece-Back.
. GAFGLAS #80 Ultima Base P and 16-inch o.c. . hot Fiberboard Roof hot Membrane in hot
W-34. or 1-inch (Parafast X Paratherm G CG or min. X ; Glass Base or Paratech 180 -52.5
wood Sheet, GAFGLAS HD ONLY) in two (2), equally 1.5-inch Paratherm W asphalt Insulation or min. asphalt Base in hot asohalt asphalt or
Stratavent Nailable spaced, staggered . 0.4375-inch DEXcell P Parafast IA
plank; 2 ft |
Venting Base Sheet, center rows Cement Roof Board (spatter)
span
Paratech Glass Base
. Parabase, Parabase FS, . .
Min. GAFGLAS #75 Base Sheet, 16-inch o.c. at the Min. 0.25-inch Parasolo TPX
15/32-inch Tri-Ply #75 Base Sheet, min. 4-inch la DensDeck Prime or Fleece-Back
plywood ¥ A 4 Note 2 . P Min. 1-inch Paratherm G, SECUROCK Gypsum- One or two plies Paratech R
. GAFGLAS #80 Ultima Base and 16-inch o.c. . hot . hot Membrane in hot
W-35. or 1-inch (Parafast . Paratherm G CG or min. Fiber Roof Board or Glass Base or Paratech 180 -52.5
Sheet, GAFGLAS in two (2), equally . asphalt K . asphalt ) asphalt or
wood [ HD ONLY) 1.5-inch Paratherm W min. 0.4375-inch Base in hot asphalt
Stratavent Nailable spaced, staggered Parafast IA
plank; 2 ft Rk DEXcell Cement Roof
cpan Venting Base Sheet, center rows Board (spatter)
p Paratech Glass Base
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TABLE 1e: WOOD DECKS — NEW CONSTRUCTION. REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15)
System Deck SR Attach Attach MDP
No. (Note 1) Type Attach Type (Notes Type (Notes Base Cap (psf)
(Note 11)
6,7,8 6,7,8
Min Parabase, Parabase FS,
- GAFGLAS #75 Base Sheet, 16-inch o.c. at the . Parasolo TPX
15/32-inch : | . . K One or two plies Paratech
Tri-Ply #75 Base Sheet, min. 4-inch lap . . Min. 0.25-inch Fleece-Back
plywood R Note 2 . Min. 1-inch Paratherm G, i Glass Base TG, Paratech .
. GAFGLAS #80 Ultima Base P and 16-inch o.c. . hot DensDeck Prime or hot Membrane in hot
W-36 or 1-inch (Parafast X Paratherm G CG or min. Glass Base 3.0 TG, -52.5
Sheet, GAFGLAS in two (2), equally . asphalt | SECUROCK Gypsum- asphalt asphalt or
wood R HD ONLY) 1.5-inch Paratherm W . Paratech 180 Base TG,
Stratavent Nailable spaced, staggered Fiber Roof Board K Parafast IA
plank; 2 ft . torch-applied
epan Venting Base Sheet, center rows (spatter)
P Paratech Glass Base
Min Parabase, Parabase FS,
15/3;2 inch GAFGLAS #75 Base Sheet, 12-inch o.c. at the Min. 0.5-inch Parasolo TPX
plywood Tri-Ply #75 Base S'heet, Note 2 min. 4-|r1ch lap Min. 1-inch Paratherm G, S.tructodek High Density One or two plies Paratech FIeece-Back.
. GAFGLAS #80 Ultima Base P and 12-inch o.c. . hot Fiberboard Roof hot Membrane in hot
W-37 or 1-inch (Parafast . Paratherm G CG or min. 5 : Glass Base or Paratech 180 -60.0
wood Sheet, GAFGLAS HD ONLY) in two (2), equally 1.5-inch Paratherm W asphalt | Insulation or min. asphalt Base in hot asphalt asphalt or
Stratavent Nailable spaced, staggered ' 0.4375-inch DEXcell P Parafast IA
plank; 2 ft .
Venting Base Sheet, center rows Cement Roof Board (spatter)
span
Paratech Glass Base
. Parabase, Parabase FS, . .
Min. GAFGLAS #75 Base Sheet, 12-inch o.c. at the Min. 0.25-inch Parasolo TPX
15/32-inch Tri-Ply #75 Base Sheet min. 4-inch la DensDeck Prime or Fleece-Back
plywood Y . ! Note 2 L P Min. 1-inch Paratherm G, SECUROCK Gypsum- One or two plies Paratech R
. GAFGLAS #80 Ultima Base and 12-inch o.c. . hot . hot Membrane in hot
W-38 or 1-inch (Parafast . Paratherm G CG or min. Fiber Roof Board or Glass Base or Paratech 180 -60.0
Sheet, GAFGLAS in two (2), equally ) asphalt K . asphalt ) asphalt or
wood . HD ONLY) 1.5-inch Paratherm W min. 0.4375-inch Base in hot asphalt
Stratavent Nailable spaced, staggered Parafast IA
plank; 2 ft . DEXcell Cement Roof
cpan Venting Base Sheet, center rows Board (spatter)
P Paratech Glass Base
Min Parabase, Parabase FS,
. GAFGLAS #75 Base Sheet, 12-inch o.c. at the . Parasolo TPX
15/32-inch . . . . . One or two plies Paratech
Tri-Ply #75 Base Sheet, min. 4-inch lap . : Min. 0.25-inch Fleece-Back
plywood ; Note 2 ) Min. 1-inch Paratherm G, - Glass Base TG, Paratech .
) GAFGLAS #80 Ultima Base and 12-inch o.c. . hot DensDeck Prime or hot Membrane in hot
W-39. or 1-inch (Parafast X Paratherm G CG or min. Glass Base 3.0 TG, -60.0
Sheet, GAFGLAS in two (2), equally . asphalt | SECUROCK Gypsum- asphalt asphalt or
wood . HD ONLY) 1.5-inch Paratherm W . Paratech 180 Base TG,
Stratavent Nailable spaced, staggered Fiber Roof Board K Parafast 1A
plank; 2 ft . torch-applied
epan Venting Base Sheet, center rows (spatter)
P Paratech Glass Base
Min Parabase, Parabase FS,
- GAFGLAS #75 Base Sheet, . Min. 0.5-inch Parasolo TPX
15/32-inch . 8-inch o.c. at the ) .
Tri-Ply #75 Base Sheet, . . . Structodek High Density . Fleece-Back
plywood R Note 2 4-inch lap and 8- Min. 1-inch Paratherm G, . One or two plies Paratech R
. GAFGLAS #80 Ultima Base . . . hot Fiberboard Roof hot Membrane in hot
W-40. or 1-inch (Parafast inch o.c. in three Paratherm G CG or min. X . Glass Base or Paratech 180 -75.0*
wood Sheet, GAFGLAS HD ONLY) (3) staggered 1.5-inch Paratherm W asphalt Insulation or min. asphalt Base in hot asphalt asphalt or
lank: 2 ft Stratavent Nailable centergrgows : 0.4375-inch DEXcell P Parafast IA
P ’ Venting Base Sheet, Cement Roof Board (spatter)
span
Paratech Glass Base
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TABLE 1e: WOOD DECKS — NEW CONSTRUCTION. REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation Roof Cover (Note 15)
System Deck SR Attach Attach MDP
No. (Note 1) Type Attach Type (Notes Type (Notes Base Cap (psf)
(Note 11)
6,7,8 6,7,8
. Parabase, Parabase FS, . .
Min. GAFGLAS #75 Base Sheet, . Min. 0.25ggch Parasolo TPX
15/32-inch Tri-Ply #75 Base Sheet 8-inch o.c. at the DensDeck Prime or Fleece-Back
plywood v : 4 Note 2 4-inch lap and 8- Min. 1-inch Paratherm G, SECUROCK Gypsum- One or two plies Paratech R
. GAFGLAS #80 Ultima Base . . . hot . hot Membrane in hot
W-41. or 1-inch (Parafast inch o.c. in three Paratherm G CG or min. Fiber Roof Board or Glass Base or Paratech 180 -82.5
Sheet, GAFGLAS . asphalt X . asphalt . asphalt or
wood . HD ONLY) (3) staggered 1.5-inch Paratherm W min. 0.4375-inch Base in hot asphalt
Stratavent Nailable Parafast IA
plank; 2 ft ) center rows DEXcell Cement Roof
epan Venting Base Sheet, Board (spatter)
P Paratech Glass Base
. Parabase, Parabase FS, 9 . .
Min. ' GAFGLAS #75 Base Sheet, . Min. 0.25. |nc.h One or two plies Paratech parasolo TPX
15/32-inch Tri-Ply #75 Base Sheet 8-inch o.c. at the DensDeck Prime or Glass Base or Paratech 180 Fleece-Back
plywood v : ! Note 2 4-inch lap and 8- Min. 1-inch Paratherm G, SECUROCK Gypsum- Base in hot asphalt or R
. GAFGLAS #80 Ultima Base . . . hot . hot Membrane in hot
W-42. or 1-inch Sheet. GAFGLAS (Parafast inch o.c. in three Paratherm G CG or min. asphalt Fiber Roof Board or asphalt Paratech Glass Base TG, asphalt or -82.5
wood ! . HD ONLY) (3) staggered 1.5-inch Paratherm W P min. 0.4375-inch P Paratech Glass Base 3.0 P
Stratavent Nailable Parafast IA
plank; 2 ft . center rows DEXcell Cement Roof TG, Paratech 180 Base TG,
cpan Venting Base Sheet, Board torch-applied (spatter)
P Paratech Glass Base PP
Min Parabase, Parabase FS,
15/?;2—inch GAFGLAS #75 Base Sheet, 16-inch o.c. at the GAFGLAS Stratavent Parasolo TPX
vwood Tri-Ply #75 Base Sheet, Note 2 min. 4-inch lap Perforated Venting Base, Fleece-Back
ply . GAFGLAS #80 Ultima Base P and 16-inch o.c. Min. 1-inch Paratherm G, hot (Optional) Additional hot loose laid, followed by one Membrane in hot
W-43. or 1-inch (Parafast . . A X -52.5
Sheet, GAFGLAS intwo (2), equally | Paratherm G CG asphalt layer(s) base insulation asphalt or two plies Paratech Glass | asphalt or
wood i HD ONLY)
lank: 2 ft Stratavent Nailable spaced, staggered Base or Paratech 180 Base Parafast IA
s an ’ Venting Base Sheet, center rows in hot asphalt (spatter)
P Paratech Glass Base
Min Parabase, Parabase FS,
15/3;2 inch GAFGLAS #75 Base Sheet, 12-inch o.c. at the GAFGLAS Stratavent Parasolo TPX
lvwood Tri-Ply #75 Base Sheet, Note 2 min. 4-inch lap Perforated Venting Base, Fleece-Back
ply . GAFGLAS #80 Ultima Base P and 12-inch o.c. Min. 1-inch Paratherm G, hot (Optional) Additional hot loose laid, followed by one Membrane in hot
W-44, or 1-inch (Parafast ) ) ) ! -60.0
Sheet, GAFGLAS intwo (2), equally | Paratherm G CG asphalt layer(s) base insulation asphalt or two plies Paratech Glass | asphalt or
wood . HD ONLY)
lank: 2 ft Stratavent Nailable spaced, staggered Base or Paratech 180 Base Parafast IA
E an ! Venting Base Sheet, center rows in hot asphalt (spatter)
P Paratech Glass Base
Min Parabase, Parabase FS,
- GAFGLAS #75 Base Sheet, . GAFGLAS Stratavent Parasolo TPX
15/32-inch . 8-inch o.c. at the .
vwood Tri-Ply #75 Base Sheet, Note:2 a-inch 1ap and 8- Perforated Venting Base, Fleece-Back
ply X GAFGLAS #80 Ultima Base —w . p Min. 1-inch Paratherm G, hot (Optional) Additional hot loose laid, followed by one Membrane in hot
W-45. or 1-inch (Parafast inch o.c. in three . A ) -82.5*
wood Sheet, GAFGLAS HD ONLY) (3) staggered Paratherm G CG asphalt layer(s) base insulation asphalt or two plies Paratech Glass | asphalt or
Stratavent Nailable Base or Paratech 180 Base Parafast IA
plank; 2 ft . center rows .
<pan Venting Base Sheet, in hot asphalt (spatter)
P Paratech Glass Base
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TABLE 1re: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

span

System . Top Insulation Layer Roof Cover (Note 15)
ase Insulation Layer
Deck (Note 1) MDP (psf)
No. (Note 13) Type Fastener (Note 11) "\?:::clr;) Base Cap
PARAsOLO TPX:
APA rated, 19/32 CAT, (Optional) One or R .
’ ! Min. 1-inch Parath 1 2.0
W-46. 0.578 in., Exposure 1 more layers, any G n. -inch Faratherm Note 2 (Parafast HD only) p:trz None Parasolo TPX / TPX-WB -45.0*
OSB; 2 ft span combination
Min. 15/32-inch (Optional) One or . .
Min. 1-inch P h 1 2.
W-47. plywood or 1-inch more layers, any in. I-inch Paratherm Note 2 (Parafast HD only) per 2.0 None Parasolo TPX / TPX-WB -45.0*
L G or Paratherm G CG I ft2
wood plank; 2 ft span combination
Parafast HD with Parafast 125 Tri Rib Plate or
Parafast 3” Metal Plate
&R & S U S
Min. 0.25-inch . J 5 El 5 5 E
Min. 15/32-inch . DensDeck Prime or B |
lywood or 1-inch (Optional) One or SECUROCK Gypsum- 7 = 1 per
W-48. Pl more layers, any Fiber Roof Board or b El P None Parasolo TPX / TPX-WB -67.5
wood plank; 2 ft L K ; B | 1.45 ft2
combination Min. 0.5-inch e
span Paratherm HD or
Paratherm HD Plus
G I S I b2
° 3 3 5 3 5 7
PARASOLO TPX FLEECE-BACK MEMBRANE:
Min. 15/32-inch
plywood; 2 ft span . .
Min. 0.5-inch 1 4. P lo TPX Fl -Back M
W-49. over nominal No. 2 None in. 0.5-inc Parafast HD with Parafast 125 Tri Rib Plate per 4.0 None arasolo eece-Back Membrane -30.0*
Paratherm HD ft2 / TPX-WB or Parafast IA (spatter)
wood trusses; 2 ft
span
Min. 15/32-In?h (Optional) One or Min. 1.5-inch 1per2.7 Parasolo TPX Fleece-Back Membrane
W-50. plywood or 1-inch more layers, any Note 2 (Parafast HD only) None -37.5%
L Paratherm G .y ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination
Min. 15/32-inch
plywood; 2 ft span . .
Min. 0.5-inch . A 1 2 P lo TPX Fl -Back M
W-51 over nominal No. 2 None Q-2 Parafast HD with Parafast 125 Tri Rib Plate per 3 None araso'o eece-Back Membrane -37.5%
wood trusses: 2 ft Paratherm HD ft2 / TPX-WB or Parafast IA (spatter)

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8" Edition (2023) FBC NON-HVHZ
Siplast Parasolo TPX Roof Systems; (800) 922-8800

BACKTO TOP

PEER-SPL-003.A.R4 for FL41948-R4 (NON-HVHZ)

Revision 4: 04/15/2026

Appendix 1, Page 17 of 68



TABLE 1re: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

System . Top Insulation Layer Roof Cover (Note 15)
ase Insulation Layer
Deck (Note 1) MDP (psf)
No. Note 13 Type Fastener (Note 11) "\?:::clr;) Base Cap
Parafast HD with Parafast 125 Tri Rib Plate or
Parafast 3” Metal Plate
c c £ < £ f=
AT e T e T e 0
- el - L] el -
Min. 19/32-inch Or'1e or m'ore lavers, Min. 0.4375-inch 1per3.2 Parasolo TPX Fleece-Back Membrane
W-52 lvwood: 2 ft span min. 1.5-inch, any DEXcell Cement Roof . 0 None / Parafast IA (spatter) -45.0*
ply ’ P combination Board 5 P
=
£
~
—
Min. 15/324th (Optional) One or Min. 2-inch Paratherm 1per2.7 Parasolo TPX Fleece-Back Membrane
W-53 plywood or 1-inch more layers, any Note 2 (Parafast HD only) None -45.0*
T G — ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination
. . . Min. 0.25-inch
Min. 15/324th (Optional) One or DensDeck Prime or 1per2.7 Parasolo TPX Fleece-Back Membrane
W-54. plywood or 1-inch more layers, any Note 2 (Parafast HD only) None -45.0*
o SECUROCK Gypsum- I ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination .
Fiber Roof Board
Min. 15/32-inch | Min. 0.4375-inch
in. 15/3 ine Ol?e or more favers, in. 0.4375-inc Parafast HD with Parafast 125 Tri Rib Plate or 1per2.7 Parasolo TPX Fleece-Back Membrane .
W-55 plywood or 1-inch min. 1.5-inch, any DEXcell Cement Roof ” None -45.0
T Parafast 3” Metal Plate ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination Board
Min. 15/32-In?h (Optional) One or Min. 1.5-inch 1per2.0 Parasolo TPX Fleece-Back Membrane
W-56. plywood or 1-inch more layers, any Note 2 (Parafast HD only) None -45.0*
L Paratherm G gl ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination
APA ra.ted, 15/32 CAT, | (Optional) One or Min. 1-inch Paratherm 1per2.0 Parasolo TPX Fleece-Back Membrane .
W-57 0.578 in., Exposure 1 more layers, any G Note 2 (Parafast HD only) 2 None / Parafast IA (spatter) -45.0
OSB; 2 ft span combination P
APA 19/32 CAT, | in. 0.4375-i
rafted, 9/32 CAT, O|-1e or more fayers, - 0:4375-inCR Parafast HD with Parafast 125 Tri Rib Plate or 1per2.0 Parasolo TPX Fleece-Back Membrane
W-58 0.578 in., Exposure 1 min. 1.5-inch, any DEXcell Cement Roof Parafast 3" Metal Plate et None / Parafast IA (spatter) -45.0*
OSB; 2 ft span combination Board P
in. 15/32-i i 4 .
Min. 15/3 mc.:h (Optional) One or Min. 1.5-inch 1perl.8 Parasolo TPX Fleece-Back Membrane
W-59 plywood or 1-inch more layers, any Note 2 None -52.5
L Paratherm G I ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination
Min. 15/32—|th (Optional) One or Min. 0.25-inch 1perl.8 Parasolo TPX Fleece-Back Membrane
W-60 plywood or 1-inch more layers, any . Note 2 None -52.5
. DensDeck Prime - ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination
Min. 15/32-inch Or.1e or m.ore layers, N~ 0.4375-inch Parafast HD with Parafast 125 Tri Rib Plate or 1per2.0 Parasolo TPX Fleece-Back Membrane
W-61 min. 1.5-inch, any DEXcell Cement Roof ” None -52.5
plywood; 2 ft span _ Parafast 3” Metal Plate ft2 / Parafast IA (spatter)
combination Board

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8 Edition (2023) FBC NON-HVHZ

Siplast Parasolo TPX Roof Systems; (800) 922-8800

BACKTO TOP

PEER-SPL-003.A.R4 for FL41948-R4 (NON-HVHZ)
Revision 4: 04/15/2026
Appendix 1, Page 18 of 68



TABLE 1re: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

System . Top Insulation Layer Roof Cover (Note 15)
ase Insulation Layer
Deck (Note 1) MDP (psf)
No. (Note 13) Type Fastener (Note 11) "\?:::clr;) Base Cap
Min. 15/32-inch
W-62 21}2’:‘:\2:;2"; ’s\l;:)anz None Min. 0.5-inch Parafast Roofing Fastener with Parafast 125 Tri 1perl.8 None Parasolo TPX Fleece-Back Membrane 525
wood trusses: 2 f-t Paratherm HD Rib Plate ft2 / Parafast IA (spatter) :
span
Min. 15/324th (Optional) One or Min. 0.25-inch 1perl.8 Parasolo TPX Fleece-Back Membrane
W-63. plywood or 1-inch more layers, any SECUROCK Gypsum- Note 2 2 None / Parafast IA (spatter) -60.0
wood plank; 2 ft span combination Fiber Roof Board P
Min. 15/324th Or-1e or more layers, Min. 0.4375-inch Parafast HD with Parafast 125 Tri Rib Plate or 1 per 1.8 Parasolo TPX Fleece-Back Membrane
W-64. plywood or 1-inch min. 1.5-inch, any DEXcell Cement Roof ” None -60.0
T Parafast 3” Metal Plate ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination Board
Min. 15/32-th (Optional) One or Min. 1.5-inch 1perl.6 Parasolo TPX Fleece-Back Membrane
W-65. plywood or 1-inch more layers, any Note 2 None -60.0
o Paratherm G E— ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination
Min. 15/32_"@1 (Optional) One or Min. 1.5-inch 1perl.3 Parasolo TPX Fleece-Back Membrane
W-66. plywood or 1-inch more layers, any Note 2 (Parafast HD only) None -60.0
L Paratherm G I ft2 / Parafast IA (spatter)
wood plank; 2 ft span combination
Parafast HD with Parafast 125 Tri Rib Plate or
Parafast 3” Metal Plate
R DV SNG ~BW S
Min. 0.25-inch L FF 3 51 8 | 5
DensDeck Prime or ] |
. K . _ 5 ._"
Min. 15/32 th (Optional) One or S.ECUROCK Gypsum [ ® 1 per Parasolo TPX Fleece-Back Membrane
W-67 plywood or 1-inch more layers, any Fiber Roof Board or i E 1.45 f2 None / Parafast IA (spatter) -67.5
wood plank; 2 ft span combination Min. 0.5-inch ; ! ’ P
Paratherm HD or
Paratherm HD Plus
G R B2
° 3 3 5 5 5 2
Parafast HD with Parafast 125 Tri Rib Plate or
Parafast 3” Metal Plate
R DV SNG ~BW S
3 El 5 2 2 E
Min. 15/32-inch One or more layers, Min. 0.4375-inch ; H
plywood or 1-inch ) . Yers, -5 I ] z 1 per Parasolo TPX Fleece-Back Membrane
W-68. min. 1.5-inch, any DEXcell Cement Roof o E None -67.5
wood plank; 2 ft I £ | 1.45 ft2 / Parafast IA (spatter)
combination Board =
span ;
G R B2
° 3 3 5 5 5 7
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NEmoO | etc.e
TABLE 1re: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

System . Top Insulation Layer Roof Cover (Note 15)
ase Insulation Layer
Deck (Note 1) MDP (psf)
No. (Note 13) Type Fastener (Note 11) "\?:::clt;) Base Cap
Min. 15/32-inch Or'1e or m'ore lavers, Min. 0.4375-inch Parafast HD with Parafast 125 Tri Rib Plate or 1 per Parasolo TPX Fleece-Back Membrane
W-69 min. 1.5-inch, any DEXcell Cement Roof ” None -82.5
plywood; 2 ft span T Parafast 3” Metal Plate 1.23 ft2 / Parafast IA (spatter)
combination Board
TABLE 16: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER
SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER
System Deck Insulation Attachment MDP
Roof Cover (Note 15B .
No. (Note 1) (Note 13) Fastener (Note 11) Spacing {Note 158) (psf)
Min. 15/32-inch APA B i | P lo TPX i i
W-70. .m 5/32-inc rated OSB or (Optional) One °f mqre Parafast XHD with Parafast RB TPO XHD 3" Plate 24 x 28-inch grid araso’o induction -22.5
1-inch wood plank; 2 ft span layers, any combination welded
Min. 15/32_'”?}] APA rated, CDX (Optional) One or more Parafast HD or Parafast XHD with Parafast RB . . Parasolo TPX induction
W-71 plywood or 1-inch wood plank; 2 I B 24 x 28-inch grid -22.5
ft span layers, any combination TPO XHD 3" Plate welded
. ) . 8 parts per 4x8 ft board X .
W-72 Min. 23/32-inch APArated OSBor | (Optional) One ormore | . e\ yuiry \ith parafast RBTPO XHD 3" Plate 24 x 24-inch grid Parasolo TPX induction -30.0
1-inch wood plank; 2 ft span layers, any combination welded
(Note 17)
Min. 19/32-inch APA DX 8 parts per 4x8 ft board
in. 19/3 |n<‘: rated, C (Optional) One or more Parafast HD or Parafast XHD with Parafast RB P P . ) Parasolo TPX induction
W-73 plywood or 1-inch wood plank; 2 L " 24 x 24-inch grid -30.0
layers, any combination TPO XHD 3" Plate welded
ft span (Note 17)
One or more layers, any 1 per 2.7 ft? (12 parts per 4 x 8 ft board)
W-74. Min. 19/32-inch OSB; 2 ft span combination, prelim. Parafast XHD with Parafast RBTPO XHD 3" plate | F2steners are 8, 24- and 40-inches from the board’s | Parasolo TPX induction -30.0
attach (Note 5 long edge and 12-, 36-, 60- and 84-inches from the welded
board’s short edge.
Min. 15/32-inch plywood, min.
19/32-inch OSB or 1-inch wood One or more layers, any 12 x 96-inch o.c. . .
. . s . . " . . R Parasolo TPX induction
W-75 plank atop nominal 2 x 8 inch combination, prelim. Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood structural welded -30.0
lumber supports spaced max. 96- attach (Note 5) members)
inch o.c.
Min. 15/32-inch plywood, min.
19/32-inch OSB or 1-inch wood One or more layers, an 24 x 48-inch o.c. Parasolo TPX induction
W-76 plank atop nominal 2 x 8 inch L Yers, any Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood structural -37.5
combination welded
lumber supports spaced max. 48- members)
inch o.c.
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NEmoO | etc.e

TABLE 1G: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

System Deck Insulation Attachment MDP
Roof Cover (Note 158
No. (Note 1) (Note 13) Fastener (Note 11) Spacing {Note 158) (psf)
10 parts per 4x8 ft board
(| 1 1 1 ™1
I
o o [e] o o
W-77 M'ln. 23/32-inch APA rated OSB or (Optional) One o.r m(?re parafast XHD with Parafast RB TPO XHD 3" Plate Parasolo TPX induction 375
1-inch wood plank; 2 ft span layers, any combination ®) s | welded
[e] ] [e] o o J
L
| |
10 parts per 4x8 ft board
o Jo . . .
(| 1 1 1 i
I
. . o ] o o o
W-78 NIIIr\l\;olc?d/iizr_lln-?:cﬁﬁor:ctiedllaﬁf'xz (Optional) One or more Parafast HD or Parafast XHD with Parafast RB Parasolo TPX induction 375
ply plani; layers, any combination TPO XHD 3" Plate ®) s | welded ’
ft span
o ] o o o J
L
| |
W-79 Min. 15/32-inch APArated OSB or | (Optional) One ormore | ¢\ yiip ik parafast RB TPO XHD 3" Plate 18 x 24-inch grid Parasolo TPX induction 375
1-inch wood plank; 2 ft span layers, any combination welded
Min. 15/32-inch APA rated, CDX . . .
/ | P lo TPX
W-80. plywood or 1-inch wood plank; 2 (Optional) One °.r mqre Parafast XHD with Parafast RB TPO XHD 3" Plate 18 x 24-inch grid arasolo induction -37.5
layers, any combination welded
ft span
12 parts per 4x8 ft board
16 x 24-inch grid
N | N N N
& 2 | & [s]
]
L] L] L] L]
in. 19/32-i B . . .
W-81 M.ln 9/32-inch APA rated OSB or (Optional) One or mqre Parafast XHD with Parafast RB TPO XHD 3" Plate @ Parasolo TPX induction 450
1-inch wood plank; 2 ft span layers, any combination & welded
. . ° ° o
3
L] L] L] L]
@
©
[}
/IL = /1L
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TABLE 1G: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER
SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

NEmoO | etc.-

System Deck Insulation Attachment MDP
No. (Note 1) (Note 13) Fastener (Note 11) Spacing Roof Cover (Note 15B) (psf)
12 parts per 4x8 ft board
16 x 24-inch grid
SN | N N N
] 2 T@ & [§]
Min. 15/32-inch APA rated, CDX . . 2 a4 » * . .
X (Optional) One or more Parafast HD or Parafast XHD with Parafast RB Parasolo TPX induction
W-82 plywood or 1-inch wood plank; L . -45.0
layers, any combination | TPO XHD 3" Plate & welded
2 ft span L] . ° . ®
L] . L] L] \
. i
© |
7 L
16 parts per 4x8 ft board
12 x 24 inch grid
m:]“_‘ RN fl_\; - o 3
(0} | 2
. P ne or more layers, any N . .
W-83. ';A:;C;szid'"ﬁz rﬁf’; :tse‘;r?SB °" | combination, prelim. Parafast XHD with Parafast RB TPO XHD 3" Plate : R :,aerlf;‘;b TPX induction -45.0
plank; P attach (Note 5) @
L ] [ ] L] L] L ] L] L L ]
N
16 parts per 4x8 ft board
12 x 24-inch grid
m-*](‘_k o fl_.g -~ s )
. . N
.15/32- , CD . . = . .
Min. 15/3 m(.:h APA rated, CDX (Optional) One or more Parafast HD or Parafast XHD with Parafast RB N Parasolo TPX induction
W-84. plywood or 1-inch wood plank; L N : . . . . . . . . -45.0
2 ft span layers, any combination | TPO XHD 3" Plate welded
L] L] L ] L] L] . L] L]
N

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8 Edition (2023) FBC NON-HVHZ

Siplast Parasolo TPX Roof Systems; (800) 922-8800

BACKTO TOP

PEER-SPL-003.A.R4 for FL41948-R4 (NON-HVHZ)

Revision 4: 04/15/2026
Appendix 1, Page 22 of 68



NEmoO | etc.e

TABLE 16: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER
SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER
System Deck Insulation Attachment MDP
Roof Cover (Note 15B
No. (Note 1) (Note 13) Fastener (Note 11) Spacing {Note 158) (psf)
10 parts per 4x8 ft board
o o . . .
(B 1 1 1 ™
Min. 19/32-inch APA rated, CDX | One or more layers, any . ° ° ° ° ° ) )
W-85 lvwood o 1-inch wood plank: combination. min. 1- Parafast HD or Parafast XHD with Parafast RB Parasolo TPX induction 450
: Py planiG | ¢ » min. TPO XHD 3" Plate ® 4 | welded :
2 ft span inch
o ] [e] [e] o
L
| . |
Code compliant sheathing over . 9 x 96-inch o.c. . .
W-86. nominal No. 2 wood trusses (Optional) One °f mqre Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1.5-inch embedment into wood structural .Paraso.Io TPX, min 60-mil, -45.0
. layers, any combination induction welded
spaced max. 24-inch o.c. members)
1 per 2.7 ft? (12 parts per 4 x 8 ft board)
Min. 15/32-inch plywood or 1-inch | One or more layers, any . " Fasteners are 6-, 24- and 42-inches from the board’s Parasolo TPX induction
w-87 wood plank; 2 ft span combination Parafast HD with Parafast REQRO XRQ@" Plate long edge and 12-, 36-, 60- and 84-inches from the welded 525
board’s short edge.
14 parts per 4x8 ft board
’m%@f%&faf%%
W.Bs. Mln..23/32-|nch APA rated OSB (Optional) One or mc?re Parafast XHD with Parafast RB TPO XHD 3" Plate . . . . . . . Parasolo TPX induction 525
or 1-inch wood plank; 2 ft span layers, any combination welded
L] L] L] L] L] L] L]
14 parts per 4x8 ft board
AN, L, L L, e
in. 19/32-i ») "
Min. 19/3 ms:h APA rated, CDX (Optional) One or more Parafast HD or Parafast XHD with Parafast RB . . . . . . . Parasolo TPX induction
W-89 plywood or 1-inch wood plank; - " -52.5
layers, any combination TPO XHD 3" Plate welded
2 ft span
L] L] L ] L ] L ] L] L ]
Code compliant sheathing over . 36 x 24-inch o.c. . .
W-90. nominal No. 2 wood trusses (Optional) One o,r m‘?'e Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood structural Parasolo TPX induction -52.5
. layers, any combination welded
spaced max. 24-inch o.c. members)
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TABLE 1G: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

NEmoO | etc.e

System Deck Insulation Attachment MDP
Roof Cover (Note 15B)
No. (Note 1) (Note 13) Fastener (Note 11) Spacing (psf)
Min. 15/32-inch APA rated Opti )O P lo TPX inducti
W-91 in. 15/32-inc rate (Optional) One °T m‘?re Parafast XHD with Parafast RB TPO XHD 3" Plate 24 x 32-inch grid (6 parts per 4x8 ft board) araso’o induction -60.0
plywood; 2 ft span layers, any combination welded
Code compliant sheathing over . 6 x 96-inch o.c. . .
W-92 nominal No. 2 wood trusses (Optional) One or m(?re Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1.5-inch embedment into wood structural !’arasqlo TPX, min 60-mil, -67.5
. layers, any combination induction welded
spaced max. 24-inch o.c. members)
Code compliant sheathing over . 24 x 24-inch o.c. . .
W-93. nominal No. 2 wood trusses (Optional) One o.r mc?re Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood structural Parasolo TPX induction -75.0
. layers, any combination welded
spaced max. 24-inch o.c. members)
Code compliant sheathing over . 18 x 24-inch o.c. . .
| P lo TPX
W-94. nominal No. 2 wood trusses (Optional) One o.r mc.)re Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood structural arasolo induction -82.5
. layers, any combination welded
spaced max. 24-inch o.c. members)
Code compliant sheathing over . 9 x 24-inch o.c. . .
| P lo TPX
W-95. nominal No. 2 wood trusses (Optional) One °f mqre Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood structural araso’o induction -90.0
. layers, any combination welded
spaced max. 24-inch o.c. members)
Code compliant sheathing over One or more layers, an 9 x24-inch o.c. Parasolo TPX induction
W-96. nominal No. 2 wood trusses R y - v Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood structural -105.0
. combination, min. 1-inch welded
spaced max. 24-inch o.c. members)

TABLE 1H: WOOD DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

Insulation (Note 13) Roof Cover
S 2t Attach Separator Sheet (Optional) Moe
No. (Note 1) Type (Notaecs) g g Membrane Fastener (Note 11) Attachment (psf)
. . One or more . s . .
Min. l?/32—|nch APA rated 0SB layers, any Prelim. EverGuard Polymat Separation Parasolo Parafast XHD with Parafast XHD Barb Plate dinch o.c. V\{Ithm 6-inch wide Iaps.
W-97 sheathing or APA rated CDX [ W ” spaced 114-inch o.c. and sealed with a -15.0
combination, attach Layer (3 oz/yd2 or 6 oz/yd2) TPX 2” or Parafast XHD Barb 2-3/8” 6brb X
plywood; 2 ft span ; . 1.5-inch heat weld.
min. 1-inch
. . One or more . s . .
Min. l?/32—|nch APArated 0SB layers, any Prelim. EverGuard Polymat Separation Parasolo Parafast XHD with Parafast XHD Barb Plate E-inch o.c. }Mthm 6-inch wide Iap§
W-98 sheathing or APA rated CDX M ” ” spaced 90-inch o.c. and sealed with a -22.5
combination, attach Layer (3 oz/yd2 or 6 oz/yd2) TPX 2” or Parafast XHD Barb 2-3/8” 6brb .
plywood; 2 ft span ; . 1.5-inch heat weld.
min. 1-inch
Min. 15/32-inch APA rated OSB I(zn:rzr;]ore prelim EverGuard Polvmat Separation parasolo Parafast XHD with Parafast XHD Barb 2- 6-inch o.c. within 6-inch wide laps
W-99 or APA rated CDX plywood or 1- coymbi’natit)n attach‘ Layer (3 0z/ dZ) or (6 oF;/ &) X 3/8” 6brb, Parafast Eyehook AccuSeam spaced 114-inch o.c. and sealed with a -30.0
inch wood plank; 2 ft span min. 1 5-inch’ ¥ ¥ ¥ Plate 2-3/8” or Parafast XHD Barb Plate 2” 1.5-inch heat weld.
Min. 19/32-inch plywood or 1- Qe o mory Prelim. EverGuard Polymat Separation Parasolo Parafast HD with Parafast XHD Barb Plate E-inch o.c. WIt.hm >-5-inch wide Iaps'
W-100. inch wood plank: 2 ft span layers, any attach Layer (3 02/yd?) or (6 0z/yd?) TPX > spaced 114.5-inch o.c. and sealed with -45.0
plan P combination v Y v a 1.75-inch heat weld.
(o] 6-inch o.c. within 6-inch wide |
APA rated, 19/32 CAT, 0.578 in., ne or regre Prelim. EverGuard Polymat Separation Parasolo Parafast XHD with Parafast XHD Barb 2- inch o.c YVI (n b-inch wide ap.s
W-101. layers, any ” spaced 54-inch o.c. and sealed with a -45.0
Exposure 1 OSB S attach Layer (3 oz/yd?) or (6 oz/yd?) TPX 3/8” 6brb .
combination 1.5-inch heat weld.
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NEmoO | etc.e
TABLE 1H: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: INSULATED, MECHANICALLY ATTACHED ROOF COVER

S S Insulation (Note 13) Roof Cover TR
o e Attach Separator Sheet (Optional)
No. (Note 1) Type (Note 5) Membrane Fastener (Note 11) Attachment (psf)
Min. 19/32-inch plywood or 1- One or more Prelim. EverGuard Polymat Separation Parasolo Parafast HD with Parafast XHD Barb Plate Qe }Nlthm >-inch wide Iast
W-102. . layers, any ) 2 ” spaced 55-inch o.c. and sealed with a -52.5
inch wood plank; 2 ft span combination attach Layer (3 oz/yd?) or (6 oz/yd?) TPX 2 1.75-inch heat weld
Min. 15/32-inch plywood, min. One or more Parafast HD with Parafast XHD Barb Plate 12-inch o.c. within 6-inch wide laps
19/32-inch OSB or 1-inch wood Prelim. EverGuard Polymat Separation Parasolo 2” fastened through deck to engage wood . . p
W-103. lank over No. 2 wood trusses; 2 layers, any attach Layer (3 oz/yd?) or (6 oz/yd?) TPX joists, minimum 1-inch embedment into spaced 48-inch o.c. (over wood joists) 525
?tspan ’ ! combination 4 ¥ ¥ }oist ! and sealed with a 1.5-inch heat weld.
Min. 15/32-inch plywood, min. One or more Parafast HD with Parafast XHD Barb Plate 6-inch o.c. within 6-inch wide laps
19/32-inch OSB or 1-inch wood Prelim. EverGuard Polymat Separation Parasolo 2” fastened through deck to engage wood o p R
W-104. layers, any . . 4 . . spaced 48-inch o.c. (over wood joists) -67.5
plank over No. 2 wood trusses; 2 S attach Layer (3 oz/yd?) or (6 oz/yd?) TPX joists, minimum 1.5-inch embedment into . .
ft span combination joist and sealed with a 1.5-inch heat weld.
Min. 15/32-inch plywood, min. One or more Parafast HD with Parafast SXHD Barb Plate 12-inch o.c. within 6-inch wide laps
19/32-inch OSB or 1-inch wood Prelim. EverGuard Polymat Separation Parasolo 2-3/4" fastened through deck to engage . . p
W-105. layers, any L . . spaced 48-inch o.c. (over wood joists) -67.5
plank over No. 2 wood trusses; 2 M attach Layer (3 oz/yd?) or (6 oz/yd?) TPX wood joists, minimum 1-inch embedment . .
ft span combination into joist and sealed with a 1.5-inch heat weld.

TABLE 11: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE E-1: NON-INSULATED, MECHANICALLY ATTACHED ROOF COVER

Roof Cover
System Deck (Note 1 Separat.or Sheet MDP
No. {Note 1) (Optional) Membrane Fastener (Note 11) Attachment (psf)
Min. 15/32-inch APA rated OSB or APA rated EverGuard Polymat Separation Parafast XHD with Parafast XHD Barb 2—%/8 6brb, 6-inch o.c. V\{Ithln 6-inch wide Iaps.
W-106. CDX ol d or 1-inch d plank: 2 ft span Layer (3 0z/yd?) or (6 0z/yd?) Parasolo TPX Parafast Eyehook AccuSeam Plate 2-3/8” or Parafast spaced 114-inch o.c. and sealed with a -30.0
plywood or Z-inch wood plani; spa ayer {5 oz/ydsj or {6 oz/y XHD Barb Plate 2” 1.5-inch heat weld.
; ) ) . } 6-inch o.c. within 5.5-inch wide laps
W-107. gﬂf'tn 19r/]32-|nch plywood or 1-inch wood plank; Ever?;.l:re;/Pc;Iz/)mart(zep;a/rztzlrn Parasolo TPX Parafast HD with Parafast XHD Barb Plate 2” spaced 114.5-inch o.c. and sealed with a -45.0
spa ayer (s oz/ydsj or{e ozfy 1.75-inch heat weld.
. . 6-inch o.c. within 6-inch wide laps
w-108, | APArated, 19/32 CAT, 0.578 in., Exposure 1 EverGuard Polymat Separation | o | 1oy | parafast XHD with Parafast XHD Barb 2-3/8” 6brb spaced 54-inch o.c. and sealed with a 45.0
0SB Layer (3 oz/yd?) or (6 oz/yd?) .
1.5-inch heat weld.
EverGuard Polvmat Separation 6-inch o.c. within 6-inch wide laps
W-109. Min. 15/32-inch APA rated plywood; 2 ft span 14 P Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2” spaced 54-inch o.c. and sealed with a -52.5
Layer (3 oz/yd?) or (6 oz/yd?) R
1.5-inch heat weld.
] . . . - 6-inch o.c. within 5-inch wide laps
W-110. ZMfI:s 1a9I<32—|nch plywood or 1-inch wood plank; E;/e;(rS;J;:iz/l’c;lz)rr;art(zipla/radt;)on Parasolo TPX Parafast HD with Parafast XHD Barb Plate 2” spaced 55-inch o.c. and sealed with a -52.5
P v Y v 1.75-inch heat weld.
Min. 15/32-inch plywood, min. 19/32-inch OSB . Parafast HD with Parafast XHD Barb Plate 2” fastened 12-inch o.c. within 6-inch wide laps
. EverGuard Polymat Separation . L . R L
W-111. or 1-inch wood plank over No. 2 wood trusses; Layer (3 0z/yd?) or (6 0z/yd?) Parasolo TPX through deck to engage wood joists, minimum 1-inch spaced 48-inch o.c. (over wood joists) -60.0
2 ft span Y ¥ ¥ embedment into joist and sealed with a 1.5-inch heat weld.
Min. 15/32-inch plywood, min. 19/32-inch OSB . Parafast HD with Parafast XHD Barb Plate 2” fastened 6-inch o.c. within 6-inch wide laps
) EverGuard Polymat Separation . L . . -,
W-112. or 1-inch wood plank over No. 2 wood trusses; Layer (3 0z/yd?) or (6 0z/yd?) Parasolo TPX through deck to engage wood joists, minimum 1.5-inch spaced 48-inch o.c. (over wood joists) -67.5
2 ft span v v v embedment into joist and sealed with a 1.5-inch heat weld.
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TABLE 11: WOOD DECKS - NEW CONSTRUCTION, REROOF (TeArR-OFF) oR RECOVER

SYSTEM TYPE E-1: NON-INSULATED, MECHANICALLY ATTACHED ROOF COVER

NEmoO | etc.e

Roof Cover
System Deck (Note 1 Separat.or Sheet MDP
No. (Note 1) (Optional) Membrane Fastener (Note 11) Attachment (psf)
Min. 15/32-inch plywood, min. 19/32-inch OSB . Parafast HD with Parafast SXHD Barb Plate 2-3/4" 12-inch o.c. within 6-inch wide laps
) EverGuard Polymat Separation ¥ L R L
W-113. or 1-inch wood plank over No. 2 wood trusses; Layer (3 0z/yd?) or (6 0z/yd?) Parasolo TPX fastened through deck to engage wood joists, minimum spaced 48-inch o.c. (over wood joists) -75.0
2 ft span ¥ ¥ ¥ 1-inch embedment into joist and sealed with a 1.5-inch heat weld.

TABLE 1;: WOOD DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Deck Base Sheet Roof Cover (Note 15) MDP
No. (Note 1) Base Fastener (Note 11) Attach Base Cap (psf)
HYBRID SYSTEM:
Min. 15/32-inch Parabase, Parébase FS, GAFGLAS #75 32 ga., 1-5/8-inch dia. tin caps 8-inch o.c. at min. 4-inch (Optional) One or two plies Paratech Glass Base Parasolo TPX
) Base Sheet, Tri-Ply #75 Base Sheet, . ) . ) .
plywood or 1-inch . with 12 ga. annular ring shank laps and 8-inch o.c. in two or Paratech 180 Base in hot asphalt or Paratech Fleece-Back
W-114. GAFGLAS #80 Ultima Base Sheet, . R -45.0
wood plank; 2 ft . . nails (new or reroof only; no (2), equally spaced, Glass Base TG, Paratech Glass Base 3.0 TG, Membrane in hot
span GAFGLAS Stratavent Nailable Venting recover) staggered center rows Paratech 180 Base TG, torch-applied asphalt
P Base Sheet, Paratech Glass Base E8 ! PP P
Min. 19/32—|n§h GAFGLAS #80 Ultima Base Sheet, 32- ga., 1-5/8-inch dla-. tin caps 9-inch o.c. -at min. 4T|nch (Optional) One or twq plies Paratech Glass Base Parasolo TPX
plywood or 1-inch . . with 12 ga. annular ring shank laps and 9-inch o.c. in two or Paratech 180 Base in hot asphalt or Paratech Fleece-Back
W-115. GAFGLAS Stratavent Nailable Venting . . -45.0
wood plank; 2 ft nails (new or reroof only; no (2), equally spaced, Glass Base TG, Paratech Glass Base 3.0 TG, Membrane in hot
Base Sheet, Paratech Glass Base .
span recover) staggered center rows Paratech 180 Base TG, torch-applied asphalt
Min. 15/32-inch Parabase, Para-base FS, GAFGLAS #75 32 ga., 1-5/8-inch dia. tin caps 6-inch o.c. at min. 4-inch (Optional) One or two plies Paratech Glass Base Parasolo TPX
. Base Sheet, Tri-Ply #75 Base Sheet, . ) . : .
plywood or 1-inch . with 12 ga. annular ring shank laps and 6-inch o.c. in two or Paratech 180 Base in hot asphalt or Paratech Fleece-Back
W-116. GAFGLAS #80 Ultima Base Sheet, X R -52.5
wood plank; 2 ft GAFGLAS Stratavent Nailable Venting nails (new or reroof only; no (2), equally spaced, Glass Base TG, Paratech Glass Base 3.0 TG, Membrane in hot
span Base Sheet, Paratech Glass Base recover) staggered center rows Paratech 180 Base TG, torch-applied asphalt
Min. 15/32-inch Parabase, Para-base FS, GAFGLAS #75 16-inch o.c. at 4-inch laps (Optional) One or two plies Paratech Glass Base Parasolo TPX
lywood or 1-inch Base Sheet, Tri-Ply #75 Base Sheet, and 16-inch o.c. in two (2) or Paratech 180 Base in hot asphalt or Paratech Fleece-Back
w-117. | PV GAFGLAS #80 Ultima Base Sheet, Note 2 (Parafast HD ONLY) - ' P . 525
wood plank; 2 ft . . equally spaced, staggered Glass Base TG, Paratech Glass Base 3.0 TG, Membrane in hot
span GAFGLAS Stratavent Nailable Venglig center rows Paratech 180 Base TG, torch-applied asphalt
P Base Sheet, Paratech Glass Base ! pp P
Min. 15/32-inch Parabase, Para-base FS, GAFGLAS #75 12-inch o.c. at 4-inch laps (Optional) One or two plies Paratech Glass Base Parasolo TPX
lywood or 1-inch Base Sheet, Tri-Ply #75 Sgeg Sheet, and 12-inch o.c. in two (2) or Paratech 180 Base in hot asphalt or Paratech Fleece-Back
w-118. | PV GAFGLAS #80 Ultima Base Sheet, Note 2 (Parafast HD ONLY) © ' 3 A -60.0
wood plank; 2 ft A . equally spaced, staggered Glass Base TG, Paratech Glass Base 3.0 TG, Membrane in hot
span GAFGLAS Stratavent Nailable Venting center rows Paratech 180 Base TG, torch-applied asphalt
P Base Sheet, Paratech Glass Base ! pp P
Min. 19/32—|n§h GAFGLAS #80 Ultima Base Sheet, 3% ga., 1-5/8-inch dl‘:l‘. tin caps 8-inch o.c. at the 4-inch lap (Optional) One or twg plies Paratech Glass Base Parasolo TPX
plywood or 1-inch . . with 12 ga. annular ring shank . . or Paratech 180 Base in hot asphalt or Paratech Fleece-Back
W-119. GAFGLAS Stratavent Nailable Venting . and 8-inch o.c. in three (3), ) -75.0
wood plank; 2 ft Base Sheet. Paratech Glass Base nails (new or reroof only; no stagered center rows Glass Base TG, Paratech Glass Base 3.0 TG, Membrane in hot
span ! recover) €8 Paratech 180 Base TG, torch-applied asphalt
L
Min. 19/32-inch Parabeg, ParaTbase £S5, GARLASES 32 ga., 1-5/8-inch dia. tin caps 4-inch o.c. at min. 2-inch Paratech Glass Base or Paratech 180 Base / hot Parasolo TPX
K Base Sheet, Tri-Ply #75 Base Sheet, R K X
plywood or 1-inch ) with 11 ga. annular ring shank laps and 4-inch o.c. at four asphalt or Paratech Glass Base 3.0 TG, Paratech Fleece-Back
W-120. wood plank; 2 ft GATRKS "eQitima e STEe, nails (new or reroof only; no (4), equally spaced 180 Base TG, Paratech Glass Base TG / torch- Membrane in hot 975
span PR GAFGIQS StraiQent Nagble Venting recover) K sta’ gred»::eﬁter rc‘>ws applied ’ asphalt
P Base Sheet, Paratech Glass Base 88 pp P
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TABLE 1;: WOOD DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

System Deck Base Sheet Roof Cover (Note 15 MDP
No. (Note 1) Base Fastener (Note 11) Attach Base Cap (psf)
Min. 15/32-inch Parabase, Parz?base FS, GAFGLAS #75 8-inch o.c. at 4-inch laps and | (Optional) One or two plies Paratech Glass Base Parasolo TPX
lywood or 1-inch Base Sheet, Tri-Ply #75 Base Sheet, 8-inch o.c. in three (3) or Paratech 180 Base in hot asphalt or Paratech Fleece-Back
w-121. | PV GAFGLAS #80 Ultima Base Sheet, Note 2 (Parafast HD ONLY) o g P . 97.5
wood plank; 2 ft . . — equally spaced, staggered Glass Base TG, Paratech Glass Base 3.0 TG, Membrane in hot
span GAFGLAS Stratavent Nailable Venting center rows Paratech 180 Base TG, torch-applied asphalt
P Base Sheet, Paratech Glass Base 4 PP P
Min. 15/32-inch Parabase, Parébase FS, GAFGLAS #75 32 ga., 1-5/8-inch dia. tin caps 8-inch o.c. at min. 4-inch One or two plies Paratech Glass Base or Paratech Parasolo TPX
K Base Sheet, Tri-Ply #75 Base Sheet, R R . . .
plywood or 1-inch . with 12 ga. annular ring shank laps and 8-inch o.c. in two 180 Base in hot asphalt or Paratech Glass Base Fleece-Back
W-122. GAFGLAS #80 Ultima Base Sheet, . R -45.0
wood plank; 2 ft . . nails (new or reroof only; no (2), equally spaced, TG, Paratech Glass Base 3.0 TG, Paratech 180 Membrane in
span GAFGLAS Stratavent Nailable Venting recover) staggered center rows Base TG, torch-applied Parafast IA (spatter)
P Base Sheet, Paratech Glass Base 68 4 pp P
Min. 19/32-|n<.:h GAFGLAS #80 Ultima Base Sheet, 32. ga., 1-5/8-inch dla'. tin caps 9-inch o.c. .at min. 4?|nch One or tw.o plies Paratech Glass Base or Paratech Parasolo TPX
plywood or 1-inch . . with 12 ga. annular ring shank laps and 9-inch o.c. in two 180 Base in hot asphalt or Paratech Glass Base Fleece-Back
W-123. GAFGLAS Stratavent Nailable Venting . . -45.0
wood plank; 2 ft nails (new or reroof only; no (2), equally spaced, TG, Paratech Glass Base 3.0 TG, Paratech 180 Membrane in
Base Sheet, Paratech Glass Base K
span recover) staggered center rows Base TG, torch-applied Parafast IA (spatter)
P P F! AFGLAS #7
Min. 15/32-inch arabase, ara?base S, GAFGLAS #75 32 ga., 1-5/8-inch dia. tin caps 6-inch o.c. at min. 4-inch One or two plies Paratech Glass Base or Paratech Parasolo TPX
K Base Sheet, Tri-Ply #75 Base Sheet, R R . . R
plywood or 1-inch . with 12 ga. annular ring shank laps and 6-inch o.c. in two 180 Base in hot asphalt or Paratech Glass Base Fleece-Back
W-124. GAFGLAS #80 Ultima Base Sheet, . R -52.5
wood plank; 2 ft . . nails (new or reroof only; no (2), equally spaced, TG, Paratech Glass Base 3.0 TG, Paratech 180 Membrane in
span GAFGLAS Stratavent Nailable Venting recover) staggered center rows Base TG, torch-applied Parafast IA (spatter)
P Base Sheet, Paratech Glass Base 68 ! pp P
P P F! AFGLAS #7
Min. 15/32-inch arabase, argbase S, GAFGLAS #75 16-inch o.c. at 4-inch laps One or two plies Paratech Glass Base or Paratech Parasolo TPX
lywood or 1-inch Base Sheet, Tri-Ply #75 Base Sheet, and 16-inch o.c. in two (2) 180 Base in hot asphalt or Paratech Glass Base Fleece-Back
w-125. | PV GAFGLAS #80 Ultima Base Sheet, Note 2 (Parafast HD ONLY) < g P _ 525
wood plank; 2 ft . . — equally spaced, staggered TG, Paratech Glass Base 3.0 TG, Paratech 180 Membrane in
span GAFGLAS Stratavent Nailable Venting center rows Base TG, torch-applied Parafast IA (spatter)
P Base Sheet, Paratech Glass Base ! pp P
Min. 15/32-inch Parabase, Pare?base FS, GAFGLAS #75 12-inch o.c. at 4-inch laps One or two plies Paratech Glass Base or Paratech Parasolo TPX
lywood or 1-inch Base Sheet, Tri-Ply #75 Base Sheet, and 12-inch o.c. in two (2) 180 Base in hot asphalt or Paratech Glass Base Fleece-Back
w-126. | PV GAFGLAS #80 Ultima Base Sheet, Note 2 (Parafast HD ONLY) < g P _ -60.0
wood plank; 2 ft . 4 — equally spaced, staggered TG, Paratech Glass Base 3.0 TG, Paratech 180 Membrane in
span GAFGLAS Stratavent Nailable Venting center rows Base TG, torch-applied Parafast IA (spatter)
P Base Sheet, Paratech Glass Base ! pp P
Min. 19/32—in§h GAFGLAS #80 Ultima Base Sheet, 32. ga., 1-5/8-inch dia.. tin caps 8-inch o.c. at the 4-inch lap One or tw.o plies Paratech Glass Base or Paratech Parasolo TPX
plywood or 1-inch . . with 12 ga. annular ring shank . ) 180 Base in hot asphalt or Paratech Glass Base Fleece-Back
W-127. GAFGLAS Stratavent Nailable Venting . and 8-inch o.c. in three (3), A -75.0
wood plank; 2 ft nails (new or reroof only; no TG, Paratech Glass Base 3.0 TG, Paratech 180 Membrane in
Base Sheet, Paratech Glass Base staggered center rows .
span recover) Base TG, torch-applied Parafast IA (spatter)
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NEmoO | etc.e

TABLE 2A: STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

System Deck Base Insulation Layer Top Insulation Layer MDP
Roof Cover (Note 15)
No. (Note 1) Type | Attach (Notes6,7,8) Type | Attach (Notes 6,7,8) (psf)
PARASOLO TPX:
. o One or more layer(s), min. Parafast IA, 12-inch o.c.
Min. 22 ga., T B, 38 k Id
S-1. n ga., 1ype s, style 1.5-inch Paratherm G or (atop every-other deck Min. 0.5-inch Paratherm HD Parafast IA, 6-inch o.c. Parasolo TPX / TPX-WB -75.0
strength steel
Paratherm G CG flange)
Parafast IA, 12-inch o.c.
Min. 22 ga., Type B, 38 ksi yield Min. 1.5-inch Parath G y Optional) Additional |
S-2. in. 22 ga., Type style n inch Paratherm (atop every-other deck (Optional) Additional layer(s) Parafast IA Parasolo TPX / TPX-WB 97.5
strength steel or Paratherm G CG Paratherm G
flange)
Min. 0.25-inch DensDeck
) . One or more layer(s), min. Parafast IA, 12-inch o.c. .
S-3. Min. 22 ga,, Type B, 38 ksi yield 1.5-inch Paratherm G or (atop every-other deck Prime, DEXcell FA Glass Mat Parafast IA Parasolo TPX / TPX-WB -97.5
strength steel paratherm G CG flange) Roof Board or SECUROCK
g Gypsum-Fiber Roof Board
Parafast IA, 6-inch o.c.
s-4. Min. 22 ga., Type B, Grade 40 steel Min. 1.5-inch Paratherm G arafast 1A, 6-inch o.c None N/A parasolo TPX / TPX-WB -120.0
(atop every deck flange)
. - One or more layer(s), min. . . X
S-5. L\f:z;]Zchg;.é;ype B, 59 ksiyield 1.5-inch Paratherm G or (F)aiffa:\t;f' g-e::l:?ls:.e) l;/::z;f.zs-mch DRk Parafast IA, 6-inch o.c. Parasolo TPX / TPX-WB -150.0
g Paratherm G CG P 4 g
) . One or more layer(s), min. . ; .
S-6. :f:gftzhgié;ype B, 59 ksiyield 1.5-inch Paratherm G or g’tffa::;f' S;:S;I;’:‘e) g"'"sgrisﬂ'g;:‘ :sg;’:icrg Parafast IA, 6-inch o.c. | Parasolo TPX / TPX-WB -150.0
g Paratherm G CG P ¥ g P
. . One or more layer(s), min. .
S-7. Min. 22 ga., Type B, 59 ksi yield 1.5-inch Paratherm G or Pt 1A, G-inch o.c. Min. 0.5-inch Paratherm HD Parafast IA, 4-inch o.c. Parasolo TPX / TPX-WB -150.0
strength steel (atop every deck flange)
Paratherm G CG
PARASOLO TPX FLEECE-BACK MEMBRANE:
) o One or more layer(s), min. Parafast IA, 12-inch o.c.
S-8. Min. 22 ga,, Type B, 38 ksi yield 1.5-inch Paratherm G or (atop every-other deck Min. 0.5-inch Paratherm HD Parafast IA, 6-inch o.c. Parasolo TPX Fleece-Back Membrane / -75.0
strength steel Parafast IA (spatter)
Paratherm G CG flange)
. Lo . . Parafast IA, 12-inch o.c. . .
<9 Min. 22 ga., Type B, 38 ksi yield Min. 1.5-inch Paratherm G (atop every-other deck (Optional) Additional layer(s) parafast IA Parasolo TPX Fleece-Back Membrane / 975
: strength steel or Paratherm G CG flan:e) ¥ base insulation TPX-WB or Parafast |A (spatter) ’
. ) Min. 0.25-inch DensDeck
510 Min. 22 ga., Type B, 38 ksi yield ?gi:ghmpzr;:?s;gsé ?rm' f;ffa:\telf'.g;;cz;cﬁ' Prime, DEXcell FA Glass Mat Parafast IA Parasolo TPX Fleece-Back Membrane / 975
’ strength steel ) P ¥ Roof Board or SECUROCK TPX-WB or Parafast IA (spatter) ’
Paratherm G CG flange) )
Gypsum-Fiber Roof Board
Parafast |A, 6-inch o.c. Parasolo TPX Fleece-Back Membrane /
-11. in. 22 ga. B in. 1.5-i -120.
S-11 Min ga., Type B, Grade 40 steel Min. 1.5-inch Paratherm G (atop every deck flange) None N/A Parafast IA (spatter) 0.0
One or more layer(s), min Min. 0.25-inch DensDeck
Min. 22 ga., Type B, 59 ksi yield | ¥ ! ’ Parafast IA, 6-inch o.c. Prime, DEXcell FA Glass Mat . Parasolo TPX Fleece-Back Membrane /
S-12. 1.5-inch Paratherm G or Parafast |A, 6-inch o.c. -150.0
strength steel (atop every deck flange) Roof Board or SECUROCK Parafast IA (spatter)
Paratherm G CG ¥
Gypsum-Fiber Roof Board
. . One or more layer(s), min. .
S-13. SI\iIrIZHZchg;é;ype B, 59 ksi yield 1.5-inch Paratherm G or F;I:fa:\zfl 2;:!:;::.43) Min. 0.5-inch Paratherm HD Parafast IA, 4-inch o.c. :;:::SIS ILP()_: Fellettegs-Back Membrane / -150.0
g Paratherm G CG P ¥ g P
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TABLE 2B: STEEL DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

NEmoO | etc.e

SYSTEM TYPE A-2: BONDED VAPOR BARRIER, BONDED INSULATION, BONDED ROOF COVER

— Deck Base Insulation Layer Top Insulation Layer MDP
¥ ec Vapor Barrier Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARAsOLO TPX:
. Siplast SA Min. 1.5-inch Parafast IA, 12-inch . -
S-14. len le g:., TyrtJ: B;’ 3? Vapor Paratherm G or o.c. (atop every-other (POptltt;nal) AGddltlonaI layer(s) Parafast IA Parasolo TPX / TPX-WB -97.5
slyleld strength stee Retarder Paratherm G CG deck flange) aratherm
Siplast SA One or more layer(s), parafast IA. 12-inch Min. 0.25-inch DensDeck Prime,
. iplas ) . arafast 1A, 12-inc
S-15. an', 22ga., Type B, 38 Vapor min. 1.5-inch o.c. (atop every-other DEXcell FAGlass Mat .ROOf & dor Parafast IA Parasolo TPX / TPX-WB -97.5
ksi yield strength steel Paratherm G or SECUROCK Gypsum-Fiber Roof Board
Retarder deck flange) ! \
Paratherm G CG or min. 0.5-inch Paratherm HD
Siplast SA One or more layer(s), Parafast IA, 6-inch o.c
Min. 22 ga., Type B, Grade min. 1.5-inch il o Min. 0.25-inch DensDeck Prime or Parafast IA,
-16. \Y t deck P lo TPX / TPX-WB -127.
516 50 steel apor Paratherm G or (atop every dec min. 0.5-inch Paratherm HD 6-inch o.c. arasolo / >
Retarder flange)
Paratherm G CG
Siplast SA One or more layer(s), Parafast IA, 6-inch o.c
517, Min. 22 ga., Type B, Grade Vapor min. 1.5-inch (atop every deck Mln. 0.25-inch SECUROCK Gypsum- Pa.rafast 1A, Parasolo TPX / TPX-WB 1275
50 steel Paratherm G or Fiber Roof Board 6-inch o.c.
Retarder flange)
Paratherm G CG
PARASOLO TPX FLEECE-BACK MEMBRANE:
i Min. 1.5-inch Parafast IA, 12-inch . -
Min. 22 ga., Type B, 38 Siplast SA n Inc dliatast ', LEg (Optional) Additional layer(s) base Parasolo TPX Fleece-Back Membrane /
518 ksi yield strength steel Vapor Paratherm G or o.c. (atop every-other insulation Parafast IA TPX-WB or Parafast IA (spatter) 975
Y g Retarder Paratherm G CG deck flange)
. One or more layer(s), . Min. 0.25-inch DensDeck Prime,
<19 Min. 22 ga., Type B, 38 f/flisrt SA min. 1.5-inch zacra(f:tsc;c IAe,vlle-l_r;ct:er DEXcell FA Glass Mat Roof Board or Parafast IA Parasolo TPX Fleece-Back Membrane / 975
' ksi yield strength steel P Paratherm G or - P ¥ SECUROCK Gypsum-Fiber Roof Board TPX-WB or Parafast IA (spatter) '
Retarder deck flange) . .
Paratherm G CG or min. 0.5-inch Paratherm HD
. . Min. 0.25-inch DensDeck Prime,
Min. 22 ga., Type B, Grade Siplast SA Or.1e or M layer(s), Parafast IA, 6-inch DEXcell FA Glass Mat Roof Board or Parafast IA, | Parasolo TPX Fleece-Back Membrane /
S-20. Vapor min. 1.5-inch Paratherm o.c. (atop every deck . R -127.5
50 steel SECUROCK Gypsum-Fiber Roof Board 6-inch o.c. Parafast IA (spatter)
Retarder G or Paratherm G CG flange) ; )
or min. 0.5-inch Paratherm HD
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TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE

NSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer
System Deck MDP
Fasten Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Note 11) (Note 17) (Notes 6,7,8)
PARAsOLO TPX:
Min. 22 ga., Type B, Grade 1 per 2.0
S-21. 33 steel or min. 2,500 psi Min. 1.5-inch Paratherm W Note 2 pftz ’ Additional layers of base insulation Hot asphalt Parasolo TPX / TPX-WB -45.0*
structural concrete
Min. 22 ga., Type B, Grade 1 per 4.0
S-22. 33 steel or min. 2,500 psi Min. 2-inch Paratherm W Note 2 pftz ’ Additional layers of base insulation Hot asphalt Parasolo TPX / TPX-WB -45.0*
structural concrete
Min. 22 ga., Type B, Grade . . .
1 2 Min. 0.25-inch DensDeck P DEXcell FA Gl Mat Roof
S-23. 33 steel or min. 2,500 psi Min. 1.5-inch Paratherm W Note 2 per 3 in. 0.25-inchDensDed rlmg, pe Glass Mat Roo Parafast IA Parasolo TPX / TPX-WB -37.5*
— ft2 Board or SECUROCK Gypsum-Fiber Roof Board
structural concrete
Min. 22 ga., Type B, Grade . -
1 2. | . 1.5-inch P h P h
S-24. 33 steel or min. 2,500 psi Min. 0.5-inch DensDeck Note 2 p?trz 0 8ge Bpmoneayers\o- >-ggligratherm G, Paratherm G Parafast IA Parasolo TPX / TPX-WB -45.0*
structural concrete
Min. 22 ga., Type B, Grade ) . S
. K . . 1per2.0 Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof «
S-25. 33 steel or min. 2,500 psi Min 1.5-inch Paratherm W Note 2 fr2 Board or SECUROCK Gypsum-Fiber Roof Board Parafast IA Parasolo TPX / TPX-WB -45.0
structural concrete
Min. 22 ga., Type B, Grade . . .
1 4. Min. 0.25-inch DensDeck P DEXcell FA Gl Mat Roof
S-26. 33 steel or min. 2,500 psi Min 2-inch Paratherm W Note 2 per 4.0 il Q0 ch DSREBEC rlmg, ce Glass Mat Roo Parafast IA Parasolo TPX / TPX-WB -45.0*
— ft2 Board or SECUROCK Gypsum-Fiber Roof Board
structural concrete
Min. 22 ga., Type B, Grade . ) Additional optional layers, min. 0.5-inch base insulation
Min 1.5-inch P h 1 2.
S-27. 33 steel or min. 2,500 psi PaI:athirlr:\cG Czrat ermG, Note 2 p?trz 0 followed by Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Parafast IA Parasolo TPX / TPX-WB -45.0*
structural concrete Mat Roof Board or SECUROCK Gypsum-Fiber Roof Board
Min. 22 ga., Type B, Grade L Additional optional layers, min. 0.5-inch base insulation
S-28. 33 steel or min. 2,500 psi mI:atzhlenrcmh Zacrgtherm G Note 2 1 p]e:trz4.0 followed by Min. 0.25-inch DensDeck Prime, DEXcell FA Glass | Parafast IA Parasolo TPX / TPX-WB -45.0*
structural concrete Mat Roof Board or SECUROCK Gypsum-Fiber Roof Board
Min. 22 ga., Type B, Grade . . . . . . . .
. . Min 1.5-inch Paratherm G, 1per 2.0 | Additional optional layers, min. 1.5-inch base insulation «
S, 33 steel or min. 2,500 psi Paratherm G CG Notesg ft2 followed by 0.5-inch Paratherm HD or Paratherm HD Plus Parafast 1A Parasolo TPX / TPX-WB -45.0
structural concrete
Min. 22 ga., Type B, Grade . . . . . . .
. . Min 2-inch Paratherm G, 1per4.0 | Additional optional layers, min. 1.5-inch base insulation
-30. | .2 X a _45.0%
S0 33 steel or min. 2,500 psi Paratherm G CG NotcHy ft2 followed by 0.5-inch Paratherm HD or Paratherm HD Plus Parafast IA Parasolo TPX / TPX-WB 45.0
structural concrete
Min. 22 ga., Type B, Grade . .
Min 1.5-inch Parath G, 1 2.0 . . . . . .
S-31. 33 steel or min. 2,500 psi n IncGh nerm Note 2 per Additional optional layers, min. 0.5-inch base insulation Parafast IA Parasolo TPX / TPX-WB -45.0*
Paratherm G CG R ft2
structural concrete
Min. 22 ga., Type B, Grade . .-
. K Min 2-inch Parath G, 1 4.0 . . . . . .
S-32. 33 steel or min. 2,500 psi In SIGgR " arathgn Note 2 per Additional optional layers, min. 0.5-inch base insulation Parafast IA Parasolo TPX / TPX-WB -45.0*
Paratherm G CG — ft2
structural concrete
Min. 22 ga., Type B, Grade 1 per 1.6
S-33. 33 steel or min. 2,500 psi Min. 2-inch Paratherm W Note 2 pftz ’ Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Parafast IA Parasolo TPX / TPX-WB -60.0
structural concrete
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TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE B-1: ME

NEmoO | etc.e

ANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

S S Base Insulation Layer Top Insulation Layer TR
ec
yN Fasten Attach Attach Roof Cover (Note 15)
o. (Note 1) Type Type (psf)
(Note 11) (Note 17) (Notes 6,7,8)
Min. 22 ga., Type B, Grade . .
Min. 2-inch Parath G, 1 1.3 ) . .
S-34. 33 steel or min. 2,500 psi PaI:athelrr]rcn Wara erm Note 2 pitrz Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Parafast IA Parasolo TPX / TPX-WB -60.0
structural concrete
PARASOLO TPX FLEECE-BACK MEMBRANE IN PARASOLO TPX WB BONDING ADHESIVE:
Min. 22 ga., Type B, Grade . .
Min 1.5-inch Parath 1 per2. Parasolo TPX Fleece-Back
S-35. 33 steel or min. 2,500 psi PaI:athirlrr:mcG CaGrat ermG, Note 2 p?trz 0 Additional optional layers, min. 0.5-inch base insulation Parafast IA l\:g:gr:ne/TPi(e—f;B ac -45.0*
structural concrete
Min. 22 ga., Type B, Grade L
S-36. 33 steel or min. 2,500 psi x:atzh:rcmh Zacrgtherm G Note 2 1 p]e(!tr24.0 Additional optional layers, min. 0.5-inch base insulation Parafast IA ::;ifg:;:)/(:gzx;aw -45.0*
structural concrete
537 2A3I:.t§ezl ii.,n-]riﬁpez i’ograsdie Min 1.5-inch Paratherm G, Note 2 1per2.0 | Additional optional layers, min. 1.5-inch base insulation parafast IA Parasolo TPX Fleece-Back 45.0%
’ structural conc;'e';e P Paratherm G CG E— ft2 followed by 0.5-inch Paratherm HD or Paratherm HD Plus Membrane / TPX-WB ’
538 E’;/El;:.tjjl ii.lrr;riﬁpez i’()?)rasdie Min 2-inch Paratherm G, Note 2 1per4.0 | Additional optional layers, min. 1.5-inch base insulation Parafast IA Parasolo TPX Fleece-Back 45.0*
’ structural conc.re*ée P Paratherm G CG I ft2 followed by 0.5-inch Paratherm HD or Paratherm HD Plus Membrane / TPX-WB ’
Min. 22 ga., Type B, Grade . 3 ) .
.30, 33 steel or min. 2,500 psi Min. 1.5-inch Paratherm W Note 2 1per3.2 Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber parafast IA Parasolo TPX Fleece-Back 375
structural concrete — ft2 Roof Board Membrane / TPX-WB
Min. 22 ga., T B Min. 1.5-inch P h
In. 24 ga., ‘ype ! Graqe in. 1.5-inch Paratherm G, 1per2.0 | Min.0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Parasolo TPX Fleece-Back
S-40. 33 steel or min. 2,500 psi Paratherm G CG, Paratherm Note 2 ) Parafast IA -45.0*
structural concrete W - ft Roof Board Membrane / TPX-WB
sa1 E’;/El;zntezezl iar"n;ri\:‘pez i’ograsie Min 2-inch Paratherm G, Note 2 1per4.0 | Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Parafast IA Parasolo TPX Fleece-Back 45.0*
’ structural conc;'e';e P Paratherm G CG . ft2 Roof Board Membrane / TPX-WB ’
Min. 22 ga., Type B, Grade ) )
S-42, 33 steel or min. 2,500 psi m'gti;’r‘;hvzaratherm G Note 2 1 p:ftrzm Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Parafast IA PMagfnSS:‘;J:)/(TFL‘;e_;SBBaCk -60.0
structural concrete
543 Min. 22 ga., Type B, Grade xgti::fé 2?;2?2therm G Note.2 1perl.8 Min. 0.5-inch DensDeck Prime, SECUROCK Gypsum-Fiber Parafast IA, Parasolo TPX Fleece-Back 525
’ 33 steel G — ft2 Roof Board or Paratherm HD 6-inch o.c. Membrane / TPX-WB ’
Min. 2 -inch
sa4 Min. 22 ga., Type B, Grade PaI:ath:rifé i? };Z:atherm G Note 2 1per1.6 | Min.0.5-inch DensDeck Prime, SECUROCK Gypsum-Fiber Parafast IA, Parasolo TPX Fleece-Back 675
’ 33 steel G S ft2 Roof Board or Paratherm HD 6-inch o.c. Membrane / TPX-WB ’
One or more layer(s) Eartafa“ Rs"ﬁ?g .
Min. 22 ga., Type B, Grade | Paratherm G or Paratherm G Ha;:rn:ar'rafaa;at i:m 1perl6 . . Parafast IA, Parasolo TPX Fleece-Back
S-45. 33 steel CG; topmost layer min. 2-inch | with Parafast 125 Tr f2 Min. 2.0-inch Paratherm G or Paratherm G CG 6-inch o.c. Membrane / TPX-WB -67.5
hick Rib Plate or Parafast
thic 3” Metal Plate
One or more layer(s) Earffa“ Rs"ﬁ';g .
Min. 22 ga., Type B, Grade | Paratherm G or Paratherm G Ha[;:rn:;'afaarsat iim 1 per Parafast IA Parasolo TPX Fleece-Back
5-46. 33 steel CG; topmost layer min. 2-inch | With Parafast 125 Tri 1.45 ft? Min. 2.0-inch Paratherm G or Paratherm G CG 6-inch o.c. Membrane / TPX-WB -67.5
hick Rib Plate or Parafast
thic 3” Metal Plate
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TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE B-1: ME

NEmoO | etc.e

ANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

S S Base Insulation Layer Top Insulation Layer TR
ec
yN Fasten Attach Attach Roof Cover (Note 15)
o. (Note 1) Type Type (psf)
(Note 11) (Note 17) (Notes 6,7,8)
Parafast Roofing
One or more Iayer(s) Fastener, Parafast
Min. 22 ga., Type B, Grade | Paratherm G or Paratherm G HD or Parafast XHD 1per1.0 . . Parafast 1A Parasolo TPX Fleece-Back
S-47. 80 steel CG; topmost layer min. 2-inch | with Parafast 125 Tri ft2 Min. 2.0-inch Paratherm G or PargghelNQQEG 4-inch o.c. Membrane / TPX-WB -67.5
. Rib Plate or Parafast
thick 3” Metal Plate
PARASOLO TPX FLEECE-BACK MEMBRANE IN SPATTER APPLICATIONS:
Min. 22 ga., Type B, Grade 1 per3.2 Optional layers of min. 0.5-inch base insulation followed by Parasolo TPX Fleece-Back
S-48. 33 steel or min. 2,500 psi Min. 2-inch Paratherm G Note 2 pftz ’ Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof Parafast IA Membrane / Parafast IA -30.0*
structural concrete Board or SECUROCK Gypsum-Fiber Roof Board (spatter)
Min. 22 ga., Type B, Grade . ) Optional layers of min. 0.5-inch base insulation followed by Parasolo TPX Fleece-Back
Min. 1.5-inch P h 1 2.
S-49, 33 steel or min. 2,500 psi PaI:ath:r::cG Cgrat erm G or Note 2 p?trz 0 Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof Parafast IA Membrane / Parafast IA -45.0*
structural concrete Board or SECUROCK Gypsum-Fiber Roof Board (spatter)
Min. 22 ga., Type B, Grade ) ) Optional layers of min. 0.5-inch base insulation followed by Parasolo TPX Fleece-Back
S-50. 33 steel or min. 2,500 psi x‘:;ti;:;hg?:therm Gor Note 2 1 p]e:tr24.0 Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof Parafast IA Membrane / Parafast IA -45.0*
structural concrete Board or SECUROCK Gypsum-Fiber Roof Board (spatter)
Min. 22 ga., Type B, Grade 1 per 2.0 Parasolo TPX Fleece-Back
S-51. 33 steel or min. 2,500 psi Min 2-inch Paratherm G Note 2 pﬂz ’ Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Parafast IA Membrane / Parafast IA -52.5
structural concrete (spatter)
Min. 22 ga., Type B, Grade 1 per 1.8 Parasolo TPX Fleece-Back
S-52. 33 steel or min. 2,500 psi Min. 2-inch Paratherm G Note 2 pftZ ’ Min. 1.5-inch x max. 4x4 ft base insulation Parafast IA Membrane / Parafast IA -60.0
structural concrete (spatter)
S-53. 33 steel or min. 2,500 psi Min. 2-inch Paratherm G Note 2 per L. ¥ U X X R Parafast IA Membrane / Parafast IA -60.0
structural concrete y ft2 SECUROCK Gypsum-Fiber Roof Board or min. 0.5-inch x max. (spatter)
4x4 ft Paratherm HD or Paratherm HD Plus P
Min. 22 ga., Type B, Grade ) ) Parasolo TPX Fleece-Back
S-54, 33 steel or min. 2,500 psi x:a.tielr:;h\;aratherm G Note 2 . p?tr21.3 Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Parafast IA Membrane / Parafast IA -60.0
structural concrete (spatter)
Min. 22 ga., Type B, Grade . . . . Parasolo TPX Fleece-Back
1 1. Min. 0.25-inch SECUROCK -F Roof B .
S-55. 33 steel or min. 2,500 psi Min. 2-inch Paratherm G Note 2 per 1.8 |n. 0.25-inch SECUROCK Gypsum-Fiber Roof Board or min Parafast IA Membrane / Parafast IA -67.5
B .- ft2 0.5-inch x max. 4x4 ft Paratherm HD or Paratherm HD Plus
structural concrete (spatter)
Min. 22 ga., Type B, Grade . ) Parasolo TPX Fleece-Back
Min. 3-inch P h 1 1. Parafast IA,
5-56. 80 steel or min. 2,500 psi Pa':ati;:; > iré't erm Ber Note 2 p:ftrz O | Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board 41:2;5; o7 | Membrane / Parafast 1A -120.0
structural concrete - (spatter)
Min. 22 ga., Type B, Grade Min. 7548 x Soggch 1per1.8 | Min.0.5-inch DensDeck Prime, SECUROCK Gypsum-Fiber Parafast IA,, Parasolo TPX Fleece-Back
S-57. Paratherm G or Paratherm G Note 2 N Membrane / Parafast IA -52.5
33 steel e ft2 Roof Board or Paratherm HD 6-inch o.c.
CG (spatter)
in. 2 i -B
Min. 22 ga., Type B, Grade iin- 2 x TRQgl6-in(g 1per1.6 | Min.0.5-inch DensDeck Prime, SECUROCK Gypsum-Fiber Parafast IA, Parasolo TPX Fleece-Back
S-58. Paratherm G or Paratherm G Note 2 N Membrane / Parafast IA -75.0
33 steel I ft2 Roof Board or Paratherm HD 6-inch o.c.
CG (spatter)
in. 2 -i . . . . -B
Min. 22 ga., Type B, Grade lin. 23Qgpoggych 1per1.0 | Min.0.5-inch DensDeck Prime, SECUROCK Gypsum-Fiber Parafast IA, Parasolo TPX Fleece-Back
S-59. Paratherm G or Paratherm G Note 2 . Membrane / Parafast IA -157.5
80 steel — ft2 Roof Board or Paratherm HD 4-inch o.c.
CcG (spatter)
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TABLE 2c: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

NEmoO | etc.e

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

S S Base Insulation Layer Top Insulation Layer TR
ec|
yN Fasten Attach Attach Roof Cover (Note 15)
o. (Note 1) Type Type (psf)
(Note 11) (Note 17) (Notes 6,7,8)
One or more layer(s) E::efisetrRs:rf;r;agst Parasolo TPX Fleece-Back
560 Min. 22 ga., Type B, Grade | Paratherm G or Paratherm G | voorparsfastito | 1PET L6 | i ) iy paratherm G, Paratherm G €G ParafastlA, | \tembrane / Parafast 1A 67.5
' 33 steel CG; topmost layer min. 2-inch | Wwith Parafast 125 Tri ft2 T ! 6-inch o.c. )
. Rib Plate or Parafast (spatter)
thick 3” Metal Plate
One or more layer(s) :;:efzsetrkssg:agﬂ Parasolo TPX Fleece-Back
S-61 Min. 22 ga., Type B, Grade | Paratherm G or Paratherm G HD or Parafast XHD 1 per Min. 2.0-inch Paratherm G, Paratherm G CG ParafastlA, | 1o mbrane / Parafast I1A -75.0
' 33 steel CG; topmost layer min. 2-inch | with Parafast 125 Tri 1.45 ft? T ! 6-inch o.c. )
. Rib Plate or Parafast (spatter)
thick 3” Metal Plate
One or more layer(s) E:g&fisetrr{ss:;agﬂ Parasolo TPX Fleece-Back
S-62 Min. 22 ga., Type B, Grade | Paratherm G or Paratherm G HD or Prafast XD Lperl0 Min. 2.0-inch Paratherm G, Paratherm G CG Parafast 1A, Membrane / Parafast IA -135.0
' 80 steel CG; topmost layer min. 2-inch | with Parafast 125 Tri ft2 - 4 4-inch o.c. .
hick Rib Plate or Parafast (spatter)
thic 3” Metal Plate

TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED BASE AND CAP PLY

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck Easten e Attach MDP
acl
No. (Note 1) Type Type Base Pl Cap PI (psf)
b (Note11) | (Note17) P (Notes 6,7,8) v Pl
ASPHALT-APPLIED BASE PLY:
Parabase, Parabase FS, GAFGLAS #75
Min. 22 ga., Type B, ) ) Optional layers of base insulation followed by o ¢
Min 1.5-inch | . . Base Sheet, Tri-Ply #75 Base Sheet,
Grade 33 steel or 1 per Min. 0.25-inch DensDeck, DensDeck Prime or i Parasolo TPX Fleece-Back *
S-63. R R Paratherm G, Note 2 X . Hot asphalt GAFGLAS #80 Ultima Base Sheet, -45.0
min. 2,500 psi — 2.0 ft2 SECUROCK Gypsum-Fiber Roof Board or min. Membrane / hot asphalt
Paratherm G CG \ Paratech Glass Base, Paratech 180
structural concrete 0.4375-inch DEXcell Cement Roof Board
Base / hot asphalt
Parabase, Parabase FS, GAFGLAS #75
Min. 22 ga., Type B, Optional layers of base insulation followed by Base She’et Tri-pl #75’ Base Sheet
Grade 33 steel or Min 1.5-inch 1 per Min. 0.25-inch DensDeck, DensDeck Prime or g y ! Parasolo TPX Fleece-Back *
S-64. R R Note 2 X . Hot asphalt GAFGLAS #80 Ultima Base Sheet, -45.0
min. 2,500 psi Paratherm W E— 4.0 ft2 SECUROCK Gypsum-Fiber Roof Board or min. Membrane / hot asphalt
R Paratech Glass Base, Paratech 180
structural concrete 0.4375-inch DEXcell Cement Roof Board
Base / hot asphalt
. ) . ) . Parabase, Parabase FS, GAFGLAS #75
Min. 22 ga., Type B, L Optional layers of min. 0.5-inch base insulation ! . ¢
Min 2-inch K . Base Sheet, Tri-Ply #75 Base Sheet,
Grade 33 steel or 1 per followed by Min. 0.25-inch DensDeck, DensDeck . Parasolo TPX Fleece-Back "
S-65. R R Paratherm G, Note 2 R . Hot asphalt GAFGLAS #80 Ultima Base Sheet, -45.0
min. 2,500 psi A 4.0 ft2 Prime or SECUROCK Gypsum-Fiber Roof Board or Membrane / hot asphalt
Paratherm G CG . R Paratech Glass Base, Paratech 180
structural concrete min. 0.4375-inch DEXcell Cement Roof Board
Base / hot asphalt
Min. 22 ga., Type B, Optional layers of min. 1.5-inch base insulation Ezzaebsa;:é:?:b;se#l;ss, ::;ZGSL:;?S
Grade 33 steel or Min 2-inch 1 per followed by Min. 0.25-inch DensDeck, DensDeck g y ’ Parasolo TPX Fleece-Back "
S-66. R R Note 2 R . Hot asphalt GAFGLAS #80 Ultima Base Sheet, -45.0
min. 2,500 psi Paratherm W N 5.3 ft2 Prime or SECUROCK Gypsum-Fiber Roof Board or Membrane / hot asphalt
. R Paratech Glass Base, Paratech 180
structural concrete min. 0.4375-inch DEXcell Cement Roof Board
Base / hot asphalt
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NEmoO | etc.e
TABLE 2p: STEEL or STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED BASE AnD CAP PLY

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck Fast R Attach MDP
asten ac acl
No. (Note 1) T T Base Pl Pl (psf)
s (Note11) | (Note17) ype (Notes 6,7,8) Ry Cap Ply
GMrI:(.:Ijégi.tleZZi B Min. 2-inch 1 per Min. 0.25-inch DensDeck, DensDeck Prime or Paratech Glass Base, Paratech 180 Parasolo TPX Fleece-Back
S-67. min. 2.500 psi Paratherm G or Note 2 5 SE)ftZ SECUROCK Gypsum-Fiber Roof Board or min. Hot Asphalt Base or Paratech 250 Base / hot Membrane / Parafast IA -45.0*
T p Paratherm G CG ! 0.4375-inch DEXcell Cement Roof Board asphalt (spatter)
structural concrete
GMrI:(.ie223§as.tleEI/Fc))i B, Min. 1.5-inch 1 per Min. 0.5-inch Structodek High Density Fiberboard Paratech Glass Base, Paratech 180 Parasolo TPX Fleece-Back
S-68. min. 2.500 psi Paratherm G or Note 2 1 ;ftz Insulation or min. 0.4375-inch DEXcell Cement Hot Asphalt Base or Paratech 250 Base / hot Membrane / Parafast IA -60.0
T P Paratherm G CG : Roof Board asphalt (spatter)
structural concrete
Min. 22 ga., Type B, . .
Min. 2-inch . . . Paratech Glass Base, Paratech 180 Parasolo TPX Fleece-Back
S-69. Gr-ade 33 stegl or Paratherm G or Note 2 1 per Min. 0.25-inch SECUROCK Gypsum-Fiber{QiRg Hot Asphalt Base or Paratech 250 Base / hot Membrane / Parafast IA -67.5
min. 2,500 psi — 1.8 ft2 Board
Paratherm G CG asphalt (spatter)
structural concrete
Min. 22 ga., Type B, . .
Min. 2-inch . . . Paratech Glass Base, Paratech 180 Parasolo TPX Fleece-Back
S-70. Gr-ade 33 stegl or Paratherm G or Note 2 1 per Min. 0.25-inch SECUROCK Gypsgip-Fiber RoCQ Hot Asphalt Base or Paratech 250 Base / hot Membrane / Parafast IA -75.0
min. 2,500 psi — 1.6 ft2 Board
Paratherm G CG asphalt (spatter)
structural concrete
Min. 22 ga., Type B, . .
Min. 2-inch Paratech Glass Base, Paratech 180 Parasolo TPX Fleece-Back
| 1 Min. 0.25-inch SECUROCK -Fi Roof ’
S-71. Gr-ade 3 stee- or Paratherm G or Note 2 per in. 0.25-Inch SECOREQGEs Qe " Hot Asphalt Base or Paratech 250 Base / hot Membrane / Parafast IA -82.5
min. 2,500 psi E— 1.45ft2 | Board
Paratherm G CG asphalt (spatter)
structural concrete
Min. 22 ga., Type B,
Grade 40 or min. 20
Min. 2-inch Paratech Glass Base, Paratech 180 Parasolo TPX Fleece-Back
LT B 1 in. 0.25-inch SECUROCK -Fi Roof ’
S-72. ga. ype s, Qrade Paratherm G or Note 2 per . 0-2gch SECUROCK GypsumBiber Roo Hot Asphalt Base or Paratech 250 Base / hot Membrane / Parafast IA -90.0
33 steel or min. Paratherm G CG 145 POy asphalt (spatter)
2,500 psi structural P P
concrete
Min. 22 ga., Type B,
Grade 40 or min. 20
Min. 2-inch X . . Paratech Glass Base, Paratech 180 Parasolo TPX Fleece-Back
S-73. ga. Type B, Qrade Paratherm G or Note 2 1 per prin. 0.23QgfP-VROCK Gypsum-Fiber Roof Hot Asphalt Base or Paratech 250 Base / hot Membrane / Parafast IA -97.5
33 steel or min. Paratherm G CG Lofe Board asphalt (spatter)
2,500 psi structural P P
concrete
Min. 22 ga., Type B, . .
Min. 2-inch Paratech Glass Base, Paratech 180 Parasolo TPX Fleece-Back
1 in. 0.25-i E -Fi ’
S-74. Gtade 80 stegl or Paratherm G or Note 2 per Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Hot Asphalt Base or Paratech 250 Base / hot Membrane / Parafast IA -105.0
min. 2,500 psi N 1.0 ft2 Board
Paratherm G CG asphalt (spatter)
structural concrete
Min. 22 ga., Type B Parabase, Parabase FS, GAFGLAS #75
" v ’ . ) Optional layers of base insulation followed by Base Sheet, Tri-Ply #75 Base Sheet,
1.5- 1 -B.
$-75. i:idg ‘;Z;te:il or PM;:athir':Cv Note 2 5 05 | Min. 0.25-inch DensDeck, DensDeck Prime or ParafastlA | GAFGLAS #80 Ultima Base Sheet, PMa;nsglr:::)/( ;Lete:: h:lctk -45.0*
- &2t0 P ’ SECUROCK Gypsum-Fiber Roof Board Paratech Glass Base, Paratech 180 P
structural concrete
Base / hot asphalt
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TABLE 2p: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED BASE anp CAP PLY

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck Fast R Attach MDP
asten acl acl
No. (Note 1) T T Base Pl Pl (psf)
s (Note11) | (Note17) ype (Notes 6,7,8) Ry Cap Ply
Min. 22 ga. Tvoe B Parabase, Parabase FS, GAFGLAS #75
Gra(;ie 3§ s.tlee\I/F:Jr ’ Min 2-inch 1 per Optional layers of min. 1.5-inch base insulation Base Sheet, Tri-Ply #75 Base Sheet, parasolo TPX Fleece-Back
S-76. min. 2.500 psi paratherm W Note 2 4 (';ftz followed by Min. 0.25-inch DensDeck, DensDeck Parafast IA GAFGLAS #80 Ultima Base Sheet, Membrane / hot asphalt -45.0*
stru;:tl;ral cchrete : Prime or SECUROCK Gypsum-Fiber Roof Board Paratech Glass Base, Paratech 180 P
Base / hot asphalt
Min. 22 ga., Type B, . .
Min. 1.5-inch Parasolo TPX Fleece-Back
| 1 Min. 0.25-inch SECUROCK -Fi Roof
S-77. Gr'ade 33 stee' »or Paratherm G, Note 2 per in. 0.25-inch SECUROCK Gypsum-Fiber Roo Parafast IA Paratech Glass Base / hot asphalt Membrane / hot asphalt, -60.0
min. 2,500 psi E— 1.3 ft2 Board
structural concrete Paratherm W Parafast IA (spatter)
TORCH-APPLIED BASE PLY:
Min. 2-inch
Paratherm G or
Min. 20 ga., Grade | Paratherm G
33 Epic Metals CG
B, > 32-in. .
Corp Toris 4A i . . . Paratech Glass Base TG, Paratech Glass | Parasolo TPX Fleece-Back
1 per Min. 0.25-inch DensDeck Prime or SECUROCK !
S-78. (Acoustical) steel Note 2 pe ) in. 0.25 I ch Densbec e S@EECUROC Parafast IA Base 3.0 TG or Paratech 180 Base TG / Membrane / Parafast IA -45.0*
u - 4.0 ft Gypsum-Fiber Roof Board .
7 v W Y torch-applied (spatter)
Min. 22 ga., Type B, . .
Min. 1.5-inch . ' . Parasolo TPX Fleece-Back
S-79. Gr‘ade 33 stee‘I, or Paratherm G, Note 2 1 per IR -INGRSECUROCK ypsum-Fiber Roof Parafast IA Paratech Glass Base TG / torch-applied Membrane / hot asphalt, -60.0
min. 2,500 psi — 1.3 ft2 Board
structural concrete Paratherm W Parafast IA (spatter)
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TABLE 2e: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer
System Deck (Note 1 Base Insulation Layer p ‘nsulatl Y Attach Roof Cover MDP
No. {Note1) Note 13 Type Fasten (Note 11 ttac Note 15 (psf)
(Note 17)
PARASOLO TPX / PARASOLO TPX WB BONDING ADHESIVE:
Min. 22 ga., Type B, Grade .
Opt )O 1
S-80. 33 steel or min. 2,500 psi (Optional) One 0'_’ m(?re Min. 1.5-inch Paratherm W Note 2 per Parasolo TPX / TPX-WB -30.0*
layers, any combination I 3.2 ft2
structural concrete
Note 2
Min. 22 ga., Type B, Grade ) . . P . . . K
| Min. 2-inch P h . - .C. 1
581 33 steel or min. 2,500 psi (Optional) One o‘r mQre in. 2-inch Paratherm G, 6 parts per min. 4 x 8 ft boavrd with parts installed 36-inch o.c per Parasolo TPX / TPX-WB -30.0*
layers, any combination Paratherm G CG in two (2) parallel rows, 12 inches from the 8 ft edges of the 5.3 ft2
structural concrete
board
Min. 22 ga., Type B, Grade Min. 0.25-inch DensDeck Prime or . .
. K One or more layers, any . Parafast Roofing Fastener (steel only) or Parafast HD with 1 per
-82. | .2 ECUROCK -F! Roof P lo TPX / TPX-WB -30.0*
St 33 steel or min. 2,500 psi combination, min. 1-inch SECUROCK Gypsum-Fiber Roo Parafast 3” Metal Plate or with Parafast PA 4.0 ft2 arasolo / 30.0
structural concrete Board
Min. 22 ga., Type B, Grade One or more layers, any Min. 0.25-inch DEXcell FA Glass Parafast Roofing Fastener or Parafast HD with Parafast 125 Tri 1 per
-83. P lo TPX / TPX-WB -30.0*
SR 33 steel combination, min. 1-inch Mat Roof Board Rib Plate 4.0 ft2 arasolo / 30.0
Min. 22 ga., Type B, Grade . . .
. R (Optional) One or more Min. 1.5-inch Paratherm G, 1 per
-84, | ) N - -37.5%
S-84 33 steel or min. 2,500 psi layers, any combination Paratherm G CG, Paratherm W Note 2 27 f2 Parasolo TPX / TPX-WB 37.5
structural concrete
Min. 22 ga., Type B, Grade .
S-85. 33 steel or min. 2,500 psi (Optional) One o‘r m(?re Min. 0.25-inch DensDeck Prime Note 2 1 per Parasolo TPX / TPX-WB -45.0*
layers, any combination B 2.0 ft2
structural concrete
Min. 22 ga., Type B, Grade .
5-86. 33 steel or min, 2,500 psi | (oPtional) One or more Min. 0.5-inch DensDeck Prime Note 2 LPer | parasolo TPX / TPX-WB -45.0%
layers, any combination B . 3.2ft2
structural concrete
Min. 22 ga., Type B, Grade .
| 1
5-87. 33 steel or min. 2,500 psi | (OPtional) One or more Min. 0.625-inch DensDeck Prime Note 2 PET | Parasolo TPX / TPX-WB -45.0%
layers, any combination 4.0 ft2
structural concrete
Min. 22 ga., Type B, Grade One or more layers, any Min. 0.25-inch DEXcell FA Glass Parafast Roofing Fastener or Parafast HD with Parafast 125 Tri 1 per
-88. L . R X P lo TPX / TPX-WB -45.0*
S 33 steel combination, min. 1-inch Mat Roof Board Rib Plate 3.2 ft2 arasolo / >0
589, Min. 22 ga., Type B, Grade One qr mF:re Iay.ers, a'my Min. 0.5-inch DEXcell FA Glass Mat P?rafast Roofing Fastener or Parafast HD with Parafast 125 Tri 1 per Parasolo TPX / TPX-WB _45.0*
33 steel combination, min. 1-inch Roof Board Rib Plate 4.0 ft2
Min. 22 ga., Type B, Grade . . X
Opt )O Min. 0.25-inch SECUROCK G - 1
5-90. 33 steel or min. 2,500 psi | (OPtional) One or more in 'S YPSUM™ | Note 2 PEr | Parasolo TPX / TPX-WB -45.0%
layers, any combination Fiber Roof Board 2.0 ft2
structural concrete
Min. 22 ga., Type B, Grade . . . .
. R One or more layers, any Min. 0.375-inch SECUROCK Parafast Roofing Fastener (steel only) or Parafast HD with 1 per
-91. 33 steel . 2,500 . Y R . . -WB -45.0*
591 steelormin ps! combination, min. 1-inch Gypsum-Fiber Roof Board Parafast 3” Metal Plate or with Parafast PA 4.0 ft2 Parasolo TPX / TPX-W 450
structural concrete
Min. 22 ga., Type B, Grade One or more layers, any - .
.0.5- D 1
S-92. 33 steel or min. 2,500 psi combination, min. 1.5- Min. 0.5-inch Paratherm HD or Note 2 per Parasolo TPX / TPX-WB -45.0*
\ Paratherm HD Plus I 2.0 ft2
structural concrete inch
Min. 22 ga., Type B, Grade Y . .
. R (Optional) One or more Min. 1.5-inch Paratherm G, 1 per
-93. .2 - -45.0*
S-93 33 steel or min. 2,500 psi B ers, Muadltion Paratherm G CG, Paratherm W Note 2 2042 Parasolo TPX / TPX-WB 45.0
structural concrete
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TABLE 2e: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Top Insulation Layer
System Deck (Note 1 Base Insulation Layer p ‘nsulatl Y Attach Roof Cover MDP
No. (foted] (Note 13) Type Fasten (Note 11) ttac (Note 15) (psf)
(Note 17)
Min. 22 ga., Type B, Grade . . .
5-94. 33 steel or min, 2,500 psi | \oPtional) One or more Min. 2-inch Paratherm G, Note 2 Lper | porasolo TPX / TPX-WB -45.0*
layers, any combination Paratherm G CG — 4.0 ft2
structural concrete
Min. 22 ga., Type B, Grade .
S-95. 33 steel or min. 2,500 psi (Optional) One o.r mc.)re Min. 2-inch Paratherm W Note 2 1 per Parasolo TPX / TPX-WB -45.0*
layers, any combination I 4.0 ft2
structural concrete
Min. 22 ga., Type B, Grade One or more layers, any 1 per
S-96. 33 steel or min. 2,500 psi combination, min. 1.5- Min. 0.25-inch DensDeck Prime Note 2 1 4'; P Parasolo TPX / TPX-WB -52.5
structural concrete inch ’
Min. 22 ga., Type B, Grade ) .
(0] | , Min. 0.25-inch SECUROCK G - 1
5-97. 33 steel or min. 2,500 psi ne or More layers, any in inc YPSUM™ | Note 2 PEr | parasolo TPX / TPX-WB 525
combination, min. 1-inch Fiber Roof Board 1.8 ft2
structural concrete
Min. 22 ga., Type B, Grade One or more layers, min. 0.5-inch Paratherm HD or Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per
S-98. 33 steel 1.5-inch, any combination | Paratherm HD Plus Parafast 125 Tri Rib Plate 1.45 ft2 Parasolo TPX / TPX-WB 675
Min. 22 ga., Type B, Grade . .
| Min. 0.375-inch SECUROCK 1
5-99, 33 steel or min. 2,500 psi | ONe Or morelayers, any in. 0.375-inch SECUROC Note 2 PET | parasolo TPX / TPX-WB 67.5
combination, min. 1-inch Gypsum-Fiber Roof Board 1.3 ft2
structural concrete
Min. 22 ga., Type B, Grade One or more layers, any ) ) )
S-100. 33 steel or min. 2,500 psi combination, min. 1.5- Min. .0'5 |-nch Structodek High X Note 2 1 per Parasolo TPX / TPX-WB -67.5
. Density Fiberboard Roof Insulation | — 1.0 ft2
structural concrete inch
Min. 22 ga., Type B, Grade One or more layers, any .
. R s . . . . Parafast Roofing Fastener (steel only), Parafast HD or Parafast 1 per
S-101. 33 steel or min. 2,500 psi .comblnatlon, min. 1.5 Min. 0.5-inch DensDeck Prime XHD (steel only) with Parafast 125 Tri Rib Plate 16 fi2 Parasolo TPX / TPX-WB -75.0
structural concrete inch
5102 ?'\,/;r;:cezezlgg’.’sn;zi l?él(;rade I(;)F;tr'sn:IILO;esc;;gi;e Min. 1.5-inch Paratherm G, Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per Parasolo TPX / TPX-WB 825
' $© spans, ” ayers, min. &. P Paratherm G CG or Paratherm W Parafast 125 Tri Rib Plate or Parafast 3” Metal Plate 1.45 ft2 ’
HWH Teks 5 screws 6” o.c. insulation
Min. 22 ga., Type B, Grade One or more layers, any .
. R L ; . . X Parafast Roofing Fastener (steel only), Parafast HD or Parafast 1 per
- . | .2 .1.5- . 0.5- X i - -82.
S-103 33 steel or min. 2,500 psi f:ombmatlon, min. 1.5 Min. 0.5-inch DensDeck Prime XHD (steel only) with Parafast 125 Tri Rib Plate 1.0 2 Parasolo TPX / TPX-WB 82.5
structural concrete inch
Min. 22 ga., Type B, Grade One or more layers, min. 0.5-inch Paratherm HD or Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per
S-104. 80 steel 1.5-inch, any combination Paratherm HD Plus Parafast 125 Tri Rib Plate 1.0 ft2 Parasolo TPX / TPX-WB 1125
Min. 22 ga., Type B, Grade One or more layers, any .
D 1
5105. | 80steelor min. 2,500 psi | combination, min. 1.5- Min. 0.5-inch DensDeck Prime Parafast Roofing Fastener (steel only), Parafast HD or Parafast Per | parasolo TPX / TPX-WB 1275
. XHD (steel only) with Parafast 125 Tri Rib Plate 1.0 ft2
structural concrete inch
TRIPOSITE ROOFING SYSTEM:
Min. 22 ga., Type B, Grade . . .
. 1.5- 1
5106, | 33steelormin. 2,500 psi | (OPtional) One or more Min. 1.5-inch Paratherm G, Note 2 PEr | Triposite System / Note 15C | -45.0*
layers, any combination Paratherm G CG, Paratherm W 2.0 ft2
structural concrete
Min. 22 ga., Type B, Grade . . .
. R (Optional) One or more Min. 2-inch Paratherm G, 1 per .
-107. 2 -45.0*
S-107 33 steel or min. 2,500 psi B crs, Mgl tion Paratherm G CG, Paratherm W Note 2 322 Triposite System / Note 15C 45.0
structural concrete
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TABLE 2e: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.e

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer
System Deck (Note 1 Base Insulation Layer p ‘nsulatl Y Attach Roof Cover MDP
No. (foted] (Note 13) Type Fasten (Note 11) ttac (Note 15) (psf)
(Note 17)
Min. 22 ga., Type B, Grade . . .
. K (Optional) One or more Min. 2-inch Paratherm G, 1 per L
-108. 33 steel . 2,500 Note 2 T te Syst Note 15C -60.0
S-108 steetormin. &, ps! layers, any combination Paratherm G CG or Paratherm W notes 2.0 ft2 riposite System / Note 15C
structural concrete
Min. 22 ga., Type B, Grade . . .
. . (Optional) One or more Min. 2-inch Paratherm G, 1 per L
S-109. 33 steel or min. 2,500 psi layers, any combination paratherm G CG or Paratherm W Note 2 1.45 f2 Triposite System / Note 15C 75.0
structural concrete
HYBRID SYSTEMS:
Min. 22 ga., Type B, Grade (Optional) One or more Min. 0.25-inch DensDeck, 1 per
S-110. 33 steel or min. 2,500 psi P — DensDeck Prime or SECUROCK Note 2 P Hybrid System / Note 15D -45.0*
layers, any combination ) 4.0 ft2
structural concrete Gypsum-Fiber Roof Board
PARASOLO TPX FLEECE-BACK MEMBRANE IN HOT ASPHALT:
Min. 22 ga., Type B, Grade .
S-111. 33 steel or min. 2,500 psi (Optional) One o.r m(?re Min. 0.25-inch DensDeck Prime Note 2 1 per Parasolo TPX Fleece-Back -45.0*
layers, any combination - 1.8 ft2 Membrane / Hot asphalt
structural concrete
PARASOLO TPX FLEECE-BACK MEMBRANE IN PARASOLO TPX WB BONDING ADHESIVE:
Min. 22 ga., Type B, Grade .
S-112. 33 steel or min. 2,500 psi (Optional) One o‘r m(?re Min. 1.5-inch Paratherm W Note 2 1 per Parasolo TPX Fleece-Back -30.0*
layers, any combination . 3.2 ft2 Membrane / TPX-WB
structural concrete
. Note 2
5113 g’;:t‘:; iz:.;nTi\:]pZ lz,ograge (Optional) One or more Min. 2-inch Paratherm G, 6 parts per min. 4 x 8 ft board with parts installed 36-inch o.c. 1 per Parasolo TPX Fleece-Back 30.0*
’ T p layers, any combination Paratherm G CG in two parallel rows, 12 inches from the 8 ft edges of the 5.3 ft2 Membrane / TPX-WB :
structural concrete
board
Min. 22 ga., T B, Min. 0.25-i DensDeck Pri . .
s114 3;:teeli?r ;ni\:]pez S,Ograge One or more layers, any SEIgU(IiozK"gh SS;S_F;;{ Rrg:f or Parafast Roofing Fastener (steel only) or Parafast HD with 1 per Parasolo TPX Fleece-Back 30.0*
’ T p combination, min. 1-inch P Parafast 3” Metal Plate or with Parafast PA 4.0 ft2 Membrane / TPX-WB :
structural concrete Board
Note 2
c c £ c
o ') @O ~
— m m -
Min. 22 ga., Type B, One or more layers, an
SR Grade 33 steel or min. combination rr:/in i 5 Y| Min. 0.5-inch Paratherm HD or 1 per Parasolo TPX Fleece-Back 30.0%
' 2,500 psi structural inch ! T Paratherm HD Plus 5.3 ft? Membrane / TPX-WB ’
concrete
3
<116 3’\3/|3I:t:ezl i?'.’n-\ri»rgpz i’o?)ra:ie (Optional) One or more Min. 1.5-inch Paratherm G, Note 2 1 per Parasolo TPX Fleece-Back 37.5+
’ T p layers, any combination Paratherm G CG, Paratherm W E— 2.7 ft2 Membrane / TPX-WB !
structural concrete
in. 22 ga. B . . .
S El\i/|3|2teeli?' ;n-ri\r:p; Sbgrage (Optional) One or more Min. 1.5-inch Paratherm G, Note 2 1 per Parasolo TPX Fleece-Back 150+
’ T P layers, any combination Paratherm G CG, Paratherm W e 2.0 ft2 Membrane / TPX-WB :
structural concrete
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TABLE 2e: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Top Insulation Layer
System Deck (Note 1 Base Insulation Layer p ‘nsulatl Y Attach Roof Cover MDP
No. (foted] (Note 13) Type Fasten (Note 11) ttac (Note 15) (psf)
(Note 17)
. Note 2
5118 ?'\gr;tezezl iar.,rr-\ri\r/]p; ;B;,ogra;jie (Optional) One or more Min. 2-inch Paratherm G, 8 parts per min. 4 x 8 ft board with parts installed 24-inch o.c. 1 per Parasolo TPX Fleece-Back 45.0%
’ T p layers, any combination Paratherm G CG in two parallel rows, 12 inches from the 8 ft edges of the 4.0 ft2 Membrane / TPX-WB :
structural concrete
board
5119 ?'\;/Il’::tezezl goar.,n—\ri\;p; i’ogragie One or more layers, any Min. 0.25-inch SECUROCK Gypsum- | Parafast Roofing Fastener (steel only) or Parafast HD with 1 per Parasolo TPX Fleece-Back 45.0%
’ T P combination, min. 1-inch Fiber Roof Board Parafast 3” Metal Plate or with Parafast PA 3.2 ft2 Membrane / TPX-WB !
structural concrete
Min. 22 ga., T B,
5120 33':tee|goar ;ni\:]pi S,Ograge One or more layers, any Min. 0.375-inch SECUROCK Parafast Roofing Fastener (steel only) or Parafast HD with 1 per Parasolo TPX Fleece-Back 45.0%
’ T P combination, min. 1-inch Gypsum-Fiber Roof Board Parafast 3” Metal Plate or with Parafast PA 4.0 ft2 Membrane / TPX-WB !
structural concrete
$121 ggr;t:; iar.’mTi\r/\p; i’ogragie One or more layers, min. 'S\fzﬁu(;ézlérgh 25::_25:;:;:? or Parafast Roofing Fastener (steel only) or Parafast HD with 1 per Parasolo TPX Fleece-Back _45.0*
’ T P 1-inch, any combination P Parafast 3” Metal Plate or with Parafast PA 3.2 ft2 Membrane / TPX-WB !
structural concrete Board
5122 gr;tsezl iar.’rr-\ri\r/\pz i,o(;ra;iie One or more layers, min. m:: gg;gi:caegsgjﬁgzzme or Parafast Roofing Fastener (steel only) or Parafast HD with 1 per Parasolo TPX Fleece-Back 45.0*
’ T P 1-inch, any combination o Parafast 3” Metal Plate or with Parafast PA 4.0 ft2 Membrane / TPX-WB !
structural concrete Gypsum-Fiber Roof Board
Note 2
c c £ = c c
ST = L] % 4 g
Min. 22 ga., Type B, One or more layers, an
$123 Grade 33 steel or min. combination n:/in i S_V Min. 0.5-inch Paratherm HD or ] 1 per Parasolo TPX Fleece-Back 45.0%
' 2,500 psi structural inch ! o Paratherm HD Plus 5 3.2 ft? Membrane / TPX-WB ’
concrete o™
£
Min. 22 ga., T B,
s124 33':teeli?' :niynpi Sbgra::e One or more layers, any Min. 0.25-inch SECUROCK Gypsum- Note 2 1 per Parasolo TPX Fleece-Back 525
’ T P combination, min. 1-inch Fiber Roof Board I 1.8 ft2 Membrane / TPX-WB :
structural concrete
<125 ?’\’/_L’Ir;ts; i?'.’n-\ri\r/]p; i,ograge One or more layers, any Min. 0.375-inch SECUROCK Note 2 1 per Parasolo TPX Fleece-Back 67.5
’ T P combination, min. 1-inch Gypsum-Fiber Roof Board E— 1.3 ft2 Membrane / TPX-WB !
structural concrete
5126 Min. 22 ga., Type B, Grade One or more layers, min. 0.5-inch Paratherm HD or Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per Parasolo TPX Fleece-Back 675
’ 33 steel 1.5-inch, any combination Paratherm HD Plus Parafast 125 Tri Rib Plate 1.45 ft2 | Membrane / TPX-WB :
. One or more layers, an Min. 0.5-inch DensDeck Prime or
5127 Min. 22 ga., Type B, Grade combination n’\‘/.n 1-'ncT1 SEICUROCIK Gypsum-Fiber Ilkoof Parafast Roofing Fastener, Parafast HD or Parafast XHD with Parafast 1 per Parasolo TPX Fleece-Back 675
' 33 steel I ) N ypsum-Hi 125 Tri Rib Plate or Parafast 3” Metal Plate 1.0 ft2 Membrane / TPX-WB :
loose-laid Board
5128 Min. 22 ga., Type B, Grade Onet?r n}ore Iay.eri'_.am:] g/lglguoRg_cIEceh DenSD_(:.c;( Pr;{mefor Parafast Roofing Fastener, Parafast HD or Parafast XHD with Parafast 1 per Parasolo TPX Fleece-Back 675
e 80 steel Icom ||r12?d|0n, fin-2-inch, Board ypsum-riber Roo 125 Tri Rib Plate or Parafast 3” Metal Plate 1.0 ft2 Membrane / TPX-WB o/
oose-lai oar
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TABLE 2e: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Top Insulation Layer
System Deck (Note 1 Base Insulation Layer p ‘nsulatl Y Attach Roof Cover MDP
No. {Note1) Note 13 Type Fasten (Note 11 ttac Note 15 (psf)
(Note 17)
5129 Min. 22 ga., Type B, Grade One or more layers, min. 0.5-inch Paratherm HD or Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per Parasolo TPX Fleece-Back 1125
’ 80 steel 1.5-inch, any combination Paratherm HD Plus Parafast 125 Tri Rib Plate 1.0 ft2 Membrane / TPX-WB :
PARASOLO TPX FLEECE-BACK MEMBRANE IN SPATTER APPLICATIONS:
Min. 22 ga., Type B, Grade Note 2 Parasolo TPX Fleece-Back
A ) (Optional) One or more Min. 2-inch Paratherm G, 6 parts per min. 4 x 8 ft board with parts installed 36-inch o.c. 1 per "
S$-130. 33 steel or min. 2,500 psi N . . Membrane / Parafast IA -30.0
layers, any combination Paratherm G CG in two parallel rows, 12 inches from the 8 ft edges of the 5.3 ft2
structural concrete (spatter)
board
Min. 22 ga., Type B, Grade Min. 0.25-inch DensDeck Prime or . . Parasolo TPX Fleece-Back
S-131. 33 steel or min. 2,500 psi One o.r mf)re Iay-ers, e-my SECUROCK Gypsum-Fiber Roof Parafast R,(,mﬁng e (sFeeI only) or Parafast HD with 1 per Membrane / Parafast IA -30.0*
combination, min. 1-inch Parafast 3” Metal Plate or with Parafast PA 4.0 ft2
structural concrete Board (spatter)
. ) . . . ” Parasolo TPX Fleece-Back
5132 Min. 22 ga., Type B, Grade One or more layers, any Min. 0.25-inch DEXcell FA Glass Parafast Roofing Fastener or Parafast HD with Parafast 3 1 per Membrane / Parafast IA 30.0*
’ 33 steel combination, min. 1-inch Mat Roof Board Metal Plate or with Parafast PA 4.0 ft2 (spatter) :
Note 2
c < £ c
N o O o~
- m m -
Min. 22 ga., Type B, Grad.e One o.r mf)re Iay.ers, any Min. 0.5-inch Paratherm HD or 1 per Parasolo TPX Fleece-Back X
S$-133. 33 steel or min. 2,500 psi combination, min. 1.5- Membrane / Parafast IA -30.0
. Paratherm HD Plus 5.3 ft2
structural concrete inch (spatter)
E
g
Min. 22 ga., T B, P lo TPX FI -Back
" ga., 'ype g Grae!e (Optional) One or more Min. 1.5-inch Paratherm G, 1 per arasolo eece-Bac
S-134. 33 steel or min. 2,500 psi N Note 2 Membrane / Parafast IA -37.5*
layers, any combination Paratherm G CG — 2.7 ft2
structural concrete (spatter)
Min. 22 ga., Type B Grad.e (Optional) One or more Min. 1.5-inch Paratherm G, 1 per Parasolo TPX Fleece-Back .
S-135. 33 steel or min. 2,500 psi L Note 2 Membrane / Parafast IA -45.0
layers, any combination Paratherm G CG — 2.0 ft2
structural concrete (spatter)
Min. 22 ga., Type B, Grad‘e (Optional) One or more Min. 2.5-inch Paratherm G or 1 per Parasolo TPX Fleece-Back
S-136. 33 steel or min. 2,500 psi L Note 2 Membrane / Parafast IA -45.0
layers, any combination Paratherm G CG — 2.3 ft2
structural concrete (spatter)
Min. 22 ga., Type B, Grade Note 2 Parasolo TPX Fleece-Back
-ccgay ‘yp ! . (Optional) One or more Min. 2-inch Paratherm G, 8 parts per min. 4 x 8 ft board with parts installed 24-inch o.c. 1 per «
S-137. 33 steel or min. 2,500 psi WA X K Membrane / Parafast IA -45.0
layers, any combination Paratherm G CG in two parallel rows, 12 inches from the 8 ft edges of the 4.0 ft2
structural concrete (spatter)
board
Min. 22 ga., Type B, Grade (Optional) One or more 1 per Parasolo TPX Fleece-Back
S-138. 33 steel or min. 2,500 psi P - Min. 2-inch Paratherm G CG Note 2 p Membrane / Parafast IA -45.0*
layers, any combination — 2.9 ft2
structural concrete (spatter)
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TABLE 2e: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Top Insulation Layer
System Deck (Note 1 Base Insulation Layer p ‘nsulatl Y Attach Roof Cover MDP
No. (foted] (Note 13) Type Fasten (Note 11) ttac (Note 15) (psf)
(Note 17)
Min. 22 ga., Type B, Grade (Optional) One or more 1 per Parasolo TPX Fleece-Back
S-139. 33 steel or min. 2,500 psi P L Min. 0.25-inch DensDeck Prime Note 2 p Membrane / Parafast IA -45.0*
layers, any combination — 2.0 ft2
structural concrete (spatter)
. . . . . . Parasolo TPX Fleece-Back
Min. 22 ga., Type B, Grade One or more layers, any Min. 0.25-inch DEXcell FA Glass Parafast Roofing Fastener or Parafast HD with Parafast 125 Tri 1 per
S-140. S ; - ) Membrane / Parafast IA -45.0*
33 steel combination, min. 1-inch Mat Roof Board Rib Plate 3.2 ft2
(spatter)
. ) . ] . ) Parasolo TPX Fleece-Back
Min. 22 ga., Type B, Grade One or more layers, any Min. 0.5-inch DEXcell FA Glass Mat Parafast Roofing Fastener or Parafast HD with Parafast 125 Tri 1 per
S-141. L . . . Membrane / Parafast IA -45.0*
33 steel combination, min. 1-inch Roof Board Rib Plate 4.0 ft2
(spatter)
5142 gr;tsezl iar.’rr-\ri\r/\pz i,o(;ra;iie One or more layers, any Min. 0.375-inch SECUROCK Parafast Roofing Fastener (steel only) or Parafast HD with 1 per i/?:::slrg::)/( Fl:l;::ae;f?:k 45.0%
’ T P combination, min. 1-inch Gypsum-Fiber Roof Board Parafast 3” Metal Plate or with Parafast PA 4.0 ft2 :
structural concrete (spatter)
Note 2
c c £ c c c
ST 2 2 4 a4
Min. 22 ga., Type B, Grade One or more layers, any Min. 0.5-inch Paratherm HD or 1 per Parasolo TPX Fleece-Back
S-143. 33 steel or min. 2,500 psi combination, min. 1.5- Paratherm HD Plus or min. 1.5-inch = 3 ;ﬁz Membrane / Parafast IA -45.0*
structural concrete inch Paratherm G k) ’ (spatter)
£
Min. 22 ga., Type B, Grade One or more lavers. an Min. 0.25-inch DensDeck Prime or 1 per Parasolo TPX Fleece-Back
S-144. 33 steel or min. 2,500 psi L y I Y SECUROCK Gypsum-Fiber Roof Note 2 p Membrane / Parafast IA -52.5
combination, min. 1-inch — 1.8 ft2
structural concrete Board (spatter)
Min. 22 ga., Type B, Grade . . ¢ Parasolo TPX Fleece-Back
| Min. 1.5-inch P 1
S-145. 33 steel or min. 2,500 psi (Optional) One 0'_' mc.>re QL ggyeh Pardigergles Note 2 per Membrane / Parafast IA -60.0
layers, any combination Paratherm G CG — 1.3 ft2
structural concrete (spatter)
. . . . . Parasolo TPX Fleece-Back
5146 Min. 22 ga., Type B, Grade One or more layers, min. 0.5-inch Paratherm HD or Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per Membrane / Parafast IA 675
’ 80 steel 1.5-inch, any combination | Paratherm HD Plus Parafast 125 Tri Rib Plate 1.45 ft? (spatter) ’
Min. 22 ga., Type B Grad'e One or more layers, any Min. 0.375-inch SECUROCK 1 per Parasolo TPX Fleece-Back
S-147. 33 steel or min. 2,500 psi - i Note 2 Membrane / Parafast IA -67.5
combination Gypsum-Fiber Roof Board - 1.3 ft2
structural concrete (spatter)
. . . . ] . o Parasolo TPX Fleece-Back
5148 Min. 22 ga., Type B, Grade One or more layers, min. Min. 0.4375-inch DEXcell Cement Parafast Roofing Fastener or Parafast HD with Parafast 125 Tri Rib 1 per Membrane / Parafast IA 75.0
’ 33 steel 1.5-inch, any combination | Roof Board Plate or Parafast 3” Metal Plate 2.0 ft2 (spatter) :
One or more layers, any Min. 0.5-inch DensDeck Prime or Parasolo TPX Fleece-Back
Min. 22 ga., Type B, Grade . . . ' Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per
S-149. 33 steel, f:omblnatlon,.mm 1- SECUROCK Gypsum-Fiber Roof Parafast 125 Tri Rib Plate or Parafast 3” Metal Plate 100 Membrane / Parafast IA -82.5
inch, loose-laid Board (spatter)
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TABLE 2e: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

Top Insulation Layer
System Deck (Note 1 Base Insulation Layer p ‘nsulatl Y Attach Roof Cover MDP
No. (foted] (Note 13) Type Fasten (Note 11) ttac (Note 15) (psf)
(Note 17)
. . . . ) Parasolo TPX Fleece-Back
5150 Min. 22 ga., Type B, Grade One or more layers, min. 0.5-inch Paratherm HD or Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per Membrane / Parafast IA 1125
’ 80 steel 1.5-inch, any combination Paratherm HD Plus Parafast 125 Tri Rib Plate 1.0 ft2 (spatter) :
One or more layers, any Min. 0.5-inch DensDeck Prime or Parasolo TPX Fleece-Back
Min. 22 ga., Type B, Grade L. . . Parafast Roofing Fastener, Parafast HD or Parafast XHD with 1 per
S-151. 80 steel, f:omblnatlon,.mm 1- SECUROCK Gypsum-Fiber Roof Parafast 125 Tri Rib Plate or Parafast 3" Metal Plate 1.0 f2 Membrane / Parafast IA -127.5
inch, loose-laid Board (spatter)
. . . . ) . o Parasolo TPX Fleece-Back
5152 Min. 22 ga., Type B, Grade One or more layers, min. Min. 0.4375-inch DEXcell Cement Parafast Roofing Fastener or Parafast HD with Parafast 125 Tri Rib 1 per Membrane / Parafast IA 135.0
’ 33 steel 1.5-inch, any combination Roof Board Plate or Parafast 3” Metal Plate 1.0 ft2 (spatter) !

TABLE 2F: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED BASE AnD CAP PLY

i Top Insulation Layer Roof Cover (Note 15)
System Base Insulation Layer MDP
Deck (Note 1) Attach
No. Note 13 Type Fasten (Note 11) iNete 7] Base Ply Cap Ply (psf)
ASPHALT-APPLIED BASE PLY:
Min. 22 ga., Type B, Grade ) Min. 0.25-inch Parafast Roofing Fastener (steel only) or Parafast Parasolo TPX Fleece-Back
| 1 4. P h Gl B
S-153. 33 steel or min. 2,500 psi I(Sztr'sn:n) 22;2:;:3;? SECUROCK Gypsum- HD with Parafast 125 Tri Rib Plate or Parafast 3” p?trz 0 h?);a:sechaclat ass Base / Membrane / hot asphalt, -30.0
structural concrete Yers, any Fiber Roof Board Metal Plate P Parafast IA (spatter)
Min. 22 ga., Type B, Grad.e (Optional) One or more Min. 0.375-inch Parafast Roofing Fastener (steel only) or Parafast 1per4.0 | Paratech Glass Base / Parasolo TPX Fleece-Back
S-154. 33 steel or min. 2,500 psi lavers. anv combination SECUROCK Gypsum- HD with Parafast 3” Metal Plate f2 hot asphalt Membrane / hot asphalt, -45.0*
structural concrete Yers, any Fiber Roof Board P Parafast IA (spatter)
Min. 22 ga., T B Min. 0.25-inch P lo TPX Fl -Back
In. 22 ga., ‘ype ! Grad.e (Optional) One or more in. 0.28gC Parafast Roofing Fastener (steel only) or Parafast 1per3.2 Paratech Glass Base / arasolo eece-vac
S-155. 33 steel or min. 2,500 psi lavers. any combination SECUROCK Gypsum- HD with Parafast 3” Metal Plate f2 hot asphalt Membrane / hot asphalt, -45.0*
structural concrete yers, any Fiber Roof Board P Parafast IA (spatter).
Min. 22 ga., T B in. 0.25-inch P lo TPX Fl -Back
In. 22 ga., Iype ! Grac!e (Optional) One or more Q- 0-25-inc Parafast Roofing Fastener (steel only) or Parafast 1perl.6 Paratech Glass Base / arasolo eece-bac
S-156. 33 steel or min. 2,500 psi lavers. anv combination SECUROCK Gypsum- HD with Parafast 3” Metal Plate 2 hot asphalt Membrane / hot asphalt, -52.5
structural concrete Yers, any Fiber Roof Board P Parafast IA (spatter).
Min. 22 ga., Type B, Grad.e (Optional) One or more Min. 0.3%@jnch Parafast Roofing Fastener (steel only) or Parafast 1perl.3 Paratech Glass Base / Parasolo TPX Fleece-Back
S-157. 33 steel or min. 2,500 psi lavers. anv combination SECUROCK Gypsum- HD with Parafast 3” Metal Plate f2 hot asphalt Membrane / hot asphalt, -60.0
structural concrete Yers, any Fiber Roof Board P Parafast IA (spatter)
TORCH-APPLIED BASE PLY:
. Min. 0.25-inch )
Min. 22 ga., Type B, Grade One or more layers, - Parafast Roofing Fastener (steel only) or Parafast Parasolo TPX Fleece-Back
. R . . DensDeck Prime or . ” 1per4.0 Paratech Glass Base TG .
S-158. 33 steel or min. 2,500 psi min. 1-inch, any HD with Parafast 3” Metal Plate or Parafast 125 3 Membrane / hot asphalt, -30.0
. SECUROCK Gypsum- o ft2 / torch-applied
structural concrete combination . Tri Rib Plate Parafast IA (spatter)
Fiber Roof Board
Min. 22 ga., Type B Graqe (Optional) One or more Min. 0.375-inch Parafast Roofing Fastener (steel only) or Parafast 1per4.0 | Paratech Glass Base TG Parasolo TPX Fleece-Back
S-159. 33 steel or min. 2,500 psi lavers. anv combination SECUROCK Gypsum- HD with Parafast 3” Metal Plate f2 / torch-applied Membrane / hot asphalt, -45.0*
structural concrete Yers, any Fiber Roof Board PP Parafast IA (spatter)
in. 22 ga. B . in. 0.25-i . -B
Min g3, Type g Graqe (Optional) One or more Min. 0.25-inch Parafast Roofing Fastener (steel only) or Parafast 1 per3.2 Paratech Glass Base TG Parasolo TPX Fleece-Back
S-160. 33 steel or min. 2,500 psi lavers. anv combination SECUROCK Gypsum- HD with Parafast 3” Metal Plate 2 / torch-applied Membrane / hot asphalt, -45.0*
structural concrete Yers, any Fiber Roof Board PP Parafast IA (spatter)
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TABLE 2F: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED BASE anp CAP PLY

NEmoO | etc.e

X Top Insulation Layer Roof Cover (Note 15)
System Base Insulation Layer MDP
Deck (Note 1) Attach
No. Note 13 Type Fasten (Note 11) o Base Ply Cap Ply (psf)
. Min. 0.25-inch )
Min. 22 ga., Type B, Grade One or more layers, . Parafast Roofing Fastener (steel only) or Parafast Parasolo TPX Fleece-Back
. . R . DensDeck Prime or X ” 1per3.2 Paratech Glass Base TG
S-161. 33 steel or min. 2,500 psi min. 1-inch, any HD with Parafast 3” Metal Plate or Parafast 125 R Membrane / Parafast IA -45.0*
o SECUROCK Gypsum- . ft2 / torch-applied
structural concrete combination . Tri Rib Plate (spatter)
Fiber Roof Board
Min. 22 ga., Type B, Grad.e (Optional) One or more Min. 0.25-inch Parafast Roofing Fastener (steel only) or Parafast 1per1.6 Paratech Glass Base TG Parasolo TPX Fleece-Back
S-162. 33 steel or min. 2,500 psi lavers. anv combination SECUROCK Gypsum- HD with Parafast 3” Metal Plate 2 / torch-applied Membrane / hot asphalt, -52.5
structural concrete yers, any Fiber Roof Board PP Parafast IA (spatter).
Min. 22 ga., Type B, Grade One or more layers, Min. 0.25-inch Parafast Roofing Fastener (steel only) or Parafast 1 per 1.6 Paratech Glass Base TG Parasolo TPX Fleece-Back
S-163. 33 steel or min. 2,500 psi min. 1-inch, any SECUROCK Gypsum- HD with Parafast 3” Metal Plate or Parafast 125 pftz ’ or Paratech 180 Base Membrane / Parafast 1A -52.5
structural concrete combination Fiber Roof Board Tri Rib Plate TG/ torch-applied (spatter)
Min. 0.5-inch
Min. 22 ga., Type B, Grade One or more layers, Del:sgesclin;rime or Parafast Roofing Fastener (steel only) or Parafast 1 per 2.0 Paratech Glass Base TG Parasolo TPX Fleece-Back
S-164. 33 steel or min. 2,500 psi min. 1-inch, any SECUROCK Gypsum- HD with Parafast 3” Metal Plate or Parafast 125 pﬂ_Z ’ or Paratech 180 Base Membrane / Parafast IA -60.0
structural concrete combination Fiber Roof Board Tri Rib Plate TG/ torch-applied (spatter)
Min. 22 ga., Type B, Grade Min. O.25—|nc.h Paratech Glass Base TG, Parasolo TPX Fleece-Back
5165 40 steel or structural One or more layers, any DensDeck Prime or Note 2 1 per Paratech Glass Base 3.0 Membrane / hot asphalt -60.0
’ concrete combination, loose laid SECUROCK Gypsum- — = 1.45 ft2 TG, Paratech 180 Base Parafast IA (s atter;) ’ :
Fiber Roof Board TG / torch-applied P ’
Min. 22 ga., Type B, Grad.e (Optional) One or more Min. 0.375-inch Parafast Roofing Fastener (steel only) or Parafast 1perl.3 Paratech Glass Base TG Parasolo TPX Fleece-Back
S-166. 33 steel or min. 2,500 psi lavers. anv combination SECUROCK Gypsum- HD with Parafast 3” Metal Plate f2 / torch-applied Membrane / hot asphalt, -60.0
structural concrete Yers, any Fiber Roof Board PP Parafast IA (spatter)
Min. 22 ga., Type B, Grade One or more layers, . . Parafast Roofing Fastener (steel only) or Parafast Parasolo TPX Fleece-Back
S-167. 33 steel or min. 2,500 psi min. 1-inch, any Min. 0.5 |nch HD with Parafast 3” Metal Plate or Parafast 125 Lperl.6 Paratech GI?SS Base TG Membrane / Parafast IA -67.5
- DensDeck Prime . ft2 / torch-applied
structural concrete combination Tri Rib Plate (spatter)
Min. 22 ga., Type B, Grade One or more layers, Min. 0.375-inch Parafast Roofing Fastener (steel only) or Parafast Parasolo TPX Fleece-Back
. R . . . ” 1perl.3 Paratech Glass Base TG
S-168. 33 steel or min. 2,500 psi min. 1-inch, any SECUROCK Gypsum- HD with Parafast 3” Metal Plate or Parafast 125 R Membrane / Parafast IA -67.5
o . . ft2 / torch-applied
structural concrete combination Fiber Roof Board Tri Rib Plate (spatter)
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NEmoO | etc.e
TABLE 2G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

SYSTEM TYPE C-1A: THERMAL BARRIER WITH VAPOR BARRIER, MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

y— Top Insulation Layer i L
4 Deck (Note 1) Thermal Barrier / Vapor Barrier Fasten Attach oot Lover
No. Type (Note 15) (psf)
(Note 11) (Note 17)
PARASOLO TPX / PARASOLO TPX WB BONDING ADHESIVE:
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK 1 per
S-169. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm W | Note 2 ) Opftz Parasolo TPX / TPX-WB -45.0*
structural concrete Vapor Retarder, self-adhered ’
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK 1 per
S-170. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA Min. 2-inch Paratherm W Note 2 4 gﬂz Parasolo TPX / TPX-WB -45.0*
structural concrete Vapor Retarder, self-adhered ’
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm 1 per
S-171. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA | W, loose laid, followed by min. 0.25-inch DensDeck Prime Note 2 2 gﬁz Parasolo TPX / TPX-WB -45.0*
structural concrete Vapor Retarder, self-adhered or SECUROCK Gypsum-Fiber Roof Board ’
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK . .
Min. 1.5-inch P h P h P h 1
S-172. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA in. 1.5 |n<.: aratherm G, 'arat erm G CG, Parat e,rm Note 2 per Parasolo TPX / TPX-WB -45.0*
W, loose laid, followed by min. 0.5-inch DensDeck Prime — 3.2 ft2
structural concrete Vapor Retarder, self-adhered
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm 1 per
S-173. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA | W, loose laid, followed by min. 0.625-inch DensDeck Note 2 4 gﬂz Parasolo TPX / TPX-WB -45.0*
structural concrete Vapor Retarder, self-adhered Prime ’
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK . .
S-174. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA g 1 |n.ch PigiherniSs P-aratherrn G CG, Paratherm Note 2 1 per Parasolo TPX / TPX-WB -52.5
W, loose laid, followed by min. 0.25-inch DensDeck Prime E— 1.45 ft2
structural concrete Vapor Retarder, self-adhered
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm 1 per
S-175. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA | W, loose laid, followed by min. 0.25-inch SECUROCK Note 2 1 prtz Parasolo TPX / TPX-WB -52.5
structural concrete Vapor Retarder, self-adhered Gypsum-Fiber Roof Board ’
PARASOLO TPX FLEECE-BACK MEMBRANE IN PARASOLO TPX WB BONDING ADHESIVE:
Min. 22 ga., Type B, Grade | Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK . . Parasolo TPX Fleece-
S-176. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA I- 1.5-inch Paratherm G, Paratherm G CG, Paratherm G Note 2 1 per Back Membrane / TPX- -45.0*
CG, Paratherm W E— 2.0 ft2
structural concrete Vapor Retarder, self-adhered WB
Min. 22 ga., Type B, Grade | Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK 1 per Parasolo TPX Fleece-
S-177. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA Min. 2-inch Paratherm G CG, Paratherm W Note 2 4 gﬁz Back Membrane / TPX- -45.0*
structural concrete Vapor Retarder, self-adhered ’ WB
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm 1 per Parasolo TPX Fleece-
S-178. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA | W, loose laid, followed by min. 0.25-inch DensDeck Prime Note 2 ) gftz Back Membrane / TPX- -45.0*
structural concrete Vapor Retarder, self-adhered or SECUROCK Gypsum-Fiber Roof Board ’ WB
Min. 22 ga., Type B, Grad‘e Min. O.62§—|nch DensDeck Prime or. min. O.5—|nch SE(‘TUROCK Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm 1 per Parasolo TPX Fleece-
S-179. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA ) . R R Note 2 Back Membrane / TPX- -45.0*
W, loose laid, followed by min. 0.5-inch DensDeck Prime 3.2 ft2
structural concrete Vapor Retarder, self-adhered WB
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm 1 per Parasolo TPX Fleece-
S-180. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA | W, loose laid, followed by min. 0.625-inch DensDeck Note 2 4 (;)ftl Back Membrane / TPX- -45.0*
structural concrete Vapor Retarder, self-adhered Prime ’ WB
Min. 22 ga., T B, Grad Min. 0.625-inch DensDeck Pri in. 0.5-inch SECUROCK . . P lo TPX FI -
n- <= g2 Iype re .e n . INCNg soee Frime or. min |nc. - Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm 1 per arasoo eece
S-181. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA X . X X Note 2 Back Membrane / TPX- -52.5
W, loose laid, followed by min. 0.25-inch DensDeck Prime I 1.45 ft2
structural concrete Vapor Retarder, self-adhered WB
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SYSTEM TYPE C-1A: THERMAL BARRIER WITH VAPOR BARRIER, MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

TABLE 2G: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER

NEmoO | etc.e

System Top Insulation Layer E— o
y':oe Deck (Note 1) Thermal Barrier / Vapor Barrier T Fasten Attach (:Zteol‘;er o
: yee (Note 11) (Note 17) (Note 15) (psf)
Min. 22 ga., Type B, Grade Min. 0.625-inch DensDeck Prime or min. 0.5-inch SECUROCK Min. 1.5-inch Paratherm G, Paratherm G CG, Paratherm 1 per Parasolo TPX Fleece-
S-182. 33 steel or min. 2,500 psi Gypsum-Fiber Roof Board, loose-laid, covered with Siplast SA | W, loose laid, followed by min. 0.25-inch SECUROCK Note 2 1 gﬁz Back Membrane / TPX- -52.5
structural concrete Vapor Retarder, self-adhered Gypsum-Fiber Roof Board ’ WB
TABLE 2H: STEEL DECKS - NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECOVER
SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER
System Deck . Attachment Roof Cover MDP
Insulation (Note 13) .
No. (Note 1) e Fastener (Note 11) Density (Note 15B) (psf)
24 x 48 inch grid
Min. 22 ga., T B Parafast XHD with Parafast RB TP! P lo TPX
S-183. n g3 1ypes, One or more layers, any combination, 4 x 8 ft board ara aft with ParalQ 0 1 per 8.0 ft? . arasq © -30.0*
Grade 33 steel XHD 3” Plate induction welded
(4 parts per 4 x 8 ft board)
Min. 22 ga., Type B, One or more layers, any combination, prelim. attach Parafast XHD with Parafast RB TPO . . . Parasolo TPX
-184. ’ ! Max. 18-inch o.c. . 60-inch o.c. . R -30.
S18 Grade 33 steel (Note 5) XHD 3" Plate ax. 18-inch o.c. in rows spaced max. 60-inch o.c induction welded 300
Min. 22 ga., Type B, One or more layers, any combination, prelim. attach Parafast XHD with Parafast RB TPO . . . Parasolo TPX
S-185. Grade 33 steel Note 5 XHD 3" Plate Max. 12-inch o.c. in rows spaced max. 60-inch o.c. induction welded 37.5
Min. 22 ga., Type B, One or more layers, any combination, prelim. attach Parafast XHD with Parafast RB TPO . . . Parasolo TPX
S-186. Grade 80 steel Note 5 XHD 3" Plate Max. 18-inch o.c. in rows spaced max. 60-inch o.c. induction welded 37.5
1 per 5.3 ft? (6 parts per 4 x 8 ft board)
£ £ £ £
& o T & A
— m m —
Min. 22 ga., Type B, N .| Parafast XHD with Parafast RB TPO Parasolo TPX
S-187. Grade 33 steel One or more layers, any combination, 4 x 8 ft board; XHD 3" Plate induction welded -37.5
‘.
£
4
i
Min. 22 ga., Type B, One or more layers, any combination, prelim. attach Parafast XHD with Parafast RB TPO . . . Parasolo TPX
S-188. Grade 80 steel Note 5 XHD 3" Plate Max. 12-inch o.c. in rows spaced max. 60-inch o.c. induction welded 45.0
. . 24 x 48 inch grid
S-189. Min. 22 ga., Type B, One or more layers, any combination, 4 x 8 ft board Parafaft XHD with Parafast RB TPO 1 per 8.0 ft2 Parasqlo X -45.0*
Grade 80 steel XHD 3" Plate induction welded
(4 parts per 4 x 8 ft board)
Min. 22 ga., Type B, _d | Parafast XHD with Parafast RB TPO 1 per 5.3 ft? (6 parts per 4 x 8 ft board) Parasolo TPX "
S-190. Grade 33 steel One or more layers, any combination, 4 x 8 ft board; XHD 3" Plate (Note 17) induction welded -45.0
Min. 22 ga., Type B, L | Parafast XHD with Parafast RB TPO 1 per 4.0 ft? (4 parts per 4 x 4 ft board) Parasolo TPX "
S-191. Grade 33 steel One or more layers, any combination, 4 x 4 ft board; XHD 3" Plate Note 17 induction welded 45.0
. . 24 x 48 inch grid
S-192. Min. 22 ga., Type B, One or more layers, any combination, 4 x 8 ft board Parafaft XHD with Parafast RB TPO 1 per 8.0 ft2 Parasqlo TPX -45.0*
Grade 33 steel XHD 3" Plate induction welded
(4 parts per 4 x 8 ft board)

PEER-SPL-003.A.R4 for FL41948-R4 (NON-HVHZ)
Revision 4: 04/15/2026
Appendix 1, Page 45 of 68

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8" Edition (2023) FBC NON-HVHZ
Siplast Parasolo TPX Roof Systems; (800) 922-8800
BACKTO TOP



TABLE 2H: STEEL DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

NEmoO | etc.e

System Deck . Attachment Roof Cover MDP
Insulation (Note 13)
No. (Note 1) Fastener (Note 11) Density (Note 15B) (psf)
1 per 8.0 ft2 (4 parts per 4 x 8 ft board)
= £ s
3T $ Toa
Min. 22 ga., Type B, s . ) Parafast XHD with Parafast RB TPO f Parasolo TPX .
S-193. Grade 33 steel One or more layers, any combination, min. 1.5-inch XHD 3” Plate 5 induction welded 45.0
~
1
=
Min. 22 ga., Type B, N Parafast XHD with Parafast RB TPO . . . Parasolo TPX
S-194. Grade 33 steel One or more layers, any combination XHD 3" Plate Max. 24-inch o.c. in rows spaced max. 30-inch o.c. induction welded -52.5
1 per 4.0 ft? (8 parts per 4 x 8 ft board)
l ie ®
¢
[}
Min. 22 ga., Type B, N .| Parafast XHD with Parafast RB TPO T N Parasolo TPX
S-195. Grade 33 steel One or more layers, any combination, 4 x 8 ft board; XHD 3" Plate . R o5 & induction welded -60.0
@—L et
1 J
1 g |
Min. 22 ga., Type B, s Parafast SXHD with Parafast RB . . Parasolo TPX
S-196. Grade 33 steel One or more layers, any combination TPO SXHD 3" Plate 24 x 24 inch grid induction welded 60.0
Min. 22 ga., Type B, One or more layers, any combination, prelim. attach | Parafast XHD with Parafast RB TPO ) : . Parasolo TPX
S-197. Grade 33 steel (Note 5) XHD 3" Plate Max. 6-inch o.c. in rows spaced max. 72-inch o.c. induction welded 675
Min. 22 ga., Type B Parafast XHD with Parafast RB TPO 24 x 24 inch grid Parasolo TPX
-198. ) N ’ | inati 4 f 1 4.0 ft2 . R -67.
S$-198 Grade 80 steel One or more layers, any combination, 4 x 8 ft board XHD 3" Plate per 4.0 ft induction welded 67.5
(8 parts per 4 x 8 ft board)
X . 24 x 24 inch grid Parasolo TPX, min.
S-199. Min. 22 ga., Type B, One or more layers, any combination, 4 x 8 ft board Parafaft XHD with Parafast RB TPO 1 per 4.0 ft2 60-mil, induction -67.5
Grade 80 steel XHD 3" Plate
(8 parts per 4 x 8 ft board) welded
Min. 22 ga., Type B, . Parafast XHD with Parafast RB TPO 1 per 2.7 ft? (12 parts per 4 x 8 ft board) Parasolo TPX
S-200. (0] | , binat . . -67.5
Grade 33 steel ne orgEPTElRE "™ 2MP T gon XHD 3" Plate (Note 17) induction welded
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TABLE 2H: STEEL DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

NEmoO | etc.e

System Deck . Attachment Roof Cover MDP
Insulation (Note 13)
No. (Note 1) Fastener (Note 11) Density Note 15B (psf)
18 x 24 inch staggered grid
@ @
Min. 22 ga., Type B, — Parafast XHD with Parafast RB TPO ® @ Parasolo TPX
$-201. Grade 40 steel One or more layers, any combination, XHD 3" Plate 1 induction welded 825
N I @ @
- & —f
Min. 22 ga., Type B, L Parafast XHD with Parafast RB TPO 1 per 2.7 ft? (12 parts per 4 x 8 ft board) Parasolo TPX
-202. | -82.
520 Grade 40 steel One or more layers, any combination, XHD 3" Plate (Note 17) induction welded 825
Min. 22 ga., Type B, One or more layers, any combination, prelim. attach Parafast XHD with Parafast RB TPO . . . Parasolo TPX
$-203. Grade 80 steel (Note 5) XHD 3" Plate g 6-inch o.c. in rows spaced max. 72-inch o.c. induction welded 975
Min. 22 ga., Type B, N . ) Parafast XHD with Parafast RB TPO . . . Parasolo TPX
S-204. Grade 60 steel One or more layers, any combination, min. 2-inch XHD 3" Plate 18 x 16 inch grid, staggered 6-inch induction welded -105.0

TABLE 21: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-1: MECHANICALLY ATTACHED ROOF COVER

Insulation (Note 13) Roof Cover (Note 15A)
System P Attach Separator Sheet (Optional) MDP
No. (Note 1) Type (Notaecs) P P Membrane Fastener (Note 11) Attachment (psf)
PARASOLO TPX:
Min. 22 ga. Type One or more layers, prelim EverGuard Polymat 18-inch o.c. within 6-inch wide laps
S-205. < << 83, Typ any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb 2-3/8” 6brb spaced 54-inch o.c. and sealed with -30.0
B, Grade 80 steel . attach X
1-inch or (6 oz/yd?) a 1.5-inch heat weld.
Min. 22 ga., Type One or more I‘ayers,‘ Prelim. EverGua‘\rd prymas Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or 12-inch o.c. .WIthm E-inch wide laps
S-206. B. Grade 33 steel any combination, min. attach Separation Layer (3 oz/yd?) Parasolo TPX Parafast Eyehook AccuSeam Plate 2-3/8” spaced 114-inch o.c. and sealed -30.0
’ 1.5-inch or (6 0z/yd?) v with a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 5-inch wide laps
S-207. - <83, 1yp any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2” spaced 115-inch o.c. and sealed -30.0
B, Grade 80 steel . attach R .
1.5-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Min. 22 ga. Type One or more layers, prelim EverGuard Polymat Parafast XHD with Parafast XHD Barb Plate 2”, ﬁ;lmiErc]ho.oc.clnA;Og?nScpha;figemcz);er
S-208. - < B2, 1Yp any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD Barb 2-3/8” 6brb or Parafast Eyehook o T -30.0
B, Grade 33 steel . attach M strip is heat welded over the stress
1.5-inch or (6 oz/yd?) AccuSeam Plate 2-3/8'
plates.
Min. 22 ga., Type One oy g ore I.ayers,. Prelim. EverGua?rd Polymat Parafast SXHD Fastener with Parafast SXHD Barb 12-inch o.c. .Wlthm E-inch wide laps
S-209. B. Grade 33 steel any combination, min. attach Separation Layer (3 oz/yd?) Parasolo TPX Plate 2-3/4” spaced 138-inch o.c. and sealed -30.0
’ 1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-210. - <82, 1yp any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb 2-3/8” 6brb spaced 138-inch o.c. and sealed -30.0
B, Grade 60 steel . attach R .
1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
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TABLE 21: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER
TEM TYPE D-1: MECHANICALLY ATTACHED ROOF COVER

NEmoO | etc.e

y— S Insulation (Note 13) Roof Cover (Note 15A) TR
Y ec Attach Separator Sheet (Optional)
No. (Note 1) Type (Note 5) Membrane Fastener (Note 11) Attachment (psf)
Min. 22 ga., Type One or mQre I.ayers,. Prelim. EverGue.xrd Polymat Parafast XHD or Parafast SXHD Fastener with Parafast 12-incho.c. .Wlthm E-inch wide laps
S-211. any combination, min. Separation Layer (3 oz/yd?) Parasolo TPX . spaced 138-inch o.c. and sealed -30.0
B, Grade 80 steel . attach 5 SXHD Barb Plate 2-3/4 R .
1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat Parafast XHD with Parafast XHD Barb Plate 2”, 6-inch o.c. within 6-inch wide laps
S-212. B G.radeg3§ styeF;I any combination, min. attach. Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD Barb 2-3/8” 6brb or Parafast Eyehook spaced 138-inch o.c. and sealed -30.0
’ 1-inch or (6 oz/yd?) AccuSeam Plate 2-3/8” with a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-213. B G.radeg3§ styepel any combination, min. attach. Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2” spaced 90-inch o.c. and sealed with -37.5
! 1-inch or (6 oz/yd?) a 1.5-inch heat weld.
. One or more layers, ) EverGuard Polymat . 12-inch o.c. within 6-inch wide laps
Min. 22 ga., T Prelim. Paraf XHD F h Paraf: XHD B
S-214. B I(:radegZ(; Sty:j any combination, min. atrfalcn; Separation Layer (3 oz/yd?) Parasolo TPX prar?ezs-t;u astener with Parafast 5 arb spaced 114-inch o.c. and sealed -37.5
’ 1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Min. 22 ga., Type One or m(?re I‘ayers,‘ Prelim. EverGu§rd Polymat Parafast XHD or Parafast SXHD Fastener with Parafast 12-inch o.c. .Wlthm E-inch wide laps
S-215. B. Grade 80 steel any combination, min. attach Separation Layer (3 oz/yd?) Parasolo TPX SXHD Barb Plate 2-3/4” spaced 114-inch o.c. and sealed -37.5
’ 1.5-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 5-inch wide laps
S-216. B G.radegS(.), styepel any combination, min. attach. Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb 2-3/8” 6brb spaced 115-inch o.c. and sealed -37.5
! 1.5-inch or (6 oz/yd?) with a 1.5-inch heat weld.
. One or more layers, . EverGuard Polymat . 12-inch o.c. within 6-inch wide laps
Min. 22 ga., T Prelim. Paraf XHD F h Paraf: XHD B
S-217. B I(I;radeg;o, St\gﬁ any combination, min. atrtealcnr: Separation Layer (3 oz/yd?) Parasolo TPX Plaar:eazs_t; ,, astener with Parafast 5 arb spaced 138-inch o.c. and sealed -37.5
’ 1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Structural One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-218. concrete any combination, min. attach‘ Separation Layer (3 oz/yd?) Parasolo TPX Parafast HD with Parafast SXHD Barb Plate 2-3/4” spaced 138-inch o.c. and sealed -37.5
1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Min. 20 ga.. Type One or more layers, prelim EverGuard Polymat Parafast XHD with Parafast XHD Barb Plate 2”, 6-inch o.c. within 6-inch wide laps
S-219. B G.radeg?,;?; styepel any combination, min. attach. Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD Barb 2-3/8” 6brb or Parafast Eyehook spaced 138-inch o.c. and sealed -37.5
’ 1-inch or (6 oz/yd?) AccuSeam Plate 2-3/8” with a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat Parafast XHD with Parafast XHD Barb Plate 2” or 12-inch o.c. within 6-inch wide laps
S-220. B G.radegB; stye':el any combination, min. attach. Separation Layer (3 0z/yd?) Parasolo TPX Parafast XHD Barb 2-3/8” 6brb , or Parafast SXHD spaced 54-inch o.c. and sealed with -45.0
’ 1-inch or (6 oz/yd?) Fastener with Parafast SXHD Barb Plate 2-3/4” a 1.5-inch heat weld.
Min. 22 ga. Type Min. 200 psi, min. 2- prelim EverGuard Polymat Parafast XHD with Parafast XHD Barb Plate 2”, 12-inch o.c. within 6-inch wide laps
S-221. B G.radeg3‘3‘ st\:epel inch thick cellular attach. Separation Layer (3 oz/yd?) Parasolo TPX Parafast Eyehook AccuSeam Plate 2-3/8” or Parafast spaced 54-inch o.c. and sealed with -45.0
’ lightweight concrete or (6 oz/yd?) XHD Barb 2-3/8” 6brb a 1.5-inch heat weld.
Min. 22 ga.. Tvpe One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-222. B G.radeg4(.)‘ styepel any combination, min. attach. Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2” spaced 66-inch o.c. and sealed with -45.0
’ 1-inch or (6 oz/yd?) a 1.5-inch heat weld.
. One or more layers, . EverGuard Polymat . 12-inch o.c. within 6-inch wide laps
.22 ga. h . . 4 . D DB . .
S-223. BMlgradeg;, ;rt\:;: any combination, min. :trg'cn; Separation Layer (3 oz/yd?) Parasolo TPX 'F:?ar:efazs;jxlll-l Fastener with Parafast SXHD Barb spaced 90-inch o.c. and sealed with -45.0
’ 1-inch or (6 oz/yd?) a 1.5-inch heat weld.
Min. 20 ga.. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-224. B G.radeg3.3‘ st\:epel any combination, min. attach. Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast SXHD Barb Plate 2-3/4” spaced 90-inch o.c. and sealed with -45.0
’ 1-inch or (6 oz/yd?) a 1.5-inch heat weld.
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TABLE 21: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER
TEM TYPE D-1: MECHANICALLY ATTACHED ROOF COVER

NEmoO | etc.e

Insulation (Note 13) Roof Cover (Note 15A)
System 2GS Attach Separator Sheet (Optional) MDP
No. (Note 1) Type (Notaecs) P P Membrane Fastener (Note 11) Attachment (psf)
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 6-inch o.c. within 5-inch wide laps
S-225. - £2 B3, TYP any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb 2-3/8” 6brb spaced 114.5-inch o.c. and sealed -45.0
B, Grade 80 steel . attach R )
1.5-inch or (6 oz/yd?) with a 1.75-inch heat weld.
Min. 22 ga., Type One or mc.)re I.ayers,. Prelim. EverGue‘xrd Polymat Parafast SXHD Fastener with Parafast SXHD Barb 12-inch o.c. .Wlthm E-inch wide laps
S-226. B. Grade 80 steel any combination, min. attach Separation Layer (3 oz/yd?) Parasolo TPX Plate 2-3/4” spaced 114-inch o.c. and sealed -45.0
’ 1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
. . . . EverGuard Polymat 6-inch o.c. within 6-inch wide laps
Min. 22 ga., T Min. 1.5-inch Prelim.
S-227. in ga. 1ype in. 1.5-inc refim Separation Layer (3 oz/yd2 Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2” spaced 138-inch o.c. and sealed -45.0
B, Grade 33 steel Paratherm G attach R .
or 6 oz/yd2) with a 1.5-inch heat weld.
. One or more layers, . EverGuard Polymat st R itParafast 1) Barb 2_3/8 6brb, 6-inch o.c. within 6-inch wide laps
S-228 Min. 22 ga., Type any combination, min Prelim. Separation Layer (3 oz/yd?) Parasolo TPX B Y gk Accuseam Plate 2-3/8" or Parafast spaced 138-inch o.c. and sealed -45.0
’ B, Grade 60 steel 1—i\r/1ch ! ’ attach orTG oz/ye?) Y ¥ XHD Barb Plate 2”, Parafast XHD or Parafast SXHD V\?ith a2 1.5-nch hee.zt.weld ’
¥ Fastener with Parafast SXHD Barb Plate 2-3/4” : ’
) One or more layers, ) EverGuard Polymat QR YD with Parafast XHD Barb 2_3/8 6brb, 6-inch o.c. within 6-inch wide laps
S-229 Min. 18 ga., Type any combination, min prelim. Separation Layer (3 oz/yd?) Parasolo TPX Parggst EYRQgok AccuSeam Plate 2-3/8" or Parafast spaced 138-inch o.c. and sealed -45.0
’ B, Grade 33 steel 1—i\r/1ch ! ’ attach orTG oz/ye?) Y ¥ XHD Barb Plate 2”, Parafast XHD or Parafast SXHD V\?ith a2 1.5-nch hee.zt.weld ’
¥ Fastener with Parafast SXHD Barb Plate 2-3/4” : ’
Structural One or more layers, Prelim. EverGuard Polymat Parafast HD with Parafast XHD Barb 2-3/8” 6brb, 6-inch o.c. within 6-inch wide laps
S-230. concrete any combination, min. Attach or Separation Layer (3 oz/yd?) Parasolo TPX Parafast Eyehook AccuSeam Plate 2-3/8”, Parafast spaced 138-inch o.c. and sealed -45.0
1-inch Parafast IA | or (6 oz/yd?) XHD Barb Plate 2” or Parafast SXHD Barb Plate 2-3/4” with a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-231. - <83, 1yp any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2” spaced 54-inch o.c. and sealed with -52.5
B, Grade 40 steel . attach .
1-inch or (6 oz/yd?) a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-232. - <ga, 1yp any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast SXHD Barb Plate 2-3/4” spaced 66-inch o.c. and sealed with -52.5
B, Grade 40 steel . attach X
1-inch or (6 oz/yd?) a 1.5-inch heat weld.
. One or more layers, . EverGuard Polymat Parafast XHD with Parafast XHD Barb 2-3/8” 6brb, 6-inch o.c. within 6-inch wide laps
Min. 22 ga., Type L . Prelim. . " .
S-233. B. Grade 33 steel any combination, min. attach Separation Layer (3 oz/yd?) Parasolo TPX Parafast Eyehook AccuSeam Plate 2-3/8” or Parafast spaced 114-inch o.c. and sealed -52.5
’ 1-inch or (6 oz/yd?) XHD Barb Plate 2” with a 1.5-inch heat weld.
Structural One or more layers, Prelim. EverGuard Polymat Parafast HD or Parafast CD-10 fasteners with Parafast 6-inch o.c. within 6-inch wide laps
S-234. concrete any combination, min. attach or Separation Layer (3 oz/yd?) Parasolo TPX XHD Barb Plate 2”, Parafast XHD Barb 2-3/8” 6brb or spaced 114-inch o.c. and sealed -52.5
1.5-inch Parafast IA | or (6 oz/yd?) Parafast Eyehook AccuSeam Plate 2-3/8” with a 1.5-inch heat weld.
Min. 22 ga., Type One or mt?re I.ayers,. Prelim. EverGua.lrd Polymat Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or 6-inch o.c. M{Ithm 5-inch wide laps
S-235. any combination, min. Separation Layer (3 oz/yd?) Parasolo TPX ,, spaced 115-inch o.c. and sealed -52.5
B, Grade 80 steel . attach Parafast XHD Barb Plate 2 R .
1.5-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Min. 22 ga., Type One of m(?re I.ayers,. Prelim. EverGua.zrd Polymat Parafast XHD or Parafast SXHD Fastener with Parafast G-inch o.c. M{Ithm E-inch wide laps
S-236. any combination, min. Separation Layer (3 oz/yd?) Parasolo TPX N spaced 138-inch o.c. and sealed -52.5
B, Grade 80 steel X attach SXHD Barb Plate 2-3/4 R .
1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Structural One or more layers, Prelim. EverGuard Polymat 6-inch o.c. within 6-inch wide laps
S-237. concrete any combination, min. | Attach or Separation Layer (3 oz/yd?) Parasolo TPX Parafast HD with Parafast SXHD Barb Plate 2-3/4” spaced 138-inch o.c. and sealed -52.5
1-inch Parafast IA | or (6 oz/yd?) with a 1.5-inch heat weld.
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TABLE 21: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER
TEM TYPE D-1: MECHANICALLY ATTACHED ROOF COVER

NEmoO | etc.e

Insulation (Note 13) Roof Cover (Note 15A)
System 2GS Attach Separator Sheet (Optional) MDP
No. (Note 1) Type (Notaecs) Membrane Fastener (Note 11) Attachment (psf)
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-238. - << Ea- TYp any combination, min. ' Separation Layer (3 oz/yd2 Parasolo TPX Parafast XHD with Parafast SXHD Barb Plate 2-3/4” spaced 54-inch o.c. and sealed with -60.0
B, Grade 40 steel . attach X
1-inch or 6 oz/yd2) a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 6-inch o.c. within 6-inch wide laps
S-239. - £2E3, TYP any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb 2-3/8” 6brb spaced 54-inch o.c. and sealed with -60.0
B, Grade 33 steel . attach .
1.5-inch or (6 oz/yd?) a 1.5-inch heat weld.
Min. 22 ga. Type One or more layers, prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-240. < £ Ba, 1yp any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast SXHD Barb Plate 2-3/4” spaced 54-inch o.c. and sealed with -60.0
B, Grade 40 steel . attach .
1-inch or (6 oz/yd?) a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 6-inch o.c. within 6-inch wide laps
S-241. - <83, 1YP any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb 2-3/8” 6brb spaced 90-inch o.c. and sealed with -60.0
B, Grade 33 steel . attach X
1-inch or (6 oz/yd?) a 1.5-inch heat weld.
Min. 22 ga.. Type One or more layers, prelim EverGuard Polymat 6-inch o.c. within 6-inch wide laps
S-242. - <83, 1yp any combination, min. ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2” spaced 114-inch o.c. and sealed -60.0
B, Grade 33 steel . attach . .
1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
Min. 22 ga.. Type Min. 200 psi, min. 2- prelim EverGuard Polymat 12-inch o.c. within 6-inch wide laps
S-243. - <83, 1yp inch thick cellular ’ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast SXHD Barb Plate 2-3/4" spaced 54-inch o.c. and sealed with -67.5
B, Grade 33 steel . . attach .
lightweight concrete or (6 oz/yd?) a 1.5-inch heat weld.
. . Lo Fastened through to engage steel
Min. 22 ga., Type Min. 330 psi, min. 2- EverGuard Polymat . ” X o X
S-244. BV (0.5%), Grade inch thick Celcore N/A Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2" (to deck, E-inch o.c. .Wlthm 6-inch wide -67.5
33 steel Cellular Concrete or (6 0z/yd?) engage steel deck) laps spaced 114-inch o.c. and sealed
with a 1.5-inch heat weld.
Min. 22 ga. Type One or more layers, prelim EverGuard Polymat 6-inch o.c. within 6-inch wide laps
S-245. < << 83, Typ any combination, min. \ Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast SXHD Barb Plate 2-3/4” spaced 114-inch o.c. and sealed -67.5
B, Grade 33 steel . attach R .
1-inch or (6 oz/yd?) with a 1.5-inch heat weld.
6-inch o.c. atop 6-inch wide
i . 138-
Min. 22 ga., Type One or mc.>re I.ayers,. Prelim. EverGua.lrd Polymat Parasolo TPX, Parafast XHD with Parafast XHD Barb 2-3/8” 6brb or pverlaps n rovys spac?ed max 38.
S-246. B. Grade 80 steel any combination, min. attach Separation Layer (3 oz/yd?) min. 60-mil Parafast Eyehook AccuSeam Plate 2-3/8” inch o.c. An 8-inch wide cover strip -67.5
! 1-inch or (6 oz/yd?) ' ¥ is heat welded 1.5-inch on both
sides of the fastener rows
One or more layers, . e .
. . . . EverGuard Polymat 6-inch o.c. within 6-inch wide laps
.22 ga. . 1.5 . . , . » f :
S-247. Min ga. Type min. J¥gnch prelim Separation Layer (3 oz/yd2 Pa'rasolo T,PX Parafast XHD with Parafast XHD Barb Plate 2 spaced 66-inch o.c. and sealed with -82.5
B, Grade 50 steel Paratherm G, attach min. 60-mil .
or 6 oz/yd2) a 1.5-inch heat weld.
Paratherm G CG
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TABLE 21: STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER
SYSTEM TYPE D-1: MECHANICALLY ATTACHED ROOF COVER

Insulation (Note 13) Roof Cover (Note 15A)
System 2GS Attach Separator Sheet (Optional) MDP
No. (Note 1) Type (Notaecs) Membrane Fastener (Note 11) Attachment (psf)
Min. 18 ga.. Type ?nT: irsn_:zzi layers, Flavftf)er4 EverGuard Polymat 6-inch o.c. within 6-inch wide laps
S-248. - 1683, 1Yp " p P Separation Layer (3 oz/yd?) Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2” spaced 114-inch o.c. and sealed -90.0
B, Grade 33 steel Paratherm G, x 4 ft or (6 0z/yd?) with 3 1.5-inch heat weld
Paratherm G CG board 4 ! ’
PARAsOLO TPX FLEECE-BACK MEMBRANE:
Min. 22 ga., Type . L . . .
B, Grade 33 steel One or m‘?re I.ayers,. Prelim. Parasolo TPX Parafast XHD (steel only) or Parafast HD (concrete E-inch o.c. Wlthm. min. 6-inch wide
S-249. or structural any combination, min. attach N/A Fleece-Back only) with Parafast XHD Barb 2-3/8” 6brb laps spaced 114-inch o.c. and sealed -45.0
1.5-inch Membrane v with a 1.625-inch heat weld.
concrete
Min. 22 ga. Type Min. 200 psi, min. 2- prelim Parasolo TPX Parafast XHD with Parafast XHD Barb Plate 2”, 12-inch o.c. within 6-inch wide laps
S-250. B G.radeg3; stye'?al inch thick cellular attach. N/A Fleece-Back Parafast Eyehook AccuSeam Plate 2-3/8” or Parafast spaced 54-inch o.c. and sealed with -45.0
’ lightweight concrete Membrane XHD Barb 2-3/8” 6brb a 1.5-inch heat weld.
Min. 22 ga., Type . T . .
B, Grade 33 steel One or more I‘ayers,‘ Prelim. Parago TPX Parafast XHD (steel only) or Parafast HD (concrete 6-inch o.c. within min. 6-inch wide
S-251. or structural any combination, min. attach N/A Fleece-Back only) with Parafast XHD Barb 2-3/8” 6brb laps spaced 112.5-inch o.c. and -60.0
1.5-inch Membrane v sealed with a 1.625-inch heat weld.
concrete
. Min. 200 psi, min. 2- . Parasolo TPX 12-inch o.c. within 6-inch wide laps
Min. 22 ga., Type . . Prelim. . " . .
S-252. inch thick cellular N/A Fleece-Back Parafast XHD with Parafast SXHD Barb Plate 2-3/4 spaced 54-inch o.c. and sealed with -67.5
B, Grade 33 steel . . attach .
lightweight concrete Membrane a 1.5-inch heat weld.
. Min. 200 psi, min. 3- Fastened through to engage steel
Min. 22 ga., Type inch thick Elastizell PRRC0 TPX Parafast XHD with Parafast XHD Barb Plate 2” (to deck, 6-inch o.c. within 6-inch wide
S-253. BV (0.5%), Grade . i . N/A N/A Fleece-Back R -75.0
Lightweight Insulating engage steel deck) laps spaced 114-inch o.c. and sealed
33 steel Membrane : R
Concrete with a 1.5-inch heat weld.

TABLE 2): STEEL DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-3: INSULATED, MECHANICALLY ATTACHED AND INDUCTION WELDED ROOF COVER

Insulation Layer
Roof Cover (Note 15A, Note 15B)
(Note 3, Note 13)
MDP
System Deck (Note 1) In-Lap Fastening Induction Weld Fastening .
No. Type Attach Membrane Fastener s L 7 g Roof C sf
astener ap ap eam . oof Cover
(Note 5) (Note 11) St Plat St Plat: S
ress Hlate Spacing Width Spacing Weld ress Flate pacing Securement
One (1) row
Min. 22 ga., One or moredgyers, Prelim Parasolo TPX Parafast Parafast Max. 1 g/l::ch Parafast RB E:C:f;:;he roof induction
S-254. Type B, Grade any combination, \ XHD 2-3/8” 12-inch o.c. 6-inch 138-inch ! TPO XHD 3” -30.0
. . attach Membrane XHD heat centered welded
33 steel min. 1.5-inch 6brb o.c. Plate
weld between the
laps, 12-inch o.c.
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TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

System S Base Insulation Layer Top Insulation Layer TR
v ec Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO TPX / PARASOLO TPX WB BONDING ADHESIVE:
Structural
concrete . . . - . ¢
C-1. (ASTM D41 Min. 1.5-inch Paratherm W Hot asphalt (Optional) Additional layer of base insulation Hot asphalt Parasolo TPX / TPX-WB -135.0
primed)
| Min. 1.5-inch, min. 1. fl Ifi Roofi Min. 0.25-inch DensDeck Pri DEXcell FA GI Mat Roof B
c2. Structura in. 1.5-inch, min. 1.0 pcf Insulfoam Roofing Parafast IA in ‘O 5 m‘c ensDeck Prime or ce Glass Mat Roof Board Parafast IA Parasolo TPX / TPX-WB 45.0
concrete EPS or min. 0.5-inch Paratherm HD
Structural . . . . .
C-3. concrete Min. 0.5-inch Paratherm W Parafast IA Additional layer(s) of base insulation Parafast IA Parasolo TPX / TPX-WB -45.0
Structural . . Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or
C-4. concrete Min. 1-inch Paratherm W Parafast IA SECUROCK Gypsum-Fiber Roof Board or min. 0.5-inch Paratherm HD Parafast IA Parasolo TPX / TPX-WB -52.5
C-5. Structural One or more layer(s), min 0.5-inch Paratherm Parafast IA Min. 0.5-inch Paratherm HD or Paratherm HD Plus Parafast IA Parasolo TPX / TPX-WB -97.5
concrete G, Paratherm W or Paratherm G CG
| Min. 2-inch, min. 2. fl If Roofi Min. 0.25-inch DensDeck Pri DEXcell FA GI Mat Roof B
c6. Structura in. 2-inch, min. 2.0 pcf Insulfoam Roofing parafast IA in .0 5 m.c ensDeck Prime or ce Glass Mat Roof Board parafast IA Parasolo TPX / TPX-WB 1200
concrete EPS or min. 0.5-inch Paratherm HD
7. Structural One or more layer(s), min. 0.5-inch Paratherm parafast IA Mln.‘0.25—|n‘ch DensDeck Prime or DEXcell FA Glass Mat Roof Board parafast IA parasolo TPX / TPX-WB 1350
concrete W or min. 0.5-inch Paratherm HD
Structural One or more layer(s), min. 0.5-inch Paratherm (Optional) Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat
-8. Paraf . Parafast IA P lo TPX / TPX-WB -180.0
c8 concrete G, Paratherm W or Paratherm G CG arafastgy Roof Board or SECUROCK Gypsum-Fiber Roof Board arafast arasolo /
Structural Min. 0.25-inch SECUROCK G -Fiber Roof
co. ructura n inc YPSUM-FIDErROOT 1 parafast 1A | None N/A Parasolo TPX / TPX-WB -195.0
concrete Board
c-10. ig?;::tfl Min. 1-inch Paratherm W ParafastiA | None N/A Parasolo TPX / TPX-WB -215.0
Structural One or more layer(s), min. 0.5-inch Paratherm Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or
Calil concrete G, Paratherm G CG PardR SECUROCK Gypsum-Fiber Roof Board or min. 0.5-inch Paratherm HD Parafast IA Parasolo TPX / TPX-WB 2325
C-12. ig?;::tfl Min. 1.5-inch Paratherm G, Paratherm G CG Parafast IA (Optional) Additional layers of base insulation Parafast IA Parasolo TPX / TPX-WB -292.5
TRIPOSITE ROOFING SYSTEM:
Structural Min. 2-inch Paratherm G or Paratherm G CG . . . . N
C-13. concrete or min. 1.5-inch Paratherm W Hot Asphalt (Optional) Additional layers of base insulation Hot asphalt Triposite System. Note 15C -172.5
PARASOLO TPX FLEECE-BACK MEMBRANE IN HOT ASPHALT:
Structural Parasolo TPX Fleece-Back
C-14. uetu Min. 1.5-inch Paratherm W or Paratherm G CG | Hot Asphalt Min. 0.25-inch DensDeck Hot asphalt -45.0
concrete Membrane / Hot asphalt
Structural One or more layer(s), min 0.5-inch Paratherm . . Parasolo TPX Fleece-Back
C15. concrete G, Paratherm W or Paratherm G CG Parafast IA Min. 0.25-inch DensDeck Parafast IA Membrane / Hot asphalt 45.0
PARASOLO TPX FLEECE-BACK MEMBRANE IN PARASOLO TPX WB BONDING ADHESIVE:
Structural One or more layer(s), min 0.5-inch Paratherm . ) Parasolo TPX Fleece-Back
C-16. concrete G, Paratherm W or Paratherm G CG Parafast 1A Min. 0.5-inch Paratherm HD or Paratherm HD Plus Parafast IA Membrane / TPX-WB -97.5
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NEmoO | etc.e
TABLE 3A: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

— Deck Base Insulation Layer Top Insulation Layer MDP
v Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
Structural One or more layer(s), min 0.5-inch Paratherm (Optional) Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum- Parasolo TPX Fleece-Back
G2l concrete G, Paratherm W or Paratherm G CG Parafast IA Fiber Roof Board Pavggast I Membrane / TPX-WB -180.0
Structural Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Parasolo TPX Fleece-Back
G2l concrete Board Parafast IA None N/A Membrane / TPX-WB -195.0
Structural . . . . . ) Parasolo TPX Fleece-Back
C-19. concrete Min. 1.5-inch Paratherm W Parafast IA (Optional) Additional layers base insulation Parafast IA Membrane / TPX-WB -225.0
Structural One or more layer(s), min 1.5-inch Paratherm Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof Parasolo TPX Fleece-Back
G concrete G, Paratherm G CG Parafast IA Board or min. 0.5-inch Paratherm HD Parafast IA Membrane / TPX-WB 2325
Structural . . Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber Roof Parasolo TPX Fleece-Back
C-21. concrete Min. 1.5-inch Paratherm W Parafast IA Board or min. 0.5-inch Paratherm HD Parafast IA Membrane / TPX-WB -240.0
Structural One or more layer(s), min. 0.5-inch Paratherm . . . . Parasolo TPX Fleece-Back
C-22. concrete G, Paratherm G CG Parafast IA (Optional) Additional layers of base insulation Parafast IA Membrane / TPX-WB -292.5
PARASOLO TPX FLEECE-BACK MEMBRANE IN SPATTER APPLICATIONS:
Structural Parasolo TPX Fleece-Back
C-23. concrete Min. 0.5-inch Paratherm G, Paratherm G CG Parafast IA (Optional) Additional layer(s) base insulation Parafast IA Membrane / Parafast IA -180.0
(spatter)
c2a Structural One or more layer(s), min. 0.5-inch Paratherm parafast IA Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof Board or parafast IA i/?;ir?lc))lrg::)/( ;Li:::;f;ck 180.0
’ concrete G, Paratherm W or Paratherm G CG SECUROCK Gypsum-Fiber Roof Board (spatter) ’
. . Parasolo TPX Fleece-Back
C-25. Structural One or more layer(s), min. 0.5-inch Paratherm Parafast IA 0.5-inch Paratherm HD or Paratherm HD Plus Parafast IA Membrane / Parafast IA -180.0
concrete G, Paratherm W or Paratherm G CG
(spatter)
Parasolo TPX Fleece-Back
| Min. 0.25-inch DensDeck Pri ECUR!
C-26. Structura in. 0.25 -|nc ensDeck Prime or SECUROCK Parafast IA None N/A Membrane / Parafast IA -195.0
concrete Gypsum-Fiber Roof Board
(spatter)
Structural Parasolo TPX Fleece-Back
C-27. concrete Min. 1.5-inch Paratherm G or Paratherm G CG Parafast IA 0.5-inch Paratherm HD or Paratherm HD Plus Parafast IA Membrane / Parafast IA -225.0
(spatter)
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TABLE 3B: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED BASE anp CAP PLY

REFER TO NOTE 16 FOR VAPOR BARRIER OPTIONS

NEmoO | etc.e

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15
System Deck y prro 2 i prro (Note 15) MDP
acl acl
No. (Note 1) S
Type (Notes 6,7,8) Type (Notes 6,7,8) R S lpsf)
HYBRID ROOFING SYSTEM:
. . Parabase, Parabase FS, GAFGLAS #75 Base Sheet,
c28. ::;:Jccstf' m’;‘r%i;’gzgrsdECUROCK Gypsum- Hot Asphalt | None N/A Tri-Ply #75 Base Sheet or GAFGLAS #80 Ultima PMagfn‘c‘glr:rT:)/( ;lie:: E’:lctk -150.0
Base Sheet, Paratech Glass Base / hot asphalt P
. ) 2-3 plies GAFGLAS Ply 4, GAFGLAS Ply 4 M, Tri-Ply
c-29. structural | Min. 0.25-inch SECUROCK Gypsum Hot Asphalt | None N/A Ply 4 Ply Sheet, GAFGLAS FlexPly 6 or GAFGLAS | Farasolo TPX Fleece-Back |, .
concrete Fiber Roof Board Membrane / hot asphalt
FlexPly 6 M / hot asphalt
Min. 0.25-inch DensDeck Prime parasolo TPX Fleece-Back
Structural Min. 0.5-inch Paratherm G, Paratherm or SECUROCK Gypsum-Fiber Paratech Glass Base, Paratech 180 Base, Paratech
-30. concrete G CG or Paratherm W Hot Asphalt Roof Board or min. 0.4375-inch b NN 250 Base / hot asphalt :\:Ie;?tk)ersne / Parafast 1A 255.0
DEXcell Cement Roof Board P
ASPHALT-APPLIED BASE PLY:
(Optional) One or more layer(s) min . ) Parasolo TPX Fleece-Back
C-31. Structural 0.5-inch Paratherm G, Paratherm W or Parafast IA Min. 0.25 .mCh SEGEROCK Parafast IA Paratech Glass Base / hot asphalt Membrane / hot asphalt, -180.0
concrete Gypsum-Fiber Roof Board
Paratherm G CG Parafast IA (spatter)
TORCH-APPLIED BASE PLY:
(Optional) One or more layer(s) min . ) Parasolo TPX Fleece-Back
C-32. Structural 0.5-inch Paratherm G, Paratherm W or Parafast IA Min. 0.25 .mCh ST Parafast IA Paratech Glass Base TG / torch-applied Membrane / hot asphalt, -180.0
concrete Gypsum-Fiber Roof Board
Paratherm G CG Parafast IA (spatter)
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TABLE 3c: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION, REROOF (TeArR-OFF) oR RECOVER

SYSTEM TYPE C-2: MECHANICALLY ATTACHED INSULATION, INDUCTION WELDED ROOF COVER

NEmoO | etc.-

System Deck . Attachment Roof Cover (Note MDP
Insulation (Note 13
No. (Note 1) (Note 13) Fastener (Note 11) Density 15B) (psf)
R . N 24 x 48 inch grid
c-33. Min. 2,500 psi One or more layers, any combination, | . .+ L with Parafast RB TPO XHD 3” Plate 1 per 8.0 ft2 Parasolo TPX -45.0*
structural concrete 4 x 8 ft board induction welded
(4 parts per 4 x 8 ft board)
Min. 2,500 psi One or more layers, any combination, . ” 1 per 5.3 ft? (6 parts per 4 x 8 ft board) Parasolo TPX «
C-34. structural concrete 4 x 8 ft board Parafast HD with Parafast RB TPO XHD 3" Plate (Note 17) induction welded 450
Min. 2,500 psi One or more layers, any combination, ) ” 1 per 4.0 ft? (4 parts per 4 x 4 ft board) Parasolo TPX .
C-35. structural concrete 4 %4 ft board Parafast HD with Parafast RB TPO XHD 3” Plate Note Th induction welded -45.0
Min. 2 i P lo TPX
C-36. in. 2,500 psi One or more layers, any combination Parafast HD with Parafast RB TPO XHD 3" Plate 24 x 24 inch grid . arasq ° -60.0
structural concrete induction welded
. ) o 24 x 24 inch grid Parasolo TPX,
c37. Min. 2,500 psi One or more layers, any combination, | . ¢+ ib with Parafast RB TPO XHD 3" Plate 1 per 4.0 ft2 min. 60-mil, 67.5
structural concrete 4 x 8 ft board . .
(8 parts per 4 x 8 ft board) induction welded

TABLE 3p: STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System No. Deck (Note 1) Roof Cover (Note 15) MDP (psf)
C-38. Min. 2,500 psi structural concrete Parasolo TPX Fleece-Back Membrane / TPX-WB -300.0
C-39. Min. 3,000 psi structural concrete primed with ASTM D41 primer. Parasolo TPX Fleece-Back Membrane / Hot asphalt -390.0
C-40. Min. 2,500 psi structural concrete Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) -435.0
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NEmoO | etc.e
TABLE 4A: LIGHTWEIGHT CONCRETE OVER STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: LWC TO DECK, BONDED INSULATION, BONDED ROOF COVER

X . Base Insulation Layer Coverboard
System Deck Lightweight Concrete Attach Attach Roof Cover MDP
ac ac
No. (Note 1) (Note 14) T T (Note 15) (psf)
ype (Notes 6,7,8) ype (Notes 6,7,8)
ELASTIZELL (FL4A994):
PARASOLO TPX / PARASOLO TPX WB BONDING ADHESIVE:
Structural Min. 200 psi, min. 2-inch thick Elastizell . . . ! Min. 0.25-inch DensDeck Prime or Parasolo TPX / TPX-
LWC-1. concrete Range Il LWC Min. 2-inch, min. 2.0 pcf Insulfoam Roofing EPS Parafast IA DEXcell FA Glass Mat Roof Board Parafast IA WB -120.0
Structural Min. 200 psi, min. 2-inch thick Elastizell (Optional) One or more layer(s), min 0.5-inch Min. 0.25-inch DensDeck Prime or Parasolo TPX / TPX-
e concrete Range Il LWC Paratherm G, Paratherm W or Paratherm G CG Parafast IA DEXcell FA Glass Mat Roof Board Parafast IA WB -130.0
LWC-3. Structural Min. 200 psi, min. 2-inch thick Elastizell Min. 0.5-inch Paratherm G, Paratherm G CG Parafast IA gOptlor)aI) Additional layer(s) of base Parafast IA Parasolo TPX / TPX- 1800
concrete Range Il LWC insulation WB
PRE-EXISTENT CELLULAR LWC (Note 14A):
PARASOLO TPX / PARASOLO TPX WB BONDING ADHESIVE:
| Min. 2 i, min. 3-inch thick -exi i 1) Additi 11 P lo TPX / TPX-
LWC-4. Structura n 90. psh m‘|n 3. inc t. Ick pre-existent Min 0.5-inch Paratherm G, Paratherm G CG Parafast IA gOptlor?a ) Additional layer(s) base Parafast IA arasolo / -47.5
concrete cellular lightweight insulating concrete insulation WB
Structural Min. 290 psi, min. 3-inch thick pre-existent (Optional) One or more layer(s), min 0.5-inch Min. 0.5-inch Paratherm HD or Parasolo TPX / TPX-
LWE-S. concrete cellular lightweight insulating concrete Paratherm G, Paratherm G CG, Paratherm W PR Paratherm HD Plus Parafast IA WB 475

TABLE 4B: LIGHTWEIGHT CONCRETE OVER STEEL DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: LWC TO DECK, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

i i Anchor Sheet Insulation Roof Cover (Note 15)
System Deck Ll‘g::::vcvitg:t Fast Attach P
astener acl
No. (Note 1) (psf)
(Note 14) Type (Note 11) Attach Base Top R o——— Base Ply Cap Ply
CELCORE (FL2037):
Min. 0.25-inch
- Parabase, Parabase FS, . . DensDeck Prime,
Min. 22 ";’l'i”'r:‘i:?;ig?z GAFGLAS #75 Base Sheet, Tri= | . ?{é’;ﬁgs;r‘\datgt?:cﬁ';nzhat DEXcell FA Glass
ga., Type T Ply #75 Base Sheet, GAFGLAS - Min. 1.5-inch Mat Roof Board or Parasolo TPX
-6. h thick ) B. 2), Il B -45,
LWEE. | By, Grade | MCh thic #80 Ultima Base Sheet or ase Sheet | two (2), equally spaced ParathermW | SECUROCK Parafast|A | None /TPX-WB 450
Celcore Cellular . Fastener staggered rows in the .
33 steel Concrete GAFGLAS Stratavent Nailable center of the sheet Gypsum-Fiber Roof
Venting Base Sheet Board or min. 0.5-
inch Paratherm HD
. Parabase, Parabase FS, . : . .
Min. 22 Minimum 300 1 o \£G| As #75 Base Sheet, Tri- . 9-inch o.c. at the 2-inch Min. 0.25-inch Parasolo TPX
2. Type psi, minimum 2- Plv #75 Base Sheet. GAFGLAS Zono-tite side lap and 9-inch o.c. at Min. 1.5-inch DensDeck Prime or Fleece-Back
LWC-7. ga., yp inch thick V& ! Base Sheet | two (2), equally spaced, " SECUROCK Parafast 1A None -45.0
BV, Grade Celcore Cellular #80\Qtima ERQE Sheet or Fastener staggered rows in the Paratherm W Gypsum-Fiber Roof Membrane /
33 steel GAFGLAS Stratavent Nailable g8 VP TPX-WB
Concrete . center of the sheet Board
Venting Base Sheet
L Parabase, Parabase FS, . . . . One or two plies;
! ! - .C. 2- . 1.5- . . !
Min. 22 Nl:mr:::?ni?r?} GAFGLAS #75 Base Sheet, Tri- Zono-tite Z(;necll; o:ngtgt_?:ch ;nihat x:ath:rrl:c(? Min. 0.25-inch Paratech Glass E;fs:]g;ix
ga., Type pst, Mig Ply #75 Base Sheet, GAFGLAS P " ! SECUROCK Base, Paratech 180
LWC-8. inch thick . Base Sheet | two (2), equally spaced, Paratherm G X Parafast IA Membrane / -45.0
BV, Grade #80 Ultima Base Sheet or . Gypsum-Fiber Roof Base or Paratech
Celcore Cellular ; Fastener staggered rows in the CG, Paratherm Hot asphalt,
33 steel GAFGLAS Stratavent Nailable Board 250 Base / hot
Concrete . center of the sheet w Parafast IA
Venting Base Sheet asphalt
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TABLE 4B: LIGHTWEIGHT CONCRETE OVER STEEL DECKS —NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE B-3: LWC TO DECK, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

i i Anchor Sheet Insulation Roof Cover (Note 15)
System Deck L'g:‘:'c"sf:t - pYr = MDP
astener ac
No. (Note 1) T Attach B T Base Pl PI (psf)
(Note 14) ype (Note 11) ttacl ase op I ase Ply Cap Ply
. Parabase, Parabase FS, . . . . .
Min. 22 Ml.nlm.urn 300 GAFGLAS #75 Base Sheet, Tri- ' 9'—|nch o.c. at the 2-inch Min. 1.5-inch Min. 0.25-inch One or two plies; Parasolo TPX
2. Tvpe psi, minimum 2- Ply #75 Base Sheet. GAFGLAS Zono-tite side lap and 9-inch o.c. at Paratherm G, SECUROCK Paratech Glass Base | Fleece-Back
LWC-9. ga. yp inch thick Y ) ! Base Sheet | two (2), equally spaced, Paratherm G ) Parafast 1A TG, Paratech 180 Membrane / -45.0
BV, Grade #80 Ultima Base Sheet or . Gypsum-Fiber Roof
Celcore Cellular . Fastener staggered rows in the CG, Paratherm Base TG / torch Hot asphalt,
33 steel GAFGLAS Stratavent Nailable Board R
Concrete . center of the sheet w applied Parafast IA
Venting Base Sheet
TABLE 4c: LIGHTWEIGHT CONCRETE OVER STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
STEM TYPE B-3: LWC TO DECK, MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER
i i Anchor Sheet Insulation Roof Cover (Note 15)
System Deck L"g:::::"fe'f:t o pYre = MDP
astener ac
No. (Note 1) T Attach B T Base PI Pl (psf)
(Note 14) ype (Note 11) ac ase °p (Notes 6,7,8) ase Fly Cap Ply
CELCORE (FL2037):
- Parabase, Parabase FS, . .
N:Imnr:::;ig? GAFGLAS #75 Base Sheet, ?i-n;r;clg ojﬁgtgt_?:ci_l,nzh Min. 0.25-inch DensDeck
Structural g-i;ch thick Tri-Ply #75 Base Sheet, Zono-tite at twop(Z) equall B Min. 1.5-inch Prime, DEXcell FA Glass Mat Parasolo
LWC-10. GAFGLAS #80 Ultima Base Base Sheet 7 equally § Roof Board or SECUROCK Parafast IA None TPX / TPX- -45.0
concrete Celcore spaced, staggered rows Paratherm W X
Cellular Sheet or GAFGLAS Fastener in the center of the Gypsum-Fiber Roof Board or WB
Stratavent Nailable Venting min. 0.5-inch Paratherm HD
Concrete sheet
Base Sheet
- Parabase, Parabase FS, . .
N:.mr:::mqig? GAFGLAS #75 Base Sheet, Si('igclz 0:6?;_?:; 'O"Eh Parasolo
Structural g-i;mch thick Tri-Ply #75 Base Sheet, Zono-tite h twoF;Z) equall o Min. 1.5-inch Min. 0.25-inch DensDeck TPX Fleece-
LWC-11. GAFGLAS #80 Ultima Base Base Sheet » equatly " Prime or SECUROCK Parafast IA None Back -45.0
concrete Celcore spaced, staggered rows Paratherm W .
Cellular Sheet or GAFGLAS Fastener in the center of the Gypsum-Fiber Roof Board Membrane /
Stratavent Nailable Venting TPX-WB
Concrete sheet
Base Sheet
- Parabase, Parabase FS, . . One or two plies,
Minimum 300 | G \¢G A 475 Base Sheet, ganchoc.atthe Zinch |y, 4 g jnch Paratech Glass | L1250l
psi, minimum Tri-Ply #75 Base Sheet, Zono-tite sidQPP and S-inch o.c. Paratherm G Base, Paratech TPX Fleece-
Lwc-1g, | Structural | 2-inch thick GAFGLAS #80 Ultima Base Base Sheet | 2t WO (2), equally Paratherm G Min. 0.25-inch SECUROCK ParafastIA | 180 Base or Back -45.0
concrete Celcore spaced, staggered rows Gypsum-Fiber Roof Board Membrane /
Sheet or GAFGLAS Fastener K CG, Paratherm Paratech 250
Cellular K . in the center of the Hot asphalt,
Stratavent Nailable Venting W Base / hot
Concrete sheet Parafast IA
Base Sheet asphalt
- Parabase, Parabase FS, . . .
M{nlmum 300 GAFGLAS #75 Base Sheet, 9.—|nch o.c. at tI:1e 2-inch Min. 1.5-inch One or two plies, | Parasolo
psi, minimum Tri-Ply #75 Base Sheet Zono-tite side lap and 9-inch o.c. paratherm G Paratech Glass TPX Fleece-
LWC-13. Structural 2-inch thick GAFGLAS #80 Ultima Base Base Sheet at two (2), equally Paratherm G Min. 0.25—.|nch SECUROCK Parafast IA Base TG, Back 450
concrete Celcore spaced, staggered rows Gypsum-Fiber Roof Board Paratech 180 Membrane /
Sheet or GAFGLAS Fastener X CG, Paratherm
Cellular K . in the center of the Base TG / torch Hot asphalt,
Stratavent Nailable Venting w .
Concrete sheet applied Parafast IA
Base Sheet

©ONEMO ETC, LLC
Certificate of Authorization #32455

P.E. EVALUATION REPORT: 8" Edition (2023) FBC NON-HVHZ
Siplast Parasolo TPX Roof Systems; (800) 922-8800
BACKTO TOP

PEER-SPL-003.A.R4 for FL41948-R4 (NON-HVHZ)
Revision 4: 04/15/2026
Appendix 1, Page 57 of 68



TABLE 4p: LIGHTWEIGHT CONCRETE OVER STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE E-2: LWC TO DECK, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

NEmoO | etc.e

S Base Sheet Roof Cover (Note 15) L
Y Deck (Note 1) Lightweight Concrete (Note 14) Fastener
No. Type Attach Base Cap (psf)
(Note 11)
PRE-EXISTENT CELLULAR LWC (NOTE 14A):
HYBRID SYSTEMS:
Existing min. 22 ga Re-Roof Only: Min. 300 psi, min. Parasolo TPX
Tvpe B%/ stet.el orgm.i,n 2-inch thick pre-existent cellular GAFGLAS Stratavent 7 5-inch o.c. at min. 2-inch laps and Paratech Glass Base TG, Fleece-Back
LWC-14. ¥P . : lightweight concrete. Note: Nailable Venting Zono-tite Base Sheet Fastener = T : P Paratech 180 Base TG, Membrane in -45.0
2,500 psi structural . ) 7.5-inch o.c. in one center row R
Fastener withdrawal, min. 88 Ibf | Base Sheet torch applied Parafast IA
concrete
per Note 11 (spatter)
- . Re-Roof Only: Min. 300 psi, min. Parasolo TPX
Existing min. 22 ga., . . . . . .
Tvoe BV steel or min 2-inch thick pre-existent cellular | GAFGLAS Stratavent 9-inch o.c. at min. 2-inch laps and 18- | Paratech Glass Base TG, Fleece-Back
LWC-15. P . : lightweight concrete. Note: Nailable Venting Zono-tite Base Sheet Fastener inch o.c. in two (2), equally spaced, Paratech 180 Base TG, Membrane in -45.0
2,500 psi structural i . ;
Fastener withdrawal, min. 105 Base Sheet staggered center rows torch applied Parafast IA
concrete
Ibf per Note 11 (spatter)
Parabase, Parabase .
FS, GAFGLAS #75 (Qphonal) One or two
Base Sheet. Tri-pl plies Paratech Glass
Min. 22 ga., Type B, Min. 340 psi, min. 2-inch thick ! Y Base or Paratech 180
. . ) #75 Base Sheet, . . . . Parasolo TPX
Grade 40 vented steel at pre-existent cellular lightweight . 7-inch o.c. at min. 4-inch laps and 7- Base in hot asphalt or
) GAFGLAS #80 Ultima . . X A Fleece-Back
LWC-16. | max. 6 ft spans or min. concrete. Note: Fastener Zono-tite Base Sheet Fastener inch o.c. in two (2), equally spaced, one or two plies . -52.5
R . Base Sheet, Membrane in
2,500 psi structural withdrawal, 60 Ibf or greater staggered center rows Paratech Glass Base TG,
GAFGLAS Stratavent hot asphalt
concrete when tested per Note 11 X B Paratech Glass Base 3.0
- Nailable Venting
TG, Paratech 180 Base
Base Sheet, TG, torch-applied
Paratech Glass Base ! PP
Parabase, Parabase One or two plies
FS, GAFGLAS #75 p
Base Sheet. Tri-pl Paratech Glass Base or
Min. 22 ga., Type B, Min. 340 psi, min. 2-inch thick ! v Paratech 180 Base in Parasolo TPX
. X X #75 Base Sheet, . . .
Grade 40 vented steel at pre-existent cellular lightweight GAFGLAS H80 Ultima 7-inch o.c. at min. 4-inch laps and 7- hot asphalt or one or Fleece-Back
LWC-17. | max. 6 ft spans or min. concrete. Note: Fastener Zono-tite Base Sheet Fastener inch o.c. in two (2), equally spaced, two plies Paratech Glass | Membrane in -52.5
. . Base Sheet,
2,500 psi structural withdrawal, 60 Ibf or greater staggered center rows Base TG, Paratech Glass Parafast IA
GAFGLAS Stratavent
concrete when tested per Note 11 . B Base 3.0 TG, Paratech (spatter)
N Nailable Venting
180 Base TG, torch-
Base Sheet, anplied
Paratech Glass Base PP
GAFGLAS #75 Base One or two plies
. Sheet, Tri-Ply #75 !
.22 ga. B . L 4 Base,
Min ga., Type BV, Re-Roof Only: Min. 210 psi, min. Base Sheet, Paratech Glass Base Parasolo TPX
Grade 40; 6 ft spans; . X X . . . . Paratech 180 Base or
” 2-inch thick pre-existent cellular | GAFGLAS #80 Ultima 7-inch o.c. at min. 4-inch laps and 7- Fleece-Back
5/8” puddle welds or . . . . . . Paratech 250 Base / hot :
LWC-18. ” lightweight insulating concrete. Base Sheet, Zono-tite Base Sheet Fastener | inch o.c. in two (2), equally spaced, Membrane in -52.5
#12 HWH Teks 5, 6” o.c. ) . asphalt or Paratech
. : Note: Fastener withdrawal, min. | GAFGLAS Stratavent staggered center rows Parafast IA
or min. 2,500 psi 60 Ibf per Note 11 Nailable Ventin Glass Base TG, Paratech (spatter)
structural concrete per Xote 12 J 180 Base TG, torch P
Base Sheet, applied
Paratech Glass Base PP
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TABLE 4p: LIGHTWEIGHT CONCRETE OVER STEEL orR STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE E-2: LWC TO DECK, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

S Base Sheet Roof Cover (Note 15) L
Y Deck (Note 1) Lightweight Concrete (Note 14) Fastener
No. Type Attach Base Cap (psf)
(Note 11)
Min. 22 ga. Tvpe B Parafast XHD with Parafast E?Zt::;r :’:jtseda:ézsl_lzrf:cfg?l edge (Optional) Paratech Parasolo TPX
Gra&;ie Sg s.t,ee\I/Zt m,ax 6 Min. 180 psi, min. 3-inch thick XHD Barb 2-3/8” 6brb or within tflle minp6 25-inch wide.Ia. < Glass Base TG, Paratech Fleece-Back
LWcC-19. . “~. | pre-existent cellular lightweight Paratech 180 Base Parafast Eyehook AccuSeam . . ' ps. Glass Base 3.0 TG, Membrane in -60.0
ft spans or min. 2,500 psi ” Laps sealed with min. 4-inch wide
concrete. Plate 2-3/8”, fastened through . Paratech 180 Base TG, Parafast IA
structural concrete heat-weld, encapsulating the K
LWC to engage steel deck torch-applied (spatter)
fastener row
Existing min. 22 ga Re-Roof Only: Min. 300 psi, min. One or two olies parasolo TPX
Type B%/ Steé| orgm}’r1 2-inch thick pre-existent cellular | GAFGLAS Stratavent 7-inch o.c. at min. 3-inch laps and 7- paratech GI:ss B’ase 16 Fleece-Back
LWC-20. P ) : lightweight concrete. Note: Nailable Venting Zono-tite Base Sheet Fastener inch o.c. in two (2), equally spaced, ’ Membrane in -75.0
2,500 psi structural ) ) Paratech 180 Base TG,
Fastener withdrawal, min. 88 Ibf | Base Sheet staggered center rows . Parafast 1A
concrete torch applied
per Note 11 (spatter)
Re-Roof Only: Min. 210 psi, min.
Min. 22 ga., Type BV, 2-inch thick pre-existent cellular . . . Paratech Glass Base TG, Parasolo TPX
. L X K 7-inch o.c. at min. 4-inch laps and 7-
LWC-21 Grade 40 steel at max. 6 lightweight insulating concrete; Paratech Glass Base Zono-tite Base Sheet Fastener inch o.c. in two (2), equally spaced Paratech Glass Base 3.0 Fleece-Back 82.5
" | ftspansormin. 2,500 psi | Note: Fastener withdrawal, 95 sta e'réd center ré)wz ¥ sp ! TG, Paratech 180 Base Membrane in :
structural concrete Ibf or greater when tested per g8 TG, torch applied hot asphalt
Note 11.
Re-Roof Only: Min. 210 psi, min. .
Min. 22 ga., Type BV, 2-inch thick pre-existent cellular GAFGLAS #80 Ultima . . . Paratech Glass Base TG, Parasolo TPX
: L X K Base Sheet or 7-inch o.c. at min. 4-inch laps and 7-
Grade 40 steel at max. 6 lightweight insulating concrete; . . K Paratech Glass Base 3.0 Fleece-Back
LWC-22. . . ) R GAFGLAS Stratavent | Zono-tite Base Sheet Fastener | inch o.c. in two (2), equally spaced, A -82.5
ft spans or min. 2,500 psi | Note: Fastener withdrawal, 95 X | TG, Paratech 180 Base Membrane in
Nailable Venting staggered center rows .
structural concrete Ibf or greater when tested per TG, torch applied hot asphalt
Base Sheet
Note 11.
i . Re-Roof Only: Min. 2-inch thick ) . Parasolo TPX
Existing min. 22 ga., pre-existent lightweight GAFGLAS Stratavent Parafast Roofing Fastener . 6-inch o.c. at min. 3.5-inch laps and One or two plies, Fleece-Back
Type BV, Grade 33 steel X ) (steel only), Parafast HD with X X Paratech Glass Base TG, .
LWC-23. ; . concrete. Note: Fastener Nailable Venting s 12-inch o.c. in three (3), equally Membrane in -82.5
or min. 2,500 psi . . Parafast 3” Metal Plate or Paratech 180 Base TG,
withdrawal, min. 99 Ibf per Base Sheet o spaced, staggered center rows ) Parafast 1A
structural concrete Parafast 125 Tri Rib Plate torch applied
Note 11 (spatter)
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TABLE 4e: LIGHTWEIGHT CONCRETE OVER STEEL DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
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SYSTEM TYPE F: LWCTO DECK, BONDED ROOF COVER

Lightweight Concrete (Note 14)

Roof Cover (Note 15)

SV;::'“ Deck (Note 1) e Min. Compressive Min. Type Attach MDP (psf)
Strength (psi) Thickness (in)
CELCORE (FL2037):
Deck treatment: Celcore S-1 Deck Preparation Slurry
LWC-24. Min. 22 ga., Type BV, Grade LWCi Celcore MF Cellular Concrete with Celcore HS Rheology Modifying 310 ) Parasolo TPX Fleece- Parafast IA (spatter) 825
40 steel at max. 6 ft spans Admixture Back Membrane
Surface treatment: Celcore PVA Curing Compound
CONCRECEL (FL5584 AND FL10500):
LWC-25. Min. 22 ga., Type BV, Grade Concrecel 290 2 fgrasolo TPX Fleece- Parafast IA (spatter) -52.5
33 steel at max. 6 ft spans Back Membrane
ELASTIZELL (FL4A994):
LWC-26. Min. 22 ga., Type BV, Grade Elastizell 200 3 Parasolo TPX Fleece- Parafast IA (spatter) -60.0
33 steel at max. 6 ft spans Back Membrane
MEARLCRETE (FL13492):
LWC-27. Min. 22 ga., Type BV, Grade Mearlcrete 300 2 Parasolo TPX Fleece- Parasqlo TPX WB Bonding 525
33 steel at max. 6 ft spans Back Membrane Adhesive
LWC-28. Z’,Ir;tj; i:'&]gf%?:’;g:ge Mearlcrete 300 2 E:Lisl?/:Zn:E):aFr::ece_ Parafast IA (spatter) -52.5
PRE-EXISTENT CELLULAR LWC (NOTE 14A):
LWC-29. Min. 22 ga., Type BV, Grade Pre-existent, min 2-inch thick cellular lightweight concrete 180 ) Parasolo TPX Fleece- Parasolo TPX WB Bonding 525
33 steel at max. 6 ft spans Withdrawal: Zono-tite Base Sheet Fastener: 97 Ibf Back Membrane Adhesive
Min. 22 ga., Type BV, Grade Pre-existent, min 2-inch thick cellular lightweight concrete Parasolo TPX Fleece-
LWC-30. 33 steel gat ma{f 6 ft spans Withdrawal: Zono-tite Base Sheet Fastiner: 9g7 Ibf 180 2 Back Membrane Parafast A (spatter) 525
Pre-existent, min. 2-inch thick cellular lightweight concrete
i Withdrawal: .
LWC-31. Min. 22 ga., Type BV, Zono-tite Base Sheet Fastener: 76 Ibf 200 ) Parasolo TPX Fleece- Parasqlo TPX WB Bonding -90.0
Grade 50 steel; 6 ft spans ) . Back Membrane Adhesive
OMG OlyLok Locking Impact Nail (1.4): 85 Ibf
OMG OlyLok Locking Impact Nail (1.8): 92 Ibf
Pre-existent, min. 2-inch thick cellular lightweight concrete
. Withdrawal:
LWC-32. 'C\-}/I::dezégzt’eng fli\:l;,pans Zono-tite Base Sheet Fastener: 76 Ibf 200 2 ;:Lissl::;z):a?:ece- Parafast IA (spatter) -90.0
! OMG OlyLok Locking Impact Nail (1.4): 85 Ibf
OMG OlyLok Locking Impact Nail (1.8): 92 Ibf
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TABLE 4f: LIGHTWEIGHT CONCRETE OVER STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
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SYSTEM TYPE F: LWCTO DECK, BONDED ROOF COVER

System S Lightweight Concrete (Note 14) Roof Cover (Note 15)
Y ec " " A
Min. Compressive Min. MDP (psf)
No. (Note 1) T T A h
ype Strength (psi) Thickness (in) ype ttac
CELCORE (FL2037):
LWC-33. Structural Celcore Cellular Concrete 200 2 ParascIQIPX FICQes Parafast IA (spatter) -300.0
concrete Back Membrane
CONCRECEL (FL5584 AND FL10500):
Structural Parasolo TPX Fleece- Parasolo TPX WB
Lwe-34. concrete Concrecel 200 2 Back Membrane Bonding Adhesive 2250
| P lo TPX Fl -
LWC-35. Structura Concrecel 200 2 e eece Parafast IA (spatter) -225.0
concrete Back Membrane
ELASTIZELL (FL4A994):
Structural ) Parasolo TPX Fleece- Parasolo TPX WB
LWC-36. concrete Elastizell 220 2 Back Membrane Bonding Adhesive -2000
w3y, | Structural Elastizell 220 2 Parasolo TPX Fleece- Parafast IA (spatter) 200.0
concrete Back Membrane
SIPLAST INSULCEL (NOA 23-1219.03):
LWC-38. Structural Insulcel 200 2 Parasolo TPX Fleece- Parafast IA (spatter) -270.0
concrete Back Membrane
MEARLCRETE (FL13492):
Structural Parasolo TPX Fleece- Parasolo TPX WB
LWC-39. Mearl 2 2 . . -205.
WE-39 concrete earlcrete RO Back Membrane Bonding Adhesive 05.0
| P lo TPX Fl -
LWC-40. Structura Mearlcrete 290 2 arasolo eece Parafast IA (spatter) -205.0
concrete Back Membrane
PRE-EXISTENT CELLULAR LWC (NOTE 14A):
LWC-a1 Structural Pre-existent, min. 2-inch thick cellular lightweight concrete 180 ) Parasolo TPX Fleece- Parasolo TPX WB 102.5
’ concrete Withdrawal: Zono-tite Base Sheet Fastener: 97 Ibf Back Membrane Bonding Adhesive ’
Structural Pre-existent, min. 2-inch thick cellular lightweight concrete Parasolo TPX Fleece-
LWC-42. 180 2 Parafast IA tt -102.5
concrete Withdrawal: Zono-tite Base Sheet Fastener: 97 Ibf Back Membrane arafast A (spatter)
Pre-existent, min. 2-inch thick cellular lightweight concrete)
- . Parasolo TPX WB
Structural | Vithdrawal: Parasolo TPX I Bonding Adhesi
ructura arasolo eece- ndin
LWcC-43. Zono-tite Base Sheet Fastener: 76 Ibf 200 2 oncing esive -177.5
concrete ) ) Back Membrane or Parafast 1A
OMG OlyLok Locking Impact Nail (1.4): 85 Ibf (spatter)
OMG OlyLok Locking Impact Nail (1.8): 92 Ibf
Pre-existent, min. 2-inch thick cellular lightweight concrete
- . Parasolo TPX WB
Structural Withdrawal: Parasolo TPX Fleece Bonding Adhesive
LWC-44. Zono-tite Base Sheet Fastener: 76 Ibf 200 2 o -190.0
concrete . i Back Membrane or Parafast IA
OMG OlyLok Locking Impact Nail (1.4): 85 Ibf (spatter)
OMG OlyLok Locking Impact Nail (1.8): 92 Ibf
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TABLE 4G: LIGHTWEIGHT CONCRETE OVER STRUCTURAL CONCRETE DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE F: VAPOR BARRIER TO DECK, LWC TO VAPOR BARRIER, BONDED ROOF COVER

Lightweight Concrete (Note 14) Roof Cover (Note 15)
System No T Primer fenpitentiepal Min. Compressive Min MDP
b . in. ive in.
(Note 1) Barrier (psf)
= Type Strength (psi) Thickness (in) Type artech
PRE-EXISTENT CELLULAR LWC (NOTE 14A):
Paratech Glass Base 3.0 ) . . . . . Parasolo TPX | Parasolo TPX
LWCAAS. Structural AS.TM D41 16, Paratech 180 Base Prfz—emstent, min. 2'—|nch thick cellular lightweight concrete 180 2 Fleace-Back WB Bonding 1025
concrete primer . Withdrawal: Zono-tite Base Sheet Fastener: 97 Ibf ;
TG, torch-applied Membrane Adhesive
Paratech Glass Base 3.0 Parasolo TPX
-exi in. 2+ i [ i Parafast IA
LWC-46. Structural AS.TM D41 TG, Paratech 180 Base Prfa existent, min 2.|nch thick cellular lightweight concrete 180 2 Fleece-Back arafast 1025
concrete primer . Withdrawal: Zono-tite Base Sheet Fastener: 97 Ibf (spatter)
TG, torch-applied Membrane
Paratech Glass Base 3.0 ) o ) ) ) Parasolo TPX
LWC-AT. Structural AS-TM D41 TG, Paratech 180 Base Prfa-exnstent, min. 2-|nch thick cellular lightweight concrete 540 ) Fleece-Back Parafast IA 3575
concrete primer . Withdrawal: Zono-tite Base Sheet Fastener: 146 Ibf (spatter)
TG, torch-applied Membrane
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TABLE 5A: CEMENTITIOUS WOOD FIBER DECKS - NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

System S Base Insulation Layer Top Insulation Layer TR
ec
No. (Note 1 and Note 12) Type Attach Type Attach Roof Cover (Note 15) o
(Notes 6,7,8) (Notes 6,7,8)
ional) Additional |
CWF-1. Existing Tectum Min. 1-inch Paratherm G, Paratherm W Parafast IA ?Optlor?a ) Additional layers base Parafast IA Parasolo TPX / TPX-WB -45.0
insulation, flat or tapered

TABLE 58: CEMENTITOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

System No. Deck (Note 1) Primer Roof Cover (Note 15) MDP (psf)
CWE-2. Min. 2-inch Tectum Plank None Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) -207.5
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TABLE 6A: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
(ReFER TO NOTE 16C FOR VAPOR BARRIER OPTIONS)

System Deck Base Insulation Layer Top Insulation Layer TR
yste e Attach Attach Roof Cover (Note 15) P
No. (Note 1 & Note 12) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO TPX / PARASOLO TPX WB BONDING ADHESIVE:
Existi Min. 0.25-inch DensDeck Pri DEXcell FA GI Mat Roof
G-1. dzlcskmg gypsum Min. 2-inch, min. 2.0 pcf Insulfoam Roofing EPS Parafast IA Bclgrdo >-inch DensDeck Prime or ce Qs Vg Parafast IA Parasolo TPX / TPX-WB -120.0
G-2. szt‘i'”g BYPSUM | \Min. 1.5-inch Paratherm W Parafast IA g/'c:g;;‘zs"mh DensDeck Prime or DEXcell FA Glass Mat Roof | 4 |a Parasolo TPX / TPX-WB -130.0
Existi Min. 0.5-inch P h P h w
G-3. xisting gypsum in. 0.5-inch Paratherm G, Paratherm W or Parafast IA (Optional) Additional layer(s) of base insulation Parafast IA Parasolo TPX / TPX-WB -135.0
deck Paratherm G CG
G-4. s):;?ng gypsum Min. 1-inch Paratherm W Parafast IA (Optional) Additional layer of base insulation Parafast IA Parasolo TPX / TPX-WB -210.0

TABLE 68: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE B-3: MECHANICALLY ATTACHED ANCHOR SHEET, BONDED INSULATION, BONDED ROOF COVER

Anchor Sheet Base Insulation Top Insulation
System Deck Temp Roof Attach Attach Roof Cover MDP
No. (Note 1) Type Fastener (Note 11) Attach Type (Notes Type (Notes (Note 15) (psf)
6,7,8 6,7,8)
Parabase, paratech Glass Base Min. 0.25-inch DensDeck Prime,
Existing Parabase FS, NVS Base Sheet 9-inch o.c. in the min. TG, Paratech Glass DEXcell FA Glass Mat Roof Board
GAFGLAS #75 2-inch laps and 18-inch ! Min. 1.5-inch Parafast | or SECUROCK Gypsum-Fiber Roof | Parafast | Parasolo TPX /
G-5. gypsum Fastener (W/D > 105 . Base 3.0 TG or ) ) -45.0*
deck Base Sheet or Ibf) o.c. in two (2), equally paratech 180 Base Paratherm W 1A Board or min. 0.5-inch 1A TPX-WB
Tri-Ply #75 spaced center rows TG Structodek HD Fiberboard Roof
Base Sheet Insulation

TABLE 6¢: GYPSUM DECKS - REROOF (TEAR-OFF)

SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER
System No. Deck (Note 1 and Note 12) Primer / Treatment Roof Cover (Note 15) MDP (psf)
G-6. Existing gypsum deck None Parasolo TPX Fleece-Back Membrane / TPX-WB -90.0
G-7. Existing gypsum deck None Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) -280.0
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TABLE 7a: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See Note 1) or performance of the substrate

(See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

Base Insulation Layer

Top Insulation Layer

/ spudded and vacuumed to remove loose gravel

6-inch o.c.

insulation

6-inch o.c.

System MDP
yNo Substrate (Note 1 & Note 12) Tvoe Attach Tvoe Attach Roof Cover (Note 15) ?\
' v (Notes 6,7,8) P (Notes 6,7.8) {osf)
PARASOLO TPX / PARASOLO TPX WB BONDING ADHESIVE:
Existing smooth- or granule-surfaced asphaltic built-up One or more layer(s), min 0.5-inch
R-1. roof; smooth- or granule-surfaced SBS modified Paratherm G, Paratherm W or Parafast IA None N/A Parasolo TPX / TPX-WB -45.0
bitumen or granule-surfaced APP modified bitumen Paratherm G CG
R2. Existing gravel-surfaced asphaltic built-up roof, brushed Min. 1.5-inch Paratherm G Parafast IA .(Opt|or.1al) Additional layer(s) of base parafast IA parasolo TPX / TPX-WB 1100
/ spudded and vacuumed to remove loose gravel insulation
Existing smooth- or granule-surfaced asphaltic built-up . . . .
Min. 0.5-inch Parath 1) A Il f
R-3. roof; smooth- or granule-surfaced SBS modified in. 0.5-inch Paratherm G, Parafast IA .(Optlorila p A layeRQQof base Parafast IA Parasolo TPX / TPX-WB -120.0
K - . Paratherm W, Paratherm G CG insulation
bitumen or granule-surfaced APP modified bitumen
R Existing gravel-surfaced asphaltic built-up roof, brushed Min. 1.5-inch Paratherm G Pa.rafast 1A, .(Opt|or.1a|) Additional layer of base Parafast 1A, parasolo TPX / TPX-WB 1575
/ spudded and vacuumed to remove loose gravel 6-inch o.c. insulation 6-inch o.c.
Existi I-surf; haltic built- f h Parafast IA ional) Additional | f Parafast IA
RS, xisting gravel-surfaced asphaltic built-up roof, brushed Min. 1.5-inch Paratherm G a.ra ast IA, .(Optlor.'na ) Additional layer of base afa ast IA, Parasolo TPX / TPX-WB 200.0
/ spudded and vacuumed to remove loose gravel 4-inch o.c. insulation 4-inch o.c.
Existing smooth- or granule-surfaced asphaltic built-up ) )
R-6. roof; smooth- or granule-surfaced SBS modified (Optional) Min. 0.5-inch Paratherm G | Parafast IA m;l)npﬂss inch Paratherm HD or Paratherm Parafast 1A Parasolo TPX / TPX-WB -97.5
bitumen or granule-surfaced APP modified bitumen
Existing smooth- or granule-surfaced asphaltic built-up Min. 1.5-inch. min. 1.0 bcf Insulfoam Min. 0.25-inch DensDeck Prime or DEXcell
R-7. roof; smooth- or granule-surfaced SBS modified Roo‘fin. £PS ! L Parafast IA FA Glass Mat Roof Board or min. 0.5-inch Parafast IA Parasolo TPX / TPX-WB -45.0
bitumen or granule-surfaced APP modified bitumen 3 Paratherm HD
Existing smooth- or granule-surfaced asphaltic built-up Min. 1.5-inch Paratherm W or min. 2- . . )
Min. 0.25-inch DensDeck P DEXcell
R-8. roof; smooth- or granule-surfaced SBS modified inch, min. 2.0 pcf Insulfoam Roofing Parafast IA in. 0.25-inch DensDeck Prime or ce Parafast IA Parasolo TPX / TPX-WB -120.0
. o . FA Glass Mat Roof Board
bitumen or granule-surfaced APP modified bitumen EPS
Existing smooth- or granule-surfaced asphaltic built-up One or more layer(s), min. 0.5-inch (Optional) Min. 0.25-inch DensDeck
R-9. roof; smooth- or granule-surfaced SBS or APP modified Paratherm G, Paratherm W or Parafast IA Prime, DEXcell FA Glass Mat Roof Board Parafast IA Parasolo TPX / TPX-WB -180.0
bitumen Paratherm G CG or SECUROCK Gypsum-Fiber Roof Board
Existing smooth- or granule-surfaced asphaltic built-up (Optional when using coverboard) EVIOiitIgnzzisl—ﬁr;inDljesrizg::ksirlir:rsmilalgls;c)ell
R-10. roof; smooth- or granule-surfaced SBS or APP modified Min. 0.5-inch Paratherm G, Parafast IA - ! Parafast IA Parasolo TPX / TPX-WB -225.0
. FA Glass Mat Roof Board or SECUROCK
bitumen Paratherm G CG .
Gypsum-Fiber Roof Board
PARASOLO TPX FLEECE-BACK MEMBRANE IN PARASOLO TPX WB BONDING ADHESIVE:
Existing smooth- or granule-surfaced asphaltic built-up One or more layer(s), min. 0.5-inch
Parasolo TPX Fleece-Back
R-11. roof; smooth- or granule-surfaced SBS modified Paratherm G, Paratherm W or Parafast IA None N/A NT(:r:\;ngne / TPi(e—SSB ac -45.0
bitumen or granule-surfaced APP modified bitumen Paratherm G CG
R-12. Existing gravel-surfaced asphaltic built-up roof, brushed Min. 1.5-inch Paratherm G Parafast IA .(Optior.lal) Additional layer(s) of base parafast IA Parasolo TPX Fleece-Back 1100
/ spudded and vacuumed to remove loose gravel insulation Membrane / TPX-WB
Existing smooth- or granule-surfaced asphaltic built-up
-B.
R-13. roof; smooth- or granule-surfaced SBS modified Min. 0.5-inch Paratherm W Parafast IA Additional layer(s) base insulation Parafast IA Parasolo TPX Fleece-Back -120.0
. h . Membrane / TPX-WB
bitumen or granule-surfaced APP modified bitumen
R-14. Existing gravel-surfaced asphaltic built-up roof, brushed Min. 1.5-inch Paratherm G Parafast IA, (Optional) Additional layer of base Parafast IA, Parasolo TPX Fleece-Back 1575

Membrane / TPX-WB
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TABLE 7a: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

AThe reported MDP documents the allowable maximum design pressure of the new insulation, coverboard and roof cover when adhered to the substrate, irrespective of the deck type (See Note 1) or performance of the substrate
(See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

— Base Insulation Layer Top Insulation Layer MDP
yNo Substrate (Note 1 & Note 12) Tvoe Attach Tvoe Attach Roof Cover (Note 15) ?\
) ve (Notes 6,7,8) P (Notes 6,7,8) {osf)
Existing gravel-surfaced asphaltic built-up roof, brushed . . Parafast IA, (Optional) Additional layer of base Parafast 1A, Parasolo TPX Fleece-Back
RS, / spudded and vacuumed to remove loose gravel Min. 1.5-inch Paratherm G 4-inch o.c. insulation 4-inch o.c. Membrane / TPX-WB 2000
Existing smooth- or granule-surfaced asphaltic built-up One or more layer(s), min. 0.5-inch Min. 0.25-inch DensDeck Prime or Parasolo TPX Fleece-Back
R-16. roof or smooth- or granule-surfaced SBS or granule- Paratherm G, Paratherm W or Parafast IA SECUROCK Gypsum-Fiber Roof Board Parafast IA Membrane / TPX-WB -180.0
surfaced APP modified bitumen Paratherm G CG vp
Existing smooth- or granule-surfaced asphaltic built-up (Optional) One or more layer(s), min. . )
R-17. roof; smooth- or granule-surfaced SBS modified 0.5-inch Paratherm G, Paratherm W Parafast IA m:I!nPl?Jss inch ParafhelRQQD or Pardtherm Parafast IA i::;sslrg::)/(ﬂ;e\c;BBack -97.5
bitumen or granule-surfaced APP modified bitumen or Paratherm G CG
Existing smooth- or granule-surfaced aspha!t!c built-up (Optional) Min. 1.5-inch Paratherm Min. 0.25-inch DensDeck Prime or Parasolo TPX Fleece-Back
R-18. roof; smooth- or granule-surfaced SBS modified Parafast IA ' Parafast IA -120.0
. - . w SECUROCK Gypsum-Fiber Roof Board Membrane / TPX-WB
bitumen or granule-surfaced APP modified bitumen
Existing smooth- or granule-surfaced asphaltic built-up (Optional when using coverboard) (Optional when using base insulation) parasolo TPX Fleece-Back
R-19. roof; smooth- or granule-surfaced SBS or APP modified Min. 0.5-inch Paratherm G, Parafast IA Min. 0.25-inch DensDeck Prime or Parafast IA Membrane / TPX-WB -225.0
bitumen Paratherm G CG SECUROCK Gypsum-Fiber Roof Board
PARASOLO TPX FLEECE-BACK MEMBRANE IN SPATTER APPLICATIONS:
Existing smooth- or granule-surfaced asphaltic built-up One or more layer(s), min. 0.5-inch Parasolo TPX Fleece-Back
R-20. roof; smooth- or granule-surfaced SBS modified Paratherm G, Paratherm W or Parafast IA None N/A Membrane / Parafast IA -45.0
bitumen or granule-surfaced APP modified bitumen Paratherm G CG (spatter)
. . . . . Parasolo TPX Fleece-Back
R21. Existing gravel-surfaced asphaltic built-up roof, brushed Min. 1.5-inch Paratherm G Parafast IA -(Opt|or-1al) Additional layer(s) of base parafast IA Membrane / Parafast IA 1100
/ spudded and vacuumed to remove loose gravel insulation
(spatter)
. . . . . Parasolo TPX Fleece-Back
R-22. Existing gravel-surfaced asphaltic built-up roof, brushed Min. 1.5-inch Paratherm G Pa.rafast 1A, .(Opt|or.1al) Additional layer of base P:{rafast 1A, Membrane / Parafast IA 1575
/ spudded and vacuumed to remove loose gravel 6-inch o.c. insulation 6-inch o.c. (spatter)
Parasolo TPX Fleece-Back
Existi I-surf haltic built- f h Parafast IA ional) Additional | f Parafast IA
R-23. xisting gravel-surfaced asphaltic built-up roof, brushed Min. 1.5-inch Paratherm G a.ra ast 1A, ?Optlor?a ) Additional layer of base gra ast |A, Membrane / Parafast IA 200.0
/ spudded and vacuumed to remove loose gravel 4-inch o.c. insulation 4-inch o.c. (spatter)
Optional additional layer(s) base
s . | insulation followed by min. 0.25-inch
Existing smooth- or granule-surfaced aspha!t.n: built-up (Optional) Min. 0.5-inch Paratherm DensDeck Prime, DEXcell FA Glass Mat Parasolo TPX Fleece-Back
R-24. roof; smooth- or granule-surfaced SBS modified Parafast IA . Parafast IA Membrane / Parafast IA -180.0
. X . G, Paratherm W or Paratherm G CG Roof Board or SECUROCK Gypsum-Fiber
bitumen or granule-surfaced APP modified bitumen A . (spatter)
Roof Board or min. 0.5-inch Paratherm
HD
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NEmoO | etc.e
TABLE 78: WOOD 0oR STEEL - RECOVER

SYSTEM TYPE C-2: INDUCTION WELDED ROOF COVER

(All areas where the existing metal panels do not lay flush on the underlying purlin shall have a 0.25-inch diameter pilot hole pre-drilled into the panel prior to driving the Purlin Fastener into the purlin.)

System Substrate . Attachment MDP
Insulation Layer Roof Cover (Note 15B)
No. (Note 1) v Fastener (Note 11) Spacing (psf)
Existing standing seam or lap seam metal roof 12 x 96-inch o.c.

One or more layers, any

R-25. covers having nominal No. 2 wood trusses S . Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood | Parasolo TPX induction welded -30.0
. combination, loose laid
spaced max. 96-inch o.c. structural members)
Existing standing seam or lap seam metal roof 24 x 48-inch o.c.
; R One or more layers, any . N . X \ . .
R-26. covers having nominal No. 2 wood trusses Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood | Parasolo TPX induction welded -37.5

combination, loose laid

spaced max. 48-inch o.c. structural members)

Existing standing seam or lap seam metal roof One or more lavers. an 36 x 24-inch o.c.
R-27. covers having nominal No. 2 wood trusses combination VErs, aNY | parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood | Parasolo TPX induction welded -52.5
spaced max. 24-inch o.c. structural members)
Existing standing seam or lap seam metal roof 24 x 24-inch o.c.
. X One or more layers, any R 5 X . : . .
R-28. covers having nominal No. 2 wood trusses combination Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood | Parasolo TPX induction welded -75.0
spaced max. 24-inch o.c. structural members)
Existing standing seam or lap seam metal roof 18 x 24-inch o.c.
. R One or more layers, any . " . . . . .
R-29. covers having nominal No. 2 wood trusses combination Parafast HD with Parafast RB TPO XHD 3" Plate (min. 1-inch embedment into wood | Parasolo TPX induction welded -82.5
spaced max. 24-inch o.c. structural members)

TABLE 7c: RECOVER APPLICATIONS
SYSTEM TYPE F: NON-INSULATED, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new roof cover when adhered to the substrate, irrespective of the deck type (See Note 1) or performance of the substrate (See Note 12). The deck and

substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

System No. Substrate (Note 1 and Note 12) Roof Cover (Note 15) —[MS? ;
R-30. Existing fully adhered, granule-surfaced asphaltic roof cover Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) -120.0
R3L. Existing fully adhered smooth- or gr.a.nule-.surfaced SBS modified bitumen or existing fully Parasolo TPX Fleece-Back Membrane / Parafast IA (spatter) 3375

adhered granule-surfaced APP modified bitumen
R-32. Existing fully adhered, granule-surfaced asphaltic roof cover Parasolo TPX Fleece-Back Membrane / Hot Asphalt -405.0
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TABLE 8A: PROPRIETARY DECKS - NEW CONSTRUCTION

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmoO | etc.e

e Deck Base Insulation Layer Top Insulation Layer s
e Attach Attach Roof Cover (Note 15)
No. (Note 1) Type Type (psf)
(Notes 6,7,8) (Notes 6,7,8)
PARASOLO TPX FLEECE-BACK MEMBRANE:
Min. %” USG STRUCTO-CRETE® BRAND
p1 STRUCTURAL ROOF DECK PANEL One or more layer(s), min 2 x max. 48 x Parafast IA, None N/A Parasolo TPX Fleece-Back 75.0
’ FBC FPA FL19921 48-inch Paratherm G or Paratherm G CG | 6-inch o.c. Membrane / Parafast IA (spatter) ’
M-D NOA 23-0316.03
Min. %” USG STRUCTO-CRETE® BRAND Min. 0.5 48 x 45:incMBensDeck p lo TPX Fl Back
P-2 STRUCTURAL ROOF DECK PANEL One or more layers, min 2 x max. 48 x Parafast IA, Pr:?r;e .SEXCrS;gCK ()5( s_l:r:rf-Fibir:sRoeocf Parafast IA, N?er?nst?r:ne / Pai:::s_t ?:(s atter) -75.0
: FBC FPA FL19921 48-inch Paratherm G or Paratherm G CG | 6-inch o.c. d P 6-inch o.c. P :
Board or Paratherm HD or TPX-WB
M-D NOA 23-0316.03
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