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SCOPE:

This P.E. Evaluation Report (henceforth ‘PEER’) is issued under F.A.C. Rule 61G20-3 and the applicable rules and regulations governing the
use of construction materials in the State of Florida. The documentation submitted has been reviewed by Robert Nieminen, P.E. for
compliance with the 8th Edition (2023) Florida Building Code, High Velocity Hurricane Zone (HVHZ) sections noted herein.

DescripTioN: Elevate Modified Bitumen Roof Systems (HVHZ)

LABELING: Labeling shall be in accordance with the requirements of the Accredited Quality Assurance Agency noted herein.

CoNnTINUED ComPLIANCE: This PEER is valid until such time as the named product(s) changes, the referenced Quality Assurance or production
facility location(s) changes, or Code provisions that relate to the product(s) change. Acceptance of our PEERs by the named client constitutes
agreement to notify NEMO ETC, LLC of any changes to the product(s), the Quality Assurance or the production facility location(s). NEMO
ETC, LLC requires a complete review of its PEER relative to updated Code requirements with each Code Cycle. Reference is made to the
NEmo | etc. Directory of P.E. Evaluations to ascertain the status and/or current version of this PEER. If the PEER is not listed at the Nemo
Directory, then it is no longer valid.

ADVERTISEMENT: “NEMO P.E. Evaluated” may be displayed in advertising literature. If any portion of the PEER is displayed, then it shall be in
its entirety.

INsPECTION: Upon request, a copy of this entire PEER shall be provided to the user by the manufacturer or its distributors and shall be available
for inspection at the job site at the request of the Building Official.

This PEER consists of pages 1 through 4, plus 20-pages of Appendix.
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CERTIFICATION OF INDEPENDENCE:

1. NEMO ETC, LLC does not have, nor does it intend to acquire or will it acquire, a financial interest in any company manufacturing or
distributing products it evaluates.

2. NEMO ETC, LLC is not owned, operated or controlled by any company manufacturing or distributing products it evaluates.

3. Robert Nieminen, P.E. does not have nor will acquire, a financial interest in any company manufacturing or distributing products for
which the PEERs are being issued.

4. Robert Nieminen, P.E. does not have, nor will acquire, a financial interest in any other entity involved in the approval process of the
product.

5. This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer of Record for any

project on which this PEER, or previous versions thereof, is/was used for permitting or design guidance unless retained specifically for
that purpose.
©2018, NEMO ETC, LLC


http://www.nemoetc.com/
https://www.elevatecommercialbp.com/us-en/roofing
https://www.flrules.org/gateway/ChapterHome.asp?Chapter=61G20-3
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ROOFING SYSTEMS EVALUATION:

1. SCOPE:
Product Category:
Sub-Category: Modified Bitumen Roof Systems
Product Approval Method: Method 1, Option D — Codified Material, Evaluation by Engineer
Compliance Statement: Elevate Modified Bitumen Roof Systems, as produced by Amrize Building Envelope LLC,
have demonstrated compliance with the following sections of the 8t Edition (2023) Florida Building Code, High
Velocity Hurricane Zone (HVHZ) through testing in accordance with the following Standards. Compliance is subject
to the Installation Requirements and Limitations of Use set forth herein.

Roofing

2. STANDARDS:

SECTION PROPERTY STANDARD

TAS 110 Resistance to Foot Traffic TAS 114, Section 8.9

TAS 110 Wind resistance TAS 114, Appendix C, D or J

TAS 110 Susceptibility to Hail Damage TAS 114, Appendix F

TAS 110 Susceptibility to Leakage TAS 114, Appendix G

TAS 110 Material standard (modified bitumen) ASTM D6163, D6164

3. REFERENCES:

ENTITY Exam REFERENCE DATE
NEMO PEER PEER-PLYG-001.B.R27 04/12/2026
FM (TST1867) Criticality 3038191 08/04/11
FM (TST1867) Criticality 3044047 05/17/12
FM (TST1867) Criticality 3051408 08/14/14
FM (TST1867) Criticality 3055491 12/05/16
FM (TST1867) Criticality 3061875 02/21/19
FM (TST1867) Criticality PR452974 01/15/20
FM (TST1867) Criticality PR468925 12/06/24
FM (TST1867) Criticality PR470427 (LTR) 03/11/26
FM (TST1867) ANSI/FM 4474 PR473144 03/26/26
NEMO (TST6049) Criticality 4i-FBP-21-SSCRT-01.A 12/28/21
NEMO (TST6049) Criticality 4i-FBP-21-SSCRT-02.A 03/14/22
NEMO (TST6049) Criticality 4i-FBP-22-SSCRT-01.A 10/23/22
NEMO (TST6049) TAS 114 4a-HBF-LSWUS-001.A 06/06/24
NEMO (TST6049) Criticality 4i-HSP-SSCRT-004.A 04/17/25
PRI (TST5878) TAS 114 211170009 05/13/21
NEMO Traceability PCL 03/24/2026
UL (QUA9625) Quality Control Service Confirm 05/29/2025
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4, PRODUCT DESCRIPTION:

This PEER covers Elevate Modified Bitumen Roof Systems installed in accordance with Amrize Building Envelope
LLC published installation instructions and the Limitations of Use herein.

TABLE 1: EVALUATED MEMBRANES
MATERIAL STANDARD
TYPE PRODUCT PLANT(S)
REFERENCE TyPE GRADE

SBS FF TORCH BASE ASTM D6163 | S FL

SBS FS BASE ASTM D6163 | S FL
SBS, FILM-SURFACE SBS SA BASE (2.0mm) ASTM D6163 | S FL, TX
MEMBRANES SBS FR SA BASE (2.0mm) ASTM D6163 | S FL, TX

SBS SA BASE Premium (2.5mm) ASTM D6163 | S FL, TX

SBS FR SA BASE Premium (2.5mm) ASTM D6163 | S FL, TX
SBS, GRANULE SURFACE | SBS SA CAP ASTM D6164 | G FL, TX
MEMBRANES SBS FR SA CAP ASTM D6164 | G FL, TX

5. LIMITATIONS:

5.1 This is a building code evaluation. Neither NEMO ETC, LLC nor Robert Nieminen, P.E. are, in any way, the Designer
of Record for any project on which this PEER, or previous versions thereof, is/was used for permitting or design
guidance. PEERs are not to be construed as representing any attributes not specifically listed, nor are PEERs to be
construed as an endorsement of the subject, or a recommendation for its use. There is no warranty by NEMO ETC,
LLC or Robert Nieminen, P.E., express or implied, as to any finding or other matter in this PEER, or as to any product
covered by the PEER.

5.2 This PEER is exclusively for use in High Velocity Hurricane Zone jurisdictions, as defined in FBC Chapter 2 (Broward
and Miami-Dade Counties).

5.3 The evaluation herein pertains to above-deck roof components; deck-attachment details pertain to ‘as-tested’
conditions under Testing Application Standard TAS 114, Appendix J. Roof decks shall be in accordance with FBC
HVHZ requirements to the satisfaction of the Authority Having Jurisdiction.

5.4 This PEER does not include evaluation of fire classification. Refer to FBC HVHZ 1516 for requirements and
limitations regarding roof assembly fire classification. Refer to FBC 2603 for requirements and limitations
concerning the use of foam plastic insulation.

5.5 This PEER does not include evaluation of roof edge termination. Refer to Roofing Application Standard RAS 111
for requirements and limitations regarding edge securement for low-slope roofs.

5.6 Refer to FBC HVHZ 1521 for requirements and limitations regarding recover installations.

5.6.1 For mechanically attached components over existing roof decks, at the discretion of the Authority Having
Jurisdiction, fasteners shall be tested in the existing deck for withdrawal resistance. A qualified design professional
shall review the data for comparison to the minimum requirements for the system. Testing shall be in accordance
with Testing Application Standard TAS 105.

For systems using Trufast Versa-Fast, the number of Versa-Fast Fasteners installed through the Versa-Fast Plate
may be increased from the minimum noted to yield minimum required withdrawal resistance.

5.6.2 For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the
existing deck or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any
surface conditions exist that bring system performance into question, field uplift testing in accordance with Testing
Application Standard TAS 124 shall be conducted on mock-ups of the proposed new roof assembly to the
satisfaction of the Authority Having Jurisdiction.

5.6.3 For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system shall
be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having
Jurisdiction, as documented through field uplift testing in accordance with Testing Application Standard TAS 124.

©ONEMO ETC, LLC PEER-AMZ-002.B
Certificate of Authorization #32455 P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ FL48109-RO (HVHZ)
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5.7 Refer to Appendix 1 for system attachment requirements for wind load resistance.

5.7.1 “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads,
and reflects the ultimate passing pressure divided by 2 (the 2 to 1 margin of safety per Testing Application
Standard TAS 114 has already been applied). Refer to FBC HVHZ 1620 and Roofing Application Standard RAS 128
for determination of design wind loads.

5.7.2 For mechanically attached components, the maximum design pressure for the selected assembly shall meet or
exceed at least the Zone 1 PRIME design pressure determined in accordance with FBC HVHZ 1620 or Roofing
Application Standard RAS 128. Elevated pressure zones shall employ an attachment density designed by a
qualified design professional to resist the elevated pressure criteria. Analysis shall be in accordance with Roofing
Application Standard RAS 117 or RAS 137. *This extrapolation is not permitted for systems marked with an
asterisk*.

5.7.3 For tables and/or assemblies marked with an asterisk*, the maximum design pressure (MDP) limitation shall be
applicable to all roof pressure zones. Rational analysis is not permitted.

5.8 All components in the roof assembly shall have quality assurance audit in accordance with F.A.C. Rule 61G20-3.
Refer to the Product Approval of the component manufacturer for components listed in Appendix 1 that are
produced by a Product Manufacturer other than the report holder on Page 1 of this PEER.

6. INSTALLATION:

Elevate Modified Bitumen Roof Systems shall be installed in accordance with Amrize Building Envelope LLC
published installation instructions, subject to the Limitations of Use noted herein.

7. BUILDING PERMIT REQUIREMENTS:
As required by the Building Official or Authority Having Jurisdiction to properly evaluate the installation of this
product.

5 MANUFACTURING PLANTS:
Contact the named QA entity for manufacturing facilities covered by F.A.C. Rule 61G20-3 QA requirements. Refer
to Section 4 herein for products and production locations having met codified material standards.

|

9. QUALITY ASSURANCE ENTITY:
UL (QUA9625): (360) 817-5512; bsai.inspections@ul.com

- THE 20-PAGES THAT FOLLOW FORM PART OF THIS PEER -
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APPENDIX 1: ATTACHMENT REQUIREMENTS FOR WIND UPLIFT RESISTANCE

TABLE DECK APPLICATION TYPE DESCRIPTION PAGE
1A Wood New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 8
18 Wood New, Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 9
1c Wood New or Reroof (Tear-Off) E-2 Mechanically Attached Base Sheet (nails), Bonded Roof Cover 10
1p Wood New, Reroof (Tear-Off) or Recover E-2 Mechanically Attached Base Sheet (screws & plates), Bonded Roof Cover 11
2A Steel or Structural concrete New, Reroof (Tear-Off) or Recover B-1 Mechanically Attached Base Insulation, Bonded Top Insulation, Bonded Roof Cover 12
28 Steel or Structural concrete New, Reroof (Tear-Off) or Recover C-1 Mechanically Attached Insulation, Bonded Roof Cover 13
2C Steel or Structural concrete New, Reroof (Tear-Off) or Recover D-2 Insulated, Mechanically Attached Base Sheet, Bonded Roof Cover 14
3A Structural concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 15
38 Structural concrete New or Reroof (Tear-Off) F Non-Insulated, Bonded Roof Cover 16
aa Deck with Lightweight concrete New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 17
48 Deck with Lightweight concrete New or Reroof (Tear-Off) E-2 Mechanically Attached Base Sheet, Bonded Roof Cover 18
5A Cementitious wood fiber New or Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 19
6A Existing gypsum Reroof (Tear-Off) A-1 Bonded Insulation, Bonded Roof Cover 19
7A Various Recover A-1 Bonded Insulation, Bonded Roof Cover 20

The following notes apply to the systems outlined herein:

1 The roof system evaluation herein pertains to above-deck roof components. Roof decks and structural members shall be in accordance with FBC HVHZ requirements to the satisfaction of the Authority Having
Jurisdiction. The table below lists various ‘as-tested’ deck conditions in accordance with Testing Application Standard TAS 114(J). Steel deck stress analysis is the responsibility of others to the satisfaction of the
Authority Having Jurisdiction.

AMRIZE As-TESTED DECK ATTACHMENT DETAILS (TAS 114, APPENDIX J)

TYPE TESTED SPAN (FT 0.C.) TESTED FASTENER TESTED FASTENER SPACING (INCH 0.C.) As-TESTED ALLOWABLE PRESSURE (PSF)
2 8d ring shank nails 6 -105.0
2 #10 wood screws 6 -90.0
Min. 15/32-inch APA rated CDX 2 #10 wood screws 4 -120.0
plywood 2 #8 wood screws 6 -127.5
bliztk:('icz'l, :tncic. #10 wood screws 4 -142.5
Min. 19/32-inch APA rated CDX 2 8d ring shank nails 6 -60.0
plywood 2 #10 wood screws 6 -127.5
Min. 22 ga., Type B, Grade 33 steel 6 #12 HWH Teks 5 6 -112.5
X 6 5/8” puddle welds 6 -97.5
Min. 22 ga., Type B, Grade 40 steel 6 #12 HWH Teks 5 with %” washers 6 -135.0
Min. 22 ga., Type B, Grade 50 steel 6 5/8” puddle welds 6 -105.0
Min. 22 ga., Type B, Grade 80 steel 6 5/8” puddle welds 6 -127.5

©ONEMO ETC, LLC
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2 Unless otherwise noted, fasteners and stress plates shall be as follows. Fastener shall be of sufficient length for the following engagements:

FASTENER/PLATE OPTIONS
PARTS
DEeck TYPE By MINIMUM ENGAGEMENT
FASTENER PLATE
Wood . . . . . Y
Telsead] Amrize Elevate All-Purpose Fastener or Heavy-Duty Fastener Elevate Insulation Fastening Plate Min. %-inch plywood penetration
Wood . . . . .
kil Amrize Elevate #12 Fastener, All-Purpose Fastener or Heavy-Duty Fastener | Elevate Insulation Fastening Plate Min. 1-inch wood plank embedment
Elevate #12 Fast , All-P Fast , All-P S Fast . . . . .
Steel Amrize evate astener, Urpose Fastener Hrpose S rastener Elevate Insulation Fastening Plate Min. %-inch steel penetration and engage the top flute of the steel deck
or Heavy-Duty Fastener
Structural . . . . Minimum 1.25-inch embedment. Fastener installed with a pilot hole in
Amrize Elevate Heavy-Duty Fastener or Concrete Drive Fastener Elevate Insulation Fastening Plate . , R R P Lo .
Concrete accordance with the fastener manufacturer’s published installation instructions

3 Unless otherwise noted, insulation may be any one layer or combination of FBC Approved (Local or Statewide) board(s) that meet FBC HVHZ 1516 and, for foam plastic, FBC Chapter 26, when installed with the roof

cover.

4 Minimum 200 psi, minimum 2-inch thick FBC HVHZ Approved lightweight insulating concrete may be substituted for or installed below, rigid insulation board for System Types B-1, C-1, C-2, D-1 or D-2, whereby
fasteners are installed through the lightweight insulating concrete to engage the structural deck. The structural deck shall be of equal or greater type, thickness and strength to the steel and structural concrete
deck listings. Roof decks and structural members shall be in accordance with FBC requirements to the satisfaction of the Authority Having Jurisdiction. This is a wind uplift resistance allowance and does not purport
to address non-wind-uplift-related issues, such as deck venting or moisture levels within the LWIC and the potential effect on overlying components. If mechanical attachment to the structural deck through
lightweight insulating concrete is proposed, field withdrawal resistance testing shall be performed to confirm equivalent or determine enhanced fastening patterns and density. All testing and fastening design
shall be in compliance with Testing Application Standard TAS 105 and Roofing Application Standard RAS 117 and/or RAS 137. Calculations shall be prepared, signed and sealed by a qualified design professional.

5  Preliminary insulation attachment: Unless otherwise noted, use FBC HVHZ Approved roofing fasteners; minimum four fasteners per 4 x 8 ft board or minimum two fasteners per 4 x 4 ft board.

6  Unless otherwise noted, insulation adhesive application rates are as follows.
v’ Referenced ribbon or bead width is at the time of application (wet); the ribbons/beads shall expand as noted in the manufacturer’s published instructions.
v If applying hot asphalt to concrete deck, deck shall be primed with ASTM D41 primer.
v" When multiple layers(s) of insulation and/or coverboard are installed in ribbon-applied adhesive, board joints shall be staggered.
v The maximum edge distance from the adhesive ribbon to the edge of the insulation board shall be not less than one-half the specified ribbons spacing.

INSULATION ADHESIVE REFERENCES, RIBBON-APPLIED

By ADHESIVE MINIMUM RATE
1.5.0. Twin Pack | Continuous 0.5 to 0.75-inch wide ribbons, 12-inch o.c.
1.5.0. Spray R | Continuous 0.5 to 0.75-inch wide ribbons, 12-inch o.c.
Elevate 1.5.0. Stick | Continuous 0.75 to 1-inch wide ribbons, 12-inch o.c.
Twin Jet | Continuous 1 to 1.5-inch wide ribbons, 12-inch o.c.
TwinJetY | Continuous 2.5 to 3-inch wide ribbons, 12-inch o.c.
Generic, ASTM D312, Type IV hot asphalt | Full coverage at 25-30 Ibs/square
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6A  The following insulation adhesives may be ‘spatter-applied’ in lieu of ribbon applied, with the following Maximum Design Pressure (MDP) limitations. In no case shall these values be used to add/amend insulation
options or ‘increase’ the MDP listings in the tables; rather, if a board-stock option is listed in both your selected system and in the summary below, and if the MDP listing in the summary below meets or exceeds
that of your selected system, then the ‘spatter-application’ is permissible in lieu of the ribbon-application.

7

INSULATION ADHESIVE REFERENCES, SPATTER-APPLIED, RATES

Gypsum

ADHESIVE SPATTER-RATE
1.5.0. Spray R | 0.55to 0.75 gal/sq
Twin Jet | 0.318 gal/sq
TwinJetY | 2.85Ibs/sq
SPATTER-APPLIED, SUBSTRATES AND IVIDP LIMITATIONS
DEck BOARD STOCK OPTIONS MDP (psF)

Structodek High Density Fiberboard Roof Insulation and/or DensDeck -45.0
Steel ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite, ISOGARD 1275

HG, HailGard, DensDeck Prime and/or SECUROCK Gypsum-Fiber Roof Board ’
Structodek High Density Fiberboard Roof Insulation and/or DensDeck -142.5
Structural Concrete | ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite, ISOGARD -495.0

HG, HailGard, DensDeck Prime and/or SECUROCK Gypsum-Fiber Roof Board ’

Wood, Cementitious | ISOGARD GL, ISOGARD CG, ISOGARD HD, ISOGARD HD Composite, ISOGARD

Wood Fiber or Existing | HG, HailGard, DensDeck, DensDeck Prime, SECUROCK Gypsum-Fiber Roof -45.0

Board and/or Structodek High Density Fiberboard Roof Insulation

Unless otherwise noted, all insulations are flat-stock or taper board of the minimum thickness noted. Tapered polyisocyanurate at the following thickness limitations may be substituted with the following Maximum
Design Pressure (MDP) limitations. In no case shall these values be used to ‘increase’ the MDP listings in the tables; rather if MDP listing below meets or exceeds that listed for a particular system in the tables,
then the thinner board listed below may be used as a drop-in for the equivalent thicker material listed in the table.

MDP LIMITATIONS FOR TAPERED POLYISOCYANURATE INSULATIONS

ADHESIVE COVERAGE INSULATION MIN. TAPERED THICKNESS (IN) MDP (psF)
1.5.0. Twin Pack or I.S.0. Spray R 12-inch o.c. ISOGARD GL or ISOGARD CG 0.5 -210.0
1.5.0. Twin Pack or 1.S.0. Spray R 12-inch o.c. Min. two (2) layers ISOGARD GL or ISOGARD CG 0.5 -360.0
1.5.0. Twin Pack or 1.S.0. Spray R 6-inch o.c. ISOGARD CG 0.5 -405.0
1.5.0. Stick or Twin Jet 12-inch o.c. ISOGARD CG 0.5 -165.0
1.5.0. Stick or Twin Jet 12-inch o.c. ISOGARD GL 0.5 -187.5
1.5.0. Stick or Twin Jet 6-inch o.c. ISOGARD CG 0.5 -405.0
Twin JetY 12-inch o.c. ISOGARD GL or ISOGARD CG 1.0 -117.5
Hot asphalt Full coverage ISOGARD GL 0.5 -120.0

8 Bonded polyisocyanurate insulation boards shall be maximum 4 x 4 ft.

9  For mechanically attached components, the maximum design pressure for the selected assembly shall meet or exceed at least the Zone 1 PRIME design pressure determined in accordance with FBC HVHZ 1620 or
Roofing Application Standard RAS 128. Elevated pressure zones shall employ an attachment density designed by a qualified design professional to resist the elevated pressure criteria in accordance with Roofing
Application Standard RAS 117 or RAS 137. *This extrapolation is not permitted for systems marked with an asterisk*

10 For tables and/or assemblies marked with an asterisk*, the maximum design pressure for the selected assembly shall meet or exceed critical design pressure determined in accordance with FBC Chapter 16. No
rational analysis is permitted for these systems.
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11  For mechanically attached components over existing decks, at the discretion of the Authority Having Jurisdiction, fasteners shall be tested in the existing deck for withdrawal resistance in accordance with Testing
Application Standard TAS 105. A qualified design professional shall review the data for comparison to the minimum requirements for the system. Should the fastener resistance be less than that required, a revised
fastener spacing — prepared, signed and sealed by a qualified design professional in accordance with Roofing Application Standard RAS 117 or RAS 137 — may be submitted to the Building Official for review and
acceptance. For systems using Trufast Versa-Fast, the number of Versa-Fast Fasteners installed through the Versa-Fast Plate may be increased from the minimum noted in order to yield minimum required
withdrawal resistance.

12 Refer to FBC HVHZ 1521 for requirements and limitations regarding recover installations. For bonded insulation or membrane over existing substrates in a re-roof (tear off) or recover installation, the existing deck
or existing roof surface shall be examined for compatibility with the adhesive to be installed. If any surface conditions exist that bring system performance into question, field uplift testing shall be conducted on
mock-ups of the proposed new roof assembly to the satisfaction of the Authority Having Jurisdiction. For bonded insulation or membrane over existing substrates in a recover installation, the existing roof system
shall be capable of resisting project design pressures on its own merit to the satisfaction of the Authority Having Jurisdiction, as documented through field uplift testing in accordance with Testing Application

Standard TAS 124.

12A  Reference to “Existing gravel-surfaced asphaltic built-up roof, brushed / spudded and vacuumed to
remove loose gravel” in Table 7A is intended to convey an as-tested condition whereby any loose-gravel
that does not remain embedded in the asphalt flood coat after brushing and/or spudding be removed.
The gravel that remains embedded in the asphalt flood coat remains.

13 For Structural Concrete Deck or Recover Applications using System Type C-1 the base insulation layer is optional and for System Type C-2, D-1 or D-2, the insulation is optional. Alternatively, an FBC HVHZ Approved
insulation board or coverboard may be used as a separation layer. Board products shall be preliminarily attached prior to roof cover installation (Note 5). The separator component shall be documented as meeting
FBC HVHZ 1516 and, for foam plastic, FBC Chapter 26, when installed with the roof cover in Recover applications.

14  Lightweight insulating concrete (LWIC) shall be cast in accordance with FBC Section 1917 to the satisfaction of the Authority Having Jurisdiction. For systems where specific LWIC is referenced, refer to current
LWIC Product Approval for specific deck construction and limitations. Unless otherwise noted, for systems where specific LWIC is not referenced, the minimum design mix shall be 300 psi. In all cases, the minimum
top-coat thickness is 2-inches. For LWIC over structural concrete, reference is made to FBC Section 1917.4.1, Point 1.

14A  For “pre-existent” LWIC references, listings were established through testing over lightweight concrete cast using only foaming agent (ASTM C896), water and Portland cement (ASTM C150), with no proprietary
additives, in accordance with procedures adopted by Miami-Dade BCCO (FBC CER1592). Use of these listings in new construction or re-roof (tear-off) applications is at the discretion of the Designer or Record
and Authority Having Jurisdiction.
As a field QA measure of the pre-existent cellular lightweight concrete:
» Compressive strength testing shall be conducted in accordance with ASTM €513 and shall yield an average result as per the system listing.
» Field withdrawal resistance testing in accordance with Note 11 shall yield an average result as per the system listing.
» If question exists as to wind uplift performance of the pre-existent cellular lightweight concrete, or adhesion to the LWC surface, field uplift testing in accordance with Note 12 is recommended.
All testing shall be performed by an accredited testing agency acceptable to the Authority Having Jurisdiction

©ONEMO ETC, LLC P.E. EVALUATION REPORT: 8™ EDITION (2023) FBC HVHZ PEER-AMZ-002.B for FL48109-R0 (HVHZ)
Certificate of Authorization #32455 Elevate Modified Bitumen Roof Systems; (317) 572-4100 Revision 0: 04/13/2026
TOP OF APPENDIX Appendix 1, Page 4 of 20


https://codes.iccsafe.org/content/FLTP2023P1
https://codes.iccsafe.org/content/FLTP2023P1
https://codes.iccsafe.org/content/FLTP2023P1
https://codes.iccsafe.org/content/FLTP2023P1
https://codes.iccsafe.org/content/FLTP2023P1
https://codes.iccsafe.org/content/FLTP2023P1
https://codes.iccsafe.org/content/FLTP2023P1
https://codes.iccsafe.org/content/FLTP2023P1

15

15A

15C

16
16A

For bonded membrane applications, unless otherwise noted, refer to the following.

®

NEmoO | etc.

MEMBRANE / ADHESIVE COMBINATIONS

REFERENCE LAYER MATERIAL APPLICATION
Base Ply | One or more plies SBS SA BASE, SBS SA BASE Premium, SBS FR SA BASE or SBS FR SA BASE Premium i
SBS-SA If-Adh
Cap Ply | SBS SA CAP or SBS FR SA CAP Self-Adhering

Asphalt or cold-adhesives shall not be applied to poly-film surfaced membranes.

DETEC Systems “TruGround® Conductive Primer” may be applied to DensDeck Prime and SECUROCK Gypsum-Fiber Roof Board with no adverse effect on system wind uplift performance.

Surfacing materials which hold current FBC Approval for use over modified bitumen membranes may be applied to the Cap Ply without adverse effect on the system wind load performance. Refer to current
Amrize Building Envelope LLC Florida Product Approval or Miami-Dade NOA for approved surfacing materials and a Roofing Materials Directory for fire ratings associated with surfacing usage.

Thermal Barrier and/or Air or Vapor Barrier Options:

Structural Concrete Decks: The lesser of the MDP listings below vs. that for the selected assembly applies.

AIR OR VAPOR BARRIER OPTIONS, STRUCTURAL CONCRETE DECK, ADHERED INSULATION
AIR OR VAPOR BARRIER INSULATION ADHESIVE PER TABLE 3A
Oerion # PRIMER TyPE APPLICATION (NoTES 6,7,8) MDP (psF)
C-VB-1. V-Force SB Primer V-Force Vapor Barrier Self-adhering 1.5.0. Spray R -255.0
C-VB-2. V-Force SB Primer V-Force Vapor Barrier Self-adhering 1.5.0. Stick or Twin Jet -262.5
C-VB-3. V-Force SB Primer V-Force Vapor Barrier Self-adhering 1.5.0. Twin Pack -255.0
C-VB-4. V-Force SB Primer V-Force Vapor Barrier Self-adhering Twin Jet Y, RIBBON -217.5
C-VB-5. None V-Force FR Vapor Barrier Self-adhering 1.5.0. Spray R, I.5.0. Twin Pack, I.S.0. Stick or Twin Jet -185.0
C-VB-6. None V-Force FR Vapor Barrier Self-adhering Twin Jet Y, RIBBON, 4-inch o.c. -185.0
C-VB-7. None V-Force FR Vapor Barrier Self-adhering 1.5.0. Spray R, I.5.0. Twin Pack, or Twin Jet Y, 6-inch o.c. -202.5
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17  Unless otherwise noted, insulation or coverboard attachment patterns for Type B-1, Type B-2 and Type C-1 systems are as outlined below.

NEmO | etc.

INSULATION ATTACHMENT PATTERNS —4X4 FT BOARDS

-12-in.~—24-in.—— 6-in. - -~ 18-in. - 6-in. 6-in.~——18-in. 6-in.
1 1 T T ] T i
12-in 6-in. i
| 12-in. 18-in.
24-in 12-in. i
: 6in. 18-in.
12-in i 6-in.
! -12-in.~ 6-in. i
1 per 4.0 ft2 (4 per board) 1 per 2.0 ft2 (8 per board) 1 per 1.8 ft2 (9 per board)
6-in.—-18-in.— 6-in. 6-in. = =~ 18-in. - 6-in. 6-in.+~ -12-in.~- 6-in.

! | i

12-in. 12-in. 12-in.

i ! !
6-in. 12-in. 12-in.
6-in. ! !
12-in. 1Z7in. 12;in

1 6-in. -i
6-in. - ; [ _ 6 in.

f ~-18-in. -~ - 6-in. =12-in.-—6-in.

1 per 1.6 ft2 (10 per board) 1 per 1.3 ft2 (12 per board) 1 per 1.0 ft2 (16 per board)
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INSULATION ATTACHMENT PATTERNS —4X8 FT BOARDS
6-in.4— 6-in. = -~ 18-in. - - = 6-in.
1 — [ - .
12-in. 125in. 6-in. | Gin.
E 18-in. 18-in.
24-in. 24-in. > T H - 1
| 18-in 18-in
24tin. 24-in. 12:in. a 12:‘|n
[ 18-in 18-in
24-in f
24-in. :
| 18-in. 18-in.
12in 6-in. " 6in.
12-in. ' ) i
| | -12-in.- 24-in. - - 28-in. -
1 per 4.0 ft2 (8 per board) 1 per 2.0 ft2 (16 per board) 1 per 1.8 ft2 (18 per board)
6-in.+~—12-in.- 6-in— 6-in. - —12-in.- I
' i . [ 6-in.
12-in. Bein. ;
! 12-in. 12-in.
18-in. 124in. 12-in.
-i 12-in.
180N, 12!m. :
} 12-in. 12-in.
18-in. 12-in. 12-in.
. 12-in. 12-in.
18-in. | '
: 12-in. 12-in.
12in. i, S
=12-in.- - 6-in. - 24-in. - -12-in.- = 6-in.
1 per 1.6 ft2 (20 per board) 1 per 1.3 ft2 (24 per board) 1 per 1.0 ft2 (32 per board)
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18 The following products are interchangeable within the scope of this PEER.

/ACCEPTABLE ALTERNATES
SUB-CATEGORY By LISTED PRODUCT HEREIN ALTERNATE FBC
- Amri ISOGARD GL 1SO 95+ GL 25102317
mrize - X
OOFING ISOGARD CG RESISTA
INSULATION - — - -
Georgia-Pacific Gypsum, LLC DensDeck Prime DensDeck StormX Prime Roof Board FL1250

19  “MDP” = Maximum Design Pressure is the result of testing for wind load resistance based on allowable wind loads. FBC (HVHZ) 1620 and Roofing Application Standard RAS 128 for determination of design wind
loads (Note 9 and Note 10).

TABLE 1A: WOOD DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer Roof Cover (Note 15
System Deck Base Insulation Layer H u {Note 15} MDP
No. (Note 1) (Note 3, Note 13) Type Fasten (Note 11) iz Base Ply Ply Cap Ply (psf)
(Note 17)
Min. 15/32-inch (existing) | One or morelayers, any | .. 6 5 inch SecUROCK Note 2 or OMG #14 Roofgrip with OMG 3 in. Round 1 per (Optional)
W-1 or min. 19/32-inch (new) combination, min. 1- X ; . ) SBS-SA SBS-SA -45.0
X . Gypsum-Fiber Roof Board Metal Plate or OMG 3 in. Ribbed Galvalume Plate (Flat) 2.0 ft SBS-SA
APA rated CDX plywood inch, loose laid
Min. 15/32-inch (existing) One or more layers, any ) . - ) )
W-2 | ormin. 19/32-inch (new) | combination, min. 1- IF\,/:;;:.ZS-mch P —:‘A‘lttzlzp‘l’;thG #14 Rofifgrip with OMG 3 in. Round 21 o | sBssA (S(;’S’t's(;\na') SBS-SA | -45.0
APA rated CDX plywood inch, loose laid )
. . One or more layers, any | Min. 0.25-inch DensDeck s . . .
W-3 Min. 19/32-inch APA rated combination, min. 1- Prime or SECUROCK Gypsum- Trufast Versa FasFener (min. A ' penetration) & Plate; 2 1 per2 SBS-SA (Optional) SBS-SA 45.0
CDX plywood X . . screws per plate installed 180° into the holes of the plate 2.0 ft SBS-SA
inch, loose laid Fiber Roof Board
M|n..15/32—|nc.h (existing) (Optional) One or more . ' 1 per (Optional)
W-4 or min. 19/32-inch (new) layers, any Min. 1-inch ISOGARD GL Note 2 SBS-SA SBS-SA -52.5
[ . I 1.6 ft? SBS-SA
APA rated CDX plywood combination, loose laid
Min. 15/32-inch (existing) (Optional) One or more OMG #14 Heavy Duty with OMG 3 in. Ribbed Galvalume 1 per (Optional)
W-5 or min. 19/32-inch (new) layers, any Min. 1.5-inch ISOGARD GL Plate, Dekfast DF-#15-PH3 with Dekfast PLT-R-3 or 1 6pft2 SBS-SA SBE—SA SBS-SA -60.0
APA rated CDX plywood combination, loose laid Trufast #14 HD with Trufast 3” Metal Insulation Plate ’
Dekfast DF-#12-PH3 with Dekfast PLT-H-2-7/8, Dekfast
. ) (Optional) One or more DF-#12-PH3 with Dekfast PLT-R-3, OMG #12 Roofgrip )
Min. 19/32-inch APA 1 |
W-6 C['); |9\/N‘°’00';° rated | | 0P Min. 1.5-inch ISOGARD GL with OMG 3 in. Galvalume Plate (non-ribbed) or OMG . 3”:2 SBS-SA (S(égf'sc;”a ) | ses-sa | -67.5*
Py combination, loose laid AccuTrac Plate or Trufast #12 DP with Trufast 3” Metal '
Insulation Plate
. . (Optional) One or more Trufast Versa Fastener (min. %” penetration) & Plate; 2 )
W-7 Min. 15/32-inch APA 50 layers, any Min. 1.5-inch ISOGARD GL screws per plate installed 180° into the holes of the 1 perz SBS-SA (Optional) SBS-SA -67.5%
CDX plywood I . 1.3 ft SBS-SA
combination, loose laid plate*
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TABLE 18: WOOD DECKS —NEW CONSTRUCTION, REROOF (TeAR-OFF) orR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER
Insulation Layer(s)

NEmO | etc.

B heet Roof C (Note 15)
System Deck (Note 1) (Note 3, Note 13) ase Shee oot Cover fiote 2
o. (psf)
Type Attach Type Fasten (Note 11 Attach Base Ply Cap Ply
Min. 19/32-inch APA rated One or more prelim. SBS FF TORCH BASE Dekfast DF—#14—PH3.W|th Dekfas: PLT-H-2-7/8 12—!nch o.c. at min. 4-inch lap and
W-8 layers, any or Trufast #14 HD with Trufast 3” Metal 12-inch o.c. at two, equally spaced, SBS-SA SBS-SA -52.5%
CDX plywood Lo Attached or SBS FS BASE .
combination Insulation Plate staggered center rows
. . One or more . Lo 12-inch o.c. at min. 4-inch lap and
Min. 19/32-inch APA Prelim. BS FF TORCH BASE MG #12 Roof| h OMG AccuT: FI .
W-9 in. 19/32-inc rated layers, any refim SBS ORC S OMG oofgrip with OMG AccuTrac Flat 12-inch o.c. at two, equally spaced, SBS-SA SBS-SA -60.0*
CDX plywood L Attached or SBS FS BASE Bottom
combination staggered center rows
One or more Trufast Versa Fastener (min. %” penetration) 12-inch o.c. at min. 4-inch lap and
W-10 Min. 19/32-inch APA rated lavers. an Loose-laid SBS FF TORCH BASE | & Plate; 2 screws per plate installed 180° into 12-inch o.c. at two.(Z) o uaI‘I) SBS-SA SBS-SA 675
CDX plywood v ! y or SBS FS BASE the holes of the plate, parallel to the width- . » equally '
combination . spaced, staggered center rows
direction of the sheet.
MG #14 H D ith OM in. R
Min. 15/32-inch (existing) One or more oMS eavy Duty with OMORQ. Round 12-inch o.c. at min. 4-inch lap and
R R . SBS FF TORCH BASE | Metal Plate or OMG AccuTrac Flat Bottom or .
W-11 or min. 19/32-inch (new) layers, any Loose-laid . Y 12-inch o.c. at two (2), equally SBS-SA SBS-SA -90.0
L or SBS FS BASE Trufast #14 HD with Trufast 3” Metal
APA rated CDX plywood combination ) spaced, staggered center rows
Insulation Plate
Trufast Versa Fastener (min. %” penetration) . . .
Wop | Min. 19/32-inch APA rated gnzrc;rgore Prelim. SBS FF TORCH BASE | & Plate; 1 screws per plate in center hole. ?,;:;cg :'Z'taf;m'?A;";nzg:fpsazgegd' SBS.SA SBS.SA 1975
CDX plywood Vers, any Attached or SBS FS BASE Note: Versa-Fast Plate shall be primed with - » equally sp '
combination ) center rows
ASTM D41 primer.
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TABLE 1c: WOOD DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET (NAILs), BONDED ROOF COVER

NEmO | etc.

System Base Sheet Roof Cover (Note 15) MDP
Deck (Note 1)
No. Type Fasten (Note 11) Attach Base Ply Cap Ply (psf)
No BASE PLy:

W-13 Min. 19/32-inch APA rated | SBS FF TORCH BASE | 11 ga. annular ring shank nails with 32 ga. x 1- 8-inch o.c. at min. 4-inch lap and 8-inch o.c. at three (3), equally None SBS-SA 60.0
CDX plywood or SBS FS BASE 5/8-inch diameter tin caps spaced, staggered center rows '

W-14 Min. 19/32-inch APA rated | SBS FF TORCH BASE | 11 ga. annular ring shank nails with 32 ga. x 1- 4-inch o.c. at min. 4-inch lap and 4-inch o.c. at four (4), equally None SBS-SA 975
CDX plywood or SBS FS BASE 5/8-inch diameter tin caps. spaced, staggered center rows '

. . 11 ga. annular ring shank nails with 32 ga. x 1- . . . .
W-15 E/IDI; IIQC\;’ngch APA rated ?:SsgsF :?:ESHEBASE 5/8-inch diameter tin caps. Note: Tin caps are to S ch:do.sct.aat ::I:A i;:tc:rl::\:\;nd B-inch o.c. at four (4), equally None SBS-SA -112.5
ply be primed with ASTM D41 primer. P » Stagg
SELF-ADHERING BASE PLY:

W-16 Min. 19/32-inch APA rated | SBS FF TORCH BASE | 11 ga. annular ring shank nails with 32 ga. x 1- 8-inch o.c. at min. 4-inch lap and 8-inch o.c. at three (3), equally SBS-SA SBS-SA -60.0
CDX plywood or SBS FS BASE 5/8-inch diameter tin caps spaced, staggered center rows '
Mln.‘15/32-|nc.h (existing) SBS FF TORCH BASE | 12 ga. annular ring shank nails with 32 ga. x 1- 6-inch o.c. at min. 4-inch lap and 6-inch o.c. at four (4), equally

Lisey/ or min. 19/32-inch (new} or SBS FS BASE 5/8-inch diameter tin caps spaced center rows SBS-SA SBS-SA 750
APA rated CDX plywood y P

W-18 Min. 19/32-inch APA rated | SBS FF TORCH BASE | 11 ga. annular ring shank nails with 32 ga. x 1- 4-inch o.c. at min. 4-inch lap and 4-inch o.c. at four (4), equally SBS-SA SBS-SA 975
CDX plywood or SBS FS BASE 5/8-inch diameter tin caps. spaced, staggered center rows '

. . 11 ga. annular ring shank nails with 32 ga. x 1- ; R . .

W-19 2/::'); 1|9C\?joz1ch APA rated Z?SSI;SF -FI?IFB{EIS-‘EBASE 5/8-inch diameter tin caps. Note: Tin caps are to S |ancc:do.sctéat ::':C'i i;:tc:rlf:\,:snd 6-inch o.c. at four (4), equally SBS-SA SBS-SA -112.5

ply be primed with ASTM D41 primer. P » Stagg

PEER-AMZ-002.B for FL48109-R0 (HVHZ)
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TABLE 1p: WOOD DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) OR RECOVER

SYSTEM TYPE E-2: NON-INSULATED, MECHANICALLY ATTACHED BASE SHEET (screws & pLATES), BONDED ROOF COVER

Base Sheet Roof Cover (Note 15)
System Deck (Note 1) = MDP
No. Type Fasten (Note 11) I Attach Base Ply | Cap (psf)
No BASE PLy:
in 37 : .
Min. 19/32-inch APA | SBS FF TORCH BASE or | |[/fast Versa Fastener (min. %" penetration) & Plate; 2 screws per | 1) 4y o 24 min a-inch lap and 12-inch o.c. at
W-20 plate installed 180° into the holes of the plate, parallel to the width- None SBS-SA -67.5
rated CDX plywood SBS FS BASE - two (2), equally spaced, staggered center rows
direction of the sheet.
SELF-ADHERING BASE PLY:
W-21 Min. 19/32-inch APA SBS FF TORCH BASE or Dekfast DF-#14-PH3 with Dekfast PLT-H-2-7/8 or Trufast #14 HD 12-inch o.c. at min. 4-inch lap and 12-inch o.c. at SBS-SA SBS-SA 52.5%
rated CDX plywood SBS FS BASE with Trufast 3” Metal Insulation Plate two (2), equally spaced, staggered center rows '
Min. 19/32-inch APA SBS FF TORCH BASE or N 12-inch o.c. at min. 4-inch lap and 12-inch o.c. at «
Ww-22 rated CDX plywood SBS FS BASE OMG #12 Roofgrip with OMG AccuTrac Flat Bottom two (2), equally spaced, staggered center rows SBS-5A SBS-SA 60.0
. . Trufast Versa Fastener (min. %” penetration) & Plate; 2 screws per . . . .
W-23 Min. 19/32-inch APA SBS FFTORCH BASE or plate installed 180° into the holes of the plate, parallel to the width- 12-inch o.c. at min. 4-inch lap and 12-inch o.c. at SBS-SA SBS-SA -67.5
rated CDX plywood SBS FS BASE - two (2), equally spaced, staggered center rows
direction of the sheet.
. . Trufast Versa Fastener (min. %” penetration) & Plate; 1 screws per . . . .
W-24 'r\glt:_.(jlc%iz :n@ZﬁZA :gz EE gisRé: H BASE or plate in center hole. Note: Versa-Fast Plate shall be primed with ?oLnrc&;).: itaﬂq'r;' 2!2;228n2:rn:103v;nm oc.at SBS-SA SBS-SA -127.5
Py ASTM D41 primer. » equatly sp
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TABLE 2A: STEEL OR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TEAR-OFF) oR RECO

VER

o

NEmO | etc.

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER
Top Insulation Layer

Base Insulation Layer

Roof Cover (Note 15)

H-Shield CG

Metal Plate

System Deck e N MDP
ttac ac
No. (Note 1) (psf)
Type Fasten (Note 11) Swmpss Type N Base Ply Ply Cap Ply
1.S.0. TWIN PACK OR I.S.0. SPRAY R:
o1 Min. 22 ga., type | Min. 2-inch ISOGARD Trufast #14 MP fasteners with Trufast 3 1 per ;/Iolgf gfjﬁ?;iéﬁlcngzzyat IPicokc;rr“I”gO SBS-SA (Optional) SBS-SA 45.0*
' B, Grade 33 steel | GL or ISOGARD CG in. Metal Insulation Plates 4.0 ft? - SBS-SA '
Cement Roof Board Spray R
. . . Min. 0.25-inch DensDeck Prime, 1.5.0. Twin .
S-2. gmg'r:jeg;; :Zs:l gﬂ:r;r:llsSégzgsggARD Note 2 Zlgitrz DEXcell FA Glass Mat Roof Board or Pack or I.S.0. | SBS-SA (S(;;S)flsc;\nal) SBS-SA -52.5
! ’ SECUROCK Gypsum-Fiber Roof Board Spray R
. . . Min. 0.25-inch DensDeck Prime, 1.5.0. Twin .
5-3. g"'g‘r jjegZ(; el g'L”;'rzl's'chhA':gcégRD Note 2 . b | DEXcell FA Glass Mat Roof Board or Packor 15.0. | SBS-SA (s(;gf'sc;”a') SBS-SA | -60.0
’ | SECUROCK Gypsum-Fiber Roof Board Spray R
. Min. 2-inch ACFoam I, Trufast #15 EHD with Trufast 3” Metal . . . 1.5.0. Twin .
S-4. Min. 22 ga., type ACFoam lll, H-Shield or Insulation Plate or Trufast 3” Recessed A perz Min. 0.25-inch DensD.eck Prime or Pack or I.S.0. | SBS-SA (Optional) SBS-SA -75.0
B, Grade 40 steel . 1.6 ft SECUROCK Gypsum-Fiber Roof Board SBS-SA
H-Shield CG Metal Plate Spray R
. . . ” 1.S.0. Twin
55 Min. 22 ga., type /’\A/Ic”;oirrl1n|c|:1 ﬁcsﬁf.iﬁ !r H::T:;:: EI;IEI:: oV:I;rr‘u;;ﬁaast :ec':l:st:tlj Lper | Min. 0.5-inch DensDeck Prime or Packorl5.0. | ¢pc op (Optional) | ¢pe o 1275
’ B, Grade 40 steel H-Shield Cé Metal Plate 1.0ft> | SECUROCK Gypsum-Fiber Roof Board Spray R, 4- SBS-SA '
inch o.c.
1.S.0. STICK OR TWIN JET:
. . . Min. 0.25-inch DensDeck Prime, . .
5-6. g"'g'razjeg;; :Zg’eel g"l_”:)'rll';o"é';gg SSARD Note 2 21 e | DEXcell FA Glass Mat Roof Board or IijS\ Jsett'c'( " | sBs-sa (s?agfls(;\nal) SBS-SA -52.5
! ’ SECUROCK Gypsum-Fiber Roof Board
. . . Min. 0.25-inch DensDeck Prime, . .
5-7. g"'g'r :jeg:'(')’ Jee gﬂﬂrl;ﬁ's'géh,fsgﬁém Note 2 . b | DEXcell FA Glass Mat Roof Board or e Jitt'd‘ o | sBssa (S(égf'sc;”a') SBS-SA | -60.0
’ : SECUROCK Gypsum-Fiber Roof Board
TWINJETY:
Min. 0.25-inch DEXcell FA Glass Mat
Min. 22 ga., type Min. 1.5-inch ISOGARD 1 per . (Optional)
S-8. B, Grade 33 steel | GL or ISOGARD CG Note 2 202 R.oof Board or SECUROCK Gypsum Twin JetY SBS-SA SBS-SA SBS-SA 52.5
Fiber Roof Board
. . . Min. 0.25-inch DensDeck Prime, .
5-9. g"'g'r azjegja Jee g"ﬁtjgg‘g‘;égﬁéw Note 2 . £ | DEXcell FA Glass Mat Roof Board or TwinletY | SBS-SA g?'sina') SBS-SA | -60.0
’ : SECUROCK Gypsum-Fiber Roof Board
Min. 2-inch ACFoam | Trufast #15 EHD with Trufast 3” Metal
Min. 22 ga., type A ! . ) 1 per Min. 0.25-inch DensDeck Prime or . (Optional)
S-10. B, Grade 40 steel ACFoam Ill, H-Shield or Insulation Plate or Trufast 3” Recessed 160 SECUROCK Gypsum-Fiber Roof Board Twin JetY SBS-SA SBS-SA SBS-SA 75.0
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TABLE 2A: STEEL OR STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE B-1: MECHANICALLY ATTACHED BASE INSULATION, BONDED TOP INSULATION, BONDED ROOF COVER

NEmO | etc.

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck - s MDP
Attac| acl ~
No. Note 1 T F Note 11 T Base PI Pl Pl sf
(Note 1) ype asten (Note 11) ore 17 ype Notes 678 ase Ply y Cap Ply (psf)
Min. 2-inch ACFoam Il Trufast #15 EHD with Trufast 3” Metal
Min. 22 ga., type . ! . W 1 per Min. 0.5-inch DensDeck Prime or Twin JetY, 4- (Optional)

-11. ACF 111, H-Shield | lat Plat Trufast 3” R d . . SBS-SA SBS-SA -127.5

S B, Grade 40 steel H-Sf:)izrlz G relaor ’3'2;:' FI:IJante ateor frutas ecesse 1.0 ft? SECUROCK Gypsum-Fiber Roof Board inch o.c. SBS-SA

TABLE 2B: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TEAR-OFF) orR RECOVER

SYSTEM TYPE C-1: MECHANICALLY ATTACHED INSULATION, BONDED ROOF COVER

Top Insulation Layer Roof Cover (Note 15)
System Deck (Note 1 Base Insulation Layer & v e MDP
No. (Note 1) (Note 3, Note 13) ac sf
Type Fasten (Note 11) o7 Base Ply Ply Cap Ply (psf)
I — | et il cptona
512, 33 steel or min. 2,500 psi | layers, any Min. 1.5-inch ISOGARD GL ), eavy-uuty Y : PET | sBs-sA P SBS-SA -45.0*
L . Drive Fastener (concrete only) with Elevate Insulation 2.0 ft SBS-SA
structural concrete combination, loose laid .
Fastening Plate
Min. 22 ga., type B, Grade One or more lavers. an Min. 0.25-inch DensDeck 1 per (Optional)
S-13. 33 steel or min. 2,500 psi L YETS, X ¥ Prime or SECUROCK Gypsum- | Note 2 P SBS-SA p SBS-SA -45.0*
combination, loose laid . T 2.0 ft2 SBS-SA
structural concrete Fiber Roof Board
All-P F All-P F |
Min. 22 ga., type B, Grade One or more layers, any | Min. 0.25-inch DensDeck onl )u:_?::: -git:nlfz:’stene:](rgéj jnlait(frng;r(;treeie 1 per
s-14. | 40steel or min. 2,500 psi | combination, min. 1- Prime or SECUROCK Gypsum- | or.Y M€V Ul onY . PET | ses-sa None SBS-SA -45.0
X . . Drive Fastener (concrete only) with Elevate Insulation 2.0 ft
structural concrete inch, loose laid Fiber Roof Board .
Fastening Plate
Min. 0.25-inch DEXcell FA
515 Min. 22 ga., type B, Grade One or more layers, any | Glass Mat Roof Board or Trufast #14 MP fasteners and 3 in. Metal Insulation 1 per SBS-SA (Optional) SBS-SA 45.0
: 33 steel combination, loose laid 7/16-inch DEXcell Cement Plates 1.8 ft? SBS-SA ’
Roof Board
Min. 22 ga., type B, Gradg (Optional) One or more . . 1 per (Optional)
S-16. 33 steel or min. 2,500 psi layers, any Min. 1.5-inch ISOGARD GL Note 2 2.0 22 SBS-SA SBS-SA SBS-SA -60.0
structural concrete combination, loose laid :
Min. 22 ga. B i |
in ga., type 3 Gradg (Optional) One or more . . 1 per (Optional) i
S-17. 33 steel or min. 2,500 psi layers, any Min. 1.5-inch ISOGARD GL Note 2 130 SBS-SA SBS-SA SBS-SA -67.5
structural concrete combination, loose laid :
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NEmO | etc.
TABLE 2c: STEEL OR STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION, REROOF (TeAR-OFF) oR RECOVER

SYSTEM TYPE D-2: INSULATED, MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER

1 lation L
System Deck e [ Base Sheet Roof Cover (Note 15) MDP
No Note 1 (Note 3, Note 13) o
’ Type | Attach Type Fasten (Note 11) | Attach Base Ply Cap Ply
SELF-ADHERING BASE PLY:
o 2282, pe® | oneormore | , . | $BSFFTORCH Dekfast DF-#14-PH3 with Dekfast PLT-H-2-7/8, OMG ;rz]d'"lczhlicch Ztcm;:'tj;(')mh lap
S-18. 2 500 psi structural ’ layers, any Attach;ed BASE or SBS FS #14 Roofgrip with OMG Flat Bottom Plate or Trufast cqually s ace(.:I 'sta er,ed SBS-SA SBS-SA -52.5*%
’ P combination BASE #14 HD with Trufast 3” Metal Insulation Plate quatly sp R
concrete center rows
Min. 22 ga., type B, 12-inch o.c. at min. 4-inch lap
Grade 33 steel or min. One or more Prelim. SBS FF TORCH OMG #12 Roofgrip (steel only) or OMG #14 Roofgrip | and 12-inch o.c. at two, «
S-19. ; layers, any BASE or SBS FS . SBS-SA SBS-SA -60.0
2,500 psi structural L Attached with OMG Flat Bottom Plate equally spaced, staggered
combination BASE
concrete center rows
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NEmO | etc.

TABLE 3A: STRUCTURAL CONCRETE DECKS —NEW CONSTRUCTION orR REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER
REFER TO NOTE 16A FOR AIR OR VAPOR BARRIER OPTIONS

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck Attach Attach och
No. Note 1 El3 ac sf
(Note 1) Type Notes 6.7.8 Type Notes 67,8 Base Ply Ply Cap Ply (psf)
1.5.0. TWIN PACK OR |.S.0. SPRAY R:
(Optional) One or more layer(s), . . . . . .
c1 i:)r:ccrt;real Min. 0.5-inch ISOGARD GL or IofloS gw;n :’aacll; g/lolgf g.jasr—énch DensDeck Prime or DEXcell FA Glass Mat L:'OS ;w;n Zac:; SBS-SA (s(;gflsc;nal) SBS-SA 2825
ISOGARD CG >0 Spray \ Chnd
(Optional) One or more layer(s), . Y .
cp | Strucural i 0.5-inch ISOGARD GL or 1.S.0. Twin Pack | o6 55 inch SECUROCK Gypsum-Fiber Roof Board 1.5.0. Twin Pack | ¢p0 cp (Optional) SBS-SA 32255
concrete or I.S.0. Spray R or 1.S.0. Spray R SBS-SA
ISOGARD CG
1.S.0. STICK OR TWIN JET:
c3 Structural Min. 1-inch ISOGARD GL or 1.S.0. Stick or Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat 1.S.0. Stick or SBS-SA (Optional) SBS-SA 1875
concrete ISOGARD CG Twin Jet Roof Board or SECUROCK Gypsum-Fiber Roof Board Twin Jet SBS-SA '
Structural (Optional) Min. 1.5-inch ISOGARD 1.5.0. Stick or . . . 1.5.0. Stick or (Optional)
C4 | concrete | GLor ISOGARD CG Twin Jet MingglP " QRs DQRIime Twin Jet SBS-SA SBS-SA SBS-SA 2825
Structural (Optional) Min. 1.5-inch ISOGARD 1.5.0. Stick or . . 1.5.0. Stick or (Optional)
C-5 concrete GL or ISOGARD CG Twin Jet Min. 0.25-inch DEXcell FA Glass Mat Roof Board Twin Jet SBS-SA SBS-SA SBS-SA -300.0
Structural (Optional) Min. 1.5-inch ISOGARD 1.S.0. Stick or ) ) . 1.S.0. Stick or (Optional)
C-6 concrete GL or ISOGARD CG Twin Jet Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Twin Jet SBS-SA SBS-SA SBS-SA 322.5
TWINJETY:
Structural Min. 1-inch ISOGARD GL or ) Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat ) (Optional)
&7 | concrete ISOGARD CG " Roof Board or SECUROCK Gypsum-Fiber Roof Board Twin Jet Y SBS-SA SBS-SA SBS-SA 187.5
Structural (Optional) Min. 1.5-inch ISOGARD . . . . . (Optional)
C-8 concrete GL or ISOGARD CG Twin Jet Y Min. 0.25-inch DensDeck Prime Twin JetY SBS-SA SBS-SA SBS-SA 282.5
Structural (Optional) Min. 1.5-inch ISOGARD . . . . (Optional)
C-9 concrete GL or ISOGARD CG Twin JetY Min. 0.25-inch DEXcell FA Glass Mat Roof Board Twin JetY SBS-SA SBS-SA SBS-SA 300.0
Structural (Optional) Min. 1.5-inch ISOGARD X 4 . . . (Optional)
C-10 concrete GL or ISOGARD CG Twin Jet Y Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Twin JetY SBS-SA SBS-SA SBS-SA 322.5
HOT ASPHALT:
Structural Min. 1.5-inch ISOGARD GL or . . . (Optional)
C-11 concrete ISOGARD CG Hot Asphalt Min. 0.25-inch DensDeck Prime Hot Asphalt SBS-SA SBS-SA SBS-SA -282.5
Structural Min. 1.5-inch ISOGARD GL or . . (Optional)
C-12 concrete ISOGARD CG Hot Asphalt Min. 0.25-inch DEXcell FA Glass Mat Roof Board Hot Asphalt SBS-SA SBS-SA SBS-SA -300.0
Structural Min. 1.5-inch ISOGARD GL or . . . (Optional)
C-13 concrete ISOGARD CG Hot Asphalt Min. 0.25-inch SECUROCK Gypsum-Fiber Roof Board Hot Asphalt SBS-SA SBS-SA SBS-SA -350.0
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NEmO | etc.

TABLE 3B: STRUCTURAL CONCRETE DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)
SYSTEM TYPE F: NON-INSULATED, BONDED BASE SHEET, BONDED ROOF COVER

Roof Cover (Note 15)
System Deck PrmeT MDP (psf)
No. (Note 1) Base Ply Ply Cap Ply
C-14 Structural concrete ASTM D41 SBS-SA (Optional) SBS-SA SBS-SA -202.5
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TABLE 4A: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmO | etc.

. . Base Insulation Layer Coverboard Roof Cover (Note 15)
System Deck Lightweight Concrete R R MDP
No. (Note 1) (Note 14) T ac T ac B Pl Pl Cap PI (psf)
e (Notes 6,7,8) e (Notes 6,7,8) . & e
CEeLCORE (NOA 24-0906.02):
Structural ('\I/LIITL.JI?r)ocg:::rr:tlz.;i_tlfr:%helt::rt ilesch:P:so'\l/cLZy g)oprt:eolr;\algr(s)nr:izr 1.5.0. Twin Min. 0.25-if@RensDeck Figgge, DEXCY 1.S.0. Twin (Optional)
twe-l concrete Modifying Admixture; treated with Celcore | 0.5-inch ISOGARD GL | Pack Z_A Gsla;f_’;?s;rngifgs;?dor ROk Pack SBS-5A SBS-SA SBS-SA -90.0
PVA Curing Compound or ISOGARD CG Ypsu
Structural ('\Z/tIeIITl:li‘(rxz:g:érgz.;i_t:%helt:cﬁt fﬁic;;:o'\lﬁl;y g)(?rt:-)lr;\a/gr(sjnriizr T-25-inch DEEDeck PrinTAgQERRel (Optional)
twe-2 concrete Modifying Admixture; treated with Celcore | 0.5-inch ISOGARD GL 1.5.0. Spray R Z_A iljrs:-';/ils;f:g;?;s:rjdor SECUNG 1.5.0. Spray R | SBS-SA SBS-SA SB5-SA -2400
PVA Curing Compound or ISOGARD CG vp
Min. 390 psi, min. 2-inch thick Celcore MF (Optional) One or 15.0. Twin 15.0. Twin
Structural | Cellular Concrete with Celcore HS Rheology | more layers, min. . Min. 0.25-inch DensDeck Prime or . (Optional)
Ltwe-s concrete Modifying Admixture; treated with Celcore | 0.5-inch ISOGARD GL ga:: o'; 1.5.0. DEXcell FA Glass Mat Roof Board za:: 0'; 1.5.0. | SBS-SA SBS-SA SB5-SA -3000
PVA Curing Compound or ISOGARD CG pray pray
Min. 390 psi, min. 2-inch thick Celcore MF (Optional) One or 1.5.0. Twin 1.5.0. Twin
Structural | Cellular Concrete with Celcore HS Rheology | more layers, min. i Min. 0.25-inch SECUROCK Gypsum-Fiber T (Optional)
Lwe-4 concrete Modifying Admixture; treated with Celcore | 0.5-inch ISOGARD GL ;’a:: o'; 1.5.0. Roof Board za:: o'; 1.5.0. | SBS-SA SBS-SA SB5-SA -3225
PVA Curing Compound or ISOGARD CG A pray
Min. 390 psi, min. 2-inch thick Celcore MF (Optional) Min. 1- . . .
LWC-5 ig:ccrt:t?l Cellular Concrete with Celcore HS Rheology | inch ISOGARD GLor | 1> Jitt'Ck °" | Min. 0.25-inch DensDeck Prime b Jitt'Ck " | sBs-sa (S(égf'sc;”a') SBS-SA | -282.5
Modifying Admixture ISOGARD CG
Min. 390 psi, min. 2-inch thick Celcore MF (Optional) Min. 1- . . . . . .
LWC-6 iz?cc::tr:l Cellular Concrete with Celcore HS Rheology | inch ISOGARD GL or ::\i;a';tfk or RMOIE% g.OZaSr-(ljnch SECUROCK Gypsum-Fiber ;:\i;icr)]';ttmk °" | sBs-sA (sggiﬂsinal) SBS-SA -322.5
Modifying Admixture ISOGARD CG
(Optional) Min. 1.5- Min. 0.25-inch DensDeck Prime or
LWC-7 Structural Min. 200 psi, min. 2-inch Celcore Cellular inch ISOGARD GL or Twin Jet Y SE.CUROCK. Gypsum-Fiber Roof Board or Twin Jet Y SBS-SA (Optional) SBS-SA 2225
concrete Concrete min. 7/16-inch DEXcell Cement Roof SBS-SA
ISOGARD CG
Board
ELAsTIZELL (NOA 23-0817.05):
Structural | Min. 200 psi, min 2-inch Range Il Elastizell | (OPtOnaN Min- 1.5- 1 ¢ 0 ‘it or | Min. 0.25-inch DensDeck Prime o 1.5.0. Stick or (Optional)
Lwc-8 e 7 PSh T N & inch ISOGARD GLor | > o ‘ > $BS-SA P SBS-SA | -225.0
concrete Lightweight Insulating Concrete. Twin Jet SECUROCK Gypsum-Fiber Roof Board Twin Jet SBS-SA
ISOGARD CG
) . Min. 0.25-inch DensDeck Prime or
Structural Min. 200 psi, min 2-inch Range Il Elastizell (Optional) Min. 1.5- SECUROCK Gypsum-Fiber Roof Board or (Optional)
LWC-9 71in. Z07psl, min & S inch ISOGARD GLor | Twin Jet Y _ VP Twin Jet Y SBS-SA P SBS-SA | -180.0
concrete Lightweight Insulating Concrete. min. 7/16-inch DEXcell Cement Roof SBS-SA
ISOGARD CG Board

MEARLCRETE (NOA 24-0514.06):
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NEmO | etc.
TABLE 4A: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

. . Base Insulation Layer Coverboard Roof Cover (Note 15)
System Deck Lightweight Concrete R R MDP
No. (Note 1) (Note 14) T ac T ac B Pl Pl Cap PI (psf)
ype (Notes 6,7,8) ype (Notes 6,7,8) ase Fly v ap Py
Min. 0.25-inch DensDeck Prime or
(Optional) Min. 1.5- X .
twe-to | Struetural | 900 psi, min. 2-inch Mearlcrete inch ISOGARD GLor | Twin Jet Y SECUROCK Gypsum-Fiber Roof Board or | o0y sps-sa | (Optional) | oo n | 2225
concrete min. 7/16-inch DEXcell Cement Roof SBS-SA
ISOGARD CG
Board
PRE-EXISTENT CELLULAR LWC (NOTE 14A):
Min. 22 Pre-existent, min. 2-inch thick cellular (Optional) Min. 0.5-
ga., Type lightweight concrete inch Polytherm A, 1.5.0. Twin Min. 0.25-inch DensDeck Prime, DEXcell 1.S.0. Twin (Optional)
LWC-11 BV, Grade Compressive: 410 psi Polytherm A G, Pack or I.5.0. | FA Glass Mat Roof Board or SECUROCK Pack or 1.5.0. | SBS-SA SBg SA SBS-SA -67.5
40 steel; 6 Withdrawal: 1.7 in. Assembled LWC Base Polytherm H or Spray R Gypsum-Fiber Roof Board Spray R
ft spans Ply Fastener: 132 Ibf Polytherm H CG
TABLE 48: DECK WITH LIGHTWEIGHT CONCRETE — NEW CONSTRUCTION orR REROOF (TEAR-OFF)
SYSTEM TYPE E-2: MECHANICALLY ATTACHED BASE SHEET, BONDED ROOF COVER
Base Sheet Roof Cover (Note 15)
System Deck (Note 1) Lightweight Concrete (Note 14) MDFP
No. Type | Fasten (Note 11) | Attach Base Ply | CapPly | (psf)
CEeLcORE (NOA 24-0906.02):
Min. 22 ga., type B steel at Min. 225 psi, min. 2—|nc.h thick Celcore SBS EF TORCH BASE Two Piece Impact 9-inch o.c. at a min. 4-inch lap and 18-inch
LWC-12 max 5 ft spans or structural MF Cellular Concrete with Celcore HS L . o.c. at two, equally spaced, staggered rows | SBS-SA SBS-SA -45.0
. . or SBS FS BASE Nail (min. 1.8-inch) . .
concrete Rheology Modifying Admixture in the field of the sheet
Min. 22 ga., type B steel at Min. 300 psi, min. 2-inch thick Celcore SBS FF TORCH BASE 1.7 in. Assembled 8-inch o.c. at a min. 4-inch lap and 8-inch
LWC-13 | max 5 ft spans or structural MF Cellular Concrete with Celcore HS or SBS FS BASE LWC Base Ply o.c. at three equally spaced, staggered SBS-SA SBS-SA -60.0
concrete Rheology Modifying Admixture Fastener center rows
ELASTIZELL (NOA 23-0817.05):
Min. 22 ga., type B steel at Min. 200 psi, min. 2-inch thick Range I SBS EF TORCH BASE 1.7 in. Assembled 7-inch o.c. at a min. 3-inch lap and 7-inch
LWC-14 max 5 ft spans or structural . R . . LWC Base Ply o.c. at two, equally spaced, staggered rows | SBS-SA SBS-SA -45.0
Elastizell Lightweight Insulating Concrete | or SBS FS BASE X .
concrete Fastener in the field of the sheet
. Min. 350 psi, min. 2-inch thick Elastizell . . . .
LWC-15 m;:(sz ?tgsa.z,artlzpoer isrzecilui:tal with Zell-Crete Fibers, supplemental SBS FETORCH BASE | Two Piece Impact glcm::; fhfezti T;Tl 45_ Ir;ccr;:iazgndjr_;r:ﬂm SBS-SA SBS-SA | -60.0
P attached with Roofgrip #21 and 3-inch or SBS FS BASE Nail (min. 1.8-inch) N  eduatly sp 1 51age ’
concrete ) rows in the field of the sheet
plates at 1 per 8 ft
MEARLCRETE (NOA 24-0514.06):
Min. 22 ga., type B steel at Min. 300 psi, min. 2-inch thick SBS FF TORCH BASE 1.7 in. Assembled 7-inch o.c. at a min. 4-inch lap and 7-inch
LWC-16 max 5 ft spans or structural LWC Base Ply o.c. at two, equally spaced, staggered rows SBS-SA SBS-SA -52.5
Mearlcrete or SBS FS BASE X )
concrete Fastener in the field of the sheet
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TABLE 5A: CEMENTITIOUS WOOD FIBER DECKS — NEW CONSTRUCTION or REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

NEmO | etc.

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck e s MDP
No. Note 1, Note 12 T ac T ac Base PI Pl Pl (psf)

( : L (Notes 6,7,8) L (Notes 6,7,8) e & Cap Ply
3-inch Tectum Min. 1.5-inch ISOGARD GL or 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof 1.5.0. Twin Pack (Optional)

CWF-1 ) SBS-SA SBS-SA -75.0
Plank; 4 ft span | ISOGARD CG or 1.5.0. Spray R | Board or SECUROCK Gypsum-Fiber Roof Board or I.S.0. Spray R SBS-SA
3-inch Tectum Min. 1.5-inch ISOGARD GL or 1.S.0. Stick or Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber 1.S.0. Stick or (Optional)

CWF-2 Plank; 4 ft span | ISOGARD CG Twin Jet Roof Board Twin Jet SBS-SA SBS-SA SBS-SA 45.0
3-inch Tectum Min. 1.5-inch ISOGARD GL or . Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber . (Optional)

CWF3 | plank; 4 ftspan | ISOGARD CG Twin Jet ¥ Roof Board Twin Jet ¥ SBS-5A SBS-SA SBS-5A 750

TABLE 6A: GYPSUM DECKS — REROOF (TEAR-OFF)

SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Deck e o MDP
No. (Note 1, Note 12) Type Ltac Type ttac Base Ply Ply Cap Ply (psf)
(Notes 6,7,8) (Notes 6,7,8)
Existing (Optional) Min. 0.5-inch ) Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof . (Optional)
61 | gypsumdeck | ISOGARD GLor 1SOGARD G | >O-TWINPack | g 4 or SECUROCK Gypsum-Fiber Roof Board 1.5.0. Twin Pack | SBS-SA SBS-SA SBS-SA 1500
Existing (Optional) Min. 0.5-inch Min. 0.25-inch DensDeck Prime, DEXcell FA Glass Mat Roof (Optional)
G2 | gypsumdeck | ISOGARD GLor 1SOGARD CG | >0 SPTY R 1 5 or SECUROCK Gypsum-Fiber Roof Board 1.5.0. Spray R SBS-SA SBS-SA SBSSA | 2100
63 Existing (Optional) Min. 1.5-inch 1.S.0. Stick or Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber 1.S.0. Stick or SBS-SA (Optional) SBS-SA 1125
gypsum deck ISOGARD GL or ISOGARD CG Twin Jet Roof Board Twin Jet SBS-SA ’
Existing (Optional) Min. 1.5-inch . Min. 0.25-inch DensDeck Prime or SECUROCK Gypsum-Fiber . (Optional)
G4 | gypsum deck ISOGARD GL or ISOGARD CG 3 Roof Board Twin JetY SBS-5A SBS-SA SBS-SA 257:5
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TABLE 7A: RECOVER APPLICATIONS
SYSTEM TYPE A-1: BONDED INSULATION, BONDED ROOF COVER

AThe reported MDP documents the allowable maximum design pressure of the new insulation and roof cover when installed atop the substrate, irrespective of the deck type (See Note 1) or performance of the substrate
(See Note 12). The deck and substrate shall be capable of resisting the project design pressure requirements, not to exceed the noted MDP, to the satisfaction of the Authority Having Jurisdiction.

NEmO | etc.

Base Insulation Layer Top Insulation Layer Roof Cover (Note 15)
System Substrate Y Attach & Y Attach = MDP
ac ac

No. Note 1, Note 12 Type Type Base Pl Pl Cap Pl (psf)*

‘ ) P (Notes 6,7,8) P (Notes 6,7,8) o & Py
Existing gravel-surfaced asphaltic built- . . . . Min. 0.25-inch DensDeck Prime, DEXcell FA . .
(Optional) Min. 0.5-inch 1.5.0. Twin Pack 1.5.0. Twin Pack (Optional)

R-1 up roof, brushed / spudded and ISOGARD GL or ISOGARD CG | or 1.5.0. Spray R Glass Mat.Roof Board or SECUROCK or 1.5.0. Spray R SBS-SA SBS-SA SBS-SA 60.0
vacuumed to remove loose gravel Gypsum-Fiber Roof Board
New or existing smooth- or granule-

R-2 surface asphalt BUR or SBS modified (Optional) Min. 0.5-inch 1.5.0. Twin Pack | Min. 0.25-inch DensDeck Prime or DEXcell 1.5.0. Twin Pack SBS-SA (Optional) SBS-SA -300.0
bitumen or granule-surface APP ISOGARD GL or ISOGARD CG | or1.S.0.Spray R | FA Glass Mat Roof Board or |.S.0. Spray R SBS-SA '
modified bitumen
New or existing smooth- or granule-

R-3 surface asphalt BUR or SBS modified (Optional) Min. 0.5-inch 1.5.0. Twin Pack [ Min. 0.25-inch SECUROCK Gypsum-Fiber 1.S.0. Twin Pack SBS-SA (Optional) SBS-SA 3225
bitumen or granule-surface APP ISOGARD GL or ISOGARD CG | orl.S.0.Spray R | Roof Board or |.S.0. Spray R SBS-SA '
modified bitumen
Existing smooth- or granule-surface . . . Min. 0.25-inch DensDeck Prime, DEXcell FA . .

R-4 | asphalt BUR or SBS modified bitumen or .“Sgé,i;{gcg G'SOGARD slor Y Jsett'Ck " | Glass Mat Roof Board or SECUROCK b Jsett'Ck o | sBs-sA (s(;gf'sc;”a') SBS-SA | -127.5
granule-surface APP modified bitumen Gypsum-Fiber Roof Board
Existing smooth- or granule-surface ) ) Min. 0.25-inch DensDeck Prime, DEXcell FA )

R-5 asphalt BUR or SBS modified bitumen or P:géiéBCEGLSOGARD 'R Twin Jet Y Glass Mat Roof Board or SECUROCK Twin Jet Y SBS-SA (S(égflsc;nal) SBS-SA -187.5
granule-surface APP modified bitumen Gypsum-Fiber Roof Board

Min. 0.25-inch DensDeck Prime, DEXcell FA
Existing smooth-surface SBS modified (Optional) Min. 1.5-inch X g . (Optional)
R-6 bitumen ISOGARD GL or ISOGARD CG Twin Jet Y Glass Mat'Roof Board or SECUROCK Twin Jet Y SBS-SA SBS-SA SBS-SA 2225
Gypsum-Fiber Roof Board
Min. 0.25-inch DensDeck Prime, DEXcell FA
- (Optional) Min. 1.5-inch . ! ) (Optional)
R-7 Existing smooth-surface asphalt BUR Twin Jet Y Glass Mat Roof Board or SECUROCK Twin Jet Y SBS-SA SBS-SA -262.5
ISOGARD GL or ISOGARD CG Gypsum-Fiber Roof Board SBS-SA
Existing granule-surface asphalt BUR or . \ . Min. 0.25-inch DensDeck Prime, DEXcell FA .
. (Optional) Min. 1.5-inch X . (Optional)

R-8 granule-surface APP or SBS modified Twin Jet Y Glass Mat Roof Board or SECUROCK Twin Jet Y SBS-SA SBS-SA -270.0

bitumen ISOGARD GL or ISOGARD CG Gypsum-Fiber Roof Board SBS-SA
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